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The following documents contain provisions which, through reference in this text, constitute provisions of the present document.

· References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.

· For a specific reference, subsequent revisions do not apply.

· For a non-specific reference, the latest version applies.  In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.

[1]
3GPP TR 21.905: "Vocabulary for 3GPP Specifications".

[2]
3GPP TS 22.173: "IMS Multimedia Telephony Service and supplementary services; stage".
[3]
ETSI TS 183 004 version 1.3.1: "Communication Diversion (CDIV); Protocol specification".
[4]
ETSI TS 183 005 version 1.1.3: " Conference (CONF); Protocol specification".

[5]
ETSI TS 183 006 version 1.2.1: " Message Waiting Indication (MWI): Protocol specification".

[6]
ETSI TS 183 007 version 1.3.1: "Originating Identification Presentation (OIP) and Originating Identification Restriction (OIR); Protocol specification".
[7]
ETSI TS 183 008 version 1.2.1: "Terminating Identification Presentation (TIP) and Terminating Identification Restriction (TIR); Protocol specification".

[8]
ETSI TS 183 010 version 1.2.2: "Communication HOLD (HOLD); PSTN/ISDN simulation services".
[9]
ETSI TS 183 011 version 1.2.1: "Anonymous Communication Rejection (ACR) and Communication Barring (CB); Protocol specification".

[10]
ETSI TS 183 029 version 1.3.2: "Explicit Communication Transfer (ECT); Protocol specification".

[11]
ETSI TS 183 023 version 1.3.1: "Extensible Markup Language (XML) Configuration Access Protocol (XCAP) over the Ut interface for Manipulating NGN PSTN/ISDN Simulation Services".
[12]
3GPP TS 26.114: "IP Multimedia Subsystem (IMS); Multimedia telephony; Media handling and interaction".

[13]
3GPP TS 24.229: "Internet Protocol (IP) multimedia call control protocol based on Session Initiation Protocol (SIP) and Session Description Protocol (SDP); Stage 3".

[14]
3GPP TS 24.247: "Messaging using the IP Multimedia (IM) Core Network (CN) subsystem; Stage 3".

[15]
ETSI ES 283 003: "Telecommunications and Internet converged Services and Protocols for Advanced Networking (TISPAN); "IP Multimedia Call Control Protocol based on Session Initiation Protocol (SIP) and Session Description Protocol (SDP) Stage 3".
[16]
RFC 3841 (August 2004): "Caller Preferences for the Session Initiation Protocol (SIP)".

Modifications to the references in the TISPAN TSs.
The references as found throughout the clause 2 of the ETSI TSs in reference [3], [4], [5], [6], [7], [8], [9], [10] and [11] and also found in the annexes A, B, C, D, E, F, G, H and I should be replaced as shown below.

Replace references as shown in Table 1 below:
Table 1: 3GPP reference replacement
	Reference in ETSI TSs
	Modified reference

	ETSI ES 283 003: "Telecommunications and Internet converged Services and Protocols for Advanced Networking (TISPAN); IP Multimedia Call Control Protocol based on Session Initiation Protocol (SIP) and Session Description Protocol (SDP) Stage 3".
	3GPP TS 24.229: "Internet Protocol (IP) multimedia call control protocol based on Session Initiation Protocol (SIP) and Session Description Protocol (SDP); Stage 3".

	ETSI TS 182 006: “Telecommunications and Internet converged Services and Protocols for Advanced Networking (TISPAN); IP Multimedia Subsystem (IMS); Stage 2 description”.

	3GPP TS 23.228: “IP Multimedia Subsystem (IMS); Stage 2”.

	ETSI ES 283 027: "Telecommunications and Internet converged Services and Protocols for Advanced Networking (TISPAN); Interworking SIP-ISUP for TISPAN-IMS"
	3GPP TS 29.163: “Interworking between the IP Multimedia (IM) Core Network (CN) subsystem and Circuit Switched (CS) networks”

	ETSI TS 187 003: "Telecommunications and Internet converged Services and Protocols for Advanced Networking (TISPAN); NGN Security; Security Architecture"
	3GPP TS 33.141 "3rd Generation Partnership Project; Technical Specification Group Services and System Aspects; Presence service; Security"

	ETSI TS 183 038: "TISPAN; PSTN/ISDN Simulation Services; Extensible Markup Language (XML) Document Management; Protocol Specification (Endorsement of OMA 

OMA-TS-XDM_Core-V1_0-20051103-C and OMA-TS-XDM_Shared-V1_0-20051006-C)".
	3GPP TS 33.141 "3rd Generation Partnership Project; Technical Specification Group Services and System Aspects; Presence service; Security"

	IETF RFC 2617: "HTTP Authentication: Basic and Digest Access Authentication"
	IETF RFC 3310: “"Hypertext Transfer Protocol (HTTP) Digest Authentication Using Authentication and Key Agreement (AKA)"


***** END MODIFICATION
***** BEGIN MODIFICATION *****
5.2
Session control procedures

The IMS multimedia telephony communication service can support different types of media, including media types listed in 3GPP TS 22.173 [2]. The session control procedures for the different media types shall be in accordance with 3GPP TS 24.229 [13] and 3GPP TS 24.247 [14], with the following additions:

a)
Multimedia telephony is an IMS communication service and the P-Preferred-Service and P-Asserted-Service headers shall be treated as described in 3GPP TS 24.229 [13]. The coding of the ICSI value in the P-Preferred-Service and P-Asserted-Service headers shall be according to subclause 5.1.
b)
The UE shall include an Accept-Contact header field. The Accept-Contact header field shall contain the g.3gpp.app_ref feature tag equal to the ICSI value defined in subclause 5.1 in initial requests unless the user explicitly indicates a caller preference, as per RFC 3841 [16] that is more preferable than multimedia telephony, in which case the UE may omit the g.3gpp.app_ref feature tag.
NOTE:
How the user explicitly indicates caller preferences is a matter for the UE user interface implementation.

***** END MODIFICATION
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