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***** BEGIN MODIFICATION *****
7.4.4.3
Transport from IM-MGW to MGCF
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NOTE 1: 
MONA preference messages are repeated several times. One repetition is shown for each such message, with the same signal number as the first message.

NOTE 2:
The Context model in figure 7.1.2 is assumed in this call flow. 
Figure 7.4.4.2.1: Mn interactions for receiving MONA SPCs

In signal 1, the MGCF requests the IM-MGW to detect received H.245 message from the CS side in SPC PDUs attached to MONA preference messages and forward them to the MGCF. To request the IM-MGW to detect and forward these H.245 message, the MGCF shall send a suitable H.248 event to the IM-MGW. The event may be indicated through an H.248 ADD command.
In signal 3, the IM-MGW receives an H.245 message from the CS side attached as SPC PDU to a MONA preference message. Upon reception of such an H.245 message from the CS side, the IM-MGW may check, based on bitwise comparition of the previously received H.245 message, if it has already forwarded the same H.245 message to the MGCF, in which case the IM-MGW may choose not to forward the same H.245 message to the MGCF. Otherwise the IM-MGW shall forward the H.245 message to the MGCF within an H.248 Notify command (signal 4).
NOTE: According to H.324 [xx] a MOS requestAck message shall be sent to every received MOS request. If the IM-MGW chooses, based on the bitwise comparition, not to forward the received H.245 messae to the MGCF, no MOS requestAck message will be generated. However, the MGCF will request the IM-MGW to automatically retransmit the MOS requestAck message generated by the MGCF itself.

If the IM-MGW does not support forwarding SPC PDUs or has not been requested by the MGCF to forward these PDUs, it shall discard received SPC PDUs.
***** END MODIFICATION *****
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