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· “if no default content disposition is defined for the MIME type, “render” is assumed”.
)
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1st change

5.2.10
Emergency service

The P-CSCF shall store a configurable list of local emergency numbers and emergency URIs, i.e. those used for emergency services by the operator to which the P-CSCF belongs to. In addition to that, the P-CSCF shall store a configurable list of roaming partners' emergency numbers and emergency URIs associated with MCC and MNC codes.

NOTE:
Certain SIP URIs may be classified as emergency URIs in all networks. 

The P-CSCF shall inspect the Request URI of all INVITE requests from the UE for known emergency numbers and emergency URIs from these configurable lists. If the P-CSCF detects that the Request-URI of the INVITE request matches one of the numbers in any of these lists, the P-CSCF shall not forward the INVITE request. If support for the 3GPP IMS XML body in the Accept header is not indicated, it shall be assumed that the UE supports version 1 of the XML Schema for the IM CN subsystem XML body. The P-CSCF shall respond the INVITE request with a 380 (Alternative Service) response.

In order to determine whether the INVITE request is destined for an emergency centre in the roaming country (i.e. the list of roaming partners' are inspected), the P-CSCF shall compare the MCC and the MNC fields in the received in the P-Access-Network-Info header of the INVITE request against its own MCC and MNC codes.

The P-CSCF shall include in the 380 (Alternative Service) response:

-
a Content-Type header field with the value set to associated MIME type of the 3GPP IMS XML body as described in subclause 7.6.1; and

-
a Content-Disposition header field set to "3gpp-alternative-service" (see subclause 7.2A.11) with the "handling" parameter set to "required".

The P-CSCF shall include in the 3GPP IMS XML body:

a)
an <alternative-service> element, set to the parameters of the alternative service:

b)
a <type> child element, set to "emergency" to indicate that it was an emergency call; and

c)
a <reason> child element, set to an operator configurable reason.

2nd change
7.2A.8
Void
7.2A.9
Void
7.2A.10
Void
7.2A.11
Extension to Content-Disposition header

7.2A.11.1
Introduction

This document defines new Content-Disposition header field disposition types (3gpp-alternative-service, 3gpp- service-info) in subclause 7.2A.11.2.  

7.2A.11.2
Syntax

Additional Content-Disposition header field disposition type values are defined:

-
3gpp-alternative-service: the body contains 3GPP IM CN subsystem XML with the <alternative-service> XML element as described in subclause 7.6; and
-
3gpp-service-info: the body contains 3GPP IM CN subsystem XML with the <service-info> XML element as described in subclause 7.6.
Editor’s note: The Content-Disposition header field disposition type values 3gpp-alternative-service and 3gpp-service-info are to be registered in the IANA registry for Mail Content Disposition Values and Parameters.

7.2A.11.3
Operation

3gpp-alternative-service is used with Content-Type application/3gpp-ims+xml when the element <alternative-service> is included.
3gpp-service-info is used with Content-Type application/3gpp-ims+xml when the element <service-info> is included.
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