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3GPP and TISPAN have agreed that TISPAN simulation services shall be transferred to 3GPP. 
Each of these service specifications has a clause for “Interactions with other networks”. Some examples on Interworking with the PSTN/ISDN:

TS 24.604
CDIV

Some details of  SIP-ISUP mapping are specified

TS 24.605
CONF
Contains interworking specification in addition to reference to TS 29.163

TS 24.606
MWI
Says: “Interworking of the SIP based MWI service with ISDN MWI service is for further study”

TS 24.607
OIP/OIR
Mainly referring to TISPAN endorsement of TS 29.163

TS 24.608
TIP/TIR
Some details of  SIP-ISUP mapping are specified

TS 24.610
HOLD
Mainly referring to TISPAN endorsement of TS 29.163

TS 24.611
ACR/CB
Some details of  SIP-ISUP mapping are specified

TS 24.615
CW
Some details of  SIP-ISUP mapping are specified. Also contains this editor’s note: “This subclause might be replaced by a reference to TS 29.163 [x] in future.”
TS 24.616
MCID

Some details of  SIP-ISUP mapping are specified

TS 24.642
CCBS/CCNR
Says: “Mapping of ISUP to be completed”

TS 24.654
CUG

Some details of  SIP-ISUP mapping are specified

In particular this applies to SIP-ISUP Interworking, where we already have an existing specification in 3GPP, i.e. TS 29.163. Today, TS 29.163 generally has a reference to the  TISPAN TSs but also contains some detailed SIP-ISUP mapping specifications for some of these services. I.e. we have two-ways cross-references between TS 29.163 and the service specifications in TS 24.6xx. And there is no really consistent way of specifying the interworking of these services. Consequently, there is a risk of duplication and mismatch.

For Interworking with external IP networks a reference to TS 29.162 is missing.

Proposal:

To better fit into the existing TS structure in 3GPP, move the text on SIP-ISUP Interworking from the TS 24.6xx service specifications to TS 29.163. For interworking with external IP networks, add a reference to TS 29.162 in the TS 24.6xx service specifications.
Update the relevant WIs accordingly.
