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First the use of the symbol asterisk (*) in front of a message, usually should indicate the clarification of something else ending by (*). This is not the case in the table 9.67a. 
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1st Change

9.3
Messages for circuit-switched call control

Table 9.54/3GPP TS 24.008 summarizes the messages for circuit-switched call control.

Table 9.54/3GPP TS 24.008: Messages for circuit-mode connections call control.

	 Call establishment messages:
	Reference

	 ALERTING
	9.3.1

	 CALL CONFIRMED 1)
	9.3.2

	 CALL PROCEEDING
	9.3.3

	 CONNECT
	9.3.5

	 CONNECT ACKNOWLEDGE
	9.3.6

	 EMERGENCY SETUP 1)
	9.3.8

	 PROGRESS
	9.3.17

	 CC-ESTABLISHMENT
	9.3.17a

	 CC-ESTABLISHMENT CONFIRMED
	9.3.17b

	 RECALL
	9.3.18a

	 START CC
	9.3.23a

	 SETUP
	9.3.23

	Call information phase messages:
	Reference

	 MODIFY 1)
	9.3.13

	 MODIFY COMPLETE 1)
	9.3.14

	 MODIFY REJECT 1)
	9.3.15

	 USER INFORMATION
	9.3.31

	Call clearing messages:
	Reference

	 DISCONNECT
	9.3.7

	 RELEASE
	9.3.18

	
	

	 RELEASE COMPLETE
	9.3.19

	Messages for supplementary service control
	Reference

	 FACILITY
	9.3.9

	 HOLD 1)
	9.3.10

	 HOLD ACKNOWLEDGE 1)
	9.3.11

	 HOLD REJECT 1)
	9.3.12

	 RETRIEVE 1)
	9.3.20

	 RETRIEVE ACKNOWLEDGE 1)
	9.3.21

	 RETRIEVE REJECT 1)
	9.3.22

	 Miscellaneous messages
	Reference

	 CONGESTION CONTROL
	9.3.4

	 NOTIFY
	9.3.16

	 START DTMF 1)
	9.3.24

	 START DTMF ACKNOWLEDGE 1)
	9.3.25

	 START DTMF REJECT 1)
	9.3.26

	 STATUS
	9.3.27

	 STATUS ENQUIRY
	9.3.28

	 STOP DTMF 1)
	9.3.29

	 STOP DTMF ACKNOWLEDGE 1)
	9.3.30


NOTE:
Not supported by Blue Book ITU-T Rec. Q.931.

Next Change

9.3.17a
CC-Establishment $(CCBS)$

A mobile station that does not support the "Network initiated MO call" option shall treat this message as a message with message type not defined for the PD.

This message is sent from the network to the mobile station to provide information on the call that the mobile station should attempt to establish.

See Table 9.67a/3GPP TS 24.008.

Message type:
CC-ESTABLISHMENT

Significance:

local

Direction:


network to mobile station

Table 9.67a/3GPP TS 24.008: CC-Establishment message content

	IEI
	Information element
	Type/Reference
	Presence
	Format
	Length

	
	Call control
	Protocol discriminator
	 M
	 V
	 1/2

	
	protocol discriminator
	10.2
	
	
	

	
	Transaction identifier
	Transaction identifier
	 M
	 V
	 1/2

	
	
	10.3.2
	
	
	

	
	CC-Establishment
	Message type
	 M
	 V
	1

	
	message type
	10.4
	
	
	

	
	Setup container
	Container
	 M
	 LV
	 3-n

	
	
	10.5.4.22b
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