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First Modification

6.1.4.1
Detailed behaviour

The keys to the updated data are part of the information element User-Data AVP. When data repository is updated Service-Indication and Sequence Number shall also be part of the information element User-Data.

Since authentication pending is a transient state of normally very short duration, notification of an IMS user's state change, to and from the authentication pending state shall not be sent to Application Servers, when the previous state before authentication pending and next state after authentication pending are the same. If the states are different before the authentication pending state is entered and after the authentication pending state is left then notification is sent to the AS of this new state.

If the HSS and AS supports the Notif-Eff feature and if multiple subscriptions to notifications are associated with a Public User Identity, the HSS may combine the notifications for multiple Data References and Service Indications into a single notification message.

Removal of the subscribed data is indicated with the content of User-Data AVP. The content shall be compliant with the XML-schema defined in Annex D. Removed repository data shall be indicated with RepositoryData or AliasesRepositoryData element that does not contain ServiceData element. Removed S-CSCF name shall be indicated with empty SCSCFName element. If all iFCs for the user that are relevant for the AS have been removed it shall be indicated with empty IFCs element.

Removed Public Identities should be indicated in the DeletedIdentities element.
Table 6.1.4.1 details the valid result codes that the AS can return in the response.

Table 6.1.4.1.1: Sh-Notif response valid result codes

	Result-Code AVP value
	Condition

	DIAMETER_SUCCESS
	The request succeeded.

	DIAMETER_ERROR_USER_DATA_NOT_RECOGNIZED
	The request failed. The AS informs the HSS that the received user information contained information, which was not recognized or supported by the AS.

	DIAMETER_ERROR_USER_UNKNOWN
	The request failed because the Public Identity is not found in the AS. 

	DIAMETER_ERROR_TOO_MUCH_DATA
	The request failed. The AS informs the HSS that it tried to push too much data into the AS.

	DIAMETER_ERROR_NO_SUBSCRIPTION_TO_DATA
	The request failed. The AS informs the HSS that the notification refers to information to which the AS is not subscribed.

	DIAMETER_UNABLE_TO_COMPLY
	The request failed.


Next Modification

C.1
General description

The following picture gives an outline of the UML model of the user profile, which is exchanged between the HSS and an AS:
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Figure C.1.1: Sh-Data

Each instance of the Sh-Data class contains 0 or 1 instance of the class PublicIdentifiers, 0 or n instances of the class RepositoryData, 0 or n instances of the class AliasesRepositoryData, 0 or 1 instance of the class Sh-IMS-Data, 0 or 1 instance of the class CSUserState, 0 or 1 instance of the class PSUserState 0 or 1 instance of the class CSLocationInformation and 0 or 1 instance of the class PSLocationInformation, 0 or 1 instance of the class RegisteredIdentities, 0 or 1 instance of the class ImplicitIdentities, 0 or 1 instance of the class AllIdentities, and 0 or 1 instance of the class AliasIdentities.

If AS and HSS both support the Notif-Eff feature and AS requires more than one identity sets of a public identity, or it has subscribed to be notifed of changes to IMSPublicIdentity (see table 7.6.1), the class PublicIdentifiers shall not be used. Instead the classes RegisteredIdentities, ImplicitIdentities, AllIdentities and AliasIdentities shall be used and they contain the REGISTERED_IDENTITIES, IMPLICIT_IDENTITIES, ALL_IDENTITIES and ALIAS_IDENTITIES associated with the IMS Public Identity included in the request respectively, See Table 6.1.1.1 for the detailed information. The class PublicIdentifiers or the one among the four which may be used to contain the correspongding identity set can both be used when AS requires only one identity set of a public identity.

If AS or HSS do not support the Notif-Eff feature, the classes RegisteredIdentities, ImplicitIdentities and AllIdentities shall not be used. Instead the class PublicIdentifiers shall be used.

Class RepositoryData contains repository data (transparent data) for a given service. It has attributes ServiceIndication, SequenceNumber and ServiceData.

Class AliasesRepositoryData contains repository data (transparent data) for a given service that are associated to a group of Public User Identities. It has attributes ServiceIndication, SequenceNumber and ServiceData.

Class CSUserState contains the state of a user in the CS domain. Its only attribute, State, is an enumeration whose possible values are defined in section 7.6.7.

Class PSUserState contains the state of a user in the PS domain. Its only attribute, State, is an enumeration whose possible values are defined in section 7.6.7.

NOTE: the fact that attribute State is an enumeration is a difference from what can be carried in the MAP protocol.

Class CSLocationInformation has the attributes Location Number, Service Area ID, GlobalCellId, LocationAreaId, GeographicalInformation, GeodeticInformation, VLR Number, MSC Number, AgeOfLocationInformation and CurrentLocationRetrieved. They are defined in 7.6. 

Class PSLocationInformation has the attributes ServiceAreaId, GlobalCellId, LocationAreaID, RoutingAreaID, GeographicalInformation, GeodeticInformation, SGSN Number, AgeOfLocationInformation and CurrentLocationRetrieved. They are defined in 7.6.

Class DeletedIdentities contains Public Identities (IMS Public User Identities or Public Service Identities) removed from the HSS.
Next Modification

Annex D (normative):
XML schema for the Sh interface user profile

The file ShDataType_Rel8.xsd, attached to this specification, contains the XML schema for the user profile that is sent over the Sh interface. The user profile XML schema defines the data types that are used in the user profile XML. The data that is allowed to be sent in the user profile may vary depending on the features supported by the Diameter end points, see 3GPP TS 29.329 [5]. The user profile XML schema file is intended to be used by an XML parser. The version of the Sh application sending the user profile XML shall be the same as the version of the sent user profile XML and thus it implies the version of the user profile XML schema to be used to validate it.

Tables D.1 and D.2 describe the data types and the dependencies among them that configure the user profile XML schema.

Table D.1: XML schema for the Sh user profile interface: simple data types

	Data type
	Tag
	Base type
	Comments

	tPriority
	Priority
	integer
	>= 0

	tProfilePartIndicator
	ProfilePartIndicator
	enumerated
	Possible values:

0 (REGISTERED)

1 (UNREGISTERED)

	tGroupID
	Group
	integer
	>= 0

	tRegistrationType
	RegistrationType
	enumerated
	Possible values:

0 (INITIAL_REGISTRATION)

1 (RE-REGISTRATION)

2 (DE-REGISTRATION)

	tDefaultHandling
	DefaultHandling
	enumerated
	Possible values: 

0 (SESSION_CONTINUED)

1 (SESSION_TERMINATED)

	tDirectionOfRequest
	SessionCase
	enumerated
	Possible values: 

0 (ORIGINATING_SESSION)

1 TERMINATING_SESSION 

2 (TERMINATING_UNREGISTERED)

3 (ORIGINATING_UNREGISTERED)

	tIMSUserState
	IMSUserState
	Enumerated
	Possible values:

0 (NOT_REGISTERED)

1 (REGISTERED)

2 (REGISTERED_UNREG_SERVICES)

3 (AUTHENTICATION_PENDING)

	tCSUserState
	CSUserState
	Enumerated
	Possible values (as defined in 3GPP TS 23.078 [14]):

0 (CAMELBusy)

1 (NetworkDeterminedNotReachable)

2 (AssumedIdle)

3 (NotProvidedfromVLR)

	tPSUserState
	PSUserState
	Enumerated
	Possible values (as defined in 3GPP TS 23.078 [14]):

0 (Detached)

1 (AttachedNotReachableForPaging)

2 (AttachedReachableForPaging)

3 (ConnectedNotReachableForPaging)

4 (ConnectedReachableForPaging)

5 (NotProvidedFromSGSN)

6 (NetworkDeterminedNotReachable)

	tLocationNumber
	LocationNumber
	string
	Syntax described in ITU-T Q.763 [9] (Base64 encoded according to RFC 2045 [15]).

Length >=4 and <=16 (multiples of 4).

	tCellGlobalId
	CellGlobalId
	string
	Syntax described in 3GPP TS 29.002 [13] (Base64 encoded according to RFC 2045 [15]).

Length = 12.

	tServiceAreaId
	ServiceAreaId
	string
	Syntax described in 3GPP TS 29.002 [13] (Base64 encoded according to RFC 2045 [15]).

Length = 12.

	tLocationAreaId
	LocationAreaId
	string
	Syntax described in 3GPP TS 29.002 [13] (Base64 encoded according to RFC 2045 [15]).

Length = 8.

	tRoutingAreaId
	RoutingAreaId
	string
	Syntax described in 3GPP TS 29.002 [13] (Base64 encoded according to RFC 2045 [15]).

Length = 8.

	tGeographicalInformation
	GeographicalInformation
	string
	Syntax described in 3GPP TS 29.002 (base 64 encoded according to RFC 2045).

Length = 12.

	tGeodeticInformation
	GeodeticInformation
	string
	Syntax described in 3GPP TS 29.002 [13] (Base64 encoded according to RFC 2045 [15]).

Length = 16.

	tAgeOfLocationInformation
	AgeOfLocationInformation
	integer
	>=0, <=32767

	tAddressString
	AddressString
	string
	Syntax described in 3GPP TS 29.002 [13] (Base64 encoded according to RFC 2045 [15]).

Length >= 4 and <=28 (multiples of 4).

	tMSISDN
	MSISDN
	string
	Number structure described in 3GPP TS 23.003 [11]. ASCII encoded according to ANSI X3.4 [20].

	tSIP_URL
	IMSPublicIdentity
	anyURI
	Syntax described in RFC 3261 [16]

	tTEL_URL
	IMSPublicIdentity
	anyURI
	Syntax described in IETF RFC 3966 [17]

	tDiameterURI
	DiameterURI
	string
	Syntax of a Diameter URI as described in IETF RFC 3588 [8]

	tIMSPublicIdentity
	IMSPublicIdentity
	(union)
	Union of tSIP_URL and tTEL_URL

	tIdentityType
	IdentityType
	enumerated
	Possible values:

0 (PUBLIC_USER_IDENTITY)

1 (DISTINCT_PSI)

2 (WILDCARDED_PSI)

3 (WILDCARDED_IMPU)

	tWildcardedPSI
	WildcardedPSI
	anyURI
	Syntax described in 3GPP TS 23.003 [11].

	tWildcardedIMPU
	WildcardedIMPU
	anyURI
	Syntax described in 3GPP TS 23.003 [11].

	tServiceInfo
	ServiceInfo
	string
	

	tDSAI-Tag
	DSAI-Tag
	string
	

	tString
	RequestURI, Method, Header, Content, Line
	string
	

	tBool
	ConditionTypeCNF, ConditionNegated
	boolean
	Possible values: 

0 (false)

1 (true)

	tSequenceNumber
	SequenceNumber
	integer
	>=0, <=65535

	tPSIActivation
	PSIActivation
	Enumerated
	Possible Values:

0 (INACTIVE)

1 (ACTIVE)

	tDSAI-Value
	DSAI-Value
	enumerated
	Possible values are:

0 (ACTIVE)

1 (INACTIVE)


Table D.2: XML schema for the Sh user profile interface: complex data types

	Data type
	Tag
	Compound of

	
	
	Tag
	Type
	Cardinality

	tSh-Data
	Sh-Data
	PublicIdentifiers
	tPublicIdentity
	0 to 1

	
	
	RepositoryData
	tTransparentData
	0 to n

	
	
	Sh-IMS-Data
	tShIMSData
	0 to 1

	
	
	CSLocationInformation
	tCSLocationInformation
	0 to 1

	
	
	PSLocationInformation
	tPSLocationInformation
	0 to 1

	
	
	CSUserState
	tCSUserState
	0 to 1

	
	
	PSUserState
	tPSUserState
	0 to 1

	
	
	Extension
	tSh-Data-Extension
	0 to 1

	tSh-Data-Extension
	Extension
	RegisteredIdentites
	tPublicIdentity
	0 to 1

	
	
	ImplicitIdentities
	tPublicIdentity
	0 to 1

	
	
	AllIdentities
	tPublicIdentity
	0 to 1

	
	
	AliasIdentities
	tPublicIdentity
	0 to 1

	
	
	AliasesRepositoryData
	tTransparentData
	0 to n

	
	
	Extension
	tSh-Data-Extension2
	0 to 1

	tSh-Data-Extension2
	Extension
	DeletedIdentities
	tPublicIdentity
	0 to 1

	tTransparentData
	RepositoryData
	ServiceIndication
	string
	1

	
	
	SequenceNumber
	tSequenceNumber
	1

	
	
	ServiceData
	tServiceData
	0 to 1

	tTransparentData
	AliasesRepositoryData
	ServiceIndication
	string
	1

	
	
	SequenceNumber
	tSequenceNumber
	1

	
	
	ServiceData
	tServiceData
	0 to 1

	tServiceData
	any
	any
	any
	1

	tIFCs
	IFCs
	InitialFilterCriteria
	tInitialFilterCriteria
	0 to n

	tShIMSData
	Sh-IMS-Data
	SCSCFName
	tSIP_URL
	0 to 1

	
	
	IFCs
	tIFCs
	0 to 1

	
	
	IMSUserState
	tIMSUserState
	0 to 1

	
	
	ChargingInformation
	tChargingInformation
	0 to 1

	
	
	Extension
	tShIMSDataExtension
	(0 to 1)

	tShIMSDataExtension
	Extension
	PSIActivation
	tPSIActivation
	(0 to 1)

	
	
	Extension
	tShIMSDataExtension2
	0 to 1

	tShIMSDataExtension2
	Extension
	DSAI
	tDSAI
	0 to n

	tCSLocationInformation
	CSLocationInformation
	LocationNumber
	tLocationNumber
	0 to 1

	
	
	CellGlobalId
	tCellGlobalId
	0 to 1

	
	
	ServiceAreaId
	tServiceAreaId
	0 to 1

	
	
	LocationAreaId
	tLocationAreaId
	0 to 1

	
	
	GeographicalInformation
	tGeographicalInformation
	0 to 1

	
	
	GeodeticInformation
	tGeodeticInformation
	0 to 1

	
	
	VLRNumber
	tISDNAddress
	0 to 1

	
	
	MSCNumber
	tISDNAddress
	0 to 1

	
	
	CurrentLocationRetrieved
	tBool
	0 to 1

	
	
	AgeOfLocationInformation
	tAgeOfLocationInformation
	0 to 1

	tPSLocationInformation
	PSLocationInformation
	CellGlobalId
	tCellGlobalId
	0 to 1

	
	
	ServiceAreaId
	tServiceAreaId
	0 to 1

	
	
	LocationAreaId
	tLocationAreaId
	0 to 1

	
	
	RoutingAreaId
	tRoutingAreaId
	0 to 1

	
	
	GeographicalInformation
	tGeographicalInformation
	0 to 1

	
	
	GeodeticInformation
	tGeodeticInformation
	0 to 1

	
	
	SGSNNumber
	tISDNAddress
	0 to 1

	
	
	CurrentLocationRetrieved
	tBool
	0 to 1

	
	
	AgeOfLocationInformation
	tAgeOfLocationInformation
	0 to 1

	tPublicIdentity
	PublicIdentifiers
	IMSPublicIdentity
	tIMSPublicIdentity
	0 to n

	
	
	MSISDN
	tMSISDN
	0 to n

	
	
	Extension
	tPublicIdentityExtension
	(0 to 1)

	tPublicIdentityExtension
	Extension
	IdentityType
	tIdentityType
	(0 to 1)

	
	
	WildcardedPSI
	tWildcardedPSI
	(0 to 1)

	
	
	Extension
	tPublicIdentityExtension2
	(0 to 1)

	tPublicIdentityExtension2
	Extension
	WildcardedIMPU
	tWildcardedIMPU
	(0 to 1)

	tInitialFilterCriteria
	InitialFilterCriteria
	Priority
	tPriority
	1

	
	
	TriggerPoint
	tTrigger
	0 to 1

	
	
	ApplicationServer
	tApplicationServer
	1

	
	
	ProfilePartIndicator
	tProfilePartIndicator
	0 to 1

	
	
	ConditionTypeCNF 
	tBool
	1

	tTrigger
	TriggerPoint
	SPT
	tSePoTri 
	0 to n

	
	
	ConditionNegated
	tBool
	0 to 1

	tSePoTri
	SPT
	Group
	tGroupID
	1 to n

	
	
	Choice of
	RequestURI
	tString

	
	
	Extension
	Method
	tString
	1

	
	
	
	SIPHeader
	tHeader
	1

	
	
	
	SessionCase
	tDirectionOfRequest
	1

	
	
	
	SessionDescription
	tSessionDescription
	1

	
	
	
	tSePoTriExtension
	(0 to 1)
	1

	
	
	RegistrationType
	tRegistrationType
	(0 to 2)

	tSePoTriExtension
	Extension
	Header
	tString
	1

	tHeader
	SIPHeader
	Content
	tString
	0 to 1

	
	
	Line
	tString
	1

	tSessionDescription
	SessionDescription
	Content
	tString
	0 to 1

	
	
	ServerName
	tSIP_URL
	1

	tApplicationServer
	ApplicationServer
	DefaultHandling
	tDefaultHandling
	0 to 1

	
	
	ServiceInfo
	tServiceInfo
	0 to 1

	
	
	PrimaryEventChargingFunctionName
	tDiameterURI
	0 to 1

Note 1

	tChargingInformation
	ChargingInformation
	SecondaryEventChargingFunctionName
	tDiameterURI
	0 to 1

	
	
	PrimaryCharging CollectionFunctionName
	tDiameterURI
	0 to 1

Note 1

	
	
	SecondaryCharging CollectionFunctionName
	tDiameterURI
	0 to 1

	
	
	DSAI-Tag
	tDSAI-Tag
	1

	tDSAI
	DSAI
	DSAI-Value
	tDSAI-Value
	1

	
	
	DSAI-Value
	tDSAI-Value
	1
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