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*****  START OF FIRST CHANGED SECTION *****

14.2.47
Emergency Call Indication

This procedure is the same as that defined in the subclause " ECS_Indication " in ITU‑T Recommendation Q.1950 Annex F [23] (see 3GPP TS 29.205 [7]) with additions as shown below.

Table 14.2.47.1: Emergency Call Indication additions

	Address Information
	Control information
	Bearer information

	Or as per flow 14.2.4

Establish Bearer

Or as per flow 14.2.5

Prepare Bearer

Or as per flow 14.2.12

Play Announcement

Or as per flow 14.2.18

Reserve_Circuit

Or as per flow 14.2.41

Prepare_IP_transport

Or as per flow 14.2.2

Isolate Bearer Termination

Or as per flow 14.2.3

Join Bearer Termination

Or as per flow 14.2.51
Reserve RTP Connection Point

Or as per flow 14.2.53
Reserve and Configure RTP Connection Point


	Or as per flow 14.2.4

Establish Bearer

With the following additions:

If Context Requested & Emergency Call:

Emergency Call Indication

Or as per flow 14.2.5

Prepare Bearer

With the following additions:

If Context Requested & Emergency Call:

Emergency Call Indication

Or as per flow 14.2.12

Play Announcement

With the following additions:

If Context Requested & Emergency Call:

Emergency Call Indication

Or as per flow 14.2.18

Reserve_Circuit 

With the following additions:

If Context Requested & Emergency Call:

Emergency Call Indication

Or as per flow 14.2.41

Prepare_IP_transport

With the following additions:

If Context Requested & Emergency Call:

Emergency Call Indication

Or as per flow 14.2.2

Isolate Bearer Termination 

With the following additions:

If Context Requested & Emergency Call:

Emergency Call Indication

Or as per flow 14.2.3

Join Bearer Termination 

With the following additions:

If Context Requested & Emergency Call:

Emergency Call Indication
Or as per flow 14.2.51
Reserve RTP Connection Point With the following additions:

If Context Requested & Emergency Call:

Emergency Call Indication
Or as per flow 14.2.53
Reserve and Configure RTP Connection Point                    With the following additions:

If Context Requested & Emergency Call:

Emergency Call Indication
	Or as per flow 14.2.4

Establish Bearer

Or as per flow 14.2.5

Prepare Bearer

Or as per flow 14.2.12

Play Announcement

Or as per flow 14.2.18

Reserve_Circuit 

Or as per flow 14.2.41

Prepare_IP_transport

Or as per flow 14.2.2

Isolate Bearer Termination

Or as per flow 14.2.3

Join Bearer Termination
Or as per flow 14.2.51
Reserve RTP Connection Point

Or as per flow 14.2.53
Reserve and Configure RTP Connection Point


*****  END OF FIRST CHANGED SECTION *****
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