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Abstract of document:

3GPP Evolved Packet System; Optimized Handover Procedures and Protocols between        E-UTRAN Access and cdma2000 HRPD Access – Stage 3

The present document specifies the stage 3 of the Evolved Packet System S101 interface between the MME and the HRPD Access Network. The S101 interface supports procedures for Pre-Registration, Session Maintenance and Active handoffs between E-UTRAN and HRPD networks.

It also specifies the S103 interface between the Serving GW and HRPD PDSN. This User Plane interface is used to forward DL data to minimize packet losses in mobility from E-UTRAN to HRPD. Signalling procedures on the S101 interface are used to set up tunnels on the S103 interface.

Changes since last presentation to TSG CT Meeting #40:

Revisions have been agreed for:

· Messages,
· Error Handling,
· References for Encapsulated Messages,
· S101 redirection support, Session ID,

· Symbols and Abbreviations,

· Removal of Editor's Note on need for UE Sequence Number within Overall S101 Message Sequence Number,

· Section 10 Security, 11 IP and 12 Parameters,

· Editorial Corrections and alignment with GTPv2,

· HRPD to LTE direct transfer message sector ID
Outstanding Issues:

· Section 4: Add reference to 29.274 section 4.3 for protocol stack (S101/UDP/IP), UDP (port #2123?), IP (IPv4?)

· Section 6.2. Do we need procedures at the receiver if these requirements are not met? (i.e. what happens if we receive an S101 message header with S=0, E=1, or T=1)?

· Need Message Type definitions for Direct Transfer Req/Response and Notification Request/Response as these are not in 29274-110. Assume that we would use 5-8 respectively.
· Direct Transfer Request (would like to add extension)

Contentious Issues:

· None
