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17.5.x
MBMS broadcast session termination (GGSN initiated)
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Figure x: Broadcast session termination
1.
In exceptional cases (e.g. resource pre-emption or timeout of the MBMS session), the GGSN may send an STR command to the BM-SC to initiate the termination of the Diameter session related to a broadcast MBMS bearer service. If a bearer plane had been established over Gi for this MBMS bearer service, the bearer plane is released.
2.
The BM-SC removes the Diameter session and confirms the operation by sending an STA message to the GGSN.

Next  modification

17.6.3
STR Command

The STR command, defined in IETF RFC3588 (DIAMETER BASE) [66], is indicated by the Command-Code field set to 275 and the ‘R’ bit set in the Command Flags field, It is sent by the GGSN to the BM-SC to terminate a DIAMETER session.

A DIAMETER session for a multicast MBMS service is terminated when the last MBMS UE context for the MBMS bearer service is deleted. This informs the BM-SC that the GGSN would like to be deleted from the distribution tree of a particular MBMS bearer service (De-registration procedure). 
A DIAMETER session for an individual UE’s multicast MBMS service authorisation is terminated when the UE has requested to the GGSN to leave the MBMS bearer service.
A DIAMETER session for a broadcast MBMS service may be terminated by the GGSN in exceptional cases.
The STR command is also used to deactivate a Trace Session previously activated in the BM-SC and to terminate the associated Diameter Session initiated by the AAR that activated the Trace session. The Gmb specific AVP Additonal-MBMS-Trace-Info shall be included in the STR command only in the case of a Trace Session deactivation. For more detailed description of Trace Session activation/deactivation procedures see 3GPP TS 32.422 [69].

The relevant AVPs that are of use for the Gmb interface are detailed in the ABNF description below. Other valid AVPs for this command are not used for Gmb purposes and should be ignored by the receiver or processed according to the relevant specifications.

Message Format:

<ST-Request> ::= < Diameter Header: 275, REQ, PXY >

                      < Session-Id >

                      { Origin-Host }

                      { Origin-Realm }

                      { Destination-Realm }

                      { Auth-Application-Id }

                      { Termination-Cause }

                      [ Destination-Host ]

                    * [ Class ]

                      [ Origin-State-Id ]

                    * [ Proxy-Info ]

                    * [ Route-Record ]





  [ Additional-MBMS-Trace-Info ]
Next modification

17.6.4
STA Command

The STA command, defined in IETF RFC3588 (DIAMETER BASE) [66], is indicated by the Command-Code field set to 275 and the ‘R’ bit cleared in the Command Flags field, is sent in response to an STR command (e.g. De-registration procedure).

The relevant AVPs that are of use for the Gmb interface are detailed in the ABNF description below. Other valid AVPs for this command are not used for Gmb purposes and should be ignored by the receiver or processed according to the relevant specifications.

Message Format:
<ST-Answer>  ::= < Diameter Header: 275, PXY >

                       < Session-Id >

                       { Result-Code }

                       { Origin-Host }

                       { Origin-Realm }

                     * [ Class ]

                       [ Error-Message ]

                       [ Error-Reporting-Host ]

                     * [ Failed-AVP ]

                       [ Origin-State-Id ]

                     * [ Redirect-Host ]

                       [ Redirect-Host-Usage ]

                       [ Redirect-Max-Cache-Time ]

                     * [ Proxy-Info ]
End of  Modifications
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