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* * * First Change * * * *

5.18
RFC 4168 (The Stream Control Transmission Protocol (SCTP) as a Transport for the Session Initiation Protocol)

SCTP shall be the transport protocol for a SIP-I based Nc interface as per IETF RFC 4168 [27].

Semi-permanent SCTP associations shall be established between peer 3GPP SIP-I entities, i.e. the SCTP associations shall remain up under normal circumstances. 

Local multi-homing should be supported. Remote multi-homing shall be supported. 

Multiple local SCTP endpoints may be supported. Multiple remote SCTP endpoints shall be supported. When multiple local or remote SCTP endpoints are configured, several simultaneous SCTP associations shall be supported between peer 3GPP SIP-I entities. 
Published IP addresses and ports for SCTP associations are supported as specified below:
· The (G)MSC Server shall support SCTP association setup, where an SCTP association request is performed to a published IP address and port.

· The (G)MSC Server may initiate SCTP association requests from a local published IP address and port.
· The (G)MSC Server shall accept incoming SCTP association requests from remote published IP address and port.
· When two endpoints are configured for a specific SCTP association between two published IP addresses and ports, one endpoint shall be configured as "server" and the peer endpoint as the "client" with respect to SCTP association setup. 
· NOTE: Published IP addresses or ports can be configured via O&M or they can be obtained through a DNS enquiry.

Dynamically assigned ports for SCTP associations are supported as specified below: 
-
The (G)MSC Server may initiate a SCTP association from an ephemeral (non-published) port.
-
The (G)MSC Server shall accept incoming SCTP association requests from remote ephemeral (non-published) ports. 
Checksum calculation for SCTP shall be supported as specified in RFC 3309 [26] instead of the method specified in RFC 2960 [25].
* * * End of Change * * * *
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