Page 1



3GPP TSG CT WG4 Meeting #40-bis
C4-083065
Phoenix, US, 6th – 10th October 2008
	CR-Form-v9.4

	CHANGE REQUEST

	

	(

	23.231
	CR
	0029
	(

rev
	1
	(

Current version:
	8.1.0
	(


	

	For HELP on using this form look at the pop-up text over the (
 symbols. Comprehensive instructions on how to use this form can be found at http://www.3gpp.org/specs/CR.htm.

	


	Proposed change affects:
(

	UICC apps(

	
	ME
	
	Radio Access Network
	
	Core Network
	X


	

	Title:
(

	Impacts for MSP, VGCS, VBS within a SIP-I based Nc network

	
	

	Source to WG:
(

	Vodafone

	Source to TSG:
(

	C4

	
	

	Work item code:
(

	SIP_Nc
	
	Date: (

	23/09/2008

	
	
	
	
	

	Category:
(

	B
	
	Release: (

	Rel-8

	
	Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
R99
(Release 1999)
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)
Rel-7
(Release 7)
Rel-8
(Release 8)
Rel-9
(Release 9)

	
	

	Reason for change:
(

	Sections describing potential impacts to the Multiple Seubecriber Profile and VGCS/VBS require completion.
The MSP service, as defined in 3GPP TS 23.097, is a CAMEL Phase 3 service that allows the served subscriber to have several profiles, to distinguish between different telecommunication service requirements (e.g. business and home). This is described in 3GPP TS 22.097. Subscriber data specific to MSP is stored in the HLR and the gsmSCF.  There is no impact on the call control protocol between (G)MSC-S's.

The VGCS/VBS functionality shown within 3GPP TS 23.205 utilises a VGCS/VBS Multiparty Context using procedurees over the Mc Interface to create specific contexts and bind them together.  Whilst the functionality for VGCS/VBS does not change when using a SIP-I based Nc interface, the impacts to the Nb interface may have an impact on thow the "internal Nb bearers" between these contexts are defined.  This will therefore have an impact on which procedures are used over the Mc Interface to create these contexts and terminations.  Information regarding how these internal bearers are created is required, similar to the impacts on the MultiParty functionality. 

	
	

	Summary of change:
(

	Modify the section for MSP, stating no impact.
Modify the VGCS/VBS section to include information on how to create the "internal Nb bearers" within the MGW for the VGCS/VBS service, and which procedures over the Mc interface are required to create these.
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not approved:
	Incomplete definition of Multiple Subscriber Profile and VGCS/VGS services for SIP-I based networks.
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*** First Modification ***
13.14
Multiple Subscriber Profile (MSP)

No impact.
*** Second Modification ***
13.20
Voice group call service (VGCS), Voice broadcast service (VBS)
The procedures specified for VGCS/VBS in 3GPP TS 23.205 [7] sub-clause 13.20 shall be followed, with the following modifications: 

- 
If the MGW only supports SIP-I associated Nb, the procedures for establishing the internal Nb bearer between the peripheral context and the VGCS Multiparty Bridge context shall be in accordance with the standard SIP-I based Nc external bearer setup procedures. The Establish Bearer and Prepare Bearer procedures shall be replaced by the Reserve RTP Connection Point, Reserve and Configure RTP Connection Point, Configure RTP connection point.

- 
If the MGW supports combinations of SIP-I and BICC associated Nb, the MSC-S may establish the internal Nb bearer between the peripheral context and the VGCS Multiparty Bridge context following the standard SIP-I based Nc or BICC based Nc external bearer setup procedures. 

- 
The MSC-S knows whether the MGW supports SIP-I and/or BICC associated Nb through local configuration data. 
NOTE:
If the MGW only supports BICC associated Nb, the procedures for establishing the internal Nb bearer between the peripheral context and the VGCS Multiparty Bridge context are defined in 3GPP TS 23.205 [7].
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