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*****  START OF FIRST CHANGED SECTION *****
14.2.53

Reserve and Configure RTP Connection Point 

This procedure is used to reserve and coonfigure an RTP bearer termination for a SIP-I associated Nb user plane, as defined in 3GPP TS 29.415 [8]. 

When the procedure "Reserve and Configure RTP Connection Point" is required the following procedure is initiated:
The MGC sends a ADD.req command with the following information.
Table A.14.2.53/1: ADD.req (Reserve and Configure RTP Connection Point Request) MGC to MGW
	· Address Information
	· Control information
	· Bearer information

	Local Descriptor {

   Port = ?

   IP Address = ?

}

Remote Descriptor {

   Port

   IP Address

}
	Transaction ID

Termination ID = ?

If Context Requested:

   Context ID = ?

If Context Provided:

   Context ID = c1

If IP Interface Type:
    IP interface = "IP interface type"

If Resources for multiple Codecs shall be reserved:

   Reserve_Value 

If CTM call and Access Termination:

     State= ctmstate 

     Transport= ctmtransport

     Version= ctmtext version

NotificationRequested (Event ID = x,

“termination heartbeat”) 

If indication on Bearer Released requested:

NotificationRequested (Event ID = x, "BNC Release (Cause)") – as defined in ITU‑T Recommendation Q.1950

If multiple IP realms: IP realm Identifier = required IP realm identifier
If indication on Protocol Negotiation Result requested:

NotificationRequested (Event ID = x, "Prot Negotiation Result")

If indication on Rate Change requested:

NotificationRequested (Event ID = x, "RateChange")
If access termination and notification on CTM negotiation result requested:

NotificationRequested (Event ID = x, " connchange ")


	Local Descriptor {

   Codec List

   RTP Payloads

   RtcpbwRS

   RtcpbwRR

}

Remote Descriptor {

   Codec List

   RTP Payloads

   RtcpbwRS

   RtcpbwRR

}

If data call other than SCUDIF multimedia call and Anchor MGW Network Termination:

   PLMN bearer capability = PLMN capability 

If GSM data call other than SCUDIF multimedia call and Anchor MGW Network Termination:

   GSM channel coding = coding



When the processing of command (1) is complete, the MGW initiates the following procedure.
Table A.14.2.53/2: ADD.resp(Reserve and Configure RTP Connection Point Acknowledge) MGW to MGC

	· Address Information
	· Control information
	· Bearer information

	Local Descriptor {

   Port

   IP Address

}

Remote Descriptor {

   Port

   IP Address

}
	Transaction ID

Termination ID

Context ID
	Local Descriptor {

   Codec List

   RTP Payloads

   RtcpbwRS

   RtcpbwRR

}

Remote Descriptor {

   Codec List

   RTP Payloads

   RtcpbwRS

   RtcpbwRR

}


Editor's note: The usage of the Call Type Discrimination IE and Text Telephony IE is ffs.
*****  END OF FIRST CHANGED SECTION *****
C.14.29
Cellular Text Telephone Modem Text Transport Package

Table C.14.29: Package Usage Information For CTM

	Properties 
	Mandatory/

Optional
	Used in command:
	Supported Values:
	Provisioned Value:

	Termination connection state(threegctm/ connstate, 0x0068/0x0001)
	 M
	ADD, MOD, MOVE
	ALL 
	

	Text Transport (threegctm/ trpt (0x0068/0x0002
	M
	ADD, MOD, MOVE
	CTM
	

	Text Protocol Version (threegctm/ textproto 0x0068/0x0003)
	M
	ADD, MOD, MOVE
	ALL 
	Default=1

	Signals 
	Mandatory/

Optional
	Used in command:
	Duration Provisioned Value:

	None
	-
	-
	-

	
	Signal Parameters
	Mandatory/

Optional
	Supported

Values:
	Duration Provisioned Value:

	
	-
	-
	--
	-

	Events
	Mandatory/

Optional
	Used in command:

	Connection State Change (threegctm/ connchange 0x0068/0x0001)


	M
	ADD, MOD, MOVE, NOTIFY

	
	Event

Parameters
	Mandatory/

Optional
	Supported

Values:
	Provisioned Value:

	
	None
	-
	-
	-

	
	ObservedEvent

Parameters
	Mandatory/

Optional
	Supported

Values:
	Provisioned Value:

	
	Connchng
	M
	As property connstate
	-

	Statistics
	Mandatory/

Optional
	Used in command:
	Supported Values:

	Number of Characters Transferred (threegctm/ chartrans 0x0068/0x0001)
	M
	SUB 
	

	Error Codes
	Mandatory/ Optional

	None
	-
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