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The present document is a member of a TS-family consisting of:
	TS 24.301
	Non-Access-Stratum (NAS) protocol for Evolved Packet System (EPS); Stage 3

	TS 24.302
	Access to the Evolved Packet Core (EPC) via non-3GPP access networks; Stage 3

	TS 24.303
	Mobility management based on Dual-Stack Mobile IPv6; Stage 3

	TS 24.304
	Mobility management based on Mobile IPv4; User Equipment (UE) - foreign agent interface; Stage 3


The purpose of TS 24.302 is to specify the discovery and network selection procedures for access to 3GPP Evolved Packet Core (EPC) via non-3GPP access networks and includes Authentication and Access Authorization using Authentication, Authorization and Accounting (AAA) procedures used for the interworking of the 3GPP EPC and the non-3GPP access networks.

Additionally, TS 24.302 also specifies the Tunnel management procedures used for establishing an end-to-end tunnel from the UE to the ePDG to the point of obtaining IP connectivity and includes the selection of the IP mobility mode.

Changes since last presentation to CT Meeting #41:

Summary of changes since CT#41:-

· Network selection for WiMAX as non-3GPP access

· Handling of ANID for non-3GPP access networks and ANID for other (than HRPD) non-3GPP accesses provided

· Interactions between UE and ANDSF clarified along with clarification on use of information from ANDSF.

· Decode for trust relationship indicator defined and its provision clarified.

· Adopting EAP-AKA' along side EAP-AKA aligning with SA3.

· Tunnel Management: Inclusion of associated PDN by ePDG clarified.

Outstanding Issues:

· On ANDSF certain UE – ANDSF interactions need to be resolved 
e.g. use of ANDSF information is conjunction with TS 23.122 if that is allowed;
e.g. Use of location information and availability of UE's location
· Resolution of editor's notes in TS 24.302 seeking clarifications on:
- authentication and authorization;
- UE identities and their use;
- selection of ePDG;
- IP Mobility Mode selection; and
- tunnel management
Contentious Issues:

None
Change history of this document:
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