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First modified section

4.3.4.2.1
WRITE-REPLACE WARNING REQUEST

This message is sent by the CBC to request start, overwrite or stop of an ETWS message broadcast. 
Direction: CBC ( MME 
Table 4.3.4.2.1-1: WRITE-REPLACE WARNING REQUEST message contents

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	4.3.4,3.1
	
	YES
	ignore

	Message Identifier
	M
	
	[7]
	
	YES
	reject

	Serial Number
	M
	
	[7]
	
	YES
	reject

	List of TAIs
	O
	
	
	
	YES
	reject

	 >TAI List Item
	
	1 to <maxnoofTAI>
	
	
	
	

	   >>TAI
	M
	
	
	
	
	

	Warning Area List
	O
	
	[7]
	
	YES
	ignore

	Repetition Period
	M
	
	[7]
	
	YES
	reject

	Number of Broadcast Requested
	M
	
	[7]
	
	YES
	reject

	Warning Type
	O
	
	[7]
	
	YES
	ignore

	Warning Security Information
	O
	
	[7]
	
	YES
	ignore

	Data Coding Scheme
	O
	
	[7]
	
	YES
	ignore

	Warning Message Contents
	O
	
	[7]
	
	YES
	ignore


Next  modified section

4.4.3
Elementary procedure definitions

Editor’s note: The ASN.1 Object Identifiers (OID) for SBc-AP will be assigned by ITU-T via ETSI once this specification is issued. The following OID is expected to be assigned.
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) eps-Access (21) modules (3) SBc-AP (X) version1 (1) SBc-AP-PDU-Contents (1)

Spec Manager's note:
Value 3 assigned to sbc-AP (X).
"SBc-AP-PDU-Contents (1)" in note above is rendered as "sbc-AP-PDU-Contents (0)" below.  Value 1 is assumed to be correct in accordance with §4.4.4 where it is rendered as " sbc-AP-PDU-Contents (1)".
-- **************************************************************

--

-- Elementary Procedure definitions

--

-- **************************************************************

SBC-AP-PDU-Descriptions {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

eps-Access (21) modules (3) sbc-AP (3) version1 (1) sbc-AP-PDU-Descriptions (0)}
ASN.1 not affected

4.4.4
PDU definitions
-- **************************************************************

--

-- PDU definitions for SBC-AP.

--

-- **************************************************************

SBC-AP-PDU-Contents {

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

eps-Access (21) modules (3) sbc-AP (3) version1 (1) sbc-AP-PDU-Contents (1)}
Spec Manager's note:
"sbc-AP-PDU-Contents" has value (1) above; contrast with value (0) in clause 4.4.3.
DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

ASN.1 not affected

-- **************************************************************

--

-- Write-Replace-Warning-Request

--

-- **************************************************************

Write-Replace-Warning-Request ::= SEQUENCE {


protocolIEs


ProtocolIE-Container      { {Write-Replace-Warning-Request-IEs} },


protocolExtensions

ProtocolExtensionContainer { {Write-Replace-Warning-Request-Extensions} } OPTIONAL,


...

}

Write-Replace-Warning-Request-IEs SBC-AP-PROTOCOL-IES ::= {


{ ID id-Message-Identifier
CRITICALITY reject
TYPE Message-Identifier

PRESENCE mandatory } |


{ ID id-Serial-Number
CRITICALITY reject
TYPE Serial-Number

PRESENCE mandatory } |


{ ID id-List-of-TAIs

CRITICALITY reject
TYPE List-of-TAIs

PRESENCE optional } |


{ ID id-Warning-Area-List
CRITICALITY ignore
TYPE Warning-Area-List

PRESENCE optional } |


{ ID id-Repetition-Period
CRITICALITY reject
TYPE Repetition-Period

PRESENCE mandatory  } |


{ ID id-Number-of-Broadcasts-Requested






CRITICALITY reject
TYPE Number-of-Broadcasts-Requested
PRESENCE mandatory } |


{ ID id-Warning-Type

CRITICALITY ignore
TYPE Warning-Type

PRESENCE optional } |


{ ID id-Warning-Security-Information

CRITICALITY ignore
TYPE Warning-Security-Information

PRESENCE optional } |


{ ID id-Data-Coding-Scheme
CRITICALITY ignore
TYPE Data-Coding-Scheme

PRESENCE optional } |


{ ID id-Warning-Message-Content






CRITICALITY ignore
TYPE Warning-Message-Content
PRESENCE optional } ,


...

}

Write-Replace-Warning-Request-Extensions SBC-AP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- Write-Replace-Warning-Response
--

-- **************************************************************
Write-Replace-Warning-Response ::= SEQUENCE {


protocolIEs


ProtocolIE-Container       { {Write-Replace-Warning-Response-IEs} },


protocolExtensions

ProtocolExtensionContainer { {Write-Replace-Warning-Response-Extensions} } OPTIONAL,


...

}

Write-Replace-Warning-Response-IEs SBC-AP-PROTOCOL-IES ::= {


{ ID id-Message-Identifier
CRITICALITY reject
TYPE Message-Identifier

PRESENCE mandatory } |


{ ID id-Serial-Number
CRITICALITY reject
TYPE Serial-Number

PRESENCE mandatory } |

{ ID id-Cause



CRITICALITY ignore
TYPE Cause




PRESENCE mandatory }
|


{ ID id-Criticality-Diagnostics

CRITICALITY ignore
TYPE Criticality-Diagnostics
PRESENCE optional },


...

}

Write-Replace-Warning-Response-Extensions SBC-AP-PROTOCOL-EXTENSION ::= {


...

}

END

Next  modified section

4.4.5 Information element definitions
ASN.1 not affected

-- R
Repetition-Period


::= INTEGER (0..4096)

-- 1 to 4096: Each unit represents a repetition of one second to a maximum of

-- once per 4096 seconds (~1 hour).
-- 0: no repetition
-- S
ASN.1 not affected
-- W

ASN.1 not affected
Warning-Message-Content


::= OCTET STRING (SIZE (1..9600))
-- X

ASN.1 not affected
4.4.7
Constant definitions

-- **************************************************************

--

-- Constant definitions

--

-- **************************************************************

SBC-AP-Constants {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

eps-Access (21) modules (3) sbc-AP (3) version1 (1) sbc-AP-Constants (4)}
DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

-- **************************************************************

--

-- Elementary Procedures

--

-- **************************************************************

id-Write-Replace-Warning 


INTEGER ::= 0

-- **************************************************************

--

-- IEs

--

-- **************************************************************

id-Broadcast-Message-Content

INTEGER ::= 0

id-Cause 



INTEGER ::= 1
id-Criticality-Diagnostics
INTEGER ::=2
id-Data-Coding-Scheme 


INTEGER ::= 3
id-Failure-List 


INTEGER ::= 4
id-Message-Identifier 


INTEGER ::= 5
id-Number-of-Broadcasts-Completed-List 
INTEGER ::= 6
id-Number-of-Broadcasts-Requested 

INTEGER ::= 7
id-Radio-Resource-Loading-List 

INTEGER ::= 8
id-Recovery-Indication 


INTEGER ::= 9
id-Repetition-Period 


INTEGER ::= 10
id-Serial-Number 


INTEGER ::= 11
id-Service-Areas-List 


INTEGER ::= 12
id-TypeOfError




INTEGER ::= 13

id-List-of-TAIs




INTEGER ::= 14

id-Warning-Area-List 


INTEGER ::= 15

id-Warning-Message-Content

INTEGER ::= 16

id-Warning-Security-Information
INTEGER ::= 17

id-Warning-Type




INTEGER ::= 18

-- **************************************************************

--

-- Extension constants

--

-- **************************************************************

-- **************************************************************

--

-- Lists

--

-- **************************************************************

maxNrOfErrors



INTEGER ::= 256 
maxnoofCellID



INTEGER
::= 65535
maxNrOfTAIs




INTEGER ::= 65535
maxnoofEmerAreaIDs


INTEGER
::= 65535
maxnoofTAIs




INTEGER ::= 65535
maxProtocolExtensions 


INTEGER ::= 65535

maxProtocolIEs



INTEGER ::= 65535

END
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