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* * * First Change * * * *

5.2.2.2.2
Detailed behaviour of the MME and the SGSN
When receiving a Delete Subscriber Data request, the MME or SGSN shall check whether the IMSI is known.

If it is not known, a result code of DIAMETER_ERROR_USER_UNKNOWN shall be returned.

If it is known, the MME or SGSN shall delete the corresponding data according to the indication as sent in the request, and acknowledge the Delete Subscriber Data message by returning a Delete Subscriber Data Answer. 
If the deletion of the subscription data succeeds in the MME or SGSN, the Result-Code shall be set to DIAMETER_SUCCESS. 

If the Regional Subscription is deleted from the subscription data, the SGSN shall check for its routing areas whether they are allowed or not. If the entire SGSN area is restricted, SGSN shall report it to the HSS by returning the "SGSN Area Restricted" indication within the DSA flags.
If the EPS Subscription Data is deleted from the subscription data, the MME shall check whether all EPS Subscription Data for the subscriber is deleted or if only a subset of the stored EPS Subscription Data for the subscriber is deleted, the MME or SGSN may then deactivate the associated affected active EPS bearers.
If the Subscribed Charging Characteristics are deleted from the subscription data, the Gn/Gp-SGSN shall replace the Subscribed Charging Characteristics by a local default value or delete the Subscribed Charging Characteristics in the Gn/Gp-SGSN.
If the Subscribed Charging Characteristics are deleted from the subscription data, the MME or S4-SGSN shall delete the Subscribed Charging Characteristics and inform the SGW.
If the MME or SGSN cannot fulfil the received request for other reasons, e.g. due to a database error, it shall set the Result-Code to DIAMETER_UNABLE_TO_COMPLY. In this case, the MME or SGSN shall mark the subscription record "Subscriber to be restored in HSS". 
If trace data are deleted from the subscription data, the MME or SGSN shall deactivate the Trace Session identified by the trace reference. For details, see 3GPP TS 32.422 [23].
* * * Next Change * * * *

7.3.25
DSR-Flags

The DSR-Flags AVP is of type Unsigned32 and it shall contain a bit mask. The meaning of the bits is defined in table 7.3.25/1:

Table 7.3.25/1: DSR-Flags

	Bit
	Name
	Description

	0
	Regional Subscription Withdrawal
	This bit, when set, indicates that Regional Subscription shall be deleted from the subscriber data.

	1
	Complete APN Configuration Profile Withdrawal
	This bit, when set, indicates that all EPS APN configuration data for the subscriber shall be deleted from the subscriber data.

	2
	Subscribed Charging Characteristics Withdrawal
	This bit, when set, indicates that the Subscribed Charging Characteristics have been deleted from the subscription data.

	3
	PDN subscription contexts Withdrawal
	This bit, when set, indicates that the PDN subscription contexts whose identifier is included in the Context-Identifier AVP shall be deleted. 

(Note 1)

	4
	STN-SR
	This bit, when set, indicates that the Session Transfer Number for SRVCC shall be deleted from the subscriber data.

	5
	Complete PDP context list Withdrawal
	This bit, when set, indicates that all PDP contexts for the subscriber shall be deleted from the subscriber data.

	6
	PDP contexts Withdrawal
	This bit, when set, indicates that the PDP contexts whose identifier is included in the Context-Identifier AVP shall be deleted. 

(Note 2)

	7
	Roaming Restricted in MME or SGSN due to unsupported feature
	This bit, when set, indicates that the roaming restriction shall be deleted from the subscriber data.

	8
	Trace Data Withdrawal
	This bit, when set, indicates that the Trace Data shall be deleted from the subscriber data.

	9
	CSG Deleted
	This bit, when set, indicates that the CSG-Subscription-Data shall be deleted from the MME or SGSN.

	10
	APN-OI-Replacement
	This bit, when set, indicates that the APN-OI-Replacement shall be deleted from the subscriber data.

	11
	Roaming Restricted due to unsupported feature
	This bit, when set, indicates that Roaming is no longer restricted.

	Note 1: If the Complete APN Configuration Profile Withdrawal bit is set, this bit should not be set.
Note 2: If the Complete PDP context list Withdrawal bit is set, this bit should not be set.
Note 3: Bits not defined in this table shall be cleared by the sending HSS and discarded by the receiving MME or SGSN.
Note 4: Bits 3 and 6 are excluding alternatives and shall not both be set.


* * * End Changes * * * *
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