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* * * First Change * * * *

5.2.2.2
Delete Subscriber Data
5.2.2.2.1
General
This procedure shall be used between the MME and the HSS and between the SGSN and the HSS, to remove some or all data of the HSS user profile stored in the MME or SGSN. The procedure shall be invoked by the HSS and it corresponds to the functional level operation Delete Subscriber Data (see 3GPP TS 23.401[2]).

It shall be used to remove:

-
all or a subset of the EPS subscription data (APN Configuration Profile) for the subscriber from the MME or SGSN;

-
the regional subscription;

-
the subscribed charging characteristics;

-
Session Transfer Number for SRVCC;

-
trace data.
This procedure is mapped to the commands Delete-Subscriber-Data-Request/Answer (DSR/DSA) in the Diameter application specified in chapter 7. 
Table 5.2.2.2.1/1 specifies the involved information elements for the request.

Table 5.2.2.2.1/2 specifies the involved information elements for the answer.

Table 5.2.2.2.1/1: Delete Subscriber Data Request

	Information element name
	Mapping to Diameter AVP
	Cat.
	Description

	User Name
(See IETF RFC 3588 [4])
	User-Name
	M
	This information element shall contain the permanent identity of the user, i.e. the IMSI. See 3GPP TS 23.003 [3].

	Supported Features
(See 3GPP TS 29.229 [9])
	Supported-Features
	O
	If present, this information element shall contain the list of features supported by the origin host.

	DSR Flags 
(See 7.3.25)
	DSR-Flags
	M
	This Information Element shall contain a bit mask. See 7.3.25 for the meaning of the bits.

	Trace Reference

(See 7.3.64)
	Trace- Reference
	C
	This parameter shall contain the same value as used for the activation of the Trace Session.
This element shall be present only if the "Trace Data Withdrawal" bit is set in the DSR-Flags.

	Context Identifier
(See 7.3.27)
	Context-Identifier
	C
	This parameter shall identify the PDN subscription context or GPRS-PDP context that shall be deleted.
This element shall be present only if the "PDN subscription contexts Withdrawal" bit or the "PDP context withdrawal" bit is set in the DSR-Flags.


Table 5.2.2.2.1/2: Delete Subscriber Data Answer
	Information element name
	Mapping to Diameter AVP
	Cat.
	Description

	Supported Features

(See 3GPP TS 29.229 [9])
	Supported-Features
	O
	If present, this information element shall contain the list of features supported by the origin host.

	Result

(See 7.4)
	Result-Code / Experimental-Result
	M
	This IE shall contain the result of the operation.

The Result-Code AVP shall be used to indicate success / errors as defined in the Diameter Base Protocol.

The Experimental-Result AVP shall be used for S6a/S6d errors. This is a grouped AVP which shall contain the 3GPP Vendor ID in the Vendor-Id AVP, and the error code in the Experimental-Result-Code AVP.
The following errors are applicable in this case:

- User Unknown


	DSA Flags 
(See 7.3.26)
	DSA-Flags
	C
	This Information Element shall contain a bit mask. See 7.3.26 for the meaning of the bits.


* * * Next Change * * * *

5.2.4.1
Reset
5.2.4.1.1
General
The Reset Procedure shall be used by the HSS, after a restart, to indicate to the MME and to the SGSN that a failure has occurred.  

This procedure is mapped to the commands Reset-Request/Answer (RSR/RSA) in the Diameter application specified in chapter 7. 

Table 5.2.4.1.1/1 specifies the involved information elements for the request.

Table 5.2.4.1.1/2 specifies the involved information elements for the answer.

Table 5.2.4.1.1/1: Reset Request

	Information element name
	Mapping to Diameter AVP
	Cat.
	Description

	User Id List

(See 7.3.50)
	User-Id 
	O
	This IE shall contain a list of User-Ids where a User-Id comprises the leading digits of a User Name (i.e. MCC, MNC, leading digits of MSIN) and it shall identify the set of subscribers whose user names begin with the User-Id. The HSS may include this information element if the occurred failure is limited to subscribers identified by one or more User-Ids.

	Supported Features
(See 3GPP TS 29.229 [9])
	Supported-Features
	O
	If present, this information element shall contain the list of features supported by the origin host.


Table 5.2.4.1.1/2: Reset Answer

	Information element name
	Mapping to Diameter AVP
	Cat.
	Description

	Supported Features
(See 3GPP TS 29.229 [9])
	Supported-Features
	O
	If present, this information element shall contain the list of features supported by the origin host.

	Result

(See 7.4)
	Result-Code / Experimental-Result
	M
	This IE shall contain the result of the operation.

The Result-Code AVP shall be used to indicate success / errors as defined in the Diameter Base Protocol.

The Experimental-Result AVP shall be used for S6a/S6d errors. This is a grouped AVP which shall contain the 3GPP Vendor ID in the Vendor-Id AVP, and the error code in the Experimental-Result-Code AVP.
There are no Experimental-Result codes applicable for this command.



* * * Next Change * * * *

7.2.15
Reset-Request (RSR) Command

The Reset-Request (RSR) command, indicated by the Command-Code field set to tbd and the 'R' bit set in the Command Flags field, is sent from HSS to MME or SGSN. 

Message Format

< Reset-Request> ::=

< Diameter Header: tbd, REQ, PXY, tbd >

< Session-Id >
{ Auth-Session-State }

{ Origin-Host }

{ Origin-Realm }

{ Destination-Host }
{ Destination-Realm }
*[ Supported-Features ]

*[ User-Id ]

*[ AVP ]

*[ Proxy-Info ]

*[ Route-Record ]

7.2.16
Reset-Answer (RSA) Command

The Authentication-Information-Answer (RSA) command, indicated by the Command-Code field set to tbd and the 'R' bit cleared in the Command Flags field, is sent from MME or SGSN to HSS. 

Message Format

< Reset-Answer> ::=

< Diameter Header: tbd, PXY, tbd >

< Session-Id >

*[ Supported-Features ]

[ Result-Code ]

[ Experimental-Result ] 
{ Auth-Session-State }
{ Origin-Host }

{ Origin-Realm }

*[ AVP ]
*[ Failed-AVP ]
*[ Proxy-Info ]

*[ Route-Record ]

* * * Next Change * * * *

7.3
Information Elements

7.3.1
General
The following table specifies the Diameter AVPs defined for the S6a/S6d interface protocol and S13/S13' interface protocol, their AVP Code values, types, possible flag values and whether or not the AVP may be encrypted. The Vendor-ID header of all AVPs defined in this specification shall be set to 3GPP (10415).

Table 7.3.1/1: S6a/S6d and S13/S13' specific Diameter AVPs

	
	AVP Flag rules
	

	Attribute Name
	AVP Code
	Section defined
	Value Type
	Must
	May
	Should not
	Must not
	May Encr.

	Subscription-Data
	1400
	7.3.2
	Grouped
	M, V
	
	
	
	No

	Terminal-Information
	1401
	7.3.3
	Grouped
	M, V
	
	
	
	No

	IMEI
	1402
	7.3.4
	UTF8String
	M, V
	
	
	
	No

	Software-Version
	1403
	7.3.5
	UTF8String
	M, V
	
	
	
	No

	ULR-Flags
	1405
	7.3.7
	Unsigned32
	M, V
	
	
	
	No

	ULA-Flags
	1406
	7.3.8
	Unsigned32
	M, V
	
	
	
	No

	Visited-PLMN-Id
	1407
	7.3.9
	OctetString
	M, V
	
	
	
	No

	Requested-EUTRAN-Authentication-Info
	1408
	7.3.11
	Grouped
	M, V
	
	
	
	No

	Requested-UTRAN- GERAN-Authentication-Info
	1409
	7.3.12
	Grouped
	M, V
	
	
	
	No

	Number-Of-Requested-Vectors
	1410
	7.3.14
	Unsigned32
	M, V
	
	
	
	No

	Re-Synchronization-Info
	1411
	7.3.15
	OctetString
	M, V
	
	
	
	No

	Immediate-Response-Preferred
	1412
	7.3.16
	Unsigned32
	M, V
	
	
	
	No

	Authentication-Info
	1413
	7.3.17
	Grouped
	M, V
	
	
	
	No

	E-UTRAN-Vector
	1414
	7.3.18
	Grouped
	M, V
	
	
	
	No

	UMTS-Vector
	1415
	7.3.19
	Grouped
	M, V
	
	
	
	No

	GERAN-Vector
	1416
	7.3.20
	Grouped
	M, V
	
	
	
	No

	Network-Access-Mode
	1417
	7.3.21
	Enumerated
	M, V
	
	
	
	No

	HPLMN-ODB
	1418
	7.3.22
	Enumerated
	M, V
	
	
	
	No

	Item-Number
	1419
	7.3.23
	Unsigned32
	M, V
	
	
	
	No

	Cancellation-Type
	1420
	7.3.24
	Enumerated
	M, V
	
	
	
	No

	DSR-Flags
	1421
	7.3.25
	Unsigned32
	M, V
	
	
	
	No

	DSA-Flags
	1422
	7.3.26
	Unsigned32
	M, V
	
	
	
	No

	Context-Identifier
	1423
	7.3.27
	Unsigned32
	M, V
	
	
	
	No

	Subscriber-Status
	1424
	7.3.29
	Enumerated
	M, V
	
	
	
	No

	Operator-Determined-Barring
	1425
	7.3.30
	Unsigned32
	M, V
	
	
	
	No

	Access-Restriction-Data
	1426
	7.3.31
	Unsigned32
	M, V
	
	
	
	No

	APN-OI-Replacement
	1427
	7.3.32
	UTF8String
	M, V
	
	
	
	No

	All-APN-Configurations-Included-Indicator
	1428
	7.3.33
	Enumerated
	M, V
	
	
	
	No

	APN-Configuration-Profile
	1429
	7.3.34
	Grouped
	M, V
	
	
	
	No

	APN-Configuration
	1430
	7.3.35
	Grouped
	M, V
	
	
	
	No

	EPS-Subscribed-QoS-Profile
	1431
	7.3.37
	Grouped
	M, V
	
	
	
	No

	VPLMN-Dynamic-Address-Allowed
	1432
	7.3.38
	Enumerated
	M, V
	
	
	
	No

	STN-SR
	1433
	7.3.39
	OctetString
	M, V
	
	
	
	No

	ARP
	1434
	7.3.40
	Unsigned32
	M, V
	
	
	
	No

	AMBR
	1435
	7.3.41
	Grouped
	M, V
	
	
	
	No

	PDN-GW-Allocation-Type
	1438
	7.3.44
	Enumerated
	M, V
	
	
	
	No

	RAT-Frequency-Selection-Priority-ID
	1440
	7.3.46
	Unsigned32
	M, V
	
	
	
	No

	IDA-Flags
	1441
	7.3.47
	Unsigned32
	M, V
	
	
	
	No

	PUA-Flags
	1442
	7.3.48
	Unsigned32
	M, V
	
	
	
	No

	NOR-Flags
	1443
	7.3.49
	Unsigned32
	M, V
	
	
	
	No

	User-Id
	1444
	7.3.50
	OctetString
	V
	
	
	M
	No

	Equipment-Status
	1445
	7.3.51
	Enumerated
	M, V
	
	
	
	No

	Regional-Subscription-Zone-Code
	1446
	7.3.52
	OctetString
	M, V
	
	
	
	No

	RAND
	1447
	7.3.53
	OctetString
	M, V
	
	
	
	No

	XRES
	1448
	7.3.54
	OctetString
	M, V
	
	
	
	No

	AUTN
	1449
	7.3.55
	OctetString
	M, V
	
	
	
	No

	KASME
	1450
	7.3.56
	OctetString
	M, V
	
	
	
	No

	CK
	1451
	7.3.57
	OctetString
	M, V
	
	
	
	No

	IK
	1452
	7.3.58
	OctetString
	M, V
	
	
	
	No

	Kc
	1453
	7.3.59
	OctetString
	M, V
	
	
	
	No

	SRES
	1454
	7.3.60
	OctetString
	M, V
	
	
	
	No

	Requesting-Node-Type
	1455
	7.3.61
	Enumerated
	M, V
	
	
	
	No

	PDN-Type
	1456
	7.3.62
	Enumerated
	M, V
	
	
	
	No

	Trace-Data
	tbd
	7.3.63
	Grouped
	M, V
	
	
	
	No

	Trace-Reference
	tbd
	7.3.64
	OctetString
	M, V
	
	
	
	No

	Trace-Depth-List
	tbd
	7.3.65
	Grouped
	M, V
	
	
	
	No

	Network-Element-Type
	tbd
	7.3.66
	Enumerated
	M, V
	
	
	
	No

	Trace-Depth
	tbd
	7.3.67
	Enumerated
	M, V
	
	
	
	No

	Trace-NE-Type-List
	tbd
	7.3.68
	OctetString
	M, V
	
	
	
	No

	Trace-Interface-List
	tbd
	7.3.69
	OctetString
	M, V
	
	
	
	No

	Trace-Event-List
	tbd
	7.3.70
	OctetString
	M, V
	
	
	
	No

	OMC-Id
	tbd
	7.3.71
	OctetString
	M, V
	
	
	
	No

	GPRS-Subscription-Data
	tbd
	7.3.72
	Grouped
	M, V
	
	
	
	No

	Complete-Data-List-Included-Indicator
	tbd
	7.3.73
	Enumerated
	M, V
	
	
	
	No

	PDP-Context
	tbd
	7.3.74
	Grouped
	M, V
	
	
	
	No

	PDP-Type
	tbd
	7.3.75
	OctetString
	M, V
	
	
	
	No

	PDP-Address
	tbd
	7.3.76
	OctetString
	M, V
	
	
	
	No

	QoS-Subscribed
	tbd
	7.3.77
	OctetString
	M, V
	
	
	
	No

	CSG-Subscription-Data
	tbd
	7.3.78
	Grouped
	M. V
	
	
	
	No

	CSG-Id
	tbd
	7.3.79
	Unsigned32
	M, V
	
	
	
	No

	Expiration-Data
	tbd
	7.3.80
	time
	M, V
	
	
	
	No

	Roaming-Restricted-Due-To-Unsupported-Feature
	tbd
	7.3.81
	Enumerated
	M, V
	
	
	
	No

	NOTE 1:
The AVP header bit denoted as ‘M’, indicates whether support of the AVP is required. The AVP header bit denoted as ‘V’, indicates whether the optional Vendor-ID field is present in the AVP header. For further details, see IETF RFC 3588 [4].
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