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* * * First Change * * * *

6.1
Message Format and Type values

GTP defines a set of messages between two associated EPC network elements. The messages to be used are defined in the Table 6.1-1.

Table 6.1-1: Message types for GTPv2

	Message Type value (Decimal)
	Message
	Reference
	GTP-C
	GTP-U

	0
	Reserved
	
	
	

	1
	Echo Request
	
	X
	X

	2
	Echo Response
	
	X
	X

	3
	Version Not Supported Indication
	
	X
	

	4-24
	Reserved for S101 interface
	TS 29.276 [14]
	
	

	25-31
	Reserved for Sv interface
	TS 29.280 [15]
	
	

	
	SGSN/MME to PDN-GW (S4/S11, S5/S8)
	
	
	

	32
	Create Session Request
	
	X
	

	33
	Create Session Response
	
	X
	

	34
	Update User Plane Request
	
	X
	

	35
	Update User Plane Response
	
	X
	

	36
	Modify Bearer Request
	
	X
	

	37
	Modify Bearer Response
	
	X
	

	38
	Delete Session Request
	
	X
	

	39
	Delete Session Response
	
	X
	

	40
	Change Notification Request
	
	X
	

	41
	Change Notification Response
	
	X
	

	42-63
	For future use
	
	
	

	
	Messages without explicit response
	
	
	

	64
	Modify Bearer Command 

(MME/SGSN to PGW –S11/S4, S5/S8)
	
	X
	

	65
	Modify Bearer Failure Indication 

(PGW to MME/SGSN –S5/S8, S11/S4)
	
	X
	

	66
	Delete Bearer Command 

(MME to PGW –S11, S5/S8)
	
	X
	

	67
	Delete Bearer Failure Indication (PGW to MME –S5/S8, S11)
	
	X
	

	68
	Bearer Resource Command 

(MME/SGSN to PGW –S11/S4, S5/S8)
	
	X
	

	69
	Bearer Resource Failure Indication 

(PGW to MME/SGSN –S5/S8, S11/S4)
	
	X
	

	70
	Downlink Data Notification Failure Indication (SGSN/MME to SGW –S4/S11)
	
	X
	

	71-94
	For future use
	
	
	

	
	PDN-GW to SGSN/MME (S5/S8, S4/S11)
	
	
	

	95
	Create Bearer Request
	
	X
	

	96
	Create Bearer Response
	
	X
	

	97
	Update Bearer Request
	
	X
	

	98
	Update Bearer Response
	
	X
	

	99
	Delete Bearer Request
	
	X
	

	100
	Delete Bearer Response
	
	X
	

	101-127
	For future use
	
	
	

	
	MME to MME, SGSN to MME, MME to SGSN, SGSN to SGSN (S3/10/S16)
	
	
	

	128
	Identification Request
	
	X
	

	129
	Identification Response
	
	X
	

	130
	Context Request
	
	X
	

	131
	Context Response
	
	X
	

	132
	Context Acknowledge
	
	X
	

	133
	Forward Relocation Request
	
	X
	

	134
	Forward Relocation Response
	
	X
	

	135
	Forward Relocation Complete Notification
	
	X
	

	136
	Forward Relocation Complete Acknowledge
	
	X
	

	137
	Forward Access Context Notification
	
	X
	

	138
	Forward Access Context Acknowledge
	
	X
	

	139
	Relocation Cancel Request
	
	X
	

	140
	Relocation Cancel Response
	
	X
	

	141-148
	For future use
	
	
	

	
	SGSN to MME, MME to SGSN (S3)
	
	
	

	149
	Detach Notification
	
	X
	

	150
	Detach Acknowledge
	
	X
	

	151
	CS Paging Indication
	
	X
	

	152-159
	For future use
	
	
	

	
	MME to SGW (S11)
	
	
	

	160
	Create Forwarding Tunnel Request
	
	X
	

	161
	Create Forwarding Tunnel Response
	
	X
	

	162
	Suspend Notification
	
	X
	

	163
	Suspend Acknowledge
	
	X
	

	164
	Resume Notification
	
	X
	

	165
	Resume Acknowledge
	
	X
	

	166
	Create Indirect Data Forwarding Tunnel Request
	
	X
	

	167
	Create Indirect Data Forwarding Tunnel Response
	
	X
	

	168-175
	For future use
	
	
	

	
	SGW to SGSN/MME (S4/S11)
	
	
	

	176
	Downlink Data Notification
	
	X
	

	177
	Downlink Data Notification Acknowledgement
	
	X
	

	178
	Update Bearer Complete
	
	X
	

	179-191
	For future use
	
	
	

	
	Other
	
	
	

	192-244
	For future use
	
	
	

	245-255
	Reserved for GTP-U
	TS 29.281 [13]
	
	X


* * * Next Change * * * *

7.3.10
Forward Access Context Notification

A Forward Access Context Notification message shall be sent from the Old SGSN to the New SGSN over the S16 interface to forward the RNC contexts to the target system, or sent from the Old MME to the New MME over the S10 interface to forward the RNC/eNodeB contexts to the target system.
When the old SGSN receives the RANAP message Forward SRNS Context, the old SGSN shall send a Forward Access Context Notification message to the new SGSN. The new SGSN shall forward the message to the target RNC using the corresponding RANAP message.

When the old SGSN receives a BSSGP message PS handover Required and the acknowledged peer-to-peer LLC operation is used for the Bearer Context or when "delivery order" is set in the Bearer Context QoS profile, the old SGSN shall send a Forward Access Context Notification message with the PDU Number IE to the new SGSN. The new SGSN shall forward the message to the target RNC/ target BSS using the corresponding RANAP message only for PS handover to Iu mode.

When the old SGSN receives a BSSGP message PS handover Required from source BSS/RNC for PS handover to A/Gb mode, the value part of RAB Context IE shall be empty according to its defined minimum length.

Table 7.3.10-1 specifics the presence requirements and conditions of the IEs in the message.

Table 7.3.10-1: Information Elements in a Forward Access Context Notification

	Information elements
	P
	Condition / Comment
	IE Type
	Ins.

	RAB Contexts
	C
	This IE shall be included for S16 only. Several IEs with this type and instance values shall be included as necessary to represent a list of Bearers.

For each RAB context in the received RANAP message, the old SGSN shall include this IE in the message.
	RAB Context 
	0

	Source RNC PDCP context Info
	O
	If available, the old SGSN shall include an Source RNC PDCP context info in the message.
	Source RNC PDCP context Info
	0

	PDU Numbers
	O
	This IE only applies to S16. The old SGSN shall include this IE in the message if the acknowledged peer-to-peer LLC operation is used for the Bearer Context or when "delivery order" is set in the Bearer Context QoS profile in A/Gb mode to Iu/A/Gb mode PS handover.
	PDU Numbers
	0

	E-UTRAN Transparent Container
	C
	This IE shall be included over S10 to contain the eNB Status Transfer Transparent Container IE specified in S1-AP.
	F-Container
	0

	Private Extension
	O
	
	Private Extension
	VS



* * * Next Change * * * *

7.3.11
Forward Access Context Acknowledge 

A Forward Access Context Acknowledge message shall be sent to the old SGSN as a response to Forward SRNS Context Notification.

Possible Cause values are:

-
'Request Accepted'.

-
'Mandatory IE incorrect'.

-
'Mandatory IE missing'.

-
'Optional IE incorrect'.

-
'Invalid message format'.


Table 7.3.11-1 specifics the presence requirements and conditions of the IEs in the message.

Table 7.3.11-1: Information Elements in a Forward Access Context Acknowledge

	Information elements
	P
	Condition / Comment
	IE Type
	Ins.

	Cause
	M
	
	Cause
	0

	Private Extension
	O
	
	Private Extension
	VS



* * * End of Changes * * * *

�PAGE \# "'Page: '#'�'"  �� Enter the specification number in this box. For example, 04.08 or 31.102. Do not prefix the number with anything . i.e. do not use "TS", "GSM" or "3GPP" etc.


�PAGE \# "'Page: '#'�'"  �� Enter the CR number here. This number is allocated by the 3GPP support team.  It consists of at least four digits, padded with leading zeros if necessary.


�PAGE \# "'Page: '#'�'"  �� Enter the revision number of the CR here. If it is the first version, use a "-".


�PAGE \# "'Page: '#'�'"  �� Enter the version of the specification here. This number is the version of the specification to which the CR was written and (normally) to which it will be applied if it is approved. Make sure that the latest version of the specification (of the relevant release) is used when creating the CR. If unsure what the latest version is, go to � HYPERLINK "http://www.3gpp.org/3G_Specs/3G_Specs.htm" ��� � HYPERLINK "http://www.3gpp.org/specs/specs.htm" ��http://www.3gpp.org/specs/specs.htm�.


�PAGE \# "'Page: '#'�'"  �� For help on how to fill out a field, place the mouse pointer over the special symbol closest to the field in question.


�PAGE \# "'Page: '#'�'"  �� Mark one or more of the boxes with an X.


�PAGE \# "'Page: '#'�'"  �� SIM / USIM / ISIM applications.


�PAGE \# "'Page: '#'�'"  �� Enter a concise description of the subject matter of the CR. It should be no longer than one line, but if this is not possible, do not enter hard new-line characters.  Do not use redundant information such as "Change Request number xxx to 3GPP TS xx.xxx".


One or more organizations (3GPP Individual Members) which drafted the CR and are presenting it to the Working Group.


For CRs agreed at Working Group level, the identity of the WG.  Use the format "xn" where �	x = "C" for TSG CT, "R" for TSG RAN, "S" for TSG SA, "G" for TSG GERAN; �PAGE \# "'Page: '#'�'"  ���	n = digit identifying the Working Group; for CRs drafted during the TSG meeting itself, use "P". �Examples: "C4", "R5", "G3new", "SP".


�PAGE \# "'Page: '#'�'"  �� Enter the acronym for the work item which is applicable to the change. This field is mandatory for category F, A, B & C CRs for Release 4 and later. A list of work item acronyms can be found in the 3GPP work plan. See �� HYPERLINK "http://www.3gpp.org/ftp/Specs/html-info/WI-List.htm" ��http://www.3gpp.org/ftp/Specs/html-info/WI-List.htm� .


�PAGE \# "'Page: '#'�'"  �� Enter the date on which the CR was last revised.  Format to be interpretable by English version of MS Windows ® applications, e.g. 19/02/2006.


�PAGE \# "'Page: '#'�'"  �� Enter a single letter corresponding to the most appropriate category listed. For more detailed help on interpreting these categories, see Technical Report �HYPERLINK "http://www.3gpp.org/ftp/Specs/html-info/21900.htm"��21.900� "TSG working methods".


�PAGE \# "'Page: '#'�'"  �� Enter a single release code from the list below.


�PAGE \# "'Page: '#'�'"  �� Enter text which explains why the change is necessary.


�PAGE \# "'Page: '#'�'"  �� Enter text which describes the most important components of the change. i.e. How the change is made.


�PAGE \# "'Page: '#'�'"  �� Enter here the consequences if this CR were to be rejected. It is mandatory to complete this section only if the CR is of category "F" (i.e. correction), though it may well be useful for other categories.


�PAGE \# "'Page: '#'�'"  �� Enter the number of each clause which contains changes.   Be as specific as possible (ie list each subclause, not just the umbrella clause).


�PAGE \# "'Page: '#'�'"  �� Tick "yes" box if any other specifications are affected by this change.  Else tick "no".  You MUST fill in one or the other.


�PAGE \# "'Page: '#'�'"  �� List here the specifications which are affected or the CRs which are linked.


�PAGE \# "'Page: '#'�'"  �� Enter any other information which may be needed by the group being requested to approve the CR. This could include special conditions for it's approval which are not listed anywhere else above.





