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	C1-091164
	Activation of dedicated bearers during attach procedure
	24.301
	0167
	2
	C
	Rel-8
	SAES
	C1-57

	C1-091168
	Add an abnormal case in the dedicated EPS bearer context activation procedure
	24.301
	0178
	1
	F
	Rel-8
	SAES
	C1-57

	C1-091135
	Add new subclause which describes coordination between GMM and EMM
	24.008
	1277
	1
	F
	Rel-8
	SAES
	C1-57

	C1-091106
	Add reference of LTE test control specification
	24.007
	0086
	1
	F
	Rel-8
	SAES
	C1-57

	C1-091345
	Adding ConnMO reference and Correct the Alert Type
	24.312
	0001
	4
	F
	Rel-8
	SAES
	C1-57

	C1-090888
	Adding missing procedure figure to Service Request
	24.301
	0103
	1
	F
	Rel-8
	SAES
	C1-57

	C1-090872
	Addition of actions on receving an ESM STATUS message
	24.301
	0059
	1
	F
	Rel-8
	SAES
	C1-57

	C1-091185
	Addition of text for subclause 4.1, Overview
	24.301
	0145
	1
	B
	Rel-8
	SAES
	C1-57

	C1-091174
	Addition of text for subclause 6.1.1, General
	24.301
	0146
	1
	B
	Rel-8
	SAES
	C1-57

	C1-091175
	Addition of text for subclause 6.1.2, Types of ESM procedures
	24.301
	0147
	1
	B
	Rel-8
	SAES
	C1-57

	C1-090871
	Addition of the definition of casue value #47 (PTI mismatch)
	24.301
	0060
	1
	F
	Rel-8
	SAES
	C1-57

	C1-091314
	Additions to " EPS bearer context deactivation initiated by the network"
	24.301
	0168
	2
	F
	Rel-8
	SAES
	C1-57

	C1-091293
	Additon of E-UTRAN support in MS Network Capability
	24.008
	1243
	2
	F
	Rel-8
	SAES
	C1-57

	C1-090863
	Align with latest version of internet draft
	24.303
	0008
	1
	F
	Rel-8
	SAES
	C1-57

	C1-091103
	Alignment of cause representation
	24.301
	0172
	1
	F
	Rel-8
	SAES
	C1-57

	C1-091316
	AMF coding for EPS
	24.008
	1247
	2
	F
	Rel-8
	SAES
	C1-57

	C1-091332
	ANDSF discovery and bootstrapping
	24.302
	0007
	3
	F
	Rel-8
	SAES
	C1-57

	C1-091333
	ANDSF procedure – align with 24.312
	24.302
	0017
	2
	F
	Rel-8
	SAES
	C1-57

	C1-091296
	Architecture figure for EPS UE
	24.007
	0082
	2
	F
	Rel-8
	SAES
	C1-57

	C1-091276
	Attach and routing area update abnormal cases: interaction with EMM
	24.008
	1290
	1
	B
	Rel-8
	SAES
	C1-57

	C1-090726
	Attach attempt counter
	24.301
	0198
	-
	F
	Rel-8
	SAES
	C1-57

	C1-091388
	Behaviour on Service Reject(cause#10), relationship between SM and ESM state machines, inclusion of PDP context parameters
	24.301
	0045
	2
	F
	Rel-8
	SAES
	C1-57


