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************************************ 1st change **************************
3.1
Definitions

For the purposes of the present document, the terms and definitions given in 3GPP TR 21.905 [1] and the following apply. A term defined in the present document takes precedence over the definition of the same term, if any, in 3GPP TR 21.905 [1].

Aggregate maximum bit rate: The maximum bit rate that limits the aggregate bit rate of a set of non-GBR bearers of a UE. Definition derived from 3GPP TS 23.401 [10].

Allowed CSG list: A list of CSG IDs stored in the UE. A UE is able to access only those CSG cells that have a CSG ID in this list.

Cached EPS security context: a cached security context to be used in EPS. Definition derived from 3GPP TS 33.401 [19].

CSG ID: A CSG ID is an identifier defined in 3GPP TS 23.003 [2] and associated to a cell or group of cells to which access is restricted to a defined group of users.

Current EPS security context: the EPS security context which has been taken into use by the network most recently. Definition derived from 3GPP TS 33.401 [19].


EMM context: An EMM context is established in the UE and the MME when an attach procedure is successfully completed.

************************************ 2nd change **************************
5.4.1.6
Abnormal cases on the network side

The following abnormal cases can be identified:

a)
Lower layer failure


If a lower layer failure is detected before the GUTI REALLOCATION COMPLETE message is received, the old and the new GUTI shall be considered as valid until the old GUTI can be considered as invalid by the network. If a new TAI list was provided in the GUTI REALLOCATION COMMAND message, the old and new TAI list shall also be considered as valid until the old TAI list can be considered as invalid by the network.

During this period the network:

-
may first use the old S-TMSI from the old GUTI for paging within the area defined by the old TAI list for an implementation dependent number of paging attempts for network originated transactions. If a new TAI list was provided with old GUTI in the GUTI REALLOCATION COMMAND message, the new TAI list should also be used for paging. Upon response from the UE, the network may re-initiate the GUTI reallocation. If the response is received from a tracking area within the old and new TAI list, the network shall re-initiate the GUTI reallocation. If no response is received to the paging attempts, the network may use the new S-TMSI from the new GUTI for paging for an implementation dependent number of paging attempts. In this case, if a new TAI list was provided with new GUTI in the GUTI REALLOCAITON COMMAND message, the new TAI list shall be used instead of the old TAI list. Upon response from the UE the network shall consider the new GUTI as valid and the old GUTI as invalid.


The network may use the IMSI for paging if it needs to establish a NAS signalling connection as described in subclause 5.6.2.2.2. Upon response from the UE the GUTI reallocation is restarted;

-
shall consider the new GUTI as valid if it is used by the UE and, additionally, the new TAI list as valid if it was provided with this GUTI in the GUTI REALLOCATION COMMAND message; and

-
may use the identification procedure followed by a new GUTI reallocation if the UE uses the old GUTI.
b)
Expiry of timer T3450


The GUTI reallocation procedure is supervised by the timer T3450. The network shall, on the first expiry of timer T3450, reset and restart timer T3450 and shall retransmit the GUTI REALLOCATION COMMAND. This retransmission is repeated four times, i.e. on the fifth expiry of timer T3450, the network shall abort the reallocation procedure and shall follow the rules described for case a above.

c)
GUTI reallocation and EPS attach procedure collision


If the network receives an ATTACH REQUEST message before the ongoing GUTI reallocation procedure has been completed the network shall proceed with the attach procedure after deletion of the EMM context.

d)
GUTI reallocation and UE initiated detach procedure collision


If the network receives a DETACH REQUEST message before the ongoing GUTI reallocation procedure has been completed, the network shall abort the GUTI reallocation procedure and shall progress the detach procedure.

e)
GUTI reallocation and tracking area updating procedure collision


If the network receives a TRACKING AREA UPDATE REQUEST message before the ongoing GUTI reallocation procedure has been completed, the network shall abort the GUTI reallocation procedure and shall progress the tracking area updating procedure. The network may then perform a new GUTI reallocation.

f)
GUTI reallocation and service request procedure collision


If the network receives an EXTENDED SERVICE REQUEST message before the ongoing GUTI reallocation procedure has been completed, the network shall progress both procedures.
************************************ 3rd change **************************
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