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	1st change
The description for the combined attach procedure when accepted for EPS service only, in subclause 5.5.1.3.4.3, refers to the normal attach procedure for EPS services as specified in subclause 5.5.1.2.4, which means that the attach attempt counter and tracking area updating attempt counter are reset as specified below: 
“Additionally, the UE shall reset the attach attempt counter and tracking area updating attempt counter, enter state EMM-REGISTERED and set the EPS update status to EU1 UPDATED.“
However, in case the combined attach is rejected for non-EPS services for cause #16, #17 or #22, the tracking area update attempt counter is not reset. It needs to be incremented. Some alignment is necessary in subclause 5.5.1.3.4.3.
2nd change 

In subclause 5.5.3.1, the TAU attempt counter shall also be reset when the UE is in EMM-REGISTERED.ATTEMPTING-TO-UPDATE-MM and the UE enters a new TA or T3402 expires, in the same way as when the UE is in state EMM-REGISTERED.ATTEMPTING-TO-UPDATE.
3rd change 

In subclause 5.5.3.2.6 it is indicated that 

“the TAU attempt counter shall also be reset when the UE The tracking area updating attempt counter shall be incremented, unless it was already set to 5 due to case d”. 
The wording “due to case d” has been removed from the abnormal cases for the attach procedure with C1-084012. It needs to be removed from the abnormal cases for tracking area updating procedure as well.
Also the interaction with A/Gb or Iu mode is not clearly specified for the case the tracking area updating attempt counter is less than 5, and the TAI of the current serving cell is not included in the TAI list or the update status is different to EU1 UPDATED. Current description is:

“

If A/Gb mode or Iu mode is supported by the UE, the UE shall in addition handle the GPRS update status as specified in 3GPP TS 24.008 [13] for the abnormal case when a normal or periodic routing area updating procedure fails and the routing area updating attempt counter is less than 5.”
However, for the RAU case, when the routing area updating attempt counter is less than 5, two different cases are specified in 3GPP TS 24.008 and the actions on GRPS update status differ for these 2 cases: 
· “the stored RAI is equal to the RAI of the current serving cell and the GMM update status is equal to GU1 UPDATED”, and

· “the stored RAI is different to the RAI of the current serving cell or the GMM update status is different to GU1 UPDATED” 
It is required to clearly specify which value the GPRS UPDATE STATUS will take. 
4th change 

The same inconsistency as for 1st change applies in subclause 5.5.3.3.4.3 for the tracking area updating attempt counter for the case the combined tracking area update procedure is successful for EPS services only.
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	The handling of tracking area update attempt counter is clarified for the case combined attach or combined tracking area update procedure is successful for EPS services only.
In subclause 5.5.3.1 the conditions to reset the tracking area updating attempt counter in state EMM-REGISTERED.ATTEMPTING-TO-UPDATE are applied to EMM-REGISTERED.ATTEMPTING-TO-UPDATE-MM state. 
The wording “due to case d” is removed from subclause 5.5.3.2.6 and the actions on GPRS update status are clearly specified.
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	1st and 4th change are also applicable to the handling of the routing area updating attempt counter and an equivalent CR is provided on TS 24.008 in CR1253.


------------------------------- FIRST CHANGE -------------------------------

5.5.1.3.4.3
Combined attach successful for EPS services only

Apart from the actions on the tracking area updating attempt counter, the description for attach for EPS services as specified in subclause 5.5.1.2.4 shall be followed. In addition, the following description for attach for non-EPS services applies.

The UE receiving the ATTACH ACCEPT message takes one of the following actions depending on the EMM cause value:

#2

(IMSI unknown in HSS)

The UE shall stop T3410 if still running and shall reset the tracking area updating attempt counter. The UE shall set the update status to U3 ROAMING NOT ALLOWED and shall delete any TMSI, LAI and ciphering key sequence number. The UE shall enter state EMM-REGISTERED.NORMAL-SERVICE. The new MM state is MM IDLE. The USIM shall be considered as invalid for non-EPS services until switching off or the UICC containing the USIM is removed.

#16
(MSC temporarily not reachable);
#17
(Network failure); or

#22
(Congestion)


The UE shall stop timer T3410 if still running. The tracking area updating attempt counter shall be incremented, unless it was already set to 5.


If the tracking area updating attempt counter is less than 5:

-
the UE shall start timer T3411, shall set the EPS update status to EU1 UPDATED and shall enter state EMM-REGISTERED.ATTEMPTING-TO-UPDATE-MM. When timer T3411 expires the combined tracking area updating procedure indicating "combined TA/LA updating with IMSI attach" is triggered.


If the tracking area updating attempt counter is equal to 5:

-
the UE shall start timer T3402, shall set the EPS update status to EU1 UPDATED and shall enter state EMM-REGISTERED.ATTEMPTING-TO-UPDATE-MM. When timer T3402 expires the combined tracking area updating procedure indicating "combined TA/LA updating with IMSI attach" is triggered;

-
a UE operating in CS/PS mode 1 of operation shall select GERAN or UTRAN radio access technology and proceed with appropriate MM or GMM specific procedures.

Editor's note: the conditions for the UE to reselect E-UTRAN radio access technology are FFS.

#18
(CS domain not available)


The UE shall stop timer T3410 if still running, shall reset the tracking area updating attempt counter, shall set the EPS update status to EU1 UPDATED and shall enter state EMM-REGISTERED.NORMAL-SERVICE.


The UE shall set the update status to U2 NOT UPDATED.

A UE in CS/PS mode 1 of operation shall select GERAN or UTRAN radio access technology and proceed with appropriate MM or GMM specific procedures. The UE shall not reselect E-UTRAN radio access technology for the duration the UE is on the PLMN or an equivalent PLMN.

Other EMM cause values and the case that no EMM cause IE was received are considered as abnormal cases. The combined attach procedure shall be considered as failed for EPS and non-EPS services. The behaviour of the UE in those cases is specified in subclause 5.5.1.3.6.
------------------------------- SECOND CHANGE -------------------------------

5.5.3
Tracking area updating procedure (S1 mode only)
5.5.3.1
General

The tracking area updating procedure is always initiated by the UE and is used for the following purposes:

-
normal tracking area updating to update the registration of the actual tracking area of a UE in the network;

-
periodic tracking area updating to periodically notify the availability of the UE to the network;

-
Iu mode to S1 mode inter-system change and A/Gb mode to S1 mode inter-system change;

-
S101 mode to S1 mode inter-system change;

-
NAS signalling connection recovery;

-
MME load balancing;

-
to update the network of a change of the UE core network capability information or the UE specific DRX parameter or both;

-
to indicate to the network that the UE radio capability information has changed.
Editor's note: Other purposes of using the tracking area updating procedure will be added if identified.

Editor's note: The impact of idle mode signalling reduction on this procedure is FFS.

During the tracking area updating procedure, the MME may initiate an authentication procedure and setup security mode.

A UE initiating the tracking area updating procedure in EMM-IDLE mode may request the network to re-establish the radio and S1 bearers for all active EPS bearer contexts during the procedure.

In a shared network, the UE shall choose one of the PLMN identities as specified in 3GPP TS 23.122 [6]. The UE shall construct the TAI of the cell from this chosen PLMN identity and the TAC received on the broadcast system information. The chosen PLMN identity shall be indicated to the E-UTRAN (see 3GPP TS 36.331 [22]). Whenever a TRACKING AREA UPDATING REJECT message with the cause "PLMN not allowed" is received by the UE, the chosen PLMN identity shall be stored in the "forbidden PLMN list". Whenever a TRACKING AREA UPDATING REJECT message is received by the UE with the cause "Roaming not allowed in this tracking area", "Tracking area not allowed", or "No suitable cells in tracking Area", the constructed TAI shall be stored in the suitable list.

A tracking area updating attempt counter is used to limit the number of subsequently rejected tracking area update attempts. The tracking area updating attempt counter shall be incremented as specified in subclause 5.5.3.2.6. Depending on the value of the tracking area updating attempt counter, specific actions shall be performed. The tracking area updating attempt counter shall be reset when:

-
a normal or combined attach procedure is successfully completed;

-
a normal or periodic tracking area updating or a combined tracking area updating procedure is successfully completed; or

-
a normal or periodic tracking area updating or a combined tracking area updating procedure is rejected with cause value #11, #12, #13, #14, #15 or #25.

Additionally the tracking area updating attempt counter shall be reset when the UE is in substate EMM-REGISTERED.ATTEMPTING-TO-UPDATE or EMM-REGISTERED.ATTEMPTING-TO-UPDATE-MM, and:

-
a new tracking area is entered; or

-
timer T3402 expires.

------------------------------- THIRD CHANGE -------------------------------

5.5.3.2.6
Abnormal cases in the UE

The following abnormal cases can be identified:

a)
Access barred because of access class barring or NAS signalling connection establishment rejected by the network

If access is barred for "signalling" (see 3GPP TS 36.331 [22]), the tracking area updating procedure shall not be started. The UE stays in the current serving cell and applies the normal cell reselection process. The tracking area updating procedure is started as soon as possible and if still necessary, e.g. when access for "signalling" is granted on the current cell or when the UE moves to a cell where access for "signalling" is granted.

b)
Lower layer failure or release of the NAS signalling connection before the TRACKING AREA UPDATE ACCEPT or TRACKING AREA UPDATE REJECT message is received


The tracking area updating procedure shall be aborted, and the UE shall proceed as described below.

c)
T3430 timeout


The UE shall abort the procedure and proceed as described below. The NAS signalling connection shall be released locally.

d)
TRACKING AREA UPDATE REJECT, other causes than those treated in subclause 5.5.3.2.5


Upon reception of the cause values #95, #96, #97, #99 and #111 the UE should set the tracking area updating attempt counter to 5. The UE shall proceed as described below.

e)
Change of cell into a new tracking area


If a cell change into a new tracking area occurs before the tracking area updating procedure is completed, the tracking area updating procedure shall be aborted and re-initiated immediately. The UE shall set the EPS update status to EU2 NOT UPDATED.

f)
Tracking area updating and detach procedure collision


If the UE receives a DETACH REQUEST message before the tracking area updating procedure has been completed, the tracking area updating procedure shall be aborted and the detach procedure shall be progressed.

g)
Tracking area updating and GUTI reallocation procedure collision


If the UE receives a GUTI REALLOCATION COMMAND message before the tracking area updating procedure has been completed, this message shall be ignored and the tracking area updating procedure shall be progressed.

h)
Transmission failure of TRACKING AREA UPDATE REQUEST message indication from lower layers


The tracking area updating procedure shall be aborted and re-initiated immediately. The UE shall set the EPS update status to EU2 NOT UPDATED.

i)
Transmission failure of TRACKING AREA UPDATE COMPLETE message indication with TAI change from lower layers


If the current TAI is not in the TAI list, the tracking area updating procedure shall be aborted and re-initiated immediately. The UE shall set the EPS update status to EU2 NOT UPDATED.


If the current TAI is still part of the TAI list, it is up to the UE implementation how to re-run the ongoing procedure.

j)
Transmission failure of TRACKING AREA UPDATE COMPLETE message indication without TAI change from lower layers


It is up to the UE implementation how to re-run the ongoing procedure.
k)
Access barred because the CSG ID is not in the UE's Allowed CSG list

If access is barred because the CSG ID is not in the UE's Allowed CSG list, the tracking area updating procedure shall not be started. The UE stays in the current serving cell and applies the normal cell reselection process. The tracking area updating procedure is started as soon as possible and if still necessary, e.g. when the UE moves to a cell where access is granted.

For the cases b, c, d, e, and f, the UE shall stop any ongoing transmission of user data.

For the cases b, c and d the UE shall proceed as follows:


Timer T3430 shall be stopped if still running. The tracking area updating attempt counter shall be incremented, unless it was already set to 5.


If the tracking area updating attempt counter is less than 5, and the TAI of the current serving cell is included in the TAI list and the EPS update status is equal to EU1 UPDATED:

-
the UE shall keep the EPS update status to EU1 UPDATED and enter state EMM-REGISTERED.NORMAL-SERVICE. The UE shall start timer T3411. When timer T3411 expires the tracking area updating procedure is triggered again.


If the tracking area updating attempt counter is less than 5, and the TAI of the current serving cell is not included in the TAI list or the EPS update status is different to EU1 UPDATED:

-
the UE shall start timer T3411, shall set the EPS update status to EU2 NOT UPDATED and change to state EMM-REGISTERED.ATTEMPTING-TO-UPDATE. When timer T3411 expires the tracking area updating procedure is triggered again.



If A/Gb mode or Iu mode is supported by the UE, the UE shall in addition handle the GPRS update status as specified in 3GPP TS 24.008 [13] for the abnormal case when a normal or periodic routing area updating procedure fails and the routing area updating attempt counter is less than 5 and the GPRS update status is different from GU1 UPDATED.


If the tracking area updating attempt counter is equal to 5:

-
the UE shall start timer T3402, shall set the EPS update status to EU2 NOT UPDATED, shall delete the list of equivalent PLMNs and shall change to state EMM-REGISTERED.ATTEMPTING-TO-UPDATE or optionally to EMM-REGISTERED.PLMN-SEARCH in order to perform a PLMN selection according to 3GPP TS 23.122 [6].



If A/Gb mode or Iu mode is supported by the UE, the UE shall in addition handle the GPRS update status as specified in 3GPP TS 24.008 [13] for the abnormal case when a normal or periodic routing area updating procedure fails and the routing area updating attempt counter is equal to 5.
------------------------------- FOURTH CHANGE -------------------------------

5.5.3.3.4.3
Combined tracking area updating successful for EPS services only

Apart from the actions on the tracking area updating attempt counter, the description for tracking area for EPS services as specified in subclause 5.5.3.2.4 shall be followed. In addition, the following description for location updating for non-EPS services applies.

The UE receiving the TRACKING AREA UPDATE ACCEPT message takes one of the following actions depending on the EMM cause value:

#2

(IMSI unknown in HSS)


The UE shall stop T3430 if still running and shall reset the tracking area updating attempt counter. The UE shall set the update status to U3 ROAMING NOT ALLOWED and shall delete any TMSI, LAI and ciphering key sequence number. The UE shall enter state EMM-REGISTERED.NORMAL-SERVICE. The new MM state is MM IDLE. The USIM shall be considered as invalid for non-EPS services until switching off or the UICC containing the USIM is removed.

#16
(MSC temporarily not reachable);

#17
(Network failure); or

#22
(Congestion)


The UE shall stop timer T3430 if still running. The tracking area updating attempt counter shall be incremented, unless it was already set to 5.


If the tracking area updating attempt counter is less than 5:

-
the UE shall start timer T3411, shall set the EPS update status to EU1 UPDATED and shall enter state EMM-REGISTERED.ATTEMPTING-TO-UPDATE-MM. When timer T3411 expires the combined tracking area updating procedure indicating "combined TA/LA updating with IMSI attach" is triggered again.


If the tracking area updating attempt counter is equal to 5:

-
the UE shall start timer T3402, shall set the EPS update status to EU1 UPDATED and shall enter state EMM-REGISTERED.ATTEMPTING-TO-UPDATE-MM. When timer T3402 expires the combined tracking area updating procedure indicating "combined TA/LA updating with IMSI attach" is triggered again;

-
a UE operating in CS/PS mode 1 of operation shall select GERAN or UTRAN radio access technology and proceed with appropriate MM or GMM specific procedures.

Editor's note: the conditions for the UE to reselect E-UTRAN radio access technology are FFS.

#18
(CS domain not available)


The UE shall stop timer T3430 if still running, shall reset the tracking area updating attempt counter, shall set the EPS update status to EU1 UPDATED and shall enter state EMM-REGISTERED.NORMAL-SERVICE.


The UE shall set the update status to U2 NOT UPDATED.


A UE in CS/PS mode 1 of operation shall select GERAN or UTRAN radio access technology and proceed with appropriate MM or GMM specific procedures. The UE shall not reselect E-UTRAN radio access technology for the duration the UE is on the PLMN or an equivalent PLMN.

Other EMM cause values and the case that no EMM cause IE was received are considered as abnormal cases. The combined tracking area updating procedure shall be considered as failed for EPS and non-EPS services. The behaviour of the UE in those cases is specified in subclause 5.5.3.3.6.
------------------------------- END OF CHANGE -------------------------------
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