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7.2.5
Bearer Resource Command

A Bearer Resource Command message shall be sent from a MME to a SGW and forwarded to PGW as a part of the UE requested bearer resource modification/deletion or allocation procedures. 
The message shall also be sent on S4 interface by a SGSN to a SGW and on S5/S8 interface by a SGW to a PGW as part of MS initiated modification procedure, secondary PDP context activation procedure.

Table 7.2.5-1 specifies the presence of the IEs in the message.

Table 7.2.5-1: Information Elements in a Bearer Resource Command
	Information elements
	P
	Condition / Comment
	IE Type
	Ins.

	
	
	
	
	

	Linked EPS Bearer ID (LBI)
	C
	This IE shall be included for the NAS Bearer Resource Allocation procedure.
	EBI
	0

	Cause
	O
	
	Cause
	0

	Procedure Transaction Id (PTI)
	M
	
	PTI
	0

	Flow Quality of Service (Flow QoS)
	C
	Not included for Bearer resource release.
	Flow QoS
	0

	Traffic Aggregate Description (TAD)
	M
	The TAD consists of the description of the packet filter(s) of the traffic flow aggregate when requesting a Modification/Deletion or Allocation of bearer resources for a traffic flow aggregate. The packet filter ID shall have a value of zero for Allocations and the packet filter IDs shall have a non zero value for Modifications/Deletions..
	TAD
	0

	Private Extension
	O
	
	Private Extension
	VS


7.2.6
Bearer Resource Failure Indication

A Bearer Resource Failure Indication shall be sent by PGW to SGW and forwarded to MME to indicate failure of UE requested bearer resource allocation or modification/deletion procedure.

The message shall also be sent by a PGW to a SGW and forwarded to a SGSN as part of failure of MS initiated modification procedure, secondary PDP context activation procedure.

Table 7.2.6-1 specifies the presence of the IEs in the message.

Possible Cause values are:

· "No resources available".

· "No memory is available".

· "Missing or unknown APN".

· "User authentication failed".

· "System failure".

· "Semantic error in the TAD operation".

· "Syntactic error in the TAD operation".

· "Semantic errors in packet filter(s)".

· "Syntactic errors in packet filters(s)".

· "Mandatory IE incorrect".

· "Mandatory IE missing".

· "Optional IE incorrect".

· "Invalid message format".

· "APN access denied – no subscription".

Table 7.2.6-1: Information Elements in a Bearer Resource Failure Indication

	Information elements
	P
	Condition / Comment
	IE Type
	Ins.

	Cause
	M
	
	Cause
	0

	Linked EPS Bearer ID
	C
	This IE shall be included if this message sent in response to a Bearer Resource Command associated with a bearer resource allocation procedure.
	EBI
	0

	EPS Bearer ID
	C
	This IE shall be included if this message sent in response to a Bearer Resource Command associated with a bearer resource modification/deletion procedure.
	EBI
	1

	Procedure Transaction ID (PTI)
	M
	
	PTI
	0

	Recovery
	O
	
	Recovery
	0

	Private Extension
	O
	
	Private Extension
	VS
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