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	Reason for change:
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	During CT4#42 CR 0058r2 (C4-090909) was agreed. This CR modified the description of the Regional-Subscription-Zone-Code AVP so that up to 10 zone codes could either specify zones into which a subscriber could roam, or these could be zones that a subscriber could not roam.
Now, it is understood that the specification of these zone codes would be via bilateral agreements. However, from a protocol perspective for the S6a (or S6d) interface, it makes sense to restrict the definition of this AVP. This list of up to 10 zones codes should only included zones codes which the subscriber is ALLOWED to roam into. This is consistent with 3GPP TS 29.002 (MAP) which specifies the following:

7.6.3.11 Regional Subscription Data
This parameter defines the regional subscription area in which the subscriber is allowed to roam. It consists of a list of Zone Codes (see clause 7.6.2.28).
It is then an implementation issue as to whether the MME (or SGSN) may construct from this AVP any particular lists of zone codes which the subscriber is ALLOWED to roam into or NOT ALLOWED to roam into.
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	The Regional-Suscription-Zone-Code AVP description is modified to indicate that this list of up to 10 zones codes are zones that the subscriber is ALLOWED to roam into. Any other lists within the MME or SGSN restricting the zones that a subscriber may roam into is an imoplmentation issue.
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* * * First Change * * * *

7.3.52
Regional-Subscription-Zone-Code

The Regional-Subscription-Zone-Code AVP is of type OctetString. Up to 10 zone codes shall all be defined as the tracking or routing areas into which the subscriber is allowed to roam. See 3GPP TS 23.003 [3].
NOTE: Any internal list of zone code roaming restrictions that may be generated by the MME/SGSN from the information in this AVP is an implementation issue only.
When receiving these AVPs within the Subscription-Data AVP the MME or SGSN shall replace stored Zone Codes (if any) with the received information rather than add the received information to the stored information. MMEs and SGSNs that do not support regional subscription need not store zone codes.
* * * End of Changes * * * *
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