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* * * 1st Change * * * *

7.2.15
Update Bearer Request

For GTP based S5/S8, the Update Bearer Request shall be sent by the PGW to the SGW and forwarded to the MME as part of the following procedures:

-
PGW Initiated Bearer Modification with Bearer QoS Update 

-
HSS Initiated Subscribed QoS Modification

-
PGW Initiated Bearer Modification without Bearer QoS Update 

-   UE Request Bearer Resource Modification procedure

The message shall also be sent on the S5/S8 interface by the PGW to the SGW and on the S4 interface by the SGW to the SGSN as part of the following procedures:

-
PGW Initiated EPS Bearer Modification

-
Execution part of MS-Initiated EPS Bearer Modification
-
SGSN-Initiated EPS Bearer Modification Procedure using S4
For PMIP based S5/S8, the Update Bearer Request shall be sent on the S11 interface by the SGW to the MME and on the S4 interface by the SGW to the SGSN.

Table 7.2.15-1 specifies the presence requirements and the conditions of the IEs in the message.
Table 7.2.15-1: Information Elements in an Update Bearer Request

	Information elements
	P
	Condition / Comment
	IE Type
	Ins.

	IMSI
	M
	
	IMSI
	0

	Bearer Contexts
	M
	This IE shall contain contexts related to bearers that need QoS/TFT modification. Several IEs with this type and instance values shall be included as necessary to represent a list of Bearers.
	Bearer Context 
	0

	Procedure Transaction Id (PTI)
	C
	If the request corresponds to UE requested bearer resource modification procedure for an E-UTRAN or MS initiated EPS bearer modification procedure, this IE shall be included.

PTI shall be the same as the one used in the corresponding Bearer Resource Command
	PTI
	0

	Protocol Configuration Options (PCO)
	C
	PGW shall include Protocol Configuration Options (PCO) IE, if available.


	PCO
	0

	Aggregate Maximum Bit Rate (APN-AMBR)
	M
	APN-AMBR
	AMBR
	0

	
	
	

	
	

	Change Reporting Action
	C
	This IE shall be included with the appropriate Action field If the location Change Reporting mechanism is to be started or stopped for this subscriber in the SGSN/MME.
	Change Reporting Action
	0

	PGW-FQ-CSID
	O
	Optionally included by PGW on S5/S8. Shall be forwarded by SGW on S11. 
	FQ-CSID
	0

	SGW-FQ-CSID
	O
	Optionally included by SGW on S11.
	FQ-CSID
	1

	Private Extension
	O
	
	Private Extension
	VS


Table 7.2.15-2: Bearer Context within Update Bearer Request

	Octet 1
	
	Bearer Context IE Type = 93 (decimal)
	
	

	Octets 2 and 3
	
	Length = n 
	
	

	Octet 4
	
	Spare and Instance fields
	
	

	Information elements
	P
	Condition / Comment
	IE Type
	Ins.

	EPS Bearer ID
	M
	
	EBI
	0

	UL TFT
	O
	This IE shall be included if message relates to Bearer Modification and TFT change or if PMIP based S5/S8
	Bearer TFT
	0

	DL TFT
	O
	PMIP based S5/S8 only
	Bearer TFT
	1

	Bearer Level QoS
	C
	This IE shall be included if QoS modification is requested 
	Bearer QoS
	0

	Charging Characteristics
	C
	This IE shall be included according to TS 32.251. 
	Charging Characteristics
	0

	Bearer Flags
	O
	Applicable flags:

PPC (Prohibit Payload Compression)
	Bearer Flags
	0


* * * End of Changes * * * *
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