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* * * Next Change * * * *
7.3.5
Context Request

The new MME/SGSN shall send the Context Request message to the old MME/SGSN on S3/S16/S10 interface as a part of TAU/RAU procedure to get the MM and EPS bearer Contexts for the UE.

If the sending node is a MME, it shall include in the Context Request message:

-
the GUTI IE and Complete TAU Request Message IE if the GUTI received from UE indicates the old node is a MME.

-
the RAI IE, P-TMSI IE and P-TMSI Signature IE if the GUTI received from UE indicates the old node is an SGSN.

Editor's note: It is FFS if other means than GUTI could be needed to identify the old nodes.

If the sending node is an SGSN, it shall include RAI IE, P-TMSI IE and P-TMSI Signature IE in the Context Request message.

The new MME differentiates the type of the old node from the most significant bit of the MME group id in GUTI. The value 0 indicates that the old node is an SGSN, the GUTI shall be mapped to RAI and P-TMSI by the new MME; and the value 1 indicates the old node is a MME, the new MME include GUTI IE and Complete TAU Request Message IE in the Context Request message. The Mapping between temporary and area identities is defined in 3GPP TS 23.003 [2].
The GUTI IE shall not coexist with any of the RAI IE, P-TMSI IE and P-TMSI Signature IE in a Context Request message. If this occurs, the receiving node shall return a corresponding cause value in the response message.

Table 7.3.5-1 specifies the presence requirements and conditions of the IEs in the message.
Table 7.3.5-1: Information Elements in a Context Request

	Information elements
	P
	Condition / Comment
	IE Type
	Ins.

	IMSI
	C
	IMSI shall be included if the MS Validated value indicates "YES".
	IMSI
	0

	GUTI
	C
	The New MME shall include this IE over S10 interface.
	GUTI
	0

	Routeing Area Identity(RAI)
	C
	This IE shall be included over S3/S16 interface, if the GUTI indicates the old node is an SGSN, the new MME maps this IE from GUTI.
	ULI for RAI
	0

	Packet TMSI(P-TMSI)
	C
	This IE shall be included over S3/S16 interface, if the GUTI indicates the old node is an SGSN, the new MME maps this IE from GUTI.
	P-TMSI
	0

	P-TMSI Signature
	C
	This IE shall be included over S3/S16 interface, if the GUTI indicates the old node is an SGSN, the new MME maps this IE from GUTI.
	P-TMSI Signature
	0

	Complete TAU request message
	C
	The new MME shall include this IE, and the old MME may use this IE for integrity check.
	Complete Request Message
	0

	S3/S16/S10 Address and TEID for Control Plane
	C
	This IE specifies the address and the tunnel for control plane message which is chosen by the new MME/SGSN.
	F-TEID
	0

	UDP Source Port Number
	C
	If an SGSN within the same SGSN pool as the old SGSN receives this message, the SGSN shall include the UDP Source Port number of the received message in this optional parameter if this IE is not present and relay the message to the old SGSN. The old SGSN shall use this UDP port as the UDP destination port of the Context Response message.
	Port Number
	0

	RAT Type
	C
	The RAT Type indicates the Radio Access Technology which is used in the new system. 
	RAT Type
	0

	
	
	
	
	

	
	
	
	
	

	MS Validated
	O
	The MS Validated indicates that the new system has successfully authenticated the UE, IMSI shall be included if the MS Validated value indicates "YES".
	MS Validated
	0

	Hop Counter
	O
	If an SGSN within the same SGSN pool with the old SGSN receives this message, the SGSN shall decrement the Hop Counter if this IE is present in the received message; otherwise may include a Hop Counter with a value of max-1, and relay the message to the old SGSN.
	Hop Counter
	0

	Private Extension
	O
	
	Private Extension
	VS


* * * Next Change * * * *
7.3.6
Context Response

A Context Response message shall be sent as a response to a previous Context Request message during TAU/RAU procedure. 

Possible Cause values are:

-
"Request Accepted"

-
"IMSI not known"
-
"System failure"
-
"Mandatory IE incorrect"
-
"Mandatory IE missing"
-
"Optional IE incorrect"
-
"Invalid message format"
-
"P-TMSI Signature mismatch"

-
"User authentication failed"
Table 7.3.6-1 specifies the presence requirements and conditions of the IEs in the message.
Table 7.3.6-1: Information Elements in a Context Response

	Information elements
	P
	Condition / Comment
	IE Type
	Ins.

	Cause
	M
	
	Cause
	0

	IMSI
	C
	
	IMSI
	0

	MME/SGSN UE MM Context
	C
	
	MM Context
	0

	MME/SGSN UE EPS PDN Connections
	C
	This IE shall be included if there is at least a PDN connection for this UE on the sending MME/SGSN.

Several IEs with this type and instance values shall be included as necessary to represent a list of PDN Connections.
	PDN Connection 
	0

	Sender F-TEID for Control Plane
	C
	This IE specifies the address and the tunnel for control plane message which is chosen by the old MME/SGSN.
	F-TEID
	0

	SGW S11/S4 IP Address and TEID for Control Plane
	C
	This IE shall be included if a SGW is being used by the UE.
	F-TEID
	1

	SGW node name
	C
	This IE shall be included if the source MME or SGSN has the source SGW FQDN.
	FQDN
	0

	ISRSI
	C
	This IE shall be included if the Cause IE value indicates "Request accepted" and the old system has the ISR capability.
	Indication
	0

	Trace Information
	C
	This IE shall be included when session trace is active for this IMSI/IMEI.
	Trace Information
	0

	HRPD access node S101 IP address
	C
	This IE shall be included only if the HRPD pre registration was performed at the old MME
	IP-Address
	0

	1xIWS S102 IP address
	C
	This IE shall be included only if the 1xRTT CS fallback pre registration was performed at the old MME
	IP-Address
	1

	Private Extension
	O
	
	Private Extension
	VS
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