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	23.203 defines that the initial event trigger parameter values shall be provided by the BBERF to the PCRF then to the PCEF. The PCRF provides the initial parameter values by using the PCRF initiated IP-CAN Session Modification procedure.
· Clause 6.1.4 in 23.203 v8.4.0 defines that the PCRF may subscribe to event triggers at the BBERF and that the assotiated parameter value shall be provided in the response back to the PCRF: “If the provided event triggers are associated with certain parameter values then the ERF shall include those values in the response back to the PCRF”.
· Clause 6.2.1.0 in 23.203 v 8.4.0 defines that PCRF provides the initial event parameter values to the PCEF using the PCRF initiated IP-CAN session modification procedure:”If Gxx applies and the PCEF provided information about required event triggers, the PCRF shall provide these event triggers to the BBERF and notify the PCEF of the outcome of the provisioning procedure by using the PCRF initiated IP‑CAN Session Modification procedure, as defined in clause 7.4.2. 
This is not currently included in the PCC procedures and commands
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	· BBERF returns the value of the provisioned Event-Trigger AVP in a RAA command.
· PCRF provisions the initial values for the event triggers from the BBERF towards the PCEF in a RAR command.
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* * * 1st Change * * *

4.5.11
Provisioning of Event Report Indication
For the cases where Gxa and/or Gxc are deployed in the network, the PCEF may indicate the PCRF to be informed about specific changes occurred in the access network. In this case, the PCRF shall subscribe to the appropriate event triggers in the BBERF according to clause 4a.5.8. After receiving the reply of the event subscription from the BBERF, the PCRF shall send the event related information to the PCEF by using a RAR command. The Event Report concept is defined in 3GPP TS 23.203 [7] clause 3.1.
When PCRF is notified that an event is triggered in the BBERF, if the PCEF has previously requested to be informed of the specific event,  the PCRF shall notify the PCEF about the event occurred together with additional related information. This notification will be done by using the Event-Report-Indication AVP.  There may be neither PCC Rules nor Event Triggers in this message.

* * * End of 1st Change * * *

* * * 2nd Change * * *

4a.5.8
Provisioning of Event Triggers

The PCRF may provide one or several event triggers within one or several Event-Trigger AVP to the BBERF using the Gateway Control and QoS rule provision procedure. Event triggers may be used to determine which  specific event causes the BBERF to re-request QoS rules. Provisioning of event triggers will be done at Gateway Control  session level. The Event-Trigger AVP may be provided either in combination with the initial or subsequent QoS rule provisioning.
The PCEF may request the PCRF to be informed about specific changes occurred in the access network as indicated in clause 4.5.11. In this case, the PCRF shall additionally subscribe to the corresponding event triggers at the BBERF.
The PCRF may add new event triggers or remove the already provided ones at each request from the BBERF or upon the unsolicited provision from the PCRF. In order to do so, the PCRF shall provide the new complete list of applicable event triggers related to the Gateway Control session including the needed provisioned Event-Trigger AVPs in the CCA or RAR commands.
The BBERF shall include the initial information related to the event trigger that has been provisioned in the Event-Trigger AVP in the response to the Gateway Control and QoS rule provisioning procedure. The initial information related to the event trigger is included within a RAA command.
The PCRF may remove all previously provided event triggers by providing the Event-Trigger AVP set to the value NO_EVENT_TRIGGERS. When an Event-Trigger AVP is provided with this value, no other Event-Trigger AVP shall be provided in the CCA or RAR command. Upon reception of an Event-Trigger AVP with this value, the BBERF shall not inform PCRF of any event that requires to be provisioned from the PCRF except for those events that are always reported and do not require provisioning from the PCRF.

If no Event-Trigger AVP is included in a CCA or RAR operation, any previously provisioned event trigger will be still applicable.
* * * End of 2st Change * * *

* * * End of Changes * * *
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