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* * * First Change * * * *

5.2.1.1.2
Detailed behaviour of the MME and the SGSN
The MME shall make use of this procedure to update the MME identity stored in the HSS (e.g. at initial attach, inter MME tracking area update or radio contact after HSS reset).
The SGSN shall make use of this procedure to update the SGSN identity stored in the HSS (e.g. at initial attach, inter SGSN routing area update or radio contact after HSS reset).

If the Update Location request is to be sent due to an inter node (SGSN to MME) update and the previous SGSN is a Pre-Rel-8 SGSN or does not support Idle Mode Signalling Reduction, the MME shall set the "Single-Registration-Indication" flag in the ULR-Flags information element in the request.
If the Update Location request is to be sent due to an initial attach, the MME shall set the “Single-Registration-Indication” flag in the ULR-Flags information element in the request.
A combined MME/SGSN shall set the "Skip Subscriber Data" flag in the ULR-Flags if subscriber data are already available due to a previous location update.

When receiving an Update Location response from the HSS, the MME or SGSN shall check the result code. If it indicates success the MME or SGSN shall store the received subscription profile (if any). 
If the subscription data received for a certain APN indicates that the APN was authorized as a consequence of having the Wildcard APN in the user subscription in HSS, then the MME shall not store this APN data beyond the lifetime of the UE session and the MME shall delete them upon disconnection of the UE.
If trace data are received in the subscriber data, the MME or SGSN shall start a Trace Session. For details, see 3GPP TS 32.422 [23].
* * * Second Change * * * *

5.2.5
Notification Procedures

5.2.5.1
Notification
5.2.5.1.1
General
The Notification Procedure shall be used between the MME and the HSS and between the SGSN and the HSS when an inter MME or SGSN location update does not occur but the HSS needs to be notified about

-
an update of terminal information;

The Notification Procedure shall also be used between the MME and the HSS and between the SGSN and the HSS to notify the HSS about:
-
an assignment/change/removal of PDN GW for an APN;
The Notification Procedure shall be used between the MME and the HSS when an inter MME location update does not occur but the HSS needs to be notified about
-
the need to send a Cancel Location to the current SGSN.

The Notification Procedure shall be used between the SGSN and the HSS to notify the HSS about:

-
the UE is present or the UE has memory capacity available to receive one or more short messages.
This procedure is mapped to the commands Notify-Request/Answer (NOR/NOA) in the Diameter application specified in chapter 7. 
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