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	(1) Following changes has already been accepted for Rel-8 in the last meeting.
(2) Basically,For CONF, the conference focus is dynamically created and allocated by conference factory. The current Rel-7 version of ECT says ECT shall not apply when succesive REFER operation is an CONF REFER, not ECT REFER, one criteria is the value of Refer-To header field is a conference focus URI, that means ECT AS shall store the conference focus URI when an UE created a conference focus, the storage shall be lasted for at least the conference terminated.
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	Text has been modified which states that REFER request is received in an INVITE dialog and the Refer-to header field of the REFER request indicates the public address of active dialog to conference focus which is known by the AS providing ECT
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	Other comments:
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	Following changes has already been accepted for Rel-8 TS 24.629 in the last CT-1 meeting and it was seen as an essential correction.


******************* First Change *******************
4.6.6
CONFerence Calling (CONF)

ECT shall not apply when the following criteria apply:

· REFER request is received in an INVITE dialog with a conference focus, or a REFER request is received in an INVITE dialog and the Refer-to header field of the REFER request indicates the public address of  active dialog to conference focus which is known by the AS providing ECT; and

· The REFER is originated by the conference controller, the conference controller is the user that created and owns the conference.

An AS can determine that an established INVITE dialog is terminated at a conference focus because according to TS 183 005 [9] it either:

· has received a 1xx or 2xx response to the INVITE request with an "isfocus" feature parameter in the Contact header field; or

· has received an INVITE with an "isfocus" feature parameter in the Contact header field.

                                 *************END OF CHANGES*********
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