Page 1



3GPP TSG CT WG1 Meeting #58
C1-091488
Sophia Antipolis (France), 20-24 April 2009
	CR-Form-v9.5

	CHANGE REQUEST

	

	(

	24.008
	CR
	1299
	(

rev
	-
	(

Current version:
	8.1.0
	(


	

	For HELP on using this form look at the pop-up text over the (
 symbols. Comprehensive instructions on how to use this form can be found at http://www.3gpp.org/specs/CR.htm.

	


	Proposed change affects:
(

	UICC apps(

	
	ME
	X
	Radio Access Network
	
	Core Network
	X


	

	Title:
(

	Authentication failure parameter applicability

	
	

	Source to WG:
(

	Ericsson

	Source to TSG:
(

	C1

	
	

	Work item code:
(

	SAES
	
	Date: (

	07/04/2009

	
	
	
	
	

	Category:
(

	F
	
	Release: (

	Rel-8

	
	Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
R99
(Release 1999)
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)
Rel-7
(Release 7)
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10

	
	

	Reason for change:
(

	The current text in subclause 10.5.3.2.2 states that the Authentication failure parameter is only applicable to UMTS, but from Rel-8 it is also applicable for EPS.

	
	

	Summary of change:
(

	Text added to specify that the Authentication failure parameter is also applicable for EPS.

	
	

	Consequences if 
(

not approved:
	Misalignement between the TSs 24.008 and 24.301.

	
	

	Clauses affected:
(

	10.5.3.2.2

	
	

	
	Y
	N
	
	

	Other specs
(

	
	X
	 Other core specifications
(

	

	affected:
	
	X
	 Test specifications
	

	
	
	X
	 O&M Specifications
	

	
	

	Other comments:
(

	


	                               **** First change ****


10.5.3.2.2
Authentication Failure parameter (UMTS and EPS authentication challenge)

The purpose of the Authentication Failure parameter information element is to provide the network with the necessary information to begin a re-authentication procedure (see 3GPP TS 33.102 [5a]) in the case of a 'Synch failure', following a UMTS or EPS authentication challenge.

The Authentication Failure parameter IE is coded as shown in figure 10.5.76.2/3GPP TS 24.008 and table 10.5.90.2/3GPP TS 24.008.

The Authentication Failure parameter IE is a type 4 information element with a length of 16 octets.

	8
	7
	6
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	1
	

	Authentication Failure parameter IEI
	octet 1

	Length ofAuthentication Failure parameter contents
	octet 2

	Authentication Failure parameter

:
	octet 3



	:
	octet 16


Figure 10.5.76.2/3GPP TS 24.008 Authentication Failure parameter information element (UMTS and EPS authentication challenge)

Table 10.5.90.2/3GPP TS 24.008: Authentication Failure parameter information element

	Authentication Failure parameter value (octet 3 to 16)

This contains AUTS (see 3GPP TS 33.102 [5a])
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