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* * * Beginning of Changes * * * *

5.1.2.1
Discovery of the Home Agent address

5.1.2.1.1
General
The first procedure the UE needs to perform for DSMIPv6 initial attach is the discovery of the node acting as the HA.

The UE can discover the IP addresses of the HA in one of the four following ways:

· via DNS;

· via attach procedure for 3GPP access or trusted non-3GPP access (if supported) based on protocol configuration options;

· via IKEv2 during tunnel setup to ePDG for untrusted non-3GPP accesses;

· via DHCPv6.

If the UE does not obtain the IP addresses of the HA via PCO during the 3GPP or trusted non-3GPP  (if supported) attach or via IKEv2 signalling, it shall follow either the procedures described in subclause 5.1.2.1.5 or the procedures described in subclause 5.1.2.1.2. The UE may be configured to perform both procedures in parallel or one of the two procedures only in case the other failed.
* * * Next Changes * * * *

5.1.2.1.3
Home agent address discovery based on protocol configuration options

The UE may request the IPv6 address and optionally the IPv4 address of the dual stack HA using the Protocol configuration options IE during the attach procedure for 3GPP or trusted non-3GPP access or the additional PDN connectivity procedure. The details of this procedure for the case of attach for 3GPP access are described in 3GPP TS 24.301 [15]. The details of this procedure for the case of attach for trusted non-3GPP access are described in 3GPP TS 24.302 [21].
* * * End of Changes * * * *
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