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5.18
<X>/Policy/<X>/ValidityArea/3GPP_Location/<X>/GERAN_CI
The GERAN_CI leaf indicates a cell identity for one particular GERAN network related location description.

-
Occurrence: ZeroOrOne

-
Format: bin
-
Access Types: Get, Replace
-
Values: <GERAN Cell Identity>

The format of the Cell Global Identity, of which the Cell Identity is part, is defined in 3GPP TS 23.003 [3].
The GERAN_CI value is set to the Cell Identity, CI, obtained from lower layers of the UE. The CI is part of the Cell Global Identity as defined in 3GPP TS 23.003 [3]. The value of GERAN_CI is coded as a bit string with fixed length of 16 bits.

5.18A
<X>/Policy/<X>/ValidityArea/3GPP_Location/ <X>/UTRAN_CI

The UTRAN_CI leaf indicates a cell identity for one particular UTRAN network related location description. 

-
Occurrence: ZeroOrOne

-
Format: bin
-
Access Types: Get, Replace

-
Values: <UTRAN Cell Identity >

The UTRAN_CI value is set to the UTRAN Cell Identity as defined in 3GPP TS 25.331 [zz] and obtained from lower layers of the UE. The value of UTRAN CI is coded as a bit string with fixed length of 28 bits.

5.18B
<X>/Policy/<X>/ValidityArea/3GPP_Location/ <X>/EUTRA_CI

The EUTRA_CI leaf indicates a cell identity for one particular E-UTRA network related location description. 

-
Occurrence: ZeroOrOne

-
Format: bin
-
Access Types: Get, Replace

-
Values: <E-UTRA Cell Identity >

The EUTRA_CI value is set to the cellidentity part of the Evolved Cell Global Identifier, as described in 3GPP TS 36.331 [uu] and obtained from lower layers of the UE. The value of EUTRA_CI is coded as a bit string with fixed length of 28 bits.
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5.58
<X>/DiscoveryInformation/<X>/AccessNetworkArea/
3GPP_Location/<X>/GERAN_CI
The GERAN_CI leaf indicates a GERAN Cell Identity for one particular 3GPP network related location description.

-
Occurrence: ZeroOrOne

-
Format: bin
-
Access Types: Get, Replace

-
Values: <GERAN Cell Identity>


The leaf usage is defined in subclause 5.18.

5.58A
<X>/DiscoveryInformation/<X>/ AccessNetworkArea/3GPP_Location/<X>/UTRAN_CI

The UTRAN_CI leaf indicates a UTRAN Cell Identity for one particular 3GPP network related location description.

-
Occurrence: ZeroOrOne

-
Format: bin
-
Access Types: Get, Replace

-
Values: <UTRAN Cell Identity>

The leaf usage is defined in subclause 5.18A.

5.58B
<X>/DiscoveryInformation/<X>/ AccessNetworkArea/3GPP_Location/<X>/EUTRA_CI

The EUTRA_CI leaf indicates an E-UTRA Cell Identity for one particular 3GPP network related location description.

-
Occurrence: ZeroOrOne

-
Format: bin
-
Access Types: Get, Replace

-
Values: <E-UTRA Cell Identity>

The leaf usage is defined in subclause 5.18B.
* * * Next Change * * * *

5.84
<X>/UE_Location/3GPP_Location/<X>/GERAN_CI
The GERAN_CI leaf indicates a GERAN Cell Identity for one particular 3GPP network related location description .

-
Occurrence: ZeroOrOne

-
Format: bin
-
Access Types: Get

-
Values: < GERAN Cell Identity >

 The leaf usage is defined in subclause 5.18.
5.84A
<X>/UE_Location/3GPP_Location/<X>/ UTRAN_CI

The UTRAN_CI leaf indicates a UTRAN Cell Identity for one particular 3GPP network related location description.

-
Occurrence: ZeroOrOne

-
Format: bin
-
Access Types: Get

-
Values: <UTRAN Cell Identity>

The leaf usage is defined in subclause 5.18A.

5.84B
<X>/UE_Location/3GPP_Location/<X>/ EUTRA_CI

The EUTRA_CI leaf indicates an E-UTRA Cell Identity for one particular 3GPP network related location description.

-
Occurrence: ZeroOrOne

-
Format: bin
-
Access Types: Get

-
Values: <E-UTRA Cell Identity>

The leaf usage is defined in subclause 5.18B.
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Annex A (informative):
ANDSF MO DDF

This DDF is the standardized minimal set. A vendor can define its own DDF for the complete device. This DDF can include more features than this minimal standardized version.

<?xml version="1.0" encoding="UTF-8"?>

<!DOCTYPE MgmtTree PUBLIC "-//OMA//DTD SYNCML-DMDDF 1.2//EN"

http://www.openmobilealliance.org/tech/DTD/OMA-SynchML-DMDDF-1_2.dtd>

<MgmtTree>


<VerDTD>1.2</VerDTD>


<Man>--The device manufacturer--</Man>


<Mod>--The device model--</Mod>


<Node>



<NodeName>x</NodeName>



<DFProperties>




<AccessType>





<Get/>




</AccessType>




<Description>ANDSF settings</Description>




<DFFormat>





<node/>




</DFFormat>




<Occurrence>





<ZeroOrOne/>




</Occurrence>




<DFTitle>The ANDSF Management Object.</DFTitle>




<DFType>





<DDFName/>




</DFType>



</DFProperties>



<Node>




<NodeName>Name</NodeName>




<DFProperties>





<AccessType>






<Get/>





</AccessType>





<DFFormat>






<chr/>





</DFFormat>





<Occurrence>






<ZeroOrOne/>





</Occurrence>





<DFTitle>User displayable name for the node.</DFTitle>





<DFType>






<MIME>text/plain</MIME>





</DFType>




</DFProperties>



</Node>



<Node>




<NodeName>Policy</NodeName>




<!-- The Policy node starts here. -->




<DFProperties>





<AccessType>






<Get/>






<Replace/>





</AccessType>





<DFFormat>






<node/>





</DFFormat>





<Occurrence>






<ZeroOrOne/>





</Occurrence>





<DFTitle>Policies for access network selection.</DFTitle>





<DFType>






<DDFName/>





</DFType>




</DFProperties>




<Node>





<NodeName></NodeName>





<DFProperties>






<AccessType>







<Get/>







<Replace/>






</AccessType>






<DFFormat>







<node/>






</DFFormat>






<Occurrence>







<OneOrMore/>






</Occurrence>






<DFType>







<DDFName></DDFName>






</DFType>





</DFProperties>





<Node>






<NodeName>RulePriority</NodeName>






<DFProperties>







<AccessType>








<Get/>








<Replace/>







</AccessType>







<DFFormat>








<int/>







</DFFormat>







<Occurrence>








<One/>







</Occurrence>







<DFTitle>Rule priority.</DFTitle>







<DFType>








<MIME>text/plain</MIME>







</DFType>






</DFProperties>





</Node>





<Node>






<NodeName>PrioritizedAccess</NodeName>






<DFProperties>







<AccessType>








<Get/>








<Replace/>







</AccessType>







<DFFormat>








<node/>







</DFFormat>







<Occurrence>








<One/>







</Occurrence>







<DFTitle>Prioritized access.</DFTitle>







<DFType>








<DDFName/>







</DFType>






</DFProperties>






<Node>







<NodeName></NodeName>







<DFProperties>








<AccessType>









<Get/>









<Replace/>








</AccessType>








<DFFormat>









<node/>








</DFFormat>








<Occurrence>









<OneOrMore/>








</Occurrence>








<DFType>









<DDFName></DDFName>








</DFType>







</DFProperties>







<Node>








<NodeName>AccessTechnology</NodeName>








<DFProperties>









<AccessType>










<Get/>










<Replace/>









</AccessType>









<DFFormat>










<int/>









</DFFormat>









<Occurrence>










<One/>









</Occurrence>









<DFTitle>Access technology.</DFTitle>









<DFType>










<MIME>text/plain</MIME>









</DFType>








</DFProperties>







</Node>







<Node>








<NodeName>AccessId</NodeName>








<DFProperties>









<AccessType>










<Get/>










<Replace/>









</AccessType>









<DFFormat>










<chr/>









</DFFormat>









<Occurrence>










<ZeroOrOne/>









</Occurrence>









<DFTitle>Access identity.</DFTitle>









<DFType>










<MIME>text/plain</MIME>









</DFType>








</DFProperties>







</Node>







<Node>








<NodeName>AccessNetworkPriority</NodeName>








<DFProperties>









<AccessType>










<Get/>










<Replace/>









</AccessType>









<DFFormat>










<int/>









</DFFormat>









<Occurrence>










<One/>









</Occurrence>









<DFTitle>Access network priority.</DFTitle>









<DFType>










<MIME>text/plain</MIME>









</DFType>








</DFProperties>







</Node>






</Node>





</Node>





<Node>






<NodeName>ValidityArea</NodeName>






<DFProperties>







<AccessType>








<Get/>








<Replace/>







</AccessType>







<DFFormat>








<node/>







</DFFormat>







<Occurrence>








<ZeroOrOne/>







</Occurrence>







<DFTitle>Validity area.</DFTitle>







<DFType>








<DDFName/>







</DFType>






</DFProperties>






<Node>







<NodeName>3GPP_Location</NodeName>







<DFProperties>








<AccessType>









<Get/>









<Replace/>








</AccessType>








<DFFormat>









<node/>








</DFFormat>








<Occurrence>









<ZeroOrOne/>








</Occurrence>








<DFTitle>Validity area for 3GPP access.</DFTitle>








<DFType>









<DDFName/>








</DFType>







</DFProperties>







<Node>








<NodeName></NodeName>








<DFProperties>









<AccessType>










<Get/>










<Replace/>









</AccessType>









<DFFormat>










<node/>









</DFFormat>









<Occurrence>










<OneOrMore/>









</Occurrence>









<DFType>










<DDFName></DDFName>









</DFType>








</DFProperties>








<Node>









<NodeName>PLMN</NodeName>









<DFProperties>










<AccessType>











<Get/>











<Replace/>










</AccessType>










<DFFormat>











<chr/>










</DFFormat>










<Occurrence>











<One/>










</Occurrence>










<DFTitle>PLMN.</DFTitle>










<DFType>











<MIME>text/plain</MIME>










</DFType>









</DFProperties>








</Node>








<Node>









<NodeName>TAC</NodeName>









<DFProperties>










<AccessType>











<Get/>











<Replace/>










</AccessType>










<DFFormat>











<chr/>










</DFFormat>










<Occurrence>











<ZeroOrOne/>










</Occurrence>










<DFTitle>TAC.</DFTitle>










<DFType>











<MIME>text/plain</MIME>










</DFType>









</DFProperties>








</Node>








<Node>









<NodeName>LAC</NodeName>









<DFProperties>










<AccessType>











<Get/>











<Replace/>










</AccessType>










<DFFormat>











<chr/>










</DFFormat>










<Occurrence>











<ZeroOrOne/>










</Occurrence>










<DFTitle>LAC.</DFTitle>










<DFType>











<MIME>text/plain</MIME>










</DFType>









</DFProperties>








</Node>








<Node>









<NodeName>GERAN_CI</NodeName>









<DFProperties>










<AccessType>











<Get/>











<Replace/>










</AccessType>










<DFFormat>











<bin/>










</DFFormat>










<Occurrence>











<ZeroOrOne/>










</Occurrence>










<DFTitle>GERAN_CI.</DFTitle>










<DFType>











<MIME>text/plain</MIME>










</DFType>









</DFProperties>








</Node>







<Node>









<NodeName>UTRAN_CI</NodeName>









<DFProperties>










<AccessType>











<Get/>











<Replace/>










</AccessType>










<DFFormat>











<bin/>










</DFFormat>










<Occurrence>











<ZeroOrOne/>










</Occurrence>










<DFTitle>UTRAN_CI.</DFTitle>










<DFType>











<MIME>text/plain</MIME>










</DFType>









</DFProperties>








</Node>








<Node>









<NodeName>EUTRA_CI</NodeName>









<DFProperties>










<AccessType>











<Get/>











<Replace/>










</AccessType>










<DFFormat>











<bin/>










</DFFormat>










<Occurrence>











<ZeroOrOne/>










</Occurrence>










<DFTitle>EUTRA_CI.</DFTitle>










<DFType>











<MIME>text/plain</MIME>










</DFType>









</DFProperties>








</Node>






</Node>






</Node>






<Node>







<NodeName>3GPP2_Location</NodeName>







<DFProperties>








<AccessType>









<Get/>









<Replace/>








</AccessType>








<DFFormat>









<node/>








</DFFormat>








<Occurrence>









<ZeroOrOne/>








</Occurrence>








<DFTitle> Validity area for 3GPP2 access.</DFTitle>








<DFType>









<DDFName/>








</DFType>







</DFProperties>







<Node>








<NodeName>1x</NodeName>








<DFProperties>









<AccessType>










<Get/>










<Replace/>









</AccessType>









<DFFormat>










<node/>









</DFFormat>









<Occurrence>










<ZeroOrOne/>









</Occurrence>









<DFTitle> Validity area for 3GPP2-1x access.</DFTitle>









<DFType>










<DDFName/>









</DFType>








</DFProperties>








<Node>









<NodeName></NodeName>









<DFProperties>










<AccessType>











<Get/>











<Replace/>










</AccessType>










<DFFormat>











<node/>










</DFFormat>










<Occurrence>











<OneOrMore/>










</Occurrence>










<DFType>











<DDFName></DDFName>










</DFType>









</DFProperties>









<Node>










<NodeName>SID</NodeName>










<DFProperties>











<AccessType>












<Get/>












<Replace/>











</AccessType>











<DFFormat>












<chr/>











</DFFormat>











<Occurrence>












<One/>











</Occurrence>











<DFTitle>1x-SID.</DFTitle>











<DFType>












<MIME>text/plain</MIME>











</DFType>










</DFProperties>









</Node>









<Node>










<NodeName>NID</NodeName>










<DFProperties>











<AccessType>












<Get/>












<Replace/>











</AccessType>











<DFFormat>












<chr/>











</DFFormat>











<Occurrence>












<ZeroOrOne/>











</Occurrence>











<DFTitle>1x-NID.</DFTitle>











<DFType>












<MIME>text/plain</MIME>











</DFType>










</DFProperties>









</Node>









<Node>










<NodeName>Base_ID</NodeName>










<DFProperties>











<AccessType>












<Get/>












<Replace/>











</AccessType>











<DFFormat>












<chr/>











</DFFormat>











<Occurrence>












<ZeroOrOne/>











</Occurrence>











<DFTitle>1x-Base ID.</DFTitle>











<DFType>












<MIME>text/plain</MIME>











</DFType>










</DFProperties>









</Node>








</Node>







</Node>







<Node>








<NodeName>HRPD</NodeName>








<DFProperties>









<AccessType>










<Get/>










<Replace/>









</AccessType>









<DFFormat>










<node/>









</DFFormat>









<Occurrence>










<ZeroOrOne/>









</Occurrence>









<DFTitle> Validity area for 3GPP2-HRPD access</DFTitle>









<DFType>










<DDFName/>









</DFType>








</DFProperties>








<Node>









<NodeName></NodeName>









<DFProperties>










<AccessType>











<Get/>











<Replace/>










</AccessType>










<DFFormat>











<node/>










</DFFormat>










<Occurrence>











<OneOrMore/>










</Occurrence>










<DFType>











<DDFName></DDFName>










</DFType>









</DFProperties>









<Node>










<NodeName>Sector_ID</NodeName>










<DFProperties>











<AccessType>












<Get/>












<Replace/>











</AccessType>











<DFFormat>












<bit/>











</DFFormat>











<Occurrence>












<One/>











</Occurrence>











<DFTitle>HRPD Sector ID</DFTitle>











<DFType>












<MIME>text/plain</MIME>











</DFType>










</DFProperties>









</Node>









<Node>










<NodeName>Netmask</NodeName>










<DFProperties>











<AccessType>












<Get/>












<Replace/>











</AccessType>











<DFFormat>












<bit/>











</DFFormat>











<Occurrence>












<One/>











</Occurrence>











<DFTitle>HRPD netmask</DFTitle>











<DFType>












<MIME>text/plain</MIME>











</DFType>










</DFProperties>









</Node>








</Node>







</Node>






</Node>






<Node>







<NodeName>WiMAX_Location</NodeName>







<DFProperties>








<AccessType>









<Get/>









<Replace/>








</AccessType>








<DFFormat>









<node/>








</DFFormat>








<Occurrence>









<ZeroOrOne/>








</Occurrence>








<DFTitle> Validity area for WiMAX access.</DFTitle>








<DFType>









<DDFName/>








</DFType>







</DFProperties>







<Node>








<NodeName></NodeName>








<DFProperties>









<AccessType>










<Get/>










<Replace/>









</AccessType>









<DFFormat>










<node/>









</DFFormat>









<Occurrence>










<OneOrMore/>









</Occurrence>









<DFType>










<DDFName></DDFName>









</DFType>








</DFProperties>








<Node>









<NodeName>NAP-ID</NodeName>









<DFProperties>










<AccessType>











<Get/>











<Replace/>










</AccessType>










<DFFormat>











<chr/>










</DFFormat>










<Occurrence>











<One/>










</Occurrence>










<DFTitle>NAP-ID</DFTitle>










<DFType>











<MIME>text/plain</MIME>










</DFType>









</DFProperties>








</Node>








<Node>









<NodeName>BS-ID</NodeName>









<DFProperties>










<AccessType>











<Get/>











<Replace/>










</AccessType>










<DFFormat>











<chr/>










</DFFormat>










<Occurrence>











<One/>










</Occurrence>










<DFTitle>BS-ID</DFTitle>










<DFType>











<MIME>text/plain</MIME>










</DFType>









</DFProperties>








</Node>







</Node>






</Node>






<Node>







<NodeName>WiFi_Location</NodeName>







<DFProperties>








<AccessType>









<Get/>









<Replace/>








</AccessType>








<DFFormat>









<node/>








</DFFormat>








<Occurrence>









<ZeroOrOne/>








</Occurrence>








<DFTitle> Validity area for WiFi access.</DFTitle>








<DFType>









<DDFName/>








</DFType>







</DFProperties>







<Node>








<NodeName></NodeName>








<DFProperties>









<AccessType>










<Get/>










<Replace/>









</AccessType>









<DFFormat>










<node/>









</DFFormat>









<Occurrence>










<OneOrMore/>









</Occurrence>









<DFType>










<DDFName></DDFName>









</DFType>








</DFProperties>








<Node>









<NodeName>SSID</NodeName>









<DFProperties>










<AccessType>











<Get/>











<Replace/>










</AccessType>










<DFFormat>











<chr/>










</DFFormat>










<Occurrence>











<ZeroOrOne/>










</Occurrence>










<DFTitle>SSID</DFTitle>










<DFType>











<MIME>text/plain</MIME>










</DFType>









</DFProperties>








</Node>








<Node>









<NodeName>BSSID</NodeName>









<DFProperties>










<AccessType>











<Get/>











<Replace/>










</AccessType>










<DFFormat>











<chr/>










</DFFormat>










<Occurrence>











<One/>










</Occurrence>










<DFTitle>BSSID</DFTitle>










<DFType>











<MIME>text/plain</MIME>










</DFType>









</DFProperties>








</Node>







</Node>






</Node>






<Node>







<NodeName>Geo_Location</NodeName>







<DFProperties>








<AccessType>









<Get/>









<Replace/>








</AccessType>








<DFFormat>









<node/>








</DFFormat>








<Occurrence>









<ZeroOrOne/>








</Occurrence>








<DFTitle>Geographical location.</DFTitle>








<DFType>









<DDFName/>








</DFType>







</DFProperties>







<Node>








<NodeName>Circular</NodeName>








<DFProperties>









<AccessType>










<Get/>










<Replace/>









</AccessType>









<DFFormat>










<node/>









</DFFormat>









<Occurrence>










<ZeroOrOne/>









</Occurrence>









<DFTitle>Circular location descripton.</DFTitle>









<DFType>










<DDFName/>









</DFType>








</DFProperties>








<Node>









<NodeName></NodeName>









<DFProperties>










<AccessType>











<Get/>











<Replace/>










</AccessType>










<DFFormat>











<node/>










</DFFormat>










<Occurrence>











<OneOrMore/>










</Occurrence>










<DFType>











<DDFName></DDFName>










</DFType>









</DFProperties>









<Node>










<NodeName>AnchorLatitude</NodeName>










<DFProperties>











<AccessType>












<Get/>












<Replace/>











</AccessType>











<DFFormat>












<chr/>











</DFFormat>











<Occurrence>












<One/>











</Occurrence>











<DFTitle>Anchor latitude</DFTitle>











<DFType>












<MIME>text/plain</MIME>











</DFType>










</DFProperties>









</Node>









<Node>










<NodeName>AnchorLongitude</NodeName>










<DFProperties>











<AccessType>












<Get/>












<Replace/>











</AccessType>











<DFFormat>












<chr/>











</DFFormat>











<Occurrence>












<One/>











</Occurrence>











<DFTitle>Anchor longitude</DFTitle>











<DFType>












<MIME>text/plain</MIME>











</DFType>










</DFProperties>









</Node>









<Node>










<NodeName>Radius</NodeName>










<DFProperties>











<AccessType>












<Get/>












<Replace/>











</AccessType>











<DFFormat>












<chr/>











</DFFormat>











<Occurrence>












<One/>











</Occurrence>











<DFTitle>Radius</DFTitle>











<DFType>












<MIME>text/plain</MIME>











</DFType>










</DFProperties>









</Node>








</Node>







</Node>






</Node>





</Node>





<Node>






<NodeName>Roaming</NodeName>






<DFProperties>







<AccessType>








<Get/>








<Replace/>







</AccessType>







<DFFormat>








<bool/>







</DFFormat>







<Occurrence>








<ZeroOrOne/>







</Occurrence>







<DFTitle>Rule priority.</DFTitle>







<DFType>








<MIME>text/plain</MIME>







</DFType>






</DFProperties>





</Node>





<Node>






<NodeName>TimeOfDay</NodeName>






<DFProperties>







<AccessType>








<Get/>








<Replace/>







</AccessType>







<DFFormat>








<node/>







</DFFormat>







<Occurrence>








<ZeroOrOne/>







</Occurrence>







<DFTitle>Time of day.</DFTitle>







<DFType>








<DDFName/>







</DFType>






</DFProperties>






<Node>







<NodeName></NodeName>







<DFProperties>








<AccessType>









<Get/>









<Replace/>








</AccessType>








<DFFormat>









<node/>








</DFFormat>








<Occurrence>









<OneOrMore/>








</Occurrence>








<DFType>









<DDFName></DDFName>








</DFType>







</DFProperties>







<Node>








<NodeName>TimeStart</NodeName>








<DFProperties>









<AccessType>










<Get/>










<Replace/>









</AccessType>









<DFFormat>










<int/>









</DFFormat>









<Occurrence>










<ZeroOrOne/>









</Occurrence>









<DFTitle>Start condition for time of rule.</DFTitle>









<DFType>










<MIME>text/plain</MIME>









</DFType>








</DFProperties>







</Node>







<Node>








<NodeName>TimeStop</NodeName>








<DFProperties>









<AccessType>










<Get/>










<Replace/>









</AccessType>









<DFFormat>










<int/>









</DFFormat>









<Occurrence>










<ZeroOrOne/>









</Occurrence>









<DFTitle>Stop condition for time of rule.</DFTitle>









<DFType>










<MIME>text/plain</MIME>









</DFType>








</DFProperties>







</Node>







<Node>








<NodeName>DateStart</NodeName>








<DFProperties>









<AccessType>










<Get/>










<Replace/>









</AccessType>









<DFFormat>










<int/>









</DFFormat>









<Occurrence>










<ZeroOrOne/>









</Occurrence>









<DFTitle>Starting date for time condition of rule.</DFTitle>









<DFType>










<MIME>text/plain</MIME>









</DFType>








</DFProperties>







</Node>







<Node>








<NodeName>DateStop</NodeName>








<DFProperties>









<AccessType>










<Get/>










<Replace/>









</AccessType>









<DFFormat>










<int/>









</DFFormat>









<Occurrence>










<ZeroOrOne/>









</Occurrence>









<DFTitle>Stop date for time condition of rule.</DFTitle>









<DFType>










<MIME>text/plain</MIME>









</DFType>








</DFProperties>







</Node>






</Node>





</Node>





<Node>






<NodeName>UpdatePolicy</NodeName>






<DFProperties>







<AccessType>








<Get/>








<Replace/>







</AccessType>







<DFFormat>








<bool/>







</DFFormat>







<Occurrence>








<ZeroOrOne/>







</Occurrence>







<DFTitle>Update policy.</DFTitle>







<DFType>








<MIME>text/plain</MIME>







</DFType>






</DFProperties>





</Node>




</Node>



</Node>



<Node>




<NodeName>DiscoveryInformation</NodeName>




<!-- The DiscoveryInformation node starts here. -->




<DFProperties>





<AccessType>






<Get/>






<Replace/>





</AccessType>





<DFFormat>






<node/>





</DFFormat>





<Occurrence>






<ZeroOrOne/>





</Occurrence>





<DFTitle>Access network discovery information.</DFTitle>





<DFType>






<DDFName/>





</DFType>




</DFProperties>




<Node>





<NodeName></NodeName>





<DFProperties>






<AccessType>







<Get/>







<Replace/>






</AccessType>






<DFFormat>







<node/>






</DFFormat>






<Occurrence>







<OneOrMore/>






</Occurrence>






<DFType>







<DDFName></DDFName>






</DFType>





</DFProperties>





<Node>






<NodeName>AccessNetworkType</NodeName>






<DFProperties>







<AccessType>








<Get/>








<Replace/>







</AccessType>







<DFFormat>








<int/>







</DFFormat>







<Occurrence>








<One/>







</Occurrence>







<DFTitle>Access network type.</DFTitle>







<DFType>








<MIME>text/plain</MIME>







</DFType>






</DFProperties>





</Node>





<Node>






<NodeName>AccessNetworkArea</NodeName>






<DFProperties>







<AccessType>








<Get/>








<Replace/>







</AccessType>







<DFFormat>








<node/>







</DFFormat>







<Occurrence>








<One/>







</Occurrence>







<DFTitle>Access network area.</DFTitle>







<DFType>








<DDFName/>







</DFType>






</DFProperties>






<Node>







<NodeName>3GPP_Location</NodeName>







<DFProperties>








<AccessType>









<Get/>









<Replace/>








</AccessType>








<DFFormat>









<node/>








</DFFormat>








<Occurrence>









<ZeroOrOne/>








</Occurrence>








<DFTitle>Discovery information for 3GPP access.</DFTitle>








<DFType>









<DDFName/>








</DFType>







</DFProperties>







<Node>








<NodeName></NodeName>








<DFProperties>









<AccessType>










<Get/>










<Replace/>









</AccessType>









<DFFormat>










<node/>









</DFFormat>









<Occurrence>










<OneOrMore/>









</Occurrence>









<DFType>










<DDFName></DDFName>









</DFType>








</DFProperties>








<Node>









<NodeName>PLMN</NodeName>









<DFProperties>










<AccessType>











<Get/>











<Replace/>










</AccessType>










<DFFormat>











<chr/>










</DFFormat>










<Occurrence>











<One/>










</Occurrence>










<DFTitle>PLMN.</DFTitle>










<DFType>











<MIME>text/plain</MIME>










</DFType>









</DFProperties>








</Node>








<Node>









<NodeName>TAC</NodeName>









<DFProperties>










<AccessType>











<Get/>











<Replace/>










</AccessType>










<DFFormat>











<chr/>










</DFFormat>










<Occurrence>











<ZeroOrOne/>










</Occurrence>










<DFTitle>TAC.</DFTitle>










<DFType>











<MIME>text/plain</MIME>










</DFType>









</DFProperties>








</Node>








<Node>









<NodeName>LAC</NodeName>









<DFProperties>










<AccessType>











<Get/>











<Replace/>










</AccessType>










<DFFormat>











<chr/>










</DFFormat>










<Occurrence>











<ZeroOrOne/>










</Occurrence>










<DFTitle>LAC.</DFTitle>










<DFType>











<MIME>text/plain</MIME>










</DFType>









</DFProperties>








</Node>








<Node>









<NodeName>GERAN_CI</NodeName>









<DFProperties>










<AccessType>











<Get/>











<Replace/>










</AccessType>










<DFFormat>











<bin/>










</DFFormat>










<Occurrence>











<ZeroOrOne/>










</Occurrence>










<DFTitle>GERAN_CI.</DFTitle>










<DFType>











<MIME>text/plain</MIME>










</DFType>









</DFProperties>








</Node>







<Node>









<NodeName>UTRAN_CI</NodeName>









<DFProperties>










<AccessType>











<Get/>











<Replace/>










</AccessType>










<DFFormat>











<bin/>










</DFFormat>










<Occurrence>











<ZeroOrOne/>










</Occurrence>










<DFTitle>UTRAN_CI.</DFTitle>










<DFType>











<MIME>text/plain</MIME>










</DFType>









</DFProperties>








</Node>








<Node>









<NodeName>EUTRA_CI</NodeName>









<DFProperties>










<AccessType>











<Get/>











<Replace/>










</AccessType>










<DFFormat>











<bin/>










</DFFormat>










<Occurrence>











<ZeroOrOne/>










</Occurrence>










<DFTitle>EUTRA_CI.</DFTitle>










<DFType>











<MIME>text/plain</MIME>










</DFType>









</DFProperties>








</Node>






</Node>






</Node>






<Node>







<NodeName>3GPP2_Location</NodeName>







<DFProperties>








<AccessType>









<Get/>









<Replace/>








</AccessType>








<DFFormat>









<node/>








</DFFormat>








<Occurrence>









<ZeroOrOne/>








</Occurrence>








<DFTitle>Discovery information for 3GPP2 access.</DFTitle>








<DFType>









<DDFName/>








</DFType>







</DFProperties>







<Node>








<NodeName>1x</NodeName>








<DFProperties>









<AccessType>










<Get/>










<Replace/>









</AccessType>









<DFFormat>










<node/>









</DFFormat>









<Occurrence>










<ZeroOrOne/>









</Occurrence>









<DFTitle>Discovery information for 3GPP2-1x access.</DFTitle>









<DFType>










<DDFName/>









</DFType>








</DFProperties>








<Node>









<NodeName></NodeName>









<DFProperties>










<AccessType>











<Get/>











<Replace/>










</AccessType>










<DFFormat>











<node/>










</DFFormat>










<Occurrence>











<OneOrMore/>










</Occurrence>










<DFType>











<DDFName></DDFName>










</DFType>









</DFProperties>









<Node>










<NodeName>SID</NodeName>










<DFProperties>











<AccessType>












<Get/>












<Replace/>











</AccessType>











<DFFormat>












<chr/>











</DFFormat>











<Occurrence>












<One/>











</Occurrence>











<DFTitle>1x-SID.</DFTitle>











<DFType>












<MIME>text/plain</MIME>











</DFType>










</DFProperties>









</Node>









<Node>










<NodeName>NID</NodeName>










<DFProperties>











<AccessType>












<Get/>












<Replace/>











</AccessType>











<DFFormat>












<chr/>











</DFFormat>











<Occurrence>












<ZeroOrOne/>











</Occurrence>











<DFTitle>1x-NID.</DFTitle>











<DFType>












<MIME>text/plain</MIME>











</DFType>










</DFProperties>









</Node>









<Node>










<NodeName>Base_ID</NodeName>










<DFProperties>











<AccessType>












<Get/>












<Replace/>











</AccessType>











<DFFormat>












<chr/>











</DFFormat>











<Occurrence>












<ZeroOrOne/>











</Occurrence>











<DFTitle>1x-Base ID.</DFTitle>











<DFType>












<MIME>text/plain</MIME>











</DFType>










</DFProperties>









</Node>








</Node>







</Node>







<Node>








<NodeName>HRPD</NodeName>








<DFProperties>









<AccessType>










<Get/>










<Replace/>









</AccessType>









<DFFormat>










<node/>









</DFFormat>









<Occurrence>










<ZeroOrOne/>









</Occurrence>









<DFTitle>Discovery information for 3GPP2-HRPD access</DFTitle>









<DFType>










<DDFName/>









</DFType>








</DFProperties>








<Node>









<NodeName></NodeName>









<DFProperties>










<AccessType>











<Get/>











<Replace/>










</AccessType>










<DFFormat>











<node/>










</DFFormat>










<Occurrence>











<OneOrMore/>










</Occurrence>










<DFType>











<DDFName></DDFName>










</DFType>









</DFProperties>









<Node>










<NodeName>Sector_ID</NodeName>










<DFProperties>











<AccessType>












<Get/>












<Replace/>











</AccessType>











<DFFormat>












<bit/>











</DFFormat>











<Occurrence>












<One/>











</Occurrence>











<DFTitle>HRPD Sector ID</DFTitle>











<DFType>












<MIME>text/plain</MIME>











</DFType>










</DFProperties>









</Node>









<Node>










<NodeName>Netmask</NodeName>










<DFProperties>











<AccessType>












<Get/>












<Replace/>











</AccessType>











<DFFormat>












<bit/>











</DFFormat>











<Occurrence>












<One/>











</Occurrence>











<DFTitle>HRPD netmask</DFTitle>











<DFType>












<MIME>text/plain</MIME>











</DFType>










</DFProperties>









</Node>








</Node>







</Node>






</Node>






<Node>







<NodeName>WiMAX_Location</NodeName>







<DFProperties>








<AccessType>









<Get/>









<Replace/>








</AccessType>








<DFFormat>









<node/>








</DFFormat>








<Occurrence>









<ZeroOrOne/>








</Occurrence>








<DFTitle>Discovery information for WiMAX access.</DFTitle>








<DFType>









<DDFName/>








</DFType>







</DFProperties>







<Node>








<NodeName></NodeName>








<DFProperties>









<AccessType>










<Get/>










<Replace/>









</AccessType>









<DFFormat>










<node/>









</DFFormat>









<Occurrence>










<OneOrMore/>









</Occurrence>









<DFType>










<DDFName></DDFName>









</DFType>








</DFProperties>








<Node>









<NodeName>NAP-ID</NodeName>









<DFProperties>










<AccessType>











<Get/>











<Replace/>










</AccessType>










<DFFormat>











<chr/>










</DFFormat>










<Occurrence>











<One/>










</Occurrence>










<DFTitle>NAP-ID</DFTitle>










<DFType>











<MIME>text/plain</MIME>










</DFType>









</DFProperties>








</Node>








<Node>









<NodeName>BS-ID</NodeName>









<DFProperties>










<AccessType>











<Get/>











<Replace/>










</AccessType>










<DFFormat>











<chr/>










</DFFormat>










<Occurrence>











<One/>










</Occurrence>










<DFTitle>BS-ID</DFTitle>










<DFType>











<MIME>text/plain</MIME>










</DFType>









</DFProperties>








</Node>







</Node>






</Node>






<Node>







<NodeName>WiFi_Location</NodeName>







<DFProperties>








<AccessType>









<Get/>









<Replace/>








</AccessType>








<DFFormat>









<node/>








</DFFormat>








<Occurrence>









<ZeroOrOne/>








</Occurrence>








<DFTitle>Discovery information for WiFi access.</DFTitle>








<DFType>









<DDFName/>








</DFType>







</DFProperties>







<Node>








<NodeName></NodeName>








<DFProperties>









<AccessType>










<Get/>










<Replace/>









</AccessType>









<DFFormat>










<node/>









</DFFormat>









<Occurrence>










<OneOrMore/>









</Occurrence>









<DFType>










<DDFName></DDFName>









</DFType>








</DFProperties>








<Node>









<NodeName>SSID</NodeName>









<DFProperties>










<AccessType>











<Get/>











<Replace/>










</AccessType>










<DFFormat>











<chr/>










</DFFormat>










<Occurrence>











<ZeroOrOne/>










</Occurrence>










<DFTitle>SSID</DFTitle>










<DFType>











<MIME>text/plain</MIME>










</DFType>









</DFProperties>








</Node>








<Node>









<NodeName>BSSID</NodeName>









<DFProperties>










<AccessType>











<Get/>











<Replace/>










</AccessType>










<DFFormat>











<chr/>










</DFFormat>










<Occurrence>











<One/>










</Occurrence>










<DFTitle>BSSID</DFTitle>










<DFType>











<MIME>text/plain</MIME>










</DFType>









</DFProperties>








</Node>







</Node>






</Node>






<Node>







<NodeName>Geo_Location</NodeName>







<DFProperties>








<AccessType>









<Get/>









<Replace/>








</AccessType>








<DFFormat>









<node/>








</DFFormat>








<Occurrence>









<ZeroOrOne/>








</Occurrence>








<DFTitle>Geographical location.</DFTitle>








<DFType>









<DDFName/>








</DFType>







</DFProperties>







<Node>








<NodeName>Circular</NodeName>








<DFProperties>









<AccessType>










<Get/>










<Replace/>









</AccessType>









<DFFormat>










<node/>









</DFFormat>









<Occurrence>










<ZeroOrOne/>









</Occurrence>









<DFTitle>Circular location descripton.</DFTitle>









<DFType>










<DDFName/>









</DFType>








</DFProperties>








<Node>









<NodeName></NodeName>









<DFProperties>










<AccessType>











<Get/>











<Replace/>










</AccessType>










<DFFormat>











<node/>










</DFFormat>










<Occurrence>











<OneOrMore/>










</Occurrence>










<DFType>











<DDFName></DDFName>










</DFType>









</DFProperties>









<Node>










<NodeName>AnchorLatitude</NodeName>










<DFProperties>











<AccessType>












<Get/>












<Replace/>











</AccessType>











<DFFormat>












<chr/>











</DFFormat>











<Occurrence>












<One/>











</Occurrence>











<DFTitle>Anchor latitude</DFTitle>











<DFType>












<MIME>text/plain</MIME>











</DFType>










</DFProperties>









</Node>









<Node>










<NodeName>AnchorLongitude</NodeName>










<DFProperties>











<AccessType>












<Get/>












<Replace/>











</AccessType>











<DFFormat>












<chr/>











</DFFormat>











<Occurrence>












<One/>











</Occurrence>











<DFTitle>Anchor longitude</DFTitle>











<DFType>












<MIME>text/plain</MIME>











</DFType>










</DFProperties>









</Node>









<Node>










<NodeName>Radius</NodeName>










<DFProperties>











<AccessType>












<Get/>












<Replace/>











</AccessType>











<DFFormat>












<chr/>











</DFFormat>











<Occurrence>












<One/>











</Occurrence>











<DFTitle>Radius</DFTitle>











<DFType>












<MIME>text/plain</MIME>











</DFType>










</DFProperties>









</Node>








</Node>







</Node>






</Node>





</Node>





<Node>






<NodeName>AccessNetworkInformationRef</NodeName>






<DFProperties>







<AccessType>








<Get/>








<Replace/>







</AccessType>







<DFFormat>








<chr/>







</DFFormat>







<Occurrence>








<ZeroOrOne/>







</Occurrence>







<DFTitle>Access network information reference.</DFTitle>







<DFType>








<MIME>text/plain</MIME>







</DFType>






</DFProperties>





</Node>




</Node>



</Node>



<Node>




<NodeName>UE_Location</NodeName>




<!-- The UE_Location node starts here. -->




<DFProperties>





<AccessType>






<Get/>





</AccessType>





<DFFormat>






<node/>





</DFFormat>





<Occurrence>






<ZeroOrOne/>





</Occurrence>





<DFTitle>Current location of the UE</DFTitle>





<DFType>






<DDFName/>





</DFType>




</DFProperties>




<Node>





<NodeName>3GPP_Location</NodeName>





<DFProperties>






<AccessType>







<Get/>






</AccessType>






<DFFormat>







<node/>






</DFFormat>






<Occurrence>







<ZeroOrOne/>






</Occurrence>






<DFTitle>Current 3GPP location of the UE</DFTitle>






<DFType>







<DDFName/>






</DFType>





</DFProperties>





<Node>






<NodeName></NodeName>






<DFProperties>







<AccessType>








<Get/>







</AccessType>







<DFFormat>








<node/>







</DFFormat>







<Occurrence>








<OneOrMore/>







</Occurrence>







<DFType>








<DDFName></DDFName>







</DFType>






</DFProperties>






<Node>







<NodeName>PLMN</NodeName>







<DFProperties>








<AccessType>









<Get/>








</AccessType>








<DFFormat>









<chr/>








</DFFormat>








<Occurrence>









<One/>








</Occurrence>








<DFTitle>Current PLMN</DFTitle>








<DFType>









<MIME>text/plain</MIME>








</DFType>







</DFProperties>






</Node>






<Node>







<NodeName>TAC</NodeName>







<DFProperties>








<AccessType>









<Get/>








</AccessType>








<DFFormat>









<chr/>








</DFFormat>








<Occurrence>









<ZeroOrOne/>








</Occurrence>








<DFTitle>Current TAC</DFTitle>








<DFType>









<MIME>text/plain</MIME>








</DFType>







</DFProperties>






</Node>






<Node>







<NodeName>LAC</NodeName>







<DFProperties>








<AccessType>









<Get/>








</AccessType>








<DFFormat>









<chr/>








</DFFormat>








<Occurrence>









<ZeroOrOne/>








</Occurrence>








<DFTitle>Current LAC</DFTitle>








<DFType>









<MIME>text/plain</MIME>








</DFType>







</DFProperties>






</Node>






<Node>







<NodeName>GERAN_CI</NodeName>







<DFProperties>








<AccessType>









<Get/>








</AccessType>








<DFFormat>









<bin/>








</DFFormat>








<Occurrence>









<ZeroOrOne/>








</Occurrence>








<DFTitle>Current GERAN_CI</DFTitle>








<DFType>









<MIME>text/plain</MIME>








</DFType>







</DFProperties>






</Node>





<Node>







<NodeName>UTRAN_CI</NodeName>







<DFProperties>








<AccessType>









<Get/>








</AccessType>








<DFFormat>









<bin/>








</DFFormat>








<Occurrence>









<ZeroOrOne/>








</Occurrence>








<DFTitle>Current UTRAN_CI</DFTitle>








<DFType>









<MIME>text/plain</MIME>








</DFType>







</DFProperties>






</Node>






<Node>







<NodeName>EUTRA_CI</NodeName>







<DFProperties>








<AccessType>









<Get/>








</AccessType>








<DFFormat>









<bin/>








</DFFormat>








<Occurrence>









<ZeroOrOne/>








</Occurrence>








<DFTitle>Current EUTRA_CI</DFTitle>








<DFType>









<MIME>text/plain</MIME>








</DFType>







</DFProperties>






</Node>




</Node>




</Node>




<Node>





<NodeName>3GPP2_Location</NodeName>





<DFProperties>






<AccessType>







<Get/>






</AccessType>






<DFFormat>







<node/>






</DFFormat>






<Occurrence>







<ZeroOrOne/>






</Occurrence>






<DFTitle>Current 3GPP2 location of the UE</DFTitle>






<DFType>







<DDFName/>






</DFType>





</DFProperties>





<Node>






<NodeName>1x</NodeName>






<DFProperties>







<AccessType>








<Get/>







</AccessType>







<DFFormat>








<node/>







</DFFormat>







<Occurrence>








<ZeroOrOne/>







</Occurrence>







<DFTitle>Current 3GPP2-1x location of the UE</DFTitle>







<DFType>








<DDFName/>







</DFType>






</DFProperties>






<Node>







<NodeName></NodeName>







<DFProperties>








<AccessType>









<Get/>








</AccessType>








<DFFormat>









<node/>








</DFFormat>








<Occurrence>









<OneOrMore/>








</Occurrence>








<DFType>









<DDFName></DDFName>








</DFType>







</DFProperties>







<Node>








<NodeName>SID</NodeName>








<DFProperties>









<AccessType>










<Get/>









</AccessType>









<DFFormat>










<chr/>









</DFFormat>









<Occurrence>










<One/>









</Occurrence>









<DFTitle>Current SID</DFTitle>









<DFType>










<MIME>text/plain</MIME>









</DFType>








</DFProperties>







</Node>







<Node>








<NodeName>NID</NodeName>








<DFProperties>









<AccessType>










<Get/>









</AccessType>









<DFFormat>










<chr/>









</DFFormat>









<Occurrence>










<ZeroOrOne/>









</Occurrence>









<DFTitle>Current NID</DFTitle>









<DFType>










<MIME>text/plain</MIME>









</DFType>








</DFProperties>







</Node>







<Node>








<NodeName>Base_ID</NodeName>








<DFProperties>









<AccessType>










<Get/>









</AccessType>









<DFFormat>










<chr/>









</DFFormat>









<Occurrence>










<ZeroOrOne/>









</Occurrence>









<DFTitle>Current Base ID</DFTitle>









<DFType>










<MIME>text/plain</MIME>









</DFType>








</DFProperties>







</Node>






</Node>





</Node>





<Node>






<NodeName>HRPD</NodeName>






<DFProperties>







<AccessType>








<Get/>







</AccessType>







<DFFormat>








<node/>







</DFFormat>







<Occurrence>








<ZeroOrOne/>







</Occurrence>







<DFTitle>Current 3GPP2-HRPD location of the UE</DFTitle>







<DFType>








<DDFName/>







</DFType>






</DFProperties>






<Node>







<NodeName></NodeName>







<DFProperties>








<AccessType>









<Get/>








</AccessType>








<DFFormat>









<node/>








</DFFormat>








<Occurrence>









<OneOrMore/>








</Occurrence>








<DFType>









<DDFName></DDFName>








</DFType>







</DFProperties>







<Node>








<NodeName>Sector_ID</NodeName>








<DFProperties>









<AccessType>










<Get/>









</AccessType>









<DFFormat>










<bit/>









</DFFormat>









<Occurrence>










<One/>









</Occurrence>









<DFTitle>Current Sector ID</DFTitle>









<DFType>










<MIME>text/plain</MIME>









</DFType>








</DFProperties>







</Node>







<Node>








<NodeName>Netmask</NodeName>








<DFProperties>









<AccessType>










<Get/>









</AccessType>









<DFFormat>










<bit/>









</DFFormat>









<Occurrence>










<One/>









</Occurrence>









<DFTitle>HRPD netmask</DFTitle>









<DFType>










<MIME>text/plain</MIME>









</DFType>








</DFProperties>







</Node>






</Node>





</Node>




</Node>




<Node>





<NodeName>WiMAX_Location</NodeName>





<DFProperties>






<AccessType>







<Get/>






</AccessType>






<DFFormat>







<node/>






</DFFormat>






<Occurrence>







<ZeroOrOne/>






</Occurrence>






<DFTitle>Current WiMAX location of the UE</DFTitle>






<DFType>







<DDFName/>






</DFType>





</DFProperties>





<Node>






<NodeName></NodeName>






<DFProperties>







<AccessType>








<Get/>







</AccessType>







<DFFormat>








<node/>







</DFFormat>







<Occurrence>








<OneOrMore/>







</Occurrence>







<DFType>








<DDFName></DDFName>







</DFType>






</DFProperties>






<Node>







<NodeName>NAP-ID</NodeName>







<DFProperties>








<AccessType>









<Get/>








</AccessType>








<DFFormat>









<chr/>








</DFFormat>








<Occurrence>









<One/>








</Occurrence>








<DFTitle>Current NAP-ID</DFTitle>








<DFType>









<MIME>text/plain</MIME>








</DFType>







</DFProperties>






</Node>






<Node>







<NodeName>BS-ID</NodeName>







<DFProperties>








<AccessType>









<Get/>








</AccessType>








<DFFormat>









<chr/>








</DFFormat>








<Occurrence>









<One/>








</Occurrence>








<DFTitle>Current BS-ID</DFTitle>








<DFType>









<MIME>text/plain</MIME>








</DFType>







</DFProperties>






</Node>





</Node>




</Node>




<Node>





<NodeName>WiFi_Location</NodeName>





<DFProperties>






<AccessType>







<Get/>






</AccessType>






<DFFormat>







<node/>






</DFFormat>






<Occurrence>







<ZeroOrOne/>






</Occurrence>






<DFTitle>Current WiFi location of the UE</DFTitle>






<DFType>







<DDFName/>






</DFType>





</DFProperties>





<Node>






<NodeName></NodeName>






<DFProperties>







<AccessType>








<Get/>







</AccessType>







<DFFormat>








<node/>







</DFFormat>







<Occurrence>








<OneOrMore/>







</Occurrence>







<DFType>








<DDFName></DDFName>







</DFType>






</DFProperties>






<Node>







<NodeName>SSID</NodeName>







<DFProperties>








<AccessType>









<Get/>








</AccessType>








<DFFormat>









<chr/>








</DFFormat>








<Occurrence>









<ZeroOrOne/>








</Occurrence>








<DFTitle>Current SSID</DFTitle>








<DFType>









<MIME>text/plain</MIME>








</DFType>







</DFProperties>






</Node>






<Node>







<NodeName>BSSID</NodeName>







<DFProperties>








<AccessType>









<Get/>








</AccessType>








<DFFormat>









<chr/>








</DFFormat>








<Occurrence>









<One/>








</Occurrence>








<DFTitle>Current BSSID</DFTitle>








<DFType>









<MIME>text/plain</MIME>








</DFType>







</DFProperties>






</Node>





</Node>




</Node>




<Node>





<NodeName>Geo_Location</NodeName>





<DFProperties>






<AccessType>







<Get/>






</AccessType>






<DFFormat>







<node/>






</DFFormat>






<Occurrence>







<ZeroOrOne/>






</Occurrence>






<DFTitle>Current Geographical location of the UE</DFTitle>






<DFType>







<DDFName/>






</DFType>





</DFProperties>





<Node>






<NodeName>AnchorLatitude</NodeName>






<DFProperties>







<AccessType>








<Get/>







</AccessType>







<DFFormat>








<chr/>







</DFFormat>







<Occurrence>








<One/>







</Occurrence>







<DFTitle>Anchor latitude</DFTitle>







<DFType>








<MIME>text/plain</MIME>







</DFType>






</DFProperties>





</Node>





<Node>






<NodeName>AnchorLongitude</NodeName>






<DFProperties>







<AccessType>








<Get/>







</AccessType>







<DFFormat>








<chr/>







</DFFormat>







<Occurrence>








<One/>







</Occurrence>







<DFTitle>Anchor longitude</DFTitle>







<DFType>








<MIME>text/plain</MIME>







</DFType>






</DFProperties>





</Node>




</Node>



</Node>



<Node>




<NodeName>Ext</NodeName>




<!-- The Extension node starts here. -->




<DFProperties>





<AccessType>






<Get/>





</AccessType>





<DFFormat>






<node/>





</DFFormat>





<Occurrence>






<ZeroOrOne/>





</Occurrence>





<DFTitle>A collection of all Extension objects</DFTitle>





<DFType>






<DDFName/>





</DFType>




</DFProperties>



</Node>


</Node>

</MgmtTree>
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