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*** Change 1 ***
3.2
Abbreviations

For the purposes of the present document, the abbreviations given in 3GPP TR 21.905 [1] and the following apply. An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in 3GPP TR 21.905 [1].
AAA
Authentication, Authorization and Accounting

AKA
Authentication and Key Agreement

ANDSF
Access Network Discovery and Selection Function
ANID
Access Network Identity

APN
Access Point Name

DHCP
Dynamic Host Configuration Protocol
DNS
Domain Name System

DSMIPv6
Dual-Stack MIPv6

eAN/PCF
Evolved Access Network Packet Control Function

EAP
Extensible Authentication Protocol

EPC
Evolved Packet Core
ePDG
Evolved Packet Data Gateway

EPS
Evolved Packet System

ESP
Encapsulating Security Payload

FQDN
Fully Qualified Domain Name

HRPD
High Rate Packet Data

HSGW
HRPD Serving Gateway

IEEE
Institute of Electrical and Electronics Engineers
IKEv2
Internet Key Exchange version 2

IPMS
IP Mobility Mode Selection
I-WLAN
Interworking – WLAN
NAI
Network Access Identifier

NAP
Network Access Provider

NBM
Network based mobility management
NSP
Network Service Provider

P-GW
PDN Gateway

PDU
Protocol Data Unit

S-GW
Serving Gateway

UE
User Equipment

UICC
Universal Integrated Circuit Card

W-APN
WLAN APN

WiMAX
Worldwide Interoperability for Microwave Access
WLAN
Wireless Local Area Network

WMF
WiMAX Forum
*** Change 2 *** 
5
Network Discovery and Selection
5.1
Access network discovery and selection procedures
5.1.1
General

If PLMN selection specified in 3GPP TS 23.122 [4] and in 3GPP TS 24.234 [9] is applicable (e.g., at switch on, recovery from lack of coverage, or user selection of applicable access technology), the PLMN selection to select the highest priority PLMN according to these specifications is performed before any access network discovery and selection procedures based on ANDSF rules are performed in the selected PLMN. 
In the access network discovery procedure the UE may get from the ANDSF information on available access networks in its vicinity. The UE may obtain this information by querying the ANDSF, and may use this information when determining the presence of operator preferred access networks. Determination of the presence of access networks requires using radio access specific procedures, which are not further described here.

The UE can first select an access network and then determine the presence of this access network, or first determine the presence of several access networks and then select between them. If a higher priority access network has been found connected to the same PLMN or a higher priority PLMN, the UE will then attempt to attach via that network.

5.1.2
Access network discovery procedure
5.1.2.1
Triggering the discovery of operator preferred access networks with the ANDSF

The UE may initiate communications with the ANDSF for operator preferred access network discovery:

-
when conditions set up within the policies available in the UE are met; or

-
when a user requests for manual selection.

NOTE:
The minimum allowed time interval between two consecutive UE initiated requests towards the ANDSF can be set by operator policies.

Editor's note:
Additional triggers are FFS. Some triggers like the UE changing access networks could override the minimum interval setting. This issue is FFS.

5.1.2.2
Discovering availability of access networks

The UE may apply the techniques specific to the non-3GPP access technologies to discover available non-3GPP access networks. Such techniques will not be further described here.

In addition, the UE may signal to the ANDSF to obtain information on operator preferred access networks. The discovery of the ANDSF by the UE, the connection to the ANDSF by the UE and the signalling between the UE and the ANDSF are given in subclause 6.8.
5.1.3
Access network selection procedure
5.1.3.1
General

The access network selection may be classified as inter-technology or intra-technology. 

The UE can use information received from ANDSF for inter-technology access network selection; other mechanisms for inter-technology access network selection are out of scope of this specification.

5.1.3.2
Specific intra-technology access network selection

In this release of the specification the use of the following specific intra-technology access network selection procedures is specified.

5.1.3.2.1
cdma2000® HRPD access network selection

The access network selection process for cdma2000® HRPD access networks shall follow 3GPP2 X.P0057-0 [20].

5.1.3.2.2
WiMAX NAP selection

The access network selection process for WiMAX which encompasses the NAP discovery and access, shall follow the WiMAX Forum Network Architecture Release 1.0 version 1.2 – Stage 3 [25].

5.2
EPC network selection

5.2.1
General

In this release of the specification, only generic and WiMAX specific EPC network selection is considered. The EPC network selection via cdma2000® HRPD access is given in 3GPP TS 23.122 [4] and the EPC network selection via I-WLAN is given in 3GPP TS 24.234 [9].

The UE can utilize information received from ANDSF to which EPCs an access network is connected as described in 3GPP TS 24.312 [13]. Additionally, any technology specific means can be employed to acquire such information, but these are out of scope of this specification.

NOTE: There are no specific EPC network selection procedures specified for emergency access in this version of the specification.
*** Change 3 *** 
5.3
Access Network reselection

5.3.1
General

The network reselection procedure shall be executed based on the user's request or the operator's policy. Such operator policy for supporting network reselection can be provided by the ANDSF or can be pre-provisioned in the UE.
5.3.2
UE procedures
The UE may retrieve information from ANDSF, which includes available access network and operator's policy as specified in subclause 6.8.2.

The information which is retrieved from the ANDSF shall not impact the PLMN selection and reselection procedures specified in 3GPP TS 23.122 [4] and in 3GPP TS 24.234 [9].

The network reselection procedure can be in automatic mode or manual mode dependent on UE configuration settings. For WiMAX access, the manual mode reselection shall follow the behaviour described in subclause 5.2.3.2 and the automatic mode reselection shall follow the behaviour described in subclause 5.2.3.3.
5.3.3
EPC procedures
The ANDSF shall send available access network(s) and operator's policy to the UE in response to the UE’s request or based on the network triggers as specified in subclause 6.8.2.
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