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******************* First Change********************

1.1
References

The following documents contain provisions which, through reference in this text, constitute provisions of the present document.

· References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.

· For a specific reference, subsequent revisions do not apply.

· For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.

[1]
Void

[2]
3GPP TS 22.003: "Circuit Teleservices supported by a Public Land Mobile Network (PLMN)".

[3]
3GPP TS 23.038: "Alphabets and language‑specific information".

[4]
3GPP TS 23.040: "Technical realization of the Short Message Service (SMS)".

[5]
3GPP TR 03.47 Version 7.0.0: "Digital cellular telecommunication system (Phase 2+); Example protocol stacks for interconnecting Service Centre(s) (SC) and Mobile-services Switching Centre(s) (MSC)".

[6]
3GPP TR 03.49 Version 7.0.0: "Digital cellular telecommunication system (Phase 2+); Example protocol stacks for interconnecting Cell Broadcast Centre (CBC) and Base Station Controler (BSC)".

[7]
3GPP TS 44.012: "Short Message Service Cell Broadcast (SMSCB) support on the mobile radio interface".

[8]
3GPP TS 45.002: " Multiplexing and multiple access on the radio path".

[9]
3GPP TS 27.005: "Use of Data Terminal Equipment - Data Circuit terminating Equipment (DTE - DCE) interface for Short Message Service (SMS) and Cell Broadcast Service (CBS)".

[10]
3GPP TS 48.052: "Base Station Controller ‑ Base Transceiver Station (BSC - BTS) interface; Interface principles".

[11]
3GPP TS 48.058: "Base Station Controller ‑ Base Transceiver Station (BSC - BTS) interface; Layer 3 specification".

[12]
ITU-T Recommendation X.210: "Information technology - Open systems interconnection - Basic Reference Model: Conventions for the definition of OSI services".

[13]
3GPP TS 48.008: "Mobile-services Switching Centre - Base Station System (MSC-BSS) interface; Layer 3 specification".
[14]
3GPP TS 23.042: "Compression algorithm for text messaging services".

[15]
3GPP TS 23.048: "Security Mechanisms for the SIM application toolkit; Stage 2".

[16]
3GPP TS 25.331: "Radio Resource Control (RRC); Protocol specification".

[17]
3GPP TS 25.401: "UTRAN Overall Description".

[18]
3GPP TS 31.102: "Characteristics of the USIM Application".

[19]
3GPP TS 25.324: "Broadcast/Multicast Control BMC".

[20]
3GPP TR 21.905: "Vocabulary for 3GPP Specifications".

[21]
3GPP TR 25.925: "Radio Interface for Broadcast/Multicast Services".

[22]
3GPP TS 22.042: "Network Identity and Time Zone (NITZ) service description; Stage 1"
[23]
3GPP TS 24.008: "Mobile radio interface Layer 3 specification; Core network protocols; Stage 3".
[24]
3GPP TS 22.168: "Earthquake and Tsunami Warning System (ETWS) requirements".
[25]
GSMA PRD SE.15: "Coding of Cell Broadcast Functions", http://gsmworld.com/documents/SE15330.pdf.
[x]
3GPP TS 44.018: "Mobile radio interface layer 3 specification; Radio Resource Control Protocol".

[y]
3GPP TS 44.060: "General Packet Radio Service (GPRS); Mobile Station (MS) - Base Station System (BSS) interface; Radio Link Control / Medium Access Control (RLC/MAC) protocol".
******************* Second Change********************
9.4.1
GSM

The CBS messages which are transmitted by the BTS for the MS include the CBS Message (information for the user) and Schedule Message (schedule of CBS messages).

The use and the formatting of the CBS messages, which contain information for the MS user, is described in this clause.

The Schedule Message is broadcast to support CBS DRX mode for Mobile Stations. The Schedule Message is helpful in minimizing battery usage for Cell Broadcast in the Mobile Station, because it allows the MS to ignore transmissions of CBS messages the customer is not interested in. The use and formatting of the Schedule Message is described in 3GPP TS 44.012 [7].
The handling of the GSM only applicable ETWS Primary Notification messages differ from what is stated in this clause and is instead described in subclause 9.4.1a.
9.4.1.1
General Description

Each page of a CBS Message sent to the MS by the BTS is a fixed block of 88 octets as coded in 3GPP TS 24.012 [7]. This is sent on the channel allocated as CBCH by 3GPP TS 45.002 [8]. The 88 octets of the CBS Message are formatted as described in subclause 9.3.2.

9.4.1.2
Message Parameter

	Octet Number(s)
	Field

	1‑2
	Serial Number

	3‑4
	Message Identifier

	5
	Data Coding Scheme

	6
	Page Parameter

	7‑88
	Content of Message


The octets in the above table are transmitted in order, starting with octet 1. The bits within these octets are numbered 0 to 7; bit 0 is the low order bit and is transmitted first.

9.4.1.2.1
Serial Number

This parameter is a 16-bit integer which identifies a particular CBS message (which may be one to fifteen pages in length) from the source and type indicated by the Message Identifier and is altered every time the CBS message with a given Message Identifier is changed.

The two octets of the Serial Number field are divided into a 2-bit Geographical Scope (GS) indicator, a 10‑bit Message Code and a 4-bit Update Number as shown below:

	Octet 1
	Octet 2

	7
	6
	5
	4
	3
	2
	1
	0
	7
	6
	5
	4
	3
	2
	1
	0

	GS
	Message Code
	Update Number


The most significant bit of the update number is octet 2 bit 3. The most significant bit of the Message Code is octet 1 bit 5 and the least significant bit of the Message Code is octet 2 bit 4. The most significant bit of the Geographical Scope is octet 1 bit 7.

· Message Code:

The Message Code differentiates between CBS messages from the same source and type (i.e. with the same Message Identifier). Message Codes are for allocation by PLMN operators.


The Message Code identifies different message themes. For example, let the value for the Message Identifier be "Automotive Association" (= source), "Traffic Reports" (= type). Then "Crash on A1 J5" could be one value for the message code, "Cow on A32 J4" could be another, and "Slow vehicle on M3 J3" yet another.


In the case of transmitting CBS messages for ETWS, i.e. the Message Identifier has a value for ETWS (see subclause 9.4.1.2.2), a part of Message Code can be used to command mobile terminals to activate emergency user alert and message popup in order to alert the users. Message Code format for this purpose is as follows:

	5
	4
	3
	2
	1
	0
	7
	6
	5
	4

	Emergency User Alert
	Popup
	


NOTE 1:
The exact behaviour of the UE is specified in 3GPP TS 22.168 [24]. Whether the UE setting is overridden is subject to regulatory requirements.
NOTE 2:
Emergency user alert includes alerting tone and other user alerting means such as vibration, according to the UE’s capability. The types of alert (e.g. the kind of tone, vibration, etc) are implementation　dependent and may be subject to regulatory requirements.   

NOTE 3:
The popup indication shall take precedence over the setting of the DCS Message class (see 3GPP TS 23.038 [3]).

The codings of the Emergency User Alert and Popup fields are shown below:

	Field
	Code
	Instruction to Terminal

	Emergency User Alert
	0
	No instruction as to emergency user alert.

	
	1
	Activate emergency user alert.

	Popup
	0
	No instruction as to popup.

	
	1
	Activate popup on the display.


· Geographical Scope:


The Geographical Scope (GS) indicates the geographical area over which the Message Code is unique, and the display mode. The CBS message is not necessarily broadcast by all cells within the geographical area. When two CBS messages are received with identical Serial Numbers/Message Identifiers in two different cells, the Geographical Scope may be used to determine if the CBS messages are indeed identical.


In particular, the Geographical Scope tells the mobile if the CBS message is:

-
only cell wide (which means that any CBS message if received in the next cell is regarded as "new"), or 

-
PLMN wide (which means that the  Message Code and/or Update Number must change in the next cell for the CBS message to be "new"), or 

-
Location Area wide (in GSM) (which means that a CBS message with the same Message Code and Update Number may or may not be "new" in the next cell according to whether the next cell is in the same Location Area as the current cell), or

-
Service Area Wide (in UMTS) (which means that a CBS message with the same Message Code and Update Number may or may not be "new" in the next cell according to whether the next cell is in the same Service Area as the current cell)

NOTE 4:
According to 3GPP TS 23.003 [2] a Service Area consists of one cell only.

The display mode indicates whether the CBS message is supposed to be on the display all the time ("immediate") or only when the user wants to see it ("normal"). In either case, the CBS message will be displayed only if its Message Identifier is contained within the "search list" of the mobile (see subclause 9.3.2). These display modes are indicative of intended use, without indicating a mandatory requirement or constraining the detailed implementation by mobile manufacturers. The user may be able to select activation of these different modes.

The coding of the Geographical Scope field is shown below:

	GS Code
	Display Mode
	Geographical Scope

	00
	Immediate
	Cell wide

	01
	Normal
	PLMN wide

	10
	Normal
	Location Area wide in GSM,
Service Area wide in UMTS

	11
	Normal
	Cell wide


Immediate = default direct display.
Normal = default display under user interaction.

NOTE 5:
Code 00 is intended for use by the network operators for base station IDs.

· Update Number:


The Update Number indicates a change of the message content of the same CBS message, i.e. the CBS message with the same Message Identifier, Geographical Scope, and Message Code.


In other words, the Update Number will differentiate between older and newer versions of the same CBS message, within the indicated geographical area. A new CBS message may have Update Number 0000; however this number will increment by 1 for each update. Any Update Number eight or less higher (modulo 16) than the last received Update Number will be considered more recent, and shall be treated as a new CBS message, provided the mobile has not been switched off.

9.4.1.2.2
Message Identifier

This parameter identifies the source and type of the CBS message. For example, "Automotive Association" (= source), " Traffic Reports" (= type) could correspond to one value. A number of CBS messages may originate from the same source and/or be of the same type. These will be distinguished by the Serial Number. The Message Identifier is coded in binary.

The ME shall attempt to receive the CBS messages whose Message Identifiers are in the "search list". This "search list" shall contain the Message Identifiers stored in the EFCBMI, EFCBMID and EFCBMIR files on the SIM (see 3GPP TS 11.11) and any Message Identifiers stored in the ME in a "list of CBS messages to be received". If the ME has restricted capabilities with respect to the number of Message Identifiers it can search for, the Message Identifiers stored in the SIM shall take priority over any stored in the ME.

The use/application of the Message Identifier is shown in the following  table, with octet 3 of the Message Identifier in hex shown first, followed by octet 4. Thus "1234" (hex) represents octet 3 = 0001 0010 and octet 4 = 0011 0100.
	Decimal
	Hex
	Meaning

	0 - 999
	0000 – 03E7
	To be allocated by GSMA(see GSMA PRD SE.15 [25]). If a Message Identifier from this range is in the "search list", the ME shall attempt to receive such CBS message.

This version of 3GPP TS 23.041 does not prohibit networks from using Message Identifiers in the range 0000 - 03E7 (hex) for Cell Broadcast Data Download to the SIM.

	1000
	03E8
	LCS CBS Message Identifier for E-OTD Assistance Data message.

	1001
	03E9
	LCS CBS Message Identifier for DGPS Correction Data message.

	1002
	03EA
	LCS CBS Message Identifier for GPS Ephemeris and Clock Correction Data message.

	1003
	03EB
	LCS CBS Message Identifier for GPS Almanac and Other Data message.

	1004 - 4095
	03EC – 0FFF
	Intended for standardization in future versions of 3GPP TS 23.041. These values shall not be transmitted by networks that are compliant to this version of 3GPP TS 23.041. If a Message Identifier from this range is in the "search list", the ME shall attempt to receive this CBS message.

	4096 - 4223
	1000 – 107F
	Networks shall only use Message Identifiers from this range for Cell Broadcast Data Download in "clear" (i.e. unsecured) to the SIM (see 3GPP TS 11.14). If a message Identifier from this range is in the "search list", the ME shall attempt to receive this CBS message.

Not settable by MMI

	4224 - 4351
	1080 – 10FF
	Networks shall only use Message Identifiers from this range for Cell Broadcast Data Download secured according to 3GPP TS 23.048 [15] to the SIM (see 3GPP TS 11.14). If a message Identifier from this range is in the "search list", the ME shall attempt to receive this CBS message.

Not settable by MMI

	4352
	1100
	ETWS CBS Message Identifier for earthquake warning message.

	4353
	1101
	ETWS CBS Message Identifier for tsunami warning message.

	4354
	1102
	ETWS CBS Message Identifier for earthquake and tsunami combined warning message.

	4355
	1103
	ETWS CBS Message Identifier for test message.

The UE silently discards this message. A UE specially designed for testing purposes may display its contents.


	4356
	1104
	ETWS CBS Message Identifier for messages related to other emergency types.

	4357 - 4359
	1105 - 1107
	ETWS CBS Message Identifier for future extension.

	4360 - 40959
	1108 – 9FFF
	Intended for standardization in future versions of 3GPP TS 23.041. These values shall not be transmitted by networks that are compliant to this version of 3GPP TS 23.041. If a Message Identifier from this range is in the "search list", the ME shall attempt to receive this CBS message.

	40960 - 45055
	A000 - AFFF
	PLMN operator specific range. The type of information provided by PLMN operators using these Message Identifiers is not guaranteed to be the same across different PLMNs.  If a Message Identifier from this range is in the "search list", the ME shall attempt to receive this CBS message.

	45056 - 61439
	B000 - EFFF
	Intended as PLMN operator specific range in future versions of 3GPP TS 23.041. These values shall not be transmitted by networks that are compliant to this version of 3GPP TS 23.041. If a Message Identifier from this range is in the "search list", then the ME shall attempt to receive this CBS message.

	61440 65534
	F000 - FFFE
	Intended as PLMN operator specific range in future versions of 3GPP TS 23.041. These values shall not be transmitted by networks that are compliant to this version of 3GPP TS 23.041. If a Message Identifier from this range is in the "search list", then the ME shall attempt to receive this CBS message.

Not settable by MMI.

	65535
	FFFF
	Reserved, and should not be used for new services, as this value is used on the SIM to indicate that no Message Identifier is stored in those two octets of the SIM. If this Message Identifier is in the "search list", the ME shall attempt to receive this CBS message.

Not settable by MMI.


Generally, the MMI for entering any Message in the ME is left to the manufacturers' discretion. However, the  codes allowed to be set by MMI in the table above  shall be capable of being specified via their decimal representation i.e.:




Octet 3

Octet 4.




0000 0000

0000 0000

(decimal '000').




0000 0000

0000 0001

(decimal '001').




0000 0000

0000 0010

(decimal '002').




0000 0000

0000 0011

(decimal '003').






:


:




:




0000 0011

1110 1100

(decimal ‘4095’).





0001 0001

0000 0000

(decimal ‘4352’).






:


:




:






:


:




:




1110 1111

1111 1111

(decimal ‘61439’).

9.4.1.2.3
Data Coding Scheme

This parameter indicates the intended handling of the CBS message at the MS, the alphabet/coding, and the language (when applicable). This is defined in 3GPP TS 23.038 [3].

When the SIM indicates one or more language preferences, the ME shall, by default, use the language(s) stored in the SIM (in the EFPL file) to set any language filter mechanisms provided by the ME.

Optionally, the user can select the language(s) required by using an MMI, to determine whether a particular CBS message should be read and displayed.

9.4.1.2.4
Page Parameter

This parameter is coded as two 4-bit fields. The first field (bits 0‑3) indicates the binary value of the total number of pages in the CBS message and the second field (bits 4‑7) indicates binary the page number within that sequence. The coding starts at 0001, with 0000 reserved. If a mobile receives the code 0000 in either the first field or the second field then it shall treat the CBS message exactly the same as a CBS message with page parameter 0001 0001 (i.e. a single page message).

9.4.1.2.5
Content of Message

This parameter is a copy of the 'CBS-Message-Information-Page' as sent from the CBC to the BSC. 
******************* Third Change********************
9.4.1a
ETWS Primary Notification message

9.4.1a.1
General Description
The ETWS Primary Notification message is transmitted to a MS in idle mode and dedicated mode as described in 3GPP TS 44.018 [x], and to a MS in packet transfer mode as described in 3GPP 44.060 [y]. The ETWS Primary Notification message is structured as in the table in subclause 9.4.1a.2.
This message is only applicable in GSM.
9.4.1a.2
Message Parameter

	Octet Number(s)
	Field

	1‑2
	Serial Number

	3‑4
	Message Identifier

	5-6
	Warning Type

	7-56
	Warning Security Information


The octets in the above table are transmitted in order, starting with octet 1. The bits within these octets are numbered 0 to 7; bit 0 is the low order bit and is transmitted first.

9.4.1a.2.1
Serial Number

This parameter identifies a particular ETWS Primary Notification message from the source and type indicated by the Message Identifier and is altered every time the ETWS Primary Notification message with a given Message Identifier is changed. The coding of this parameter is same as that defined in subclause 9.4.1.2.1.

9.4.1a.2.2
Message Identifier

This parameter identifies the source and type of the ETWS Primary Notification message. The coding of this parameter is same as that defined in subclause 9.4.1.2.2.

9.4.1a.2.3
Warning Type

This parameter identifies the warning type of the ETWS Primary Notification message. It is identical with the Warning Type described in subclause 9.3.24 with respect to its structure and possible value range.

9.4.1a.2.4
Warning Security Information

This parameter identifies the warning security information of the ETWS Primary Notification message. The coding of this parameter is same as that defined in subclause 9.3.25.
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