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	As discussed in CT1#57 (C1-090105), It will take a long time in the MT scenario to perform the CSFB procedure when MME restarts.

To reduce the time delay, the network may initiate paging procedure using IMSI received from MSC/VLR via SGs interface, and with CN domain indicator set to "PS" if the "MME-Reset" restoration indicator at the MME is set to "true", regardless paging for EPS services or non-EPS services.
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	The network may initiate paging procedure using IMSI received from MSC/VLR via SGs interface, and with CN domain indicator set to "PS" if the "MME-Reset" restoration indicator at the MME is set to "true", regardless paging for EPS services or non-EPS services.
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*******   FIRST CHANGE  ******
5.1.3
Procedures in the MME

The MME accepts SGsAP-PAGING-REQUEST messages in any state of the SGs association apart from SGs-NULL. When a MME receives a SGs-PAGING-REQUEST message from a VLR, if the Service indicator information element indicates "CS call indicator", the MME shall first check if the UE is known by the MME. The handling of the paging request depends on the state of the SGs association and the EMM context variables at the MME:

a)
If the UE is known:

-
if the UE is considered to be IMSI attached for EPS and non-EPS services (i.e. the SGs association is not in the state SGs-NULL), the MME shall page the UE based on the location information stored in the MME;
-
if the UE is marked as IMSI detached for EPS services or IMSI (implicitly or explicitly) detached for non-EPS services (i.e. the state of the SGs association is SGs-NULL), the MME shall return an SGsAP-PAGING-REJECT message to that VLR indicating in the SGs cause information element the detach circumstance ("IMSI detached for EPS services", "IMSI detached for non-EPS services" or "IMSI implicitly detached for non-EPS services"); or
-
if the UE is marked as unreachable, indicated by Paging Proceed Flag set to "false", the MME shall return an SGsAP-UE-UNREACHABLE message to that VLR indicating in the SGs cause information element "UE unreachable". The state of the SGs association does not change at the MME.

b)
If the UE is not known and the "MME-Reset" restoration indicator at the MME is set to "false", the MME shall handle the paging request as follows:

-
the MME shall return an SGsAP-PAGING-REJECT message to that VLR indicating in the SGs cause information element "IMSI unknown".

c)
If the UE is not known and the "MME-Reset" restoration indicator at the MME is set to "true", the MME shall handle the paging request as follows:

-
if the SGsAP-PAGING-REQUEST message includes the Location area identifier information element, the MME shall page the UE in all the tracking areas served by the MME that can be mapped to the location area indicated in the Location area identifier information element; or
-
if the SGsAP-PAGING-REQUEST message does not include the Location area identifier information element, the MME may page in all the tracking areas served by the MME, or the tracking areas served by the MME and by the VLR.
NOTE:
The MME can initiate the paging procedure using IMSI with CN domain indicator set to "PS" to request the UE to initiate the attach procedure as described in 3GPP TS 24.301 [14].
If the MME accepts the paging request and no NAS signalling connection exists, and the VLR TMSI is omitted or the UE is not known in the MME, the IMSI is used instead of the S-TMSI as a paging address at the radio interface. If location information is reliably known by the MME (i.e. MME stores the list of tracking areas), the MME shall page the UE in all the tracking areas. If the MME does not have a stored tracking area list for the UE, the MME shall use the location information received from the VLR, if any, to page the UE.
If the MME accepts the paging request and a NAS signalling connection exists, the MME shall send the CS SERVICE NOTIFICATION message through the NAS signalling connection, including the CS service related parameters (CLI, SS code, LCS indicator and LCS client identity), received from the VLR, and the MME shall also send a SGsAP-SERVICE-REQUEST message, including the CS call indicator to the VLR.
The UE may decide to explicitly reject the CS fallback call in EMM-CONNECTED mode, based on the Caller Line Identification and return a Service Request message to the MME, indicating that the user has rejected the call. The MME shall send the SGsAP-PAGING-REJECT message to the VLR with the SGs cause information element indicating "Mobile terminating CS fallback call rejected by the user".
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