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* * * First Change * * * *
7.5A.2.5
MBMS Session Start Request

An MBMS Session Start Request message shall only ever be sent by the GGSN, and will be triggered by the BM-SC when it is ready to send data for the indicated MBMS service. An MBMS Session Start Request message may also be triggered by an Error Indication from an SGSN for broadcast mode. An MBMS Session Start Request shall trigger the SGSN to setup the necessary MBMS user plane resources and indicate to the RAN to setup the appropriate radio bearers. 
The GGSN shall include a Recovery information element into the MBMS Session Start Request if the GGSN is in contact with the SGSN for the very first time or if the GGSN has restarted recently and the new Restart Counter value has not yet been indicated to the SGSN. The SGSN that receives a Recovery information element in the MBMS Session Start Request message element shall handle it in the same way as when receiving an Echo Response message. The Session Start Request message shall be considered as a valid activation request for the MBMS Bearer context included in the message.

The MBMS Session Duration information element indicates the estimated session duration of the MBMS service data transmission. This information is provided by the BM-SC.
The Tunnel Endpoint Identifier Control Plane field specifies an uplink Tunnel Endpoint Identifier for control plane messages that is chosen by the GGSN. The SGSN shall include this Tunnel Endpoint Identifier in the GTP header of all subsequent uplink control plane messages which are related to the MBMS Bearer context.

The GGSN shall include a GGSN Address for control plane, which may differ from that provided by the underlying network service (e.g. IP). The SGSN shall store the GGSN Address and use it when sending control plane messages on this GTP tunnel for the MBMS Bearer context.

The Tunnel Endpoint Identifier Control Plane and GGSN Address for Control Plane shall be included in Broadcast mode. In Multicast mode, the control plane tunnel has already been established at the MBMS Registration.
The End User Address information element contains the PDP type and IP Multicast PDP address of the MBMS service. The Access Point Name information element identifies the access point of packet data network that the GGSN requires to connect to receive the required MBMS service. The APN and End User Address information element shall uniquely identify the MBMS service.

The Quality of Service Profile information element shall be the QoS required from the MBMS bearer.

The MBMS Service Type bit of the Common Flags information element contains explicit information whether the MBMS session is for multicast service or for broadcast service. This information is provided by the BM-SC. If the MBMS Service Type bit of the Common Flags information element is set to 0, then the MBMS session is for multicast service.  If the MBMS Service Type bit of the Common Flags information element is set to 1, then the MBMS session is for broadcast service. 
The MBMS Counting Information bit of the Common Flags information element contains explicit information whether the Counting procedures are applicable for this MBMS session. This information is provided by the BM-SC. If the MBMS Counting Information bit of the Common Flags information element is set to 0, then counting is not applicable for the MBMS session.  If the MBMS Counting Information bit of the Common Flags information element is set to 1, then counting is applicable for the MBMS session.
The Temporary Mobile Group Identity information element shall be the TMGI allocated by the BM-SC.

The MBMS Service Area information element indicates the area over which the MBMS service has to be distributed. This information is provided by the BM-SC. 
The MBMS Session Identifier and MBMS Session Repetition Number shall be forwarded to the SGSN if they are provided by the BM-SC. 
The MBMS Time To Data Transfer shall be forwarded to the SGSN. This information is provided by the BM-SC.
The MBMS 2G/3G Indicator is provided by the BM-SC and informs the SGSN whether the MBMS Session Start Request message shall be forwarded to the BSCs and/or the RNCs.
The optional Private Extension contains vendor or operator specific information.

Table 7.5A.2.5: Information Elements in an MBMS Session Start Request

	Information element
	Presence requirement
	Reference

	Recovery
	Optional
	7.7.11

	Tunnel Endpoint Identifier Control Plane
	Conditional
	7.7.14

	End User Address
	Mandatory
	7.7.27

	Access Point Name
	Mandatory
	7.7.30

	GGSN Address for Control Plane
	Conditional
	GSN Address 7.7.32

	Quality of Service Profile
	Mandatory
	7.7.34

	Common Flags
	Mandatory
	7.7.48

	Temporary Mobile Group Identity (TMGI)
	Mandatory
	7.7.56

	
	
	

	MBMS Service Area
	Mandatory
	7.7.60

	MBMS Session Identifier
	Optional
	7.7.65

	MBMS 2G/3G Indicator
	Mandatory
	7.7.66

	MBMS Session Duration
	Mandatory
	7.7.59

	MBMS Session Repetition Number
	Optional
	7.7.69

	MBMS Time To Data Transfer
	Mandatory
	7.7.70

	Private Extension
	Optional
	7.7.46
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