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* * * First of Change * * * *

7.2.9
Insert-Subscriber-Data-Request (IDR) Command

The Insert-Subscriber-Data-Request (IDR) command, indicated by the Command-Code field set to 319 and the 'R' bit set in the Command Flags field, is sent from HSS to MME or SGSN. 

Message Format

< Insert-Subscriber-Data-Request> ::=

< Diameter Header: 319, REQ, PXY, 16777251 >

< Session-Id >
{ Auth-Session-State }
{ Origin-Host }

{ Origin-Realm }

{ Destination-Host }
{ Destination-Realm }

{ User-Name }

*[ Supported-Features]

{ Subscription-Data}
[ IDR-Flags ]
*[ AVP ]

*[ Proxy-Info ]

*[ Route-Record ]

* * * Next Change * * * *

7.3.94
Service-Type
The Service-Type AVP is of type Grouped. This AVP shall contain the identities of the service type of the clients that are allowed to locate a target UE for an MT-LR.
AVP format

Service-Type ::= <AVP header: 1483 10415>

{ ServiceTypeIdentity }

[ GMLC-Restriction ]

[ Notification-To-UE-User ]

*[AVP]
* * * Next Change * * * *

Annex A (informative):
Change history

	Change history

	Date
	TSG #
	TSG Doc.
	CR
	Rev
	Subject/Comment
	Old
	New

	2008-09
	CT#41
	CP-080475
	
	
	V2.0.0 approved in CT#41
	2.0.0
	8.0.0

	2008-12
	CT#42
	CP-080691
	0001
	1
	S6a Vendor-Specific-Application-Id AVP
	8.0.0
	8.1.0

	
	
	CP-080691
	0002
	1
	RegSub feature
	
	

	
	
	CP-080691
	0005
	
	Clarification on Immediate-Response-Preferred
	
	

	
	
	CP-080691
	0006
	1
	Correction of the Reference of Supported Features
	
	

	
	
	CP-080691
	0007
	
	Definition of RAT-Frequency-Selection-Priority
	
	

	
	
	CP-080691
	0008
	2
	ME Identity Check
	
	

	
	
	CP-080703
	0009
	2
	Gr alignment
	
	

	
	
	CP-080971
	0010
	3
	Closed Subscriber Group
	
	

	
	
	CP-080691
	0011
	
	AVP codes
	
	

	
	
	CP-080691
	0012
	1
	MSISDN AVP
	
	

	
	
	CP-080691
	0013
	
	Result codes
	
	

	
	
	CP-080691
	0014
	
	Removal of Editor's note in ULA Flag
	
	

	
	
	CP-080691
	0015
	2
	Duplicated AMBR AVP and Use of Called-Station-Id
	
	

	
	
	CP-080691
	0017
	
	Change of AVP to carry the APN information
	
	

	
	
	CP-080691
	0018
	1
	Reference to 3GPP-Charging-Characteristics
	
	

	
	
	CP-080691
	0019
	
	Access Restriction Data Definition
	
	

	
	
	CP-080691
	0020
	
	AMBR Definition
	
	

	
	
	CP-080691
	0021
	1
	AVPs Encoding
	
	

	
	
	CP-080691
	0022
	1
	PDN-GW Delete
	
	

	
	
	CP-080691
	0023
	1
	Requesting Node Type Clarification
	
	

	
	
	CP-080691
	0024
	
	Authn Session State AVP
	
	

	
	
	CP-080691
	0026
	2
	Trace Session Activation and Deactivation
	
	

	
	
	CP-080691
	0027
	1
	Context-Identifier in APN-Configuration-Profile
	
	

	
	
	CP-080691
	0029
	
	APN-OIReplacement
	
	

	
	
	CP-080703
	0032
	
	Access Restriction
	
	

	
	
	CP-080691
	0033
	1
	Context Identifier clarification
	
	

	
	
	CP-080691
	0034
	1
	APN-Configuration correction
	
	

	
	
	CP-080691
	0037
	
	Removal of Supported RAT Types
	
	

	
	
	CP-080691
	0039
	1
	Extension of the Terminal-Information AVP for non-3GPP accesses
	
	

	
	
	CP-080691
	0040
	
	Conditionality of ULA-Flags and PUA-Flags AVPs
	
	

	
	
	CP-080691
	0042
	
	Wrong Description for Complete APN Configuration Profile Withdrawal
	
	

	
	
	CP-080691
	0043
	
	Purge UE Detailed Behaviour
	
	

	
	
	CP-080691
	0044
	1
	MME/SGSN area restricted flag cleanup
	
	

	
	
	
	
	
	TS number in cover page corrected
	8.1.0
	8.1.1

	2009-03
	CT#43
	CP-090056
	0048
	2
	Context Identifier for Update or Removal of PDN GW
	8.1.1
	8.2.0

	
	
	CP-090046
	0049
	
	Clarification of the relationship between Subscriber-Status and ODB
	
	

	
	
	CP-090046
	0051
	2
	Context-Identifier in APN-Configuration-Profile
	
	

	
	
	CP-090024
	0052
	
	Update of the AVP Codes
	
	

	
	
	CP-090236
	0053
	2
	PDN GW update for Wildcard APN
	
	

	
	
	CP-090044
	0054
	1
	Ready for SM
	
	

	
	
	CP-090046
	0055
	
	ODB for SM
	
	

	
	
	CP-090044
	0056
	2
	Handling LCS Subscription Data
	
	

	
	
	CP-090046
	0057
	2
	Charging Characteristics
	
	

	
	
	CP-090046
	0058
	2
	Regional-Subscription-Zone-Code AVP Correction
	
	

	
	
	CP-090046
	0059
	2
	Trace Depth corrections
	
	

	
	
	CP-090046
	0060
	2
	Delete Subscriber Data Request procedure
	
	

	
	
	CP-090046
	0063
	1
	Coding definition for STN-SR
	
	

	
	
	CP-090046
	0064
	
	Trace Reference in DSR
	
	

	
	
	CP-090046
	0065
	1
	DSR-Flags
	
	

	
	
	CP-090046
	0066
	2
	Clarification on All-APN-Configurations-Included-Indicator
	
	

	
	
	CP-090046
	0069
	
	User-Name AVP contains only the IMSI
	
	

	
	
	CP-090046
	0070
	1
	MIP6-Agent-Info Definition and Usage
	
	

	
	
	CP-090046
	0075
	1
	Allocation Retention Priority
	
	

	
	
	CP-090046
	0076
	1
	APN includes only the Network Identifier
	
	

	
	
	CP-090046
	0077
	
	Error Codes and ABNF Corrections
	
	

	
	
	CP-090039
	0078
	4
	User to HSS resolution
	
	

	
	
	CP-090046
	0079
	1
	Introducing the Trace-Collection-Entity AVP
	
	

	
	
	CP-090046
	0081
	4
	Usage of Immediate-Response-Preferred AVP
	
	

	
	
	CP-090044
	0082
	3
	Handling SMS Subscription Data
	
	

	
	
	CP-090046
	0083
	
	SCTP version
	
	

	
	
	CP-090046
	0084
	
	RFC 5447 References
	
	

	2009-06
	CT#44
	CP-090287
	0086
	1
	Notification of SMS over IP Non-Delivery for E-UTRAN and UE Reachability
	8.2.0
	8.3.0

	
	
	CP-090287
	0087
	1
	Coding of Immediate Response Preferred AVP
	
	

	
	
	CP-090287
	0088
	
	Trace Event List
	
	

	
	
	CP-090287
	0089
	
	Removal of Requesting Node Type from AIR
	
	

	
	
	CP-090287
	0091
	
	Regional-Subscription-Zone-Code clarification
	
	

	
	
	CP-090287
	0092
	
	Clarification of PLMN encoding
	
	

	
	
	CP-090287
	0093
	
	Diameter Command Codes for S6a/S6d/S13/S13’
	
	

	
	
	CP-090287
	0094
	
	Update of Diameter Codes
	
	

	
	
	CP-090287
	0095
	1
	Formatting of APN in Service-Selection AVP
	
	

	
	
	CP-090378
	0096
	3
	User Data Download Indication
	
	

	
	
	CP-090315
	0097
	
	Usage of Single-Registration-Indication
	
	

	
	
	CP-090495
	0098
	3
	ULR processing enhancement
	
	


* * * end of Change * * * *
�PAGE \# "'Page: '#'�'"  �� Enter the specification number in this box. For example, 04.08 or 31.102. Do not prefix the number with anything . i.e. do not use "TS", "GSM" or "3GPP" etc.


�PAGE \# "'Page: '#'�'"  �� Enter the CR number here. This number is allocated by the 3GPP support team.  It consists of at least four digits, padded with leading zeros if necessary.


�PAGE \# "'Page: '#'�'"  �� Enter the revision number of the CR here. If it is the first version, use a "-".


�PAGE \# "'Page: '#'�'"  �� Enter the version of the specification here. This number is the version of the specification to which the CR was written and (normally) to which it will be applied if it is approved. Make sure that the latest version of the specification (of the relevant release) is used when creating the CR. If unsure what the latest version is, go to � HYPERLINK "http://www.3gpp.org/3G_Specs/3G_Specs.htm" ��� � HYPERLINK "http://www.3gpp.org/specs/specs.htm" ��http://www.3gpp.org/specs/specs.htm�.


�PAGE \# "'Page: '#'�'"  �� For help on how to fill out a field, place the mouse pointer over the special symbol closest to the field in question.


�PAGE \# "'Page: '#'�'"  �� Mark one or more of the boxes with an X.


�PAGE \# "'Page: '#'�'"  �� SIM / USIM / ISIM applications.


�PAGE \# "'Page: '#'�'"  �� Enter a concise description of the subject matter of the CR. It should be no longer than one line, but if this is not possible, do not enter hard new-line characters.  Do not use redundant information such as "Change Request number xxx to 3GPP TS xx.xxx".


One or more organizations (3GPP Individual Members) which drafted the CR and are presenting it to the Working Group.


For CRs agreed at Working Group level, the identity of the WG.  Use the format "xn" where �	x = "C" for TSG CT, "R" for TSG RAN, "S" for TSG SA, "G" for TSG GERAN; �PAGE \# "'Page: '#'�'"  ���	n = digit identifying the Working Group; for CRs drafted during the TSG meeting itself, use "P". �Examples: "C4", "R5", "G3new", "SP".


�PAGE \# "'Page: '#'�'"  �� Enter the acronym for the work item which is applicable to the change. This field is mandatory for category F, A, B & C CRs for Release 4 and later. A list of work item acronyms can be found in the 3GPP work plan. See �� HYPERLINK "http://www.3gpp.org/ftp/Specs/html-info/WI-List.htm" ��http://www.3gpp.org/ftp/Specs/html-info/WI-List.htm� .


�PAGE \# "'Page: '#'�'"  �� Enter the date on which the CR was last revised.  Format to be interpretable by English version of MS Windows ® applications, e.g. 19/02/2006.


�PAGE \# "'Page: '#'�'"  �� Enter a single letter corresponding to the most appropriate category listed. For more detailed help on interpreting these categories, see Technical Report �HYPERLINK "http://www.3gpp.org/ftp/Specs/html-info/21900.htm"��21.900� "TSG working methods".


�PAGE \# "'Page: '#'�'"  �� Enter a single release code from the list below.


�PAGE \# "'Page: '#'�'"  �� Enter text which explains why the change is necessary.


�PAGE \# "'Page: '#'�'"  �� Enter text which describes the most important components of the change. i.e. How the change is made.


�PAGE \# "'Page: '#'�'"  �� Enter here the consequences if this CR were to be rejected. It is mandatory to complete this section only if the CR is of category "F" (i.e. correction), though it may well be useful for other categories.


�PAGE \# "'Page: '#'�'"  �� Enter the number of each clause which contains changes.   Be as specific as possible (ie list each subclause, not just the umbrella clause).


�PAGE \# "'Page: '#'�'"  �� Tick "yes" box if any other specifications are affected by this change.  Else tick "no".  You MUST fill in one or the other.


�PAGE \# "'Page: '#'�'"  �� List here the specifications which are affected or the CRs which are linked.


�PAGE \# "'Page: '#'�'"  �� Enter any other information which may be needed by the group being requested to approve the CR. This could include special conditions for it's approval which are not listed anywhere else above.





