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FIRST CHANGE

4.2.6
MBMS IP Multicast Distribution of the User Plane Data
GTP-U Multicast Tunnels are used for unidirectional transfer of the encapsulated T-PDUs from one GTP-U Tunnel Endpoint acting as an IP multicast source to multiple GTP-U Tunnel Endpoints acting as IP multicast listeners, as specified in TS 23.246 [18]. The Common Tunnel Endpoint ID (C-TEID) which is present in the GTP header shall indicate which tunnel a particular T-PDU belongs to. The C-TEID value to be used in the TEID field is allocated at the source Tunnel Endpoint and signalled to the destination Tunnel Endpoint using a control plane protocol i.e. GTPv1-C, RANAP, GTPv2-C and S1-AP. There is one C-TEID allocated per MBMS bearer service.
The destination IP address in the outer GTPv1-U IP header is an address in the multicast address range as specified in IETF RFC 4607 [20]. 
If the RNC decides to receive IP multicast packets, then the RNC shall join the IP multicast group as specified by IETF RFC 4604 [19] and IETF RFC 4607 [20].
If the eNodeB supports MBMS as specified in TS 23.246 [18], it shall join the IP multicast group as specified in IETF RFC 4604 [19] and IETF RFC 4607 [20].
The characteristics for point-to-multipoint GTP-U Multicast Tunnels used for MBMS are the same as for a point-to-point GTP-U Tunnels unless specified otherwise. The differences are specified in subclause 7.1.

END OF CHANGE
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