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* * * 1st Change * * * *

5
Namespaces

The GroupManagement interface uses the namespace:

http://www.csapi.org/wsdl/parlayx/group_mgmt/v4_0
The Group interface uses the namespace:

http://www.csapi.org/wsdl/parlayx/group/v4_0
The GroupMember interface uses the namespace:

http://www.csapi.org/wsdl/parlayx/group_member/v4_0
The data types are defined in the namespace:

http://www.csapi.org/schema/parlayx/group/v4_0
The 'xsd' namespace is used in the present document to refer to the XML Schema data types defined in XML Schema [5]. The use of the name 'xsd' is not semantically significant.
* * * 2nd Change * * * *

8.2.2.3
Referenced faults

ServiceException from 3GPP TS 29.199-1 [6]:

· SVC0001: Service error.

· SVC0002: Invalid input value.

PolicyException from 3GPP TS 29.199-1 [6]:

· POL0001: Policy error.

· POL0210: Too many members in group.

· POL0211: Subgroups not allowed.
· POL0013: Addresses duplication.
* * * 3rd Change * * * *

8.2.4.3 
Referenced faults

ServiceException from 3GPP TS 29.199-1 [6]:

· SVC0001: Service error.

· SVC0002: Invalid input value.

PolicyException from 3GPP TS 29.199-1 [6]:

· POL0001: Policy error.
· POL0013: Addresses duplication.
* * * 4th Change * * * *

10
Service policies

	Name
	Type
	Description

	MaxGroupLength
	xsd:int
	Maximum length of the group name (user portion)

	MaxGroupMembers
	xsd:int
	Maximum number of members in a group

	SupportNestedGroups
	xsd:boolean
	Can a group member be a group URI

	AddressesDuplicationNotAllowed
	xsd:boolean
	Indicates whether duplication of addresses is allowed for operations


Note: For service policy - “AddressesDuplicationNotAllowed”, If alias/group is used, 

1. Parlay X GW with Identity Management Framework support can verify that indeed there is a duplicate.  

2. If network capability supports alias/group and the Parlay-X GW without Identity Management Framework supporting, then the policy exception of addresses duplication may not have effect fully.

3. If network capability doesn't support alias/group and the Parlay-X GW without Identity Management Framework supporting, the Parlay-X GW should reject the alias/group.
* * * 5th Change * * * *

Annex A (normative):
WSDL for Address list management

The document/literal WSDL representation of this interface specification is compliant to 3GPP TS 29.199-1 [6] and is contained in text files ;

· parlayx_group_interface_4_0.wsdl

· parlayx_group_service_4_0.wsdl

· parlayx_group_member_interface_4_0.wsdl

· parlayx_group_member_service_4_0.wsdl

· parlayx_group_mgmt_interface_4_0.wsdl

· parlayx_group_mgmt_service_4_0.wsdl

· parlayx_group_types_4_0.xsd

 which accompany the present document.
The WSDL files have been verified using the following files:

· 13_wsdl2Java_axis-1_4.bat

· 13_wsdl2Java_axis2-1_4_1.bat

which accompany the present document.

* * * End of Change * * * *
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