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***** BEGIN MODIFICATION ******

5.2.2.1
General

The P-CSCF shall be prepared to receive only the unprotected REGISTER requests on the SIP default port values as specified in RFC 3261 [26]. The P-CSCF shall also be prepared to receive only the unprotected REGISTER requests on the port advertised to the UE during the P-CSCF discovery procedure.

The P-CSCF shall distinguish between security mechanisms through the use of the Security-Client header field and Authorization header field as follows:

1)
if a REGISTER request from the UE contains a Security-Client header field then for an initial registration, the P-CSCF shall select the sec-mechanism and mode (as described in Annex H of 3GPP TS 33.203 [19]) from the corresponding parameters offered in the Security-Client header field according to its priorities, as follows:

-
if the P-CSCF selects the sec-mechanism "ipsec- 3gpp" then follow the procedures as described in subclause 5.2.2.2, in addition to the procedures described in this subclause;

-
if the P-CSCF selects the sec-mechanism "tls" then follow the procedures as described in subclause 5.2.2.4, in addition to the procedures described in this subclause.
2)
if a REGISTER request from the UE does not contain a Security-Client header field, or the P-CSCF does not select any sec-mechanism from the Security-Client header field, then the P-CSCF shall behave as follows, in addition to the procedures described in the remainder of this subclause:

-
if the REGISTER request does not contain an Authorization header field and was received over an access network defined in 3GPP specifications then follow the GPRS-IMS-Bundled authentication  procedures as described in subclause 5.2.2.6; or

-
if the REGISTER request does not contain an Authorization header field and was received over a TISPAN NASS then follow the NASS-IMS bundled authentication procedures described in subclause 5.2.2.5. If the NASS-IMS bundled authentcation related query from the P-CSCF to the TISPAN NASS fails, then the P-CSCF shall not continue and shall return an error message to the UE; or

Editor's Note:
It is FFS which error message is sent to the UE in the case of a failed query from the P-CSCF to the TISPAN NASS.

-
if the REGISTER request contains an Authorization header field and was not received over a TISPAN NASS then follow the SIP digest without TLS procedures as described in subclause 5.2.2.3; or

-
if the REGISTER request contains an Authorization header field and was received over a TISPAN NASS, and the P-CSCF supports both SIP digest and NASS-IMS bundled authentication, then the P-CSCF shall perform the steps required for NASS-IMS bundled authentication, in subclause 5.2.2.5, as well as the steps required for SIP digest without TLS, in subclause 5.2.2.3, unless it is configured to behave differently. If the NASS-IMS bundled authentication related query from the P-CSCF to the TISPAN NASS fails, then the P-CSCF shall only continue with the SIP digest related steps.

For subsequent registrations, the P-CSCF shall continue to use the selected mechanism.

NOTE 1:
The steps required for SIP digest and for NASS-IMS bundled authentcation are not in contradiction. Rather, for NASS-IMS bundled authentication the P-CSCF needs to perform additional steps, namely an exchange with the TISPAN NASS and an inclusion of NASS location information in the REGISTER request, on top of the steps required for SIP digest.

NOTE 2:
How the P-CSCF knows the access network type of a specific network interface is implementation-dependent (e.g. it can know the access network type from different UE IP address ranges or by using different network interfaces for different access network types).

When the P-CSCF receives a REGISTER request from the UE, the P-CSCF shall:

1)
insert a Path header field in the request including an entry containing: 

-
the SIP URI identifying the P-CSCF;

-
an indication that requests routed in this direction of the path (i.e. from the S-CSCF towards the P-CSCF) are expected to be treated as for the UE-terminating case. This indication may e.g. be in a parameter in the URI, a character string in the user part of the URI, or be a port number in the URI;

-
an IMS flow token and the "ob" SIP URI parameter according to draft-ietf-sip-outbound [92];

2)
insert a Require header field containing the option-tag "path";

3)
insert a P-Charging-Vector header field with the "icid-value" header field parameter populated as specified in 3GPP TS 32.260 [17] and a type 1 "orig-ioi" header field parameter. The P-CSCF shall set the type 1 "orig-ioi" header field parameter to a value that identifies the sending network of the request. The P-CSCF shall not include the type 1 "term-ioi" header field parameter;

4)
insert a P-Visited-Network-ID header field, with the value of a pre-provisioned string that identifies the visited network at the home network;

5)
if the P-CSCF is located in the visited network, and local policy requires the application of IBCF capabilities in the visited network towards the home network, forward the request to an IBCF in the visited network.

If the selected exit point:

-
does not respond to the REGISTER request and its retransmissions by the P-CSCF; or

-
sends back a 3xx response or 480 (Temporarily Unavailable) response to a REGISTER request;


the P-CSCF shall select a new exit point and forward the original REGISTER request.
NOTE 3:
The list of the exit points can be either obtained as specified in RFC 3263 [27A] or provisioned in the P-CSCF.

If the P-CSCF fails to forward the REGISTER request to any exit point, the P-CSCF shall send back a 504 (Server Time-Out) response to the user, in accordance with the procedures in RFC 3261 [26] unless local policy allows omitting the exit point;

NOTE 4:
If the P-CSCF forwards the request to an IBCF in the visited network, the IBCF can determine the entry point of the home network, using the same mechanisms as described in NOTE 1 above.
6)
if the P-CSCF is located in the visited network and local policy does not require the application of IBCF capabilities in the visited network towards the home network, determine the entry point of the home network and forward the request to that entry point.


If the selected entry point:

-
does not respond to the REGISTER request and its retransmissions by the P-CSCF; or

-
sends back a 3xx response or 480 (Temporarily Unavailable) response to a REGISTER request;


the P-CSCF shall select a new entry point and forward the original REGISTER request. 

NOTE 5:
The list of the entry points can be either obtained as specified in RFC 3263 [27A] or provisioned in the P-CSCF.

If the P-CSCF fails to forward the REGISTER request to any entry point, the P-CSCF shall send back a 504 (Server Time-Out) response to the user, in accordance with the procedures in RFC 3261 [26];
7)
if the P-CSCF is located in the home network, determine the I-CSCF of the home network and forward the request to that I-CSCF.

If the selected I-CSCF:

-
does not respond to the REGISTER request and its retransmissions by the P-CSCF; or

-
sends back a 3xx response or 480 (Temporarily Unavailable) response to a REGISTER request;

the P-CSCF shall select a new I-CSCF and forward the original REGISTER request. 

NOTE 3A:
The list of the I-CSCFs can be either obtained as specified in RFC 3263 [27A] or provisioned in the P-CSCF.
If the P-CSCF fails to forward the REGISTER request to any I-CSCF, the P-CSCF shall send back a 504 (Server Time-Out) response to the user, in accordance with the procedures in RFC 3261 [26];and
8)
if the REGISTER request contains an Authorization header field, remove the "integrity-protected" header field parameter, if present.

When the P-CSCF receives a 200 (OK) response to a REGISTER request, the P-CSCF shall check the value of the registration expiration inyerval value. When the registration expiration interval value is different than zero, then the P-CSCF shall:

1)
save the list of service route values in the Service-Route header fields preserving the order, and bind the list to the contact address and the associated security association or TLS session over which the REGISTER request was received. The P-CSCF shall store this list during the entire registration period of the respective public user identity with this associated contact address. The P-CSCF shall use this list to validate the routeing information in the requests originated by the UE and received over the respective security association or a TLS session. If the list of Service-Route headers already exists for this contact address, the P-CSCF shall replace the already existing list of service route values with the received list of Service-Route headers;

NOTE 6:
When the UE registers multiple contact addresses, then the UE and the P-CSCF will have a list of Service-Route headers for each contact address and the associated security association or TLS session. When sending a request using a given the associated security association or TLS session and associated contact address the UE will use the corresponding list of Service-Route headers, when building a list of Route headers.

2)
associate the list of service route values with the registered public user identity and the associated contact address the associated security association or TLS session;

3)
store the public user identities and wildcarded public user identities, found in the P-Associated-URI header field value, including any associated display names, and any parameters associated with either the user or the identities of the user, and associate them to the registered public user identity, i.e. the registered public user identity and its associated set of implicitly registered public user identities and implicitly registered wildcarded public user identities are bound to the contact address and security association or TLS session over which the REGISTER request was received;

4)
store the default public user identity, including its associated display name, if provided, for use with procedures for the P-Asserted-Identity header field for requests received from the UE over the respective security association or TLS session. The default public user identity is the first on the list of URIs present in the P-Associated-URI header field;

NOTE 7:
There can be more than one default public user identity stored in the P-CSCF, as the result of the multiple registrations of public user identities.

NOTE 8:
For each contact address and the associated security association or TLS session the P-CSCF will maintain a list of registered public user identities and the associated default public user identities, that it will use when populating the P-Asserted Identity header.

5)
store the values received in the P-Charging-Function-Addresses header field;

6) 
if a "term-ioi" header field parameter is received in the P-Charging-Vector header field, store the value of the received "term-ioi" header field parameter; and
NOTE 9:
Any received "term-ioi" header field parameter will contain a type 1 IOI. The type 1 IOI identifies the home network of the registered user.

7)
if the P-CSCF included an IMS flow token and the "ob" SIP URI parameter in the Path header field of the REGISTER request, check for presence of  the option-tag "outbound" in the Require header field of the a 200 (OK) response:

-
if the option-tag "outbound" is present, it indicates that the UE has successfully registered its public user identity with a new bidirectional flow as defined in the draft-ietf-sip-outbound [92]. In this case the P-CSCF shall route the subsequent requests and responses destined for the UE as specified in draft-ietf-sip-outbound [92]; or

-
if the option-tag "outbound" is not present, it indicates that the public user identity has not been registered as specified in the draft-ietf-sip-outbound [92]. In this case the P-CSCF shall route the subsequent requests and responses destined for the UE as specified in RFC 3261 [26]. 
***** NEXT MODIFICATION ******

5.2.3
Subscription to the user's registration-state event package

Upon receipt of a 200 (OK) response to the first initial REGISTER request (i.e. this was the first initial REGISTER request that the P-CSCF received from the user identified with its private user identity), the P-CSCF shall:

1)
generate a SUBSCRIBE request in accordance with RFC 3680 [43], with the following elements:

-
a Request-URI set to the resource to which the P-CSCF wants to be subscribed to, i.e. to a SIP URI that contains the default public user identity of the user;

-
a From header field set to the P-CSCF's SIP URI;

-
a To header field, set to a SIP URI that contains the default public user identity of the user;

-
an Event header field set to the "reg" event package;

-
an Expires header field set to a value higher then the registration expiration interval value indicated in the 200 (OK) response to the REGISTER request;

-
a P-Asserted-Identity header field set to the SIP URI of the P-CSCF,which was inserted into the Path header field during the registration of the user to whose registration state the P-CSCF subscribes to; and

-
a P-Charging-Vector header field with the "icid-value" header field parameter populated as specified in 3GPP TS 32.260 [17];

2)
if the P-CSCF is located in the visited network, and local policy requires the application of IBCF capabilities in the visited network towards the home network, then the P-CSCF shall forward the request to an IBCF in the visited network;
3)
if the P-CSCF is located in the home network, or if the P-CSCF is located in the visited network and local policy does not require the application of IBCF capabilities in the visited network towards the home network, determine the entry point of the home network (e.g., by using DNS services) and send the SUBSCRIBE request to that entry point, according to the procedures of RFC 3261 [26]; and
4)
if the P-CSCF is located in the home network, then the P-CSCF shall forward the request to an I-CSCF in the home network.
NOTE:
The subscription to reg event package is done once per private user identity.

Upon receipt of a 2xx response to the SUBSCRIBE request, the P-CSCF shall store the information for the so established dialog and the expiration time as indicated in the Expires header field of the received response.

If continued subscription is required the P-CSCF shall automatically refresh the subscription by the reg event package 600 seconds before the expiration time for a previously registered public user identity, either 600 seconds before the expiration time if the initial subscription was for greater than 1200 seconds, or when half of the time has expired if the initial subscription was for 1200 seconds or less. If a SUBSCRIBE request to refresh a subscription fails with a non-481 response, the P-CSCF shall still consider the original subscription valid for the duration of the most recently known "Expires" value according to RFC 3265 [28]. Otherwise, the P-CSCF shall consider the subscription invalid and start a new initial subscription according to RFC 3265 [28].
***** END MODIFICATION ******
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