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	3GPP TS 23.237 paragraph 6.4 states that:
Operator policy shall indicate, for each supported type of media or group of media:

-
a list of access networks that are restricted for originating sessions and session transfer;

-
a list of preferred access networks (in order of priority) to be used by the UE with SC capabilities for originating sessions and session transfer, when those access networks become available and session transfer is possible;

Stage 2 requires that the list of restricted and preferred access networks shall be considered by the UE in case of originating sessions and session transfer.

3GPP TS 24.237 is already aligned with stage 2. In fact paragraph 10.2 already takes into account both the cases of originating sessions and session transfer.
The text in 24.216 takes into account only the session transfer case.
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5.20

/<X>/OperatorPolicy/<X>/MediaPref/RestrictedAccessNetworkType

The RestrictedAccessNetworkType node indicates one or more restricted access technologies according to the operator preferences related to the session origination and the session transfer of the media on the specified access networks.

-
Occurrence: ZeroOrOne

-
Format: node

-
Access Types: Get, Replace

-
Values: N/A

5.21

/<X>/OperatorPolicy/<X>/MediaPref/RestrictedAccessNetworkType/<X>

This run-time node acts as a placeholder for one or more access networks, according to the operator preferences to avoid the session origination and the session transfer of the media on the specified access networks.

-
Occurrence: OneOrMore

-
Format: node

-
Access Types: Get, Replace

-
Values: N/A

5.22

/<X>/OperatorPolicy/<X>/MediaPref/RestrictedAccessNetworkType /<X>/AccessNetworkType

The AccessNetworkType leaf indicates an access technology that should be avoided if the current rule is active, according to the operator preferences to avoid the session origination and the session transfer of the media on the specified access networks type.
-
Occurrence: One

-
Format: chr

-
Access Types: Get, Replace

-
Values: one of the values coded according to the access-type field defined for the P-Access-Network-Info header in 3GPP TS 24.229 [6].

5.23
/<X>/OperatorPolicy/<X>/MediaPref/PreferredAccessNetworks

The PreferredAccessNetworks node indicates one or more preferred access network technologies according to the operator preferences related to the session origination and thesession transfer of the media on the specified access networks.

-
Occurrence: ZeroOrOne

-
Format: node

-
Access Types: Get, Replace

-
Values: N/A

5.24
/<X>/OperatorPolicy/<X>/MediaPref/ PreferredAccessNetworks/<X>

This run-time node acts as a placeholder for one or more access networks, according to the operator policy are preferred for the session origination and the session transfer of the media on the specified access networks.

-
Occurrence: OneOrMore

-
Format: node

-
Access Types: Get, Replace

-
Values: N/A

5.25
/<X>/OperatorPolicy/<X>/MediaPref/ PreferredAccessNetworks/<X>/AccessNetworkType

The AccessNetworkType leaf indicates an access technology that should be considered preferred if the current rule is active, for the session origination and the session transfer of the media on the specified access networks type.
-
Occurrence: One

-
Format: chr

-
Access Types: Get, Replace

-
Values: one of the values coded according to the access-type field defined for the P-Access-Network-Info header in 3GPP TS 24.229 [6].
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