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	CR
	Rev
	Phase
	Subject
	Cat
	Meeting-2nd-Level
	Doc-2nd-Level
	WorkItem

	24.301
	0382
	4
	Rel-8
	Aligning UE modes of operation definition with stage 2 principles for CS domain and IM CN Subsystem selection
	F
	C1-60
	C1-093876
	SAES-CSFB, SAES

	29.118
	0028
	2
	Rel-8
	Clarification of Location Update
	F
	C1-59
	C1-092880
	SAES-CSFB

	24.301
	0266
	3
	Rel-8
	Clarification of T3212
	F
	C1-60
	C1-093568
	SAES-CSFB

	24.301
	0370
	2
	Rel-8
	Clarification on CSFB using redirection
	F
	C1-59
	C1-093186
	SAES-CSFB

	29.118
	0031
	2
	Rel-8
	Clarify the condition for starting the location update for non-EPS services procedure
	F
	C1-60
	C1-093980
	SAES-CSFB

	24.301
	0407
	1
	Rel-8
	Correcting service type and EPS update type
	F
	C1-59
	C1-092855
	SAES, SAES-CSFB

	29.118
	0023
	-
	Rel-8
	Correction to the Location update for non-EPS services procedure in the MME
	F
	C1-59
	C1-092342
	SAES-CSFB

	24.301
	0395
	1
	Rel-8
	Corrections for Combined TAU procedure initiation
	F
	C1-59
	C1-092879
	SAES-CSFB

	24.301
	0452
	1
	Rel-8
	Corrections for detach procedure
	F
	C1-60
	C1-093829
	SAES-CSFB

	24.301
	0393
	1
	Rel-8
	Corrections for TAU complete initiation
	F
	C1-59
	C1-092877
	SAES-CSFB

	29.118
	0027
	-
	Rel-8
	Corrections for the IE length
	F
	C1-59
	C1-092564
	SAES-CSFB

	24.301
	0442
	-
	Rel-8
	Dependency between transport of NAS messages procedure and other EMM procedures
	F
	C1-60
	C1-093327
	SAES, SAES-CSFB

	24.008
	1341
	1
	Rel-8
	Emergency calls when the MS is not registered to CS domain and camped on an E-UTRAN cell
	F
	C1-59
	C1-092876
	SAES-CSFB

	29.118
	0024
	1
	Rel-8
	Support multiple STCP associations
	F
	C1-59
	C1-092874
	SAES-CSFB

	29.118
	0026
	-
	Rel-8
	The usage of timer Ns12
	F
	C1-59
	C1-092563
	SAES-CSFB

	27.007
	0191
	1
	Rel-8
	Corrections to +CEMODE
	F
	C1-60
	C1-093866
	SAES-CSFB, SAES

	27.007
	0192
	1
	Rel-9
	Corrections to +CEMODE
	A
	C1-60
	C1-093867
	SAES-CSFB, SAES

	29.118
	0025
	-
	Rel-8
	Port number and payload protocol identifier for SGsAP
	F
	C1-59
	C1-092532
	SAES-CSFB

	24.167
	0037
	4
	Rel-8
	Defining configuration data for the voice domain selection
	F
	C1-60
	C1-093979
	SAES

	24.301
	0372
	5
	Rel-8
	Disabling E-UTRAN capability for the voice centric UE
	F
	C1-60
	C1-093976
	SAES

	24.301
	0358
	2
	Rel-8
	Handling of UE's usage setting, voice setting and VoIMS indicator – 24.301
	F
	C1-59
	C1-093175
	SAES-CSFB


