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Endorsement notice

The present document endorses 3GPP TS 24.229 (V7.9.0): "IP Multimedia Call Control Protocol based on Session Initiation Protocol (SIP) and Session Description Protocol (SDP) Stage 3 (Release 7)" [1].

The present document shows the modifications, additions and deletions through the use of underlined and strikethrough text.

For the purpose of the present document clause 1 of [1] applies.

For the purpose of the present document clause 3 of [1] applies except for subclauses 3.1, 3.2, which are replaced by the appropriate subclauses in clause 3 of the present document.

For the purpose of the present document clause 4 of [1] applies, except for clauses 4.1 and 4.2, which are replaced by the appropriate clauses in clause 4 of the present document.
For the purpose of the present document clause 5 of [1] applies, except for clauses 5.1.1.1A, 5.1.1.2, 5.1.1.3, 5.1.1.4, 5.1.1.5.1, 5.1.1.5.2, 5.1.1.5A, 5.1.1.6, 5.1.1.7, 5.1.2.1, 5.1.2A.1, 5.1.2.A2, 5.1.3.1, 5.1.6.2, 5.1.6.8.3, 5.1.6.8.4, 5.2.1, 5.2.2, 5.2.4, 5.2.5.1, 5.2.5.2, 5.2.6.2, 5.2.6.3, 5.2.6.4, 5.2.7.2, 5.2.7.3, 5.2.8.1.1, 5.2.8.1.2, 5.2.8.1.4, 5.2.8.3, 5.2.10.1, 5.2.10.3, 5.3.2.1, 5.3.2.1A, 5.4.1.1, 5.4.1.2, 5.4.1.2.1, 5.4.1.2.2, 5.4.1.3, 5.4.1.4, 5.4.1.5, 5.4.1.6, 5.4.1.7, 5.4.3.2, 5.4.3.3, 5.4.8.2, 5.7.1.9 and 5.10.6, which are replaced by the appropriate clauses in clause 5 of the present document. In addition clauses 5.1.1.1B, 5.1.1.2A, 5.1.1.4A, 5.1.1.5.1A, 5.1.1.5.1B, 5.1.1.6A, 5.2.2A and 5.4.1.2A.1 are added.

For the purpose of the present document clause 6 of [1] applies, except for clauses 6.1.1 and 6.2 , which are replaced by the appropriate clauses in clause 6 of the present document.

For the purpose of the present document clause 7 of [1] applies, except for clauses 7.2A.4, 7.2A.9.2, 7.2A.10.3,7.6.1, 7.6.2, 7.6.3, 7.9.2, and 7.9.3, which is replaced by the appropriate clause in clause 7 of the present document.

For the purpose of the present document clause 9 of [1] applies.

For the purpose of the present document annex A of [1] applies, except for clauses A.2.1.2, A.2.1.4.7, A2.1.4.12, A.2.2.4.7 and A.3.2.1 which are replaced by the appropriate clauses in annex A of the present document.

For the purpose of the present document annex B of [1] applies, except for subclause B.2.2.1 which is replaced by the appropriate subclause in annex B. In addition subclause B.2A.2 is added.
For the purpose of the present document annex C of [1] applies, except for the addition of clause C.4.

For the purpose of the present document annex F of [1] is replaced with annex F of the present document.

For the purpose of the present document annex G of [1] is replaced with annex G of the present document.

For the purpose of the present document annex I of [1] applies.

For the purpose of the present document annex J of [1] applies, except for clauses J.1 and J.2 which are replaced by the appropriate clauses in annex J of the present document. In addition clause J.9A is added.

For the purpose of the present document annex F of [1] applies, except for clauses F.2.1.2.2, F.2.1.2.4, F.4.1 and F.4.2 which are replaced as indicated in the appropriate clauses in annex F of the present document.
For the purpose of the present document annex F of [1] applies with the addition of clause F.4A.
PROPOSED CHANGE

5.4.8.2
Initial emergency registration or user-initiated emergency reregistration

When the S-CSCF receives a REGISTER request without an "integrity-protected" parameter, or with the "integrity-protected" parameter in the Authorization header set to "no" and the To header includes an emergency public user identity the S-CSCF shall perform the actions as specified in subclause 5.4.1.2.1 with the following additions:

-
if the emergency user identity is linked to a private user identity that has a registered emergency public user identity but with a new contact address, and the authentication has been successful and if the previous emergency registration has not expired, the S-CSCF shall delete the previous contact information. Contacts related to non-emergency registration shall not be deregistered.

When the S-CSCF receives a REGISTER request with the "integrity-protected" parameter in the Authorization header set to "yes", the S-CSCF shall identify the user by the emergency public user identity as received in the To header and the private user identity as received in the Authorization header of the REGISTER request the S-CSCF shall perform the actions as specified in subclause 5.4.1.2.2 with the following additions:

-
the S-CSCF shall not include a Service-Route in the 200 (OK) to the REGISTER request;

-
the S-CSCF shall not include a temporary GRUU in the 200 (OK) to the REGISTER request;

-
store the Path header and the contact information including all header parameters contained in the Contact header. The S-CSCF shall use the Path header and the contact information obtained during the emergency registration to build a preloaded Route header values for the emergency dialogs destined for the UE;

NOTE 1:
The Path header and contact information used for the emergency dialogs destined for the UE and obtained during the emergency registration can be different than the Path header used for the non-emergency communication and obtained during the non-emergency registration.

NOTE 2:
If the previous emergency registration with different contact information or emergency Path header has not expired, the S-CSCF will not perform the network initiated deregistration procedure for the previous emergency registration, but will let it expire.

-
the S-CSCF shall not send any third-party REGISTER requests to any AS; and

-
determine the duration of the registration by checking the value of the Expires header in the received REGISTER request and based on local policy.

NOTE 3:
The value of the emergency registration time is subject to national regulation and can be subject to roaming agreements.
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