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3.3
Table of optional features

Support of SIM Application Toolkit is optional for Mobile Equipment. However, if an ME states conformance with a specific GSM release, it is mandatory for the ME to support all functions of that release, as stated in table B.1.

The support of letter classes, which specify mainly ME hardware dependent features, is optional for the ME and may supplement the SIM Application Toolkit functionality described in the present document. If an ME states conformance to a letter class, it is mandatory to support all functions within the respective letter class.

The supplier of the implementation shall state the support of possible options in table A.1.

Table A.1: Options

	Item
	Option
	Status
	Support
	Mnemonic

	1
	Capability Configuration parameter
	O
	
	O_Cap_Conf

	2
	Sustained text
	O
	
	O_sust_text

	3
	UCS2 coding scheme for Entry
	O
	
	O_Ucs2_Entry

	4
	Extended Text String
	O
	
	O_Ext_Str

	5
	Help information
	O
	
	O_Help

	6
	Icons
	O
	
	O_Icons

	7
	Class A: Dual Slot 
	O
	
	O_Dual_Slot

	8
	Detachable reader
	O
	
	O_Detach_Rdr

	9
	Class B: RUN AT
	O
	
	O_Run_At

	10
	Class C: LAUNCH BROWSER
	O
	
	O_LB

	11
	Class D: Soft keys
	O
	
	O_Soft_key

	12
	Class E: B.I.P related to CSD
	O
	
	O_BIP_CSD

	13
	Screen sizing parameters
	O
	
	O_Scr_Siz

	14
	Screen Resizing
	O
	
	O_Scr_Resiz

	15
	UCS2 coding scheme for Display
	O
	
	O_Ucs2_Disp

	16
	Mobile supporting GPRS
	O
	
	O_GPRS

	17
	Mobile supporting UDP
	O
	
	O_UDP

	18
	Mobile supporting TCP
	O
	
	O_TCP

	19
	Redial in Set Up Call
	O
	
	O_Redial

	20
	Mobile decision to respond with "No response from user" in finite time 
	O
	
	O_D_NoResp

	21
	Class E: B.I.P related to GPRS
	O
	
	O_BIP_GPRS

	22
	Mobile supporting Called Party Subaddress
	O
	
	O_CP_Subaddr

	23
	Mobile supporting Fixed Dialling Numbers
	O
	
	O_FDN

	24
	Mobile supporting Barred Dialling Numbers
	O
	
	O_BDN

	25
	Mobile supporting "+CIMI" in combination with Run AT Command
	O
	
	O_+CIMI

	26
	UCS2 in Cyrillic
	O
	
	O_UCS2_Cyrillicc

	27
	Mobile supporting '9EXX' response code for SIM data download error
	O
	
	O_9EXX

	28
	Mobile supporting Envelope Call Control always sent to the SIM during automatic redial mode
	O
	
	O_CC_Auto_Redial

	29
	Mobile supporting 2nd alpha identifier in SET UP CALL
	O
	
	O_SetUp_Call_Sec_Alpha_Id

	30
	Mobile supporting Open Channel  (GPRS) not containing a Network Access Name TLV when no default Access Point Name is set in the terminal configuration
	O
	
	O_Open_Channel_GPRS_without_DefaultAPN

	31
	Preferred buffer size supported by the terminal for Open Channel command is greater than 0 byte and less than 65535 bytes
	O
	
	O_BUFFER_SIZE

	32
	Terminal supports Dual Transfer Mode (allowing GPRS connection and call at the same time)
	O
	
	O_DTM

	33
	Terminal supports Long ForwardToNumber
	O
	
	O_longFTN

	34
	Terminal executes User confirmation phase before sending PDP context activation request
	O
	
	O_User_Confirm_Before_PDP_Context_Request

	35
	Terminal supports SAT and USAT
	O
	
	O_SAT_USAT

	36
	ME requesting for user confirmation before sending the Envelope Call Control command
	O
	
	O_UC_Before_EnvCC

	37
	ME requesting for user confirmation after sending the Envelope Call Control command
	O
	
	O_UC_After_EnvCC

	38
	ME supports Call Hold Supplementary Service
	O
	
	O_Serv_SS_HOLD

	39
	void
	
	
	

	40
	void
	
	
	

	41
	void
	
	
	

	42
	Terminal supports at least one supplementary service.
	O
	
	O_AddInfo_SS

	43
	Terminal supports "Call Forwarding Unconditional"
	O
	
	O_ Serv_SS_CFU 

	44
	Terminal supports "Calling Line Identification Restriction"
	O
	
	O_Serv_SS_CLIR

	45
	Terminal supports display capability
	C001
	
	O_No_Type_ND

	46
	Terminal supports keypad
	C001
	
	O_No_Type_NK

	47
	Terminal supports  audio altering
	C001
	
	O_No_Type_NA

	48
	Terminal supports  speech call
	C001
	
	O_No_Type_NS

	49
	Terminal supports  multiple languages
	C001
	
	O_No_Type_NL

	50
	Terminal displays icons as defined in record 1 of EF(IMG) for Display Text command
	O
	
	O_Icon Rec1_Disp_Text

	51
	Terminal displays icons as defined in record 2 of EF(IMG) for Display Text command
	O
	
	O_Icon Rec2_Disp_Text

	52
	Terminal displays icons as defined in record 5 of EF(IMG) for Display Text command
	O
	
	O_Icon Rec5_Disp_Text

	53
	Terminal displays icons as defined in record 1 of EF(IMG) for Get Inkey command
	O
	
	O_Icon Rec1_Get_Inkey

	54
	Terminal displays icons as defined in record 2 of EF(IMG) for Get Inkey command
	O
	
	O_Icon Rec2_Get_Inkey

	55
	Terminal displays icons as defined in record 5 of EF(IMG) for Get Inkey command
	O
	
	O_Icon Rec5_Get_Inkey

	56
	Terminal displays icons as defined in record 1 of EF(IMG) for Get Input command
	O
	
	O_Icon Rec1_Get_Input

	57
	Terminal displays icons as defined in record 2 of EF(IMG) for Get Input command
	O
	
	O_Icon Rec2_Get_Input

	58
	Terminal displays icons as defined in record 5 of EF(IMG) for Get Input command
	O
	
	O_Icon Rec5_Get_Input

	59
	Terminal displays icons as defined in record 1 of EF(IMG) for Play Tone command
	O
	
	O_Icon Rec1_Play_Tone

	60
	Terminal displays icons as defined in record 2 of EF(IMG) for Play Tone command
	O
	
	O_Icon Rec2_Play_Tone

	61
	Terminal displays icons as defined in record 5 of EF(IMG) for Play Tone command
	O
	
	O_Icon Rec5_Play_Tone

	62
	Terminal displays icons as defined in record 1 of EF(IMG) for Set Up Menu command
	O
	
	O_Icon_ Rec1_Set_Up_Menu

	63
	Terminal displays icons as defined in record 2 of EF(IMG) for Set Up Menu command
	O
	
	O_Icon_ Rec2_Set_Up_Menu

	64
	Terminal displays icons as defined in record 5 of EF(IMG) for Set Up Menu command
	O
	
	O_Icon_ Rec5_Set_Up_Menu

	65
	Terminal displays icons as defined in record 1 of EF(IMG) for Select Item command
	O
	
	O_Icon_ Rec1_Select_Item

	66
	Terminal displays icons as defined in record 2 of EF(IMG) for Select Item command
	O
	
	O_Icon_ Rec2_Select_Item

	67
	Terminal displays icons as defined in record 5 of EF(IMG) for Select Item command
	O
	
	O_Icon_ Rec5_Select_Item

	68
	Terminal displays icons as defined in record 1 of EF(IMG) for Send Short Message command
	O
	
	O_Icon_ Rec1_Send_SM

	69
	Terminal displays icons as defined in record 2 of EF(IMG) for Send Short Message command
	O
	
	O_Icon_ Rec2_Send_SM

	70
	Terminal displays icons as defined in record 5 of EF(IMG) for Send Short Message command
	O
	
	O_Icon_ Rec5_Send_SM

	71
	Terminal displays icons as defined in record 1 of EF(IMG) for Send SS command
	O
	
	O_Icon_ Rec1_Send_SS

	72
	Terminal displays icons as defined in record 2 of EF(IMG) for Send SS command
	O
	
	O_Icon_ Rec2_Send_SS

	73
	Terminal displays icons as defined in record 5 of EF(IMG) for Send SS command
	O
	
	O_Icon_ Rec5_Send_SS

	74
	Terminal displays icons as defined in record 1 of EF(IMG) for Send USSD command
	O
	
	O_Icon_ Rec1_Send_USSD

	75
	Terminal displays icons as defined in record 2 of EF(IMG) for Send USSD command
	O
	
	O_Icon_ Rec2_Send_USSD

	76
	Terminal displays icons as defined in record 5 of EF(IMG) for Send USSD command
	O
	
	O_Icon_ Rec5_Send_USSD

	77
	Terminal displays icons as defined in record 1 of EF(IMG) for Set Up Call command
	O
	
	O_Icon_ Rec1_Set_Up_Call

	78
	Terminal displays icons as defined in record 2 of EF(IMG) for Set Up Call command
	O
	
	O_Icon_ Rec2_Set_Up_Call

	79
	Terminal displays icons as defined in record 5 of EF(IMG) for Set Up Call command
	O
	
	O_Icon_ Rec5_Set_Up_Call

	80
	Terminal displays icons as defined in record 1 of EF(IMG) for Set Up Idle Mode Text command
	O
	
	O_Icon_ Rec1_Set_Up_Idle_Mode_Text

	81
	Terminal displays icons as defined in record 2 of EF(IMG) for Set Up Idle Mode Text command
	O
	
	O_Icon_ Rec2_Set_Up_Idle_Mode_Text

	82
	Terminal displays icons as defined in record 5 of EF(IMG) for Set Up Idle Mode Text command
	O
	
	O_Icon_ Rec5_Set_Up_Idle_Mode_Text

	83
	Terminal displays icons as defined in record 1 of EF(IMG) for Run AT Command command
	O
	
	O_Icon_ Rec1_Run_AT_Cmd

	84
	Terminal displays icons as defined in record 2 of EF(IMG) for Run AT Command command
	O
	
	O_Icon_ Rec2_Run_AT_Cmd

	85
	Terminal displays icons as defined in record 5 of EF(IMG) for Run AT Command command
	O
	
	O_Icon_ Rec5_Run_AT_Cmd

	86
	Terminal displays icons as defined in record 1 of EF(IMG) for Send DTMF command
	O
	
	O_Icon_ Rec1_Send_DTMF

	87
	Terminal displays icons as defined in record 2 of EF(IMG) for Send DTMF command
	O
	
	O_Icon_ Rec2_Send_DTMF

	88
	Terminal displays icons as defined in record 5 of EF(IMG) for Send DTMF command
	O
	
	O_Icon_ Rec5_Send_DTMF

	89
	Terminal displays icons as defined in record 1 of EF(IMG) for Launch Browser command
	O
	
	O_Icon_ Rec1_Launch_Browser

	90
	Terminal displays icons as defined in record 2 of EF(IMG) for Launch Browser command
	O
	
	O_Icon_ Rec2_Launch_Browser

	91
	Terminal displays icons as defined in record 5 of EF(IMG) for Launch Browser command
	O
	
	O_Icon_ Rec5_Launch_Browser

	C001      If feature is implemented according to TS 31.111 [22] Rel-8 or later then O, else M


3.4
Applicability table

Table B.1: Applicability of tests
[..]
	C101
IF A.1/1 THEN M ELSE N/A






-- O_Cap_Conf

C102
void

C103
void

C104
IF A.1/2 THEN M ELSE N/A






-- O_Sust_text

C105
IF A.1/3 AND A.1/26 THEN M ELSE N/A


-- O_Ucs2_Entry AND O_UCS2_Cyrillic

C106
IF A.1/4 THEN M ELSE N/A






-- O_Ext_Str

C107
IF A.1/5 THEN M ELSE N/A






-- O_Help

C108 
IF A.1/6 THEN O.1 ELSE N/A





-- O_Icons

C109
IF A.1/7 THEN M ELSE N/A






-- O_Dual_Slot

C110
IF (A.1/9 AND A.1/25) THEN M ELSE N/A


-- O_Run_At AND O_+CIMI

C111
IF A.1/10 THEN M ELSE N/A





-- O_LB

C112
IF A.1/11 THEN M ELSE N/A





-- O_Soft_key

C113
void

C114
IF C110 AND A.1/6 THEN O.1 ELSE N/A


-- O_Run_At AND O_+CIMI AND O_Icons

C115
IF C111 AND A.1/6 THEN O.1 ELSE N/A


-- O_LB AND O_Icons

C116
IF A1/7 AND A.1/8 THEN M ELSE N/A



-- O_Dual_Slot AND O_Detach_Rdr

C117
IF C111 AND C118 THEN M ELSE N/A



-- O_LB AND O_Ucs2_Disp AND O_UCS2_Cyrillic

C118
IF A.1/15 AND A.1/26 THEN M ELSE N/A


-- O_Ucs2_Disp AND O_UCS2_Cyrillic

C119
IF A.1/19 THEN M ELSE N/A





-- O_Redial

C120
IF A.1/20 THEN M ELSE N/A





-- O_D_NoResp

C121
IF A.1/21 AND A.1/17 THEN M ELSE N/A


-- O_BIP_GPRS AND O_UDP

C122
IF C111 AND A.1/16 THEN M ELSE N/A


-- O_LB  AND O_GPRS

C123
void

C124
IF A.1/22, test x.A M ELSE x.B M (where x is the expected sequence number value)

-- O_CP_Subaddr

C125
IF A. 1/23 THEN M ELSE N/A





-- O_FDN

C126
IF A. 1/24 THEN M ELSE N/A





-- O_BDN

C127
IF C121 AND A.1/31 THEN M ELSE N/A


-- O_BIP_GPRS AND O_UDP AND O_BUFFER_SIZE

C128
IF C121 AND (NOT A.1/32) THEN M ELSE N/A

-- O_BIP_GPRS AND O_UDP AND (NOT O_DTM)

C129
IF A.1/33 THEN test x.A M ELSE test x.B M


-- O_longFTN

C130
IF (C121 AND A.1/34) THEN test x.A M ELSE

-- (O_BIP_GPRS AND O_UDP  AND O_User_Confirm_Before_PDP_Context_Request) OR (O_BIP_GPRS 


IF (C121 AND NOT A.1/34) test x.B M AND O_UDP AND NOT O_User_Confirm_Before_PDP_Context_Request)

C131
IF A.1/36 THEN M ELSE N/A





-- O_UC_Before_EnvCC

C132
IF A.1/37 THEN M ELSE N/A





-- O_UC_After_EnvCC

C133        IF A.1/38 THEN M ELSE N/A






-- O_Serv_SS_HOLD

C134         IF A.1/6 THEN O.2 ELSE N/A
  
-- O_Icons

C135
IF A.1/6 THEN O.4 ELSE N/A

-- O_Icons

C136
IF C110 AND A.1/6 THEN O.2 ELSE N/A
   

-- O_Run_At AND O_+CIMI AND O_Icons

C137        IF A.1/42 AND A.1/43 THEN M ELSE N/A


-- O_AddInfo_SS AND O_Serv_SS_CFU
C138        IF A.1/42 AND A.1/44 THEN M ELSE N/A


-- O_AddInfo_SS AND O_Serv_SS_CLIR
C139         IF A.1/45 THEN M ELSE N/A                        
      

-- O_No_Type_ND

C140         IF A.1/46 THEN M ELSE N/A                             

-- O_No_Type_NK

C141          IF A.1/47 THEN M ELSE N/A                             

-- O_No_Type_NA

C142         IF A.1/48 THEN M ELSE N/A                             

-- O_No_Type_NS

C143         IF A.1/49 THEN M ELSE N/A                             

-- O_No_Type_NL

O.1
IF A.1/zz tests x.yA M ELSE tests x.yB M (where zz corresponds to the option relating to the command being tested (e.g. A.1/50 if Display Text supports icons as defined in record 1 of EF(IMG)) and x.y is the expected sequence number value)

O.2
IF A.1/zz tests x.yA M ELSE x.yB M (where zz corresponds to the option relating to the command being tested (e.g. A.1/51 if Display Text supports icons as defined in record 2 of EF(IMG)) and x.y is the expected sequence number value)

O.3
void

O.4
IF A.1/zz AND A.1/ww tests x.yA M ELSE tests x.yB M (where zz corresponds to the option relating to the command being tested (e.g. A.1/50 if Display Text supports icons as defined in record 1 of EF(IMG) and A.1.52 if Display Text supports icons as defined in record 5 of EF(IMG) ) and x.y is the expected sequence number value)

AER001
IF (A.1/35) THEN R ELSE A
-- O_SAT_USAT*
TCEP001
During the test execution, the display or the non-display of any alpha identifier, text string or icon shall be treated as successfully verified.

TCEP002
The terminal may open the channel without explicit confirmation by the user.
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