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* * * 1st Change * * * *

4.3.1
Handling of Sequence Numbers

This functionality is provided only when the S bit is set to 1 in the GTP-U header.
For PGW, SGW and eNodeB the usage of sequence numbers in G-PDUs is optional, but if GTP-U protocol entities in these nodes are relaying G-PDUs to other nodes, then they shall relay the sequence numbers as well For all other cases, the PGW, SGW and eNodeB should set the "S" flag to 0 in the GTPv1 header which then indicates that the sequence number is not used in the T-PDU.

An RNC, SGSN or GGSN shall reorder out of sequence T-PDUs when in sequence delivery is required. This is optional at the SGSN for UTRAN access. The GTP-U protocol entity shall deliver to the user plane entity only in sequence T‑PDUs and notify the sequence number associated to each of them. The notification of the sequence number is not necessary at the GGSN, but it is mandatory at the SGSN and RNC. The user plane entity shall provide a sequence number to the GTP-U layer together with T-PDUs to be transmitted in sequence. GTP-U protocol entities at the GGSN may optionally generate autonomously the sequence number, but should be able to use sequence numbers provided by the user plane entity. The sequence number is handled on a per GTP-U Tunnel (that is TEID) basis. During relocations and handovers, if a buffered packet is forwarded from the source to the target GTP-U protocol entity along with PDCP T-PDU extension headers, the source of the T-PDU may be considered different and may not relay the sequence numbers.
When the sequence number is included in the GTP-U header, a user plane entity acting as a relay of T-PDUs between GTP-U protocol entities, or between PDCP (or SNDCP) protocol entities and GTP-U protocol entities, shall relay the sequence numbers between those entities as well. In this way it is possible to keep consistent values of sequence numbers from the GGSN to the UE (MS in GPRS) by relaying the sequence number across the CN GTP-U bearer, the Iu GTP-U bearer and the Radio bearer (via PDCP or SNDCP N-PDU numbers). This functionality is beneficial during SRNS relocation.

For GTP-U signalling messages having a response message defined for a request message, Sequence Number shall be a message number valid for a path. Within a given set of continuous Sequence Numbers from 0 to 65535, a given Sequence Number shall, if used, unambiguously define a GTP-U signalling request message sent on the path (see section Reliable delivery of signalling messages). The Sequence Number in a signalling response message shall be copied from the signalling request message that the GSN or RNC is replying to. For GTP-U messages not having a defined response message for a request message, i.e. for messages Supported Extension Headers Notification and Error Indication, the Sequence Number shall be ignored by the receiver.
* * * End of Changes * * * *
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