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8.1.2.3.3
3GPP AAA Server Detailed behaviour

The 3GPP AAA server shall overwrite, for the subscriber identity indicated in the request, current information with the information received from the HSS, except in the error situations detailed in table 8.1.2.3.3/1. 

After a successful user profile download, the 3GPP AAA server shall initiate re-authentication procedure as described in sub-clause 7.2.2.4 if the subscriber has previously been authenticated and authorized to untrusted non-3GPP access. If the subscriber has previously been authenticated and authorized to trusted Non-3GPP IP Access then the 3GPP AAA server shall initiate a re-authorization procedure as described in sub-clause  5.1.2.3.

Following a successful user profile download, the 3GPP AAA server shall apply routing policies and IP filtering information as described in clause 8.1.2.2.2. . As multiple authorization sessions may exist for the user (see section 7.1.2.1), the 3GPP AAA server shall examine the need to execute re-authorization for each of these sessions, and may execute the multiple re-authorization procedures in parallel. In case the user's non-3GPP subscription has been deleted or the user's APN has been barred, the re-authorization shall be executed in all ongoing user related authorization sessions. Otherwise, the re-authorization procedure shall be invoked for the authorization sessions for which at least one of the following conditions is fulfilled:

-
The user's subscribed APN has been deleted from the HSS.

-
The APN configuration data has been previously downloaded to the ePDG and the new version of APN configuration received from HSS reflects a modification in these data.
Following a successful download of subscription and equipment trace data, the 3GPP AAA Server shall forward the trace data by initiating reauthorization towards all PDN GWs that have an active authorization session.

Table 8.1.2.3.3/1 details the valid result codes that the 3GPP AAA server can return in the response.

Table 8.1.2.3.3/1: User profile response valid result codes

	Result-Code AVP value
	Condition

	DIAMETER_SUCCESS
	The request succeeded.

	DIAMETER_ERROR_USER_UNKNOWN
	The request failed because the user is not found in 3GPP AAA Server.

	DIAMETER_UNABLE_TO_COMPLY
	The request failed.
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