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* * * First Change * * * 
7.2.7
Modify Bearer Request

The direction of this message shall be from MME/S4-SGSN to SGW and/or from SGW to PGW (see Table 6.1-1).

The Modify Bearer Request message shall only be sent on the S11 interface by the MME to the SGW and on the S5/S8 interfaces by the SGW to the PGW as part of the procedures:

-
E-UTRAN Tracking Area Update without SGW Change

-
UE triggered Service Request

-
S1-based Handover

-
UTRAN Iu mode to E-UTRAN Inter RAT handover

-
GERAN A/Gb mode to E-UTRAN Inter RAT handover
-
E-UTRAN Initial Attach

-
UE requested PDN connectivity

-
3G SGSN to MME combined hard handover and SRNS relocation procedure
It shall also only be sent on the S4 interface by the SGSN to the SGW and on the S5/S8 interfaces by the SGW to the PGW as part of the procedures:

-
Routeing Area Update with MME interaction and without SGW change

-
Routeing Area Update with MME interaction and with SGW change
-
E-UTRAN to UTRAN Iu mode Inter RAT handover

-
E-UTRAN to GERAN A/Gb mode Inter RAT handover
-
Inter SGSN Routeing Area Update Procedure and Combined Inter SGSN RA / LA Update to S4 SGSNs
-
Combined RA / LA Update in the Case of Inter SGSN RA Update Procedure
-
Iu mode RA Update Procedure
-
Serving RNS Relocation Procedure 
-
Combined Hard Handover and SRNS Relocation Procedure
-
Combined Cell / URA Update and SRNS Relocation Procedure
-
Enhanced Serving RNS Relocation without SGW relocation
-
UE Initiated Service Request Procedure
-
Iu mode to A/Gb mode Intra SGSN Change
-
A/Gb mode to Iu mode Intra SGSN Change
-
Iu mode to A/Gb mode Inter-SGSN Change
-
A/Gb mode to Iu mode Inter-SGSN Change
-
Paging Response with no established user plane on S4
-
PDP Context Activation Procedure

only on the S4 interface by the SGSN to the SGW as part of the procedures:

-
READY to STANDBY transition within the network

-
RAB Assignment Procedure
- 
SRVCC from E-UTRAN to UTRAN or GERAN with DTM HO support procedures and SRVCC from UTRAN (HSPA) to UTRAN or GERAN with DTM HO support.
on the S11 interface by the MME to the SGW as part of:

-
X2-based handover without SGW relocation
and only on the S5/S8 interfaces by the SGW to the PGW as part of the procedures:

-
Tracking Area Update procedure with SGW change

-
Gn/Gp SGSN to S4 SGSN Routing Area Update

-
X2 based handover with SGW relocation

-
Gn/Gp SGSN to MME Tracking Area Update
-
Enhanced Serving RNS Relocation with SGW relocation

Table 7.2.7-1: Information Elements in a Modify Bearer Request

	Information elements
	P
	Condition / Comment
	IE Type
	Ins.

	ME Identity (MEI)
	C
	This IE shall be sent on the S5/S8 interfaces for the Gn/Gp SGSN to MME TAU.
	MEI
	0

	User Location Information (ULI)
	C
	 The MME/SGSN shall include this IE for TAU/RAU/Handover procedures and UE-initiated Service Request procedure if the PGW has requested location information change reporting and MME/SGSN support location information change reporting. The SGW shall include this IE on S5/S8 if it receives the ULI from MME/SGSN.
	ULI
	0

	Serving Network
	C
	This IE shall be sent on S5/S8 for a TAU with an associated MME change and the SGW change.This IE shall be included on S5/S8 for a RAU/Handover with an associated SGSN/MME change and SGW change, the receving node need not check the presence for this condition.


	Serving Network
	0

	RAT Type
	C
	This IE shall be sent on the S11 interface for a TAU with anSGSN interaction, UE triggered Service Request or an I-RAT Handover.

This IE shall be sent on the S5/S8 interface for achange of RAT type.

This IE shall be sent on the S4 interface for aRAU with MME interaction, a RAU with an SGSN change, a UE Initiated Service Request or an I-RAT Handover.
	RAT Type
	0

	Indication Flags
	C
	Applicable flags are:

· ISRAI: This flag shall be set when used on the S11 interface for a TAU with an S4 SGSN interaction and for an IRAT handover. This flag shall be used on the S4 interface for a RAU with an MME interaction and an Inter RAT Handover.
· Handover Indication: This flag shall be set for an E-UTRAN Initial Attach or for a UE Requested PDN Connectivity, if the UE comes from a non-3GPP access.

· Direct Tunnel Flag: This flag shall be used on the S4 interface and set to 1 if Direct Tunnel is used.

· Change Reporting support Indication: shall be used on S4/S11, S5/S8 and set if the SGSN/MME supports location Info Change Reporting.
· Change F-TEID support Indication: This flag shall be used on S4/S11 for an IDLE state UE initiated TAU/RAU procedure and set to 1 to allow the SGW changing the GTP-U F-TEID.
	Indication
	0

	Sender F-TEID for Control Plane
	C
	This IE shall be sent on the S11 and S4 interfaces for a TAU/RAU/ Handover with MME/SGSN change and without any SGW change. 

This IE shall be sent on the S5 and S8 interfaces for a TAU/RAU/Handover with a SGW change.
	F-TEID
	0

	Aggregate Maximum Bit Rate (APN-AMBR)
	C
	The APN-AMBR shall be sent for the PS mobility from the Gn/Gp SGSN to the S4 SGSN/MME procedures..
	AMBR
	0

	Delay Downlink Packet Notification Request
	C
	This IE shall be sent on the S11 interface for a UE triggered Service Request.
	Delay Value
	0

	Bearer Contexts to be modified
	C
	This IE shall not be sent on the S5/S8 interface for a UE triggered Service Request.

Several IEs with the same type and instance value may be included as necessary to represent a list of Bearers to be modified.
	Bearer Context
	0

	Bearer Contexts to be removed
	C
	This IE shall be included on the S4 and S11 interfaces for the TAU/RAU/Handover and Service Request procedures where any of the bearers existing before the TAU/RAU/Handover procedure and Service Request procedures will be deactivated as consequence of the TAU/RAU/Handover procedure and Service Request procedures.

For each of those bearers, an IE with the same type and instance value, shall be included.
	Bearer Context
	1

	Recovery
	C
	This IE shall be included if contacting the peer for the first time 
	Recovery
	0

	UE Time Zone
	O
	This IE may be included by the MME on the S11 interface or by the SGSN on the S4 interface. 
	UE Time Zone
	0

	
	C
	If SGW receives this IE, SGW shall forward it to PGW across S5/S8 interface.
	
	

	MME-FQ-CSID
	C
	This IE shall be included by MME on S11 and shall be forwarded by SGW on S5/S8 according to the requirements in 3GPP TS 23.007 [17].
	FQ-CSID
	0

	SGW-FQ-CSID
	C
	This IE shall be included by SGW on S5/S8 according to the requirements in 3GPP TS 23.007 [17].
	FQ-CSID
	1 

	Charging Characteristics
	C
	This IE shall be included according to 3GPP TS 32.251 [8]
	Charging Characteristics
	0

	Private Extension
	O
	
	Private Extension
	VS


Table 7.2.7-2: Bearer Context to be modified within Modify Bearer Request

	Octets 1
	
	Bearer Context IE Type = 93 (decimal)
	
	

	Octets 2 and 3
	
	Length = n 
	
	

	Octets 4
	
	Spare and Instance fields
	
	

	Information elements
	P
	Condition / Comment
	IE Type
	Ins.

	EPS Bearer ID
	M
	
	EBI
	0

	S1 eNodeB F-TEID
	C
	This IE shall be sent on the S11 interface if the S1-U is being used:

· for an eUTRAN initial attach

· a UE triggered Service Request

· in all TAU/handover cases, except during TAU without the active flag (see 3GPP TS 24.301 [23]) being set.
If an MME is aware that the eNodeB supports both IP address types, the MME shall send both IP addresses within an F-TEID IE. If only one IP address is included, then the SGW shall assume that the eNodeB does not support the other IP address type.
	F-TEID
	0

	S5/8-U SGW F-TEID
	C
	This IE shall be sent on the S5/S8 interfaces for a Handover or a TAU/RAU with a SGW change.
	F-TEID
	1

	S12 RNC F-TEID
	C
	This IE shall be included if the message is sent on the S4 interface if S12 interface is being used. If an S4-SGSN is aware that the RNC supports both IP address types, the S4-SGSN shall send both IP addresses within an F-TEID IE. If only one IP address is included, then the SGW shall assume that the RNC does not support the other IP address type.
	F-TEID
	2

	S4-U SGSN F-TEID
	C
	This IE shall be included if the message is sent on the S4 interface, if S4-U is being used. If an S4-SGSN supports both IP address types, the S4-SGSN shall send both IP addresses within an F-TEID IE. If only one IP address is included, then the SGW shall assume that the S4-SGSN does not support the other IP address type.
	F-TEID
	3

	Bearer Level QoS
	C
	This IE shall be included if the message is sent on the S11 interface for a TAU without any SGW change, if QoS information needs to be updated
	Bearer QoS
	0

	Bearer Flags
	O
	Applicable flags are:

· VB (Voice Bearer) indicator is set to indicate a voice bearer for PS-to-CS SRVCC handover over the S4 interface.
	Bearer Flags
	0


Table 7.2.7-3: Bearer Context to be removed within Modify Bearer Request

	Octets 1
	
	Bearer Context IE Type = 93 (decimal)
	
	

	Octets 2 and 3
	
	Length = n 
	
	

	Octets 4
	
	Spare and Instance fields
	
	

	Information elements
	P
	Condition / Comment
	IE Type
	Ins.

	EPS Bearer ID
	M
	
	EBI
	0


* * * Second Change * * * 
7.3.1
Forward Relocation Request

A Forward Relocation Request message shall be sent from the source MME to the target MME over S10 interface as part of S1-based handover relocation procedure from the source MME to the target SGSN, or from the source SGSN to the target MME over S3 interface as part of Inter RAT handover and combined hard handover and SRNS relocation procedures, or from source SGSN to the target SGSN over S16 interface as part of SRNS Relocation and PS handover procedures.
A Forward Relocation Request message shall also be sent from the source MME to the target SGSN over S3 interface as part of SRVCC from E-UTRAN to UTRAN or GERAN with DTM HO support procedures and from source SGSN to the target SGSN over S16 interface as part of SRVCC from UTRAN (HSPA) to UTRAN or GERAN with DTM HO support.
Forward Relocation procedure across S10 interface (when KASME is taken into use) shall be performed according to the Rules on Concurrent Running of Security Procedures, which are specified in 3GPP TS 33.401 [12].
Table 7.3.1-1 specifies the presence requirements and conditions of the IEs in the message.
Table 7.3.1-1: Information Elements in a Forward Relocation Request

	Information elements
	P
	Condition / Comment
	IE Type
	Ins.

	IMSI
	M
	
	IMSI
	0

	Sender's F-TEID for Control Plane
	M
	This IE specifies the address and the TEID for control plane message which is chosen by the source MME/SGSN.

This information shall be used by the target MME/SGSN to the source MME/SGSN when sending Forward Relocation Response message and Forward Relocation Complete Notification message.
	F-TEID
	0

	MME/SGSN UE EPS PDN Connections
	M
	Several IEs with this type and instance values shall be included as necessary to represent a list of PDN Connections
	PDN Connection 
	0

	SGW S11/S4 IP Address and TEID for Control Plane
	M
	
	F-TEID
	1

	SGW node name
	C
	This IE shall be included if the source MME or SGSN has the source SGW FQDN.
	FQDN
	0

	MME/SGSN UE MM Context
	M
	
	MM Context
	0

	Indication Flags
	C
	This IE shall be included if any of the flags are set to 1.
· Direct Forwarding Indication: This flag shall be set to 1 if direct forwarding is supported. This flag shall not be set to 1 if the message is used for SRNS relocation procedure.

Idle mode Signalling Reduction Supported Indication flag:

· This flag shall be set to 1 if the source MME/SGSN is capable to establish ISR for the UE.
	Indication
	0

	E-UTRAN Transparent Container
	C
	This IE shall be included if the message is used for UTRAN/GERAN to E-UTRAN inter RAT handover procedure, intra RAT handover procedure and 3G SGSN to MME combined hard handover and SRNS relocation procedure.
	F-Container
	0

	UTRAN Transparent Container
	C
	This IE shall be included if the message is used for PS handover to UTRAN Iu mode procedures, SRNS relocation procedure and E-TURAN to UTRAN inter RAT handover procedure.
	F-Container
	1

	Target Identification
	C
	This IE shall be included if the message is used for SRNS relocation procedure and handover to UTRAN/E-UTRAN procedures.
	Target Identification
	0

	HRPD access node S101 IP address
	C
	This IE shall be included only if the HRPD pre registration was performed at the source MME
	IP-Address
	0

	1xIWS S102 IP address
	C
	This IE shall be included only if the 1xRTT CS fallback pre registration was performed at the source MME
	IP-Address
	1

	RAN Cause
	C
	This IE is the information from the source eNodeB, the source MME shall include this IE in the message.
	F-Cause
	0

	RANAP Cause
	C
	This IE is the information from the source RNC, the source SGSN shall include this IE in the message.
	F-Cause
	1

	BSS Container
	C
	This IE shall be included if the message is used for PS handover to GERAN A/Gb mode and E-UTRAN to GERAN A/Gb mode inter RAT handover procedure. 
	F-Container
	2

	Source Identification
	C
	This IE shall be included if the message is used for PS handover to GERAN A/Gb mode and E-UTRAN to GERAN A/Gb mode inter RAT handover procedure.
	Source Identification
	0

	BSSGP Cause
	C
	This IE is the information from source BSS, the source SGSN shall include this IE in the message.
	F-Cause
	2

	Selected PLMN ID
	C
	The old SGSN shall include this IE if the selected PLMN identity is available. The Selected PLMN ID IE indicates the core network operator selected for the UE in a shared network. 
	Selected PLMN ID
	0

	Recovery
	C
	 If contacting the peer for the first time 
	Recovery
	0

	Trace Information
	C
	This IE shall be included when session trace is active for this IMSI/IMEI.
	Trace Information
	0

	Private Extension
	O
	
	Private Extension
	VS


The PDN Connection grouped IE shall be coded as depicted in Table 7.3.1-2.

Table 7.3.1-2: MME/SGSN UE EPS PDN Connections within Forward Relocation Request

	Octet 1
	
	PDN Connection IE Type = 109 (decimal)
	
	

	Octets 2 and 3
	
	Length = n
	
	

	Octet 4
	
	Spare and Instance fields
	
	

	Information elements
	P
	Condition / Comment
	IE Type
	Ins.

	APN
	M
	
	APN
	0

	APN Restriction
	C
	This IE denotes the restriction on the combination of types of APN for the APN associated with this EPS bearer Context. The target MME or SGSN determines the Maximum APN Restriction using the APN Restriction. 

If available, the source MME/S4SGSN shall include this IE.
	APN Restriction
	0

	IPv4 Address
	C
	This IE shall not be included if no IPv4 Address is assigned.
	IP Address
	0

	IPv6 Address
	C
	This IE shall not be included if no IPv6 Address is assigned.
	IP Address
	1

	Linked EPS Bearer ID
	M
	This IE identifies the default bearer of the PDN Connection.
	EBI
	0

	PGW S5/S8 IP Address for Control Plane or PMIP
	M
	This IE shall include the TEID in the GTP based S5/S8 case and the GRE key in the PMIP based S5/S8 case.
	F-TEID
	0

	PGW node name
	C
	This IE shall be included if the source MME or SGSN has the PGW FQDN.
	FQDN
	0

	Bearer Contexts 
	C
	Several IEs with this type and instance values may be included as necessary to represent a list of Bearers.
	Bearer Context
	0

	Aggregate Maximum Bit Rate (APN-AMBR)
	M
	
	AMBR
	0

	Charging characteristics
	C
	This IE shall be present if charging characteristics was supplied by the HSS to the MME/SGSN as a part of subscription information.
	Charging characteristics
	0

	Change Reporting Action
	C
	This IE shall be included whenever available at the source MME/SGSN. 
	Change Reporting Action
	0


The Bearer Context grouped IE shall be coded as depicted in Table 7.3.1-3.

Table 7.3.1-3: Bearer Context within MME/SGSN UE EPS PDN Connections within Forward Relocation Request

	Octet 1
	
	Bearer Context IE Type = 93 (decimal)
	
	

	Octets 2 and 3
	
	Length = n
	
	

	Octet 4
	
	Spare and Instance fields
	
	

	Information elements
	P
	Condition / Comment
	IE Type
	Ins.

	EPS Bearer ID
	M
	
	EBI
	0

	TFT
	C
	This IE shall be present if a TFT is defined for this bearer.
	Bearer TFT
	0

	SGW S1/S4/S12 IP Address and TEID for user plane
	M
	
	F-TEID
	0

	PGW S5/S8 IP Address and TEID for user plane
	C
	This IE shall be present for GTP based S5/S8
	F-TEID
	1

	Bearer Level QoS
	M
	
	Bearer Level QoS
	0

	BSS Container
	O
	Packet Flow ID, Radio Priority, SAPI, PS Handover XID Parameters may be included
	F-Container
	0

	Transaction Identifier
	C
	This IE shall be sent over S3/S10/S16 if the UE supports A/Gb and/or Iu mode.
	TI
	0

	Bearer Flags
	O
	Applicable flags are:

· VB (Voice Bearer) indicator is set to indicate a voice bearer for PS-to-CS SRVCC handover
	Bearer Flags
	0


* * * Third Change * * * 
8.28
Bearer Context 

Bearer Context is a grouped IE containing a number of other IEs. Which of those IEs are mandatory, optional or conditional and the conditions that apply are GTP message specific, and described in the corresponding subclause under clause 7. 

Bearer Context may be repeated within a message with exactly the same Type and Instance values to represent a list of Bearer Contexts.

Bearer Context is coded as depicted in Table 8.28-1.

Table 8.28-1: Bearer Context Grouped Type

	Octet 1
	
	Bearer Context IE Type = 93 (decimal)
	
	

	Octets 2 and 3
	
	Length = n
	
	

	Octet 4
	
	Spare and Instance fields
	
	

	Information elements
	P
	Condition / Comment
	IE Type
	Ins.

	EPS Bearer ID
	
	
	EBI
	

	Cause
	
	This IE shall be used only in response messages.

It shall indicate if the bearer handling was successful, and if not, shall give information on the reason.
	Cause
	

	NSAPI
	
	This IE is sent in for a 3G SGSN to MME combined hard handover or an SRNS relocation procedure.
	NSAPI
	

	TFT
	
	This IE shall be used only in request messages.

The downlink packet filters in this IE shall be used by the SGW only for PMIP.
	Bearer TFT
	

	S1 eNodeB F-TEID
	
	
	F-TEID
	

	S1 SGW F-TEID
	
	
	F-TEID
	

	S4-U SGSN F-TEID
	
	This IE shall only be applicable for the S4 interface.
	F-TEID
	

	S4-U SGW F-TEID
	
	This IE shall only be applicable for the S4 interface.
	F-TEID
	

	S5/8-U SGW F-TEID
	
	
	F-TEID
	

	S5/8-U PGW F-TEID
	
	
	F-TEID
	

	S12 RNC F-TEID
	
	This IE shall only be applicable for the S12 interface.
	F-TEID
	

	S12 SGW F-TEID
	
	This IE shall only be applicable for the S12 interface.
	F-TEID
	

	Bearer Level QoS
	
	
	Bearer QoS
	

	Charging Id
	
	This IE shall be used only in the direction of the PGW -> SGW.
	Charging Id
	

	Bearer Flags
	
	This IE shall be used in the direction of the PGW -> SGW -> MME.

Applicable flags are:

· PPC (Prohibit Payload Compression)
This IE shall be used in the direction of the MME -> SGSN, SGSN->SGSN and SGSN ->SGW for SRVCC HO.

Applicable flags are:

· VB (Voice Bearer) indicator used for PS-to-CS SRVCC handover
	Bearer Flags
	

	Transaction Identifier
	
	This IE shall be sent over S3/S10/S16 if the UE supports A/Gb and/or Iu mode.
	TI
	

	NOTE: 
This table uses a 5-column format in order to match the format used in subclauses of clause 7, where the usage of this IE is further detailed for each specific GTP message including it. In this subclause, the columns "P" and "Instance" are meaningless. The column "Condition / Comment" is only used in some cases to provide useful descriptions on how some fields are used but for each specific usage of this IE, the only "Condition / Comments" applicable are those in the corresponding subclause of clause 7.


* * * Fourth Change * * * 
8.32
Bearer Flags
Bearer Flags is coded as depicted in Figure 8.32-1.

	
	
	
	

	
	
	
	
	
	
	
	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	



	
	
	Bits
	

	
	Octets
	8
	7
	6
	5
	4
	3
	2
	1
	

	
	1
	Type = 97 (decimal)
	

	
	2 to 3
	Length = n
	

	
	4
	Spare
	Instance
	

	
	5
	Spare
	VB
	PPC
	

	
	6-(n+4)
	These octet(s) is/are present only if explicitly specified
	


Figure 8.32-1: Bearer Flags
The following bits within Octet 5 indicate:

-
Bit 1 – PPC (Prohibit Payload Compression): This flag is used to determine whether an SGSN should attempt to compress the payload of user data when the users asks for it to be compressed (PPC = 0), or not (PPC = 1).
-
Bit 2 – VB (Voice Bearer): This flag is used to indicate a voice bearer when doing PS-to-CS SRVCC handover.
* * * End of Change * * * *
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