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6.1.2
Types of ESM procedures

Two types of ESM procedures can be distinguished:

1)
Procedures related to EPS bearer contexts:


These procedures are initiated by the network and are used for the manipulation of EPS bearer contexts:

-
default EPS bearer context activation;
-
dedicated EPS bearer context activation;
-
EPS bearer context modification;
-
EPS bearer context deactivation.
2)
Transaction related procedures:


These procedures are initiated by the UE to request for resources, i.e. a new PDN connection or dedicated bearer resources, or to release these resources:

-
PDN connectivity procedure;
-
PDN disconnect procedure;
-
bearer resource allocation procedure;
-
bearer resource modification procedure.


When combined with the attach procedure, the PDN connectivity procedure can trigger the network to execute the following transaction related procedure:
-
ESM information request procedure.

A successful transaction related procedure initiated by the UE triggers the network to execute one of the procedures related to EPS bearer contexts. The UE treats the start of the procedure related to the EPS bearer context as completion of the transaction related procedure.

The following ESM procedures can be related to an EPS bearer context or to a procedure transaction:
-
ESM status procedure;
-
notification procedure.
********************** NEXT MODIFIED SECTION ***********************

6.6.2
Notification procedure
6.6.2.1
General
The network can use the notification procedure to inform the UE about events which are relevant for the upper layer which is using an EPS bearer context or has requested a procedure transaction.

If the UE has indicated that it supports the notification procedure, the network may initiate the procedure at any time while a PDN connection exists or a procedure transaction is ongoing.
6.6.2.2
Notification procedure initiation by the network
The network initiates the notification procedure by sending a NOTIFICATION message to the UE (see example in figure 6.6.2.2.1).
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Figure 6.6.2.2.1: Notification procedure
6.6.2.3
Notification procedure in the UE

When the UE receives a NOTIFICATION message, the ESM protocol entity in the UE shall provide the notification indicator to the upper layer.
The notification indicator can have the following value:

#1:

SRVCC handover cancelled, IMS session re-establishment required.
6.6.2.4
Abnormal cases on the network side
The following abnormal case can be identified:

a)
Lower layer indication of non-delivered NAS PDU due to handover

If the NOTIFICATION message could not be delivered due to an intra MME handover, then upon successful completion of the intra MME handover the MME shall retransmit the NOTIFICATION message. If a failure of the handover procedure is reported by the lower layer and the S1 signalling connection exists, the MME shall retransmit the NOTIFICATION message.
********************** NEXT MODIFIED SECTION ***********************

7.3
Unknown or unforeseen procedure transaction identity or EPS bearer identity

7.3.1
Procedure transaction identity

The following network procedures shall apply for handling an unknown, erroneous, or unforeseen PTI received in an ESM message:

a)
If the network receives a PDN CONNECTIVITY REQUEST message with an unassigned or reserved PTI value, the network shall respond with a PDN CONNECTIVITY REJECT message including ESM cause #81 "invalid PTI value".

b)
If the network receives a PDN DISCONNECT REQUEST message with an unassigned or reserved PTI value, the network shall respond with a PDN DISCONNECT REJECT message including ESM cause #81 "invalid PTI value".
c)
If the network receives a BEARER RESOURCE ALLOCATION REQUEST message with an unassigned or reserved PTI value, the network shall respond with a BEARER RESOURCE ALLOCATION REJECT message including ESM cause #81 "invalid PTI value".
d)
If the network receives a BEARER RESOURCE MODIFICATION REQUEST message with an unassigned or reserved PTI value, the network shall respond with a BEARER RESOURCE MODIFICATION REJECT message including ESM cause #81 "invalid PTI value".

e)
If the network receives an ESM INFORMATION RESPONSE message which includes an unassigned or reserved PTI value, the network shall ignore the message. If the PTI is an assigned value that does not match the PTI in use for any ongoing transaction related procedure, the network shall respond with an ESM STATUS message including ESM cause #81 "invalid PTI value".

f)
If the network receives an ESM message other than those listed in items a through e above with a reserved PTI value, the network shall ignore the message.

The following UE procedures shall apply for handling an unknown, erroneous, or unforeseen PTI received in an ESM message:

a)
If the UE receives a PDN CONNECTIVITY REJECT message in which the PTI value is an unassigned or reserved value, or an assigned value that does not match any PTI in use, the UE shall ignore the message.

b)
If the UE receives a PDN DISCONNECT REJECT message in which the PTI value is an unassigned or reserved value, or an assigned value that does not match any PTI in use, the UE shall ignore the message.
c)
If the UE receives a BEARER RESOURCE ALLOCATION REJECT message in which the PTI value is an unassigned or reserved value, or an assigned value that does not match any PTI in use, the UE shall ignore the message.
d)
If the UE receives a BEARER RESOURCE MODIFICATION REJECT message in which the PTI value is an unassigned or reserved value, or an assigned value that does not match any PTI in use, the UE shall ignore the message.

e)
If the UE receives an ESM INFORMATION REQUEST message in which the PTI value is an unassigned or reserved value, the UE shall ignore the message. If the PTI is an assigned value that does not match a PTI in use for a pending UE requested PDN connectivity procedure for which the ESM information transfer flag was set in the PDN CONNECTIVITY REQUEST message, the UE shall respond with an ESM STATUS message including ESM cause #47 "PTI mismatch".

f)
If the UE receives a NOTIFICATION message in which the PTI value is an unassigned or reserved value, the UE shall proceed as specified in subclause 7.3.2. If the PTI is an assigned value that does not match any PTI in use, the UE shall respond with an ESM STATUS message including ESM cause #47 "PTI mismatch".
g)
If the UE receives an ACTIVATE DEFAULT EPS BEARER CONTEXT REQUEST message in which the PTI value is an assigned value that does not match any PTI in use, the UE shall respond with an ACTIVATE DEFAULT EPS BEARER CONTEXT REJECT message including ESM cause #47 "PTI mismatch".

h)
If the UE receives an ACTIVATE DEFAULT EPS BEARER CONTEXT REQUEST message which contains a reserved or unassigned PTI value, the UE shall respond with an ACTIVATE DEFAULT EPS BEARER CONTEXT REJECT message including ESM cause #81 "invalid PTI value".

i)
If the UE receives an ACTIVATE DEDICATED EPS BEARER CONTEXT REQUEST message in which the PTI value is an assigned value that does not match any PTI in use, the UE shall respond with an ACTIVATE DEDICATED EPS BEARER CONTEXT REJECT message including ESM cause #47 "PTI mismatch".

j)
If the UE receives an ACTIVATE DEDICATED EPS BEARER CONTEXT REQUEST message which contains a reserved PTI value, the UE shall respond with an ACTIVATE DEDICATED EPS BEARER CONTEXT REJECT message including ESM cause #81 "invalid PTI value".

k)
If the UE receives a MODIFY EPS BEARER CONTEXT REQUEST message in which the PTI value is an assigned value that does not match any PTI in use, the UE shall respond with a MODIFY EPS BEARER CONTEXT REJECT message including ESM cause #47 "PTI mismatch".

l)
If the UE receives a MODIFY EPS BEARER CONTEXT REQUEST message which contains a reserved PTI value, the UE shall respond with a MODIFY EPS BEARER CONTEXT REJECT message including ESM cause #81 "invalid PTI value".

m)
If the UE receives a DEACTIVATE EPS BEARER CONTEXT REQUEST message in which the PTI value is a reserved value or an assigned value that does not match any PTI in use, the UE shall ignore the message.

n)
If the UE receives an ESM message other than those listed in items a through m with a reserved PTI value or an assigned value that does not match any PTI in use, the UE shall ignore the message.

7.3.2
EPS bearer identity

The following network procedures shall apply for handling an unknown, erroneous, or unforeseen EPS bearer identity received in the header of an ESM message (specified as the header of a standard L3 message, see 3GPP TS 24.007 [12]):

a)
If the network receives a PDN CONNECTIVITY REQUEST message which includes an assigned or reserved EPS bearer identity value, the network shall respond with a PDN CONNECTIVITY REJECT message including ESM cause #43 "invalid EPS bearer identity".

b)
If the network receives a PDN DISCONNECT REQUEST message which includes an assigned or reserved EPS bearer identity value, the network shall respond with a PDN DISCONNECT REJECT message including ESM cause #43 "invalid EPS bearer identity".
c)
If the network receives a BEARER RESOURCE ALLOCATION REQUEST message which includes an assigned or reserved EPS bearer identity value, the network shall respond with a BEARER RESOURCE ALLOCATION REJECT message including ESM cause #43 "invalid EPS bearer identity".
d)
If the network receives a BEARER RESOURCE MODIFICATION REQUEST message which includes an assigned or reserved EPS bearer identity value, the network shall respond with a BEARER RESOURCE MODIFICATION REJECT message including ESM cause #43 "invalid EPS bearer identity".

e)
If the network receives an ESM INFORMATION RESPONSE message which includes an assigned or reserved EPS bearer identity value, the network shall ignore the message.

f)
If the network receives an ESM message other than those listed in items a through e above in which the message includes a reserved EPS bearer identity value or an assigned value that does not match an existing EPS bearer context, the network shall ignore the message.

The following UE procedures shall apply for handling an unknown, erroneous, or unforeseen EPS bearer identity received in the header of an ESM message:

a)
If the UE receives a PDN CONNECTIVITY REJECT message which includes an assigned or reserved EPS bearer identity value, the UE shall ignore the message.

b)
If the UE receives a PDN DISCONNECT REJECT message which includes an assigned or reserved EPS bearer identity value, the UE shall ignore the message.

c)
If the UE receives a BEARER RESOURCE ALLOCATION REJECT message which includes an assigned or reserved EPS bearer identity value, the UE shall ignore the message.

d)
If the UE receives a BEARER RESOURCE MODIFICATION REJECT message which includes an assigned or reserved EPS bearer identity value, the UE shall ignore the message.

e)
If the UE receives an ESM INFORMATION REQUEST message which includes an assigned or reserved EPS bearer identity value, the UE shall respond with an ESM STATUS message including ESM cause #43 "invalid EPS bearer identity".

f)
If the UE receives a NOTIFICATION message which includes an unassigned or reserved EPS bearer identity value and an unassigned or reserved PTI value, the UE shall respond with an ESM STATUS message including ESM cause #43 "invalid EPS bearer identity".
g)
If the UE receives an ACTIVATE DEFAULT EPS BEARER CONTEXT REQUEST message which includes an unassigned or reserved EPS bearer identity value, the UE shall respond with an ACTIVATE DEFAULT EPS BEARER CONTEXT REJECT message including ESM cause #43 "invalid EPS bearer identity".

h)
If the UE receives an ACTIVATE DEDICATED EPS BEARER CONTEXT REQUEST message which includes an unassigned or reserved EPS bearer identity value, the UE shall respond with an ACTIVATE DEDICATED EPS BEARER CONTEXT REJECT message including ESM cause #43 "invalid EPS bearer identity".

i)
If the UE receives a MODIFY EPS BEARER CONTEXT REQUEST message which includes an unassigned or reserved EPS bearer identity value or an assigned EPS bearer identity value that does not match an existing EPS bearer context, the UE shall respond with a MODIFY EPS BEARER CONTEXT REJECT message including ESM cause #43 "invalid EPS bearer identity".
j)
If the UE receives a DEACTIVATE EPS BEARER CONTEXT REQUEST message which includes an unassigned or reserved EPS bearer identity value or an assigned EPS bearer identity value that does not match an existing EPS bearer context, the UE shall respond with a DEACTIVATE EPS BEARER CONTEXT ACCEPT message with the EPS bearer identity set to the received EPS bearer identity.
k)
If the UE receives an ESM message other than those listed in items a through j in which the message includes an unassigned or reserved EPS bearer identity value or a value that does not match an EPS bearer context of an established PDN connection, the UE shall ignore the message.

********************** NEXT MODIFIED SECTION ***********************

8.3.18A
Notification
This message is sent by the network to inform the UE about events which are relevant for the upper layer using an EPS bearer context or having requested a procedure transaction. See table 8.3.15A.1.

Message type:
NOTIFICATION
Significance:

local
Direction:


network to UE
Table 8.3.15A.1: NOTIFICATION message content

	IEI
	Information Element
	Type/Reference
	Presence
	Format
	Length

	
	Protocol discriminator
	Protocol discriminator

9.2
	M
	V
	1/2

	
	EPS bearer identity
	EPS bearer identity

9.3.2
	M
	V
	1/2

	
	Procedure transaction identity
	Procedure transaction identity

9.4
	M
	V
	1

	
	Notification message identity
	Message type

9.8
	M
	V
	1

	
	Notification indicator
	Notification indicator

9.9.4.7A
	M
	LV
	2


********************** NEXT MODIFIED SECTION ***********************

9.8
Message type

The message type IE and its use are defined in 3GPP TS 24.007 [12]. Tables 9.8.1 and 9.8.2 define the value part of the message type IE used in the EPS mobility management protocol and EPS session management protocol.

Table 9.8.1: Message types for EPS mobility management

	Bits
	
	

	8
	7
	6
	5
	4
	3
	2
	1
	
	

	
	
	
	
	
	
	
	
	
	

	0
	1
	-
	-
	-
	-
	-
	-
	
	EPS mobility management messages

	
	
	
	
	
	
	
	
	
	

	0
	1
	0
	0
	0
	0
	0
	1
	
	Attach request

	0
	1
	0
	0
	0
	0
	1
	0
	
	Attach accept

	0
	1
	0
	0
	0
	0
	1
	1
	
	Attach complete

	0
	1
	0
	0
	0
	1
	0
	0
	
	Attach reject

	0
	1
	0
	0
	0
	1
	0
	1
	
	Detach request

	0
	1
	0
	0
	0
	1
	1
	0
	
	Detach accept

	
	
	
	
	
	
	
	
	
	

	0
	1
	0
	0
	1
	0
	0
	0
	
	Tracking area update request

	0
	1
	0
	0
	1
	0
	0
	1
	
	Tracking area update accept

	0
	1
	0
	0
	1
	0
	1
	0
	
	Tracking area update complete

	0
	1
	0
	0
	1
	0
	1
	1
	
	Tracking area update reject

	
	
	
	
	
	
	
	
	
	

	0
	1
	0
	0
	1
	1
	0
	0
	
	Extended service request

	0
	1
	0
	0
	1
	1
	1
	0
	
	Service reject

	
	
	
	
	
	
	
	
	
	

	0
	1
	0
	1
	0
	0
	0
	0
	
	GUTI reallocation command

	0
	1
	0
	1
	0
	0
	0
	1
	
	GUTI reallocation complete

	0
	1
	0
	1
	0
	0
	1
	0
	
	Authentication request

	0
	1
	0
	1
	0
	0
	1
	1
	
	Authentication response

	0
	1
	0
	1
	0
	1
	0
	0
	
	Authentication reject

	0
	1
	0
	1
	1
	1
	0
	0
	
	Authentication failure

	0
	1
	0
	1
	0
	1
	0
	1
	
	Identity request

	0
	1
	0
	1
	0
	1
	1
	0
	
	Identity response

	0
	1
	0
	1
	1
	1
	0
	1
	
	Security mode command

	0
	1
	0
	1
	1
	1
	1
	0
	
	Security mode complete

	0
	1
	0
	1
	1
	1
	1
	1
	
	Security mode reject

	
	
	
	
	
	
	
	
	
	

	0
	1
	1
	0
	0
	0
	0
	0
	
	EMM status

	0
	1
	1
	0
	0
	0
	0
	1
	
	EMM information

	0
	1
	1
	0
	0
	0
	1
	0
	
	Downlink NAS transport

	0
	1
	1
	0
	0
	0
	1
	1
	
	Uplink NAS transport

	0
	1
	1
	0
	0
	1
	0
	0
	
	CS Service notification


Table 9.8.2: Message types for EPS session management

	Bits
	
	

	8
	7
	6
	5
	4
	3
	2
	1
	
	

	
	
	
	
	
	
	
	
	
	

	1
	1
	-
	-
	-
	-
	-
	-
	
	EPS session management messages

	
	
	
	
	
	
	
	
	
	

	1
	1
	0
	0
	0
	0
	0
	1
	
	Activate default EPS bearer context request

	1
	1
	0
	0
	0
	0
	1
	0
	
	Activate default EPS bearer context accept

	1
	1
	0
	0
	0
	0
	1
	1
	
	Activate default EPS bearer context reject

	
	
	
	
	
	
	
	
	
	

	1
	1
	0
	0
	0
	1
	0
	1
	
	Activate dedicated EPS bearer context request

	1
	1
	0
	0
	0
	1
	1
	0
	
	Activate dedicated EPS bearer context accept

	1
	1
	0
	0
	0
	1
	1
	1
	
	Activate dedicated EPS bearer context reject

	
	
	
	
	
	
	
	
	
	

	1
	1
	0
	0
	1
	0
	0
	1
	
	Modify EPS bearer context request

	1
	1
	0
	0
	1
	0
	1
	0
	
	Modify EPS bearer context accept

	1
	1
	0
	0
	1
	0
	1
	1
	
	Modify EPS bearer context reject

	
	
	
	
	
	
	
	
	
	

	1
	1
	0
	0
	1
	1
	0
	1
	
	Deactivate EPS bearer context request

	1
	1
	0
	0
	1
	1
	1
	0
	
	Deactivate EPS bearer context accept

	
	
	
	
	
	
	
	
	
	

	1
	1
	0
	1
	0
	0
	0
	0
	
	PDN connectivity request

	1
	1
	0
	1
	0
	0
	0
	1
	
	PDN connectivity reject

	
	
	
	
	
	
	
	
	
	

	1
	1
	0
	1
	0
	0
	1
	0
	
	PDN disconnect request

	1
	1
	0
	1
	0
	0
	1
	1
	
	PDN disconnect reject

	
	
	
	
	
	
	
	
	
	

	1
	1
	0
	1
	0
	1
	0
	0
	
	Bearer resource allocation request

	1
	1
	0
	1
	0
	1
	0
	1
	
	Bearer resource allocation reject

	
	
	
	
	
	
	
	
	
	

	1
	1
	0
	1
	0
	1
	1
	0
	
	Bearer resource modification request

	1
	1
	0
	1
	0
	1
	1
	1
	
	Bearer resource modification reject

	
	
	
	
	
	
	
	
	
	

	1
	1
	0
	1
	1
	0
	0
	1
	
	ESM information request

	1
	1
	0
	1
	1
	0
	1
	0
	
	ESM information response

	
	
	
	
	
	
	
	
	
	

	1
	1
	0
	1
	1
	0
	1
	1
	
	Notification

	
	
	
	
	
	
	
	
	
	

	1
	1
	1
	0
	1
	0
	0
	0
	
	ESM status


********************** NEXT MODIFIED SECTION ***********************

9.9.3.34
UE network capability

The purpose of the UE network capability information element is to provide the network with information concerning aspects of the UE related to EPS or interworking with GPRS. The contents might affect the manner in which the network handles the operation of the UE. The UE network capability information indicates general UE characteristics and it shall therefore, except for fields explicitly indicated, be independent of the frequency band of the channel it is sent on.

The UE network capability information element is coded as shown in figure 9.9.3.34.1 and table 9.9.3.34.1.

The UE network capability is a type 4 information element with a minimum length of 4 octets and a maximum length of 15 octets.

NOTE:
The requirements for the support of UMTS security algorithms in the UE are specified in 3GPP TS 33.102 [18], and the requirements for the support of EPS security algorithms in 3GPP TS 33.401 [19].

	8
	7
	6
	5
	4
	3
	2
	1
	

	UE network capability IEI
	octet 1

	Length of UE network capability contents
	octet 2

	EEA0
	128-

EEA1
	128-

EEA2
	EEA3
	EEA4
	EEA5
	EEA6
	EEA7
	octet 3

	EIA0
	128-

EIA1
	128-

EIA2
	EIA3
	EIA4
	EIA5
	EIA6
	EIA7
	octet 4

	UEA0
	UEA1
	UEA2
	UEA3
	UEA4
	UEA5
	UEA6
	UEA7
	octet 5*

	UCS2
	UIA1
	UIA2
	UIA3
	UIA4
	UIA5
	UIA6
	UIA7
	octet 6*

	0

spare
	0

spare
	0

spare
	0

spare
	0

spare
	0

spare
	1xSR

VCC
	NF

	octet 7*

	0
	0
	0
	0
	0
	0
	0
	0
	octet 8* -15*

	Spare
	


Figure 9.9.3.34.1: UE network capability information element

Table 9.9.3.34.1: UE network capability information element

	EPS encryption algorithms supported (octet 3)

	

	EPS encryption algorithm EEA0 supported (octet 3, bit 8)

	0
	
	
	
	EPS encryption algorithm EEA0 not supported

	1
	
	
	
	EPS encryption algorithm EEA0 supported

	

	EPS encryption algorithm 128-EEA1 supported (octet 3, bit 7)

	0
	
	
	
	EPS encryption algorithm 128-EEA1 not supported

	1
	
	
	
	EPS encryption algorithm 128-EEA1 supported

	

	EPS encryption algorithm 128-EEA2 supported (octet 3, bit 6)

	0
	
	
	
	EPS encryption algorithm 128-EEA2 not supported

	1
	
	
	
	EPS encryption algorithm 128-EEA2 supported

	

	EPS encryption algorithm EEA3 supported (octet 3, bit 5)

	0
	
	
	
	EPS encryption algorithm EEA3 not supported

	1
	
	
	
	EPS encryption algorithm EEA3 supported

	

	EPS encryption algorithm EEA4 supported (octet 3, bit 4)

	0
	
	
	
	EPS encryption algorithm EEA4 not supported

	1
	
	
	
	EPS encryption algorithm EEA4 supported

	

	EPS encryption algorithm EEA5 supported (octet 3, bit 3)

	0
	
	
	
	EPS encryption algorithm EEA5 not supported

	1
	
	
	
	EPS encryption algorithm EEA5 supported

	

	EPS encryption algorithm EEA6 supported (octet 3, bit 2)

	0
	
	
	
	EPS encryption algorithm EEA6 not supported

	1
	
	
	
	EPS encryption algorithm EEA6 supported

	

	EPS encryption algorithm EEA7 supported (octet 3, bit 1)

	0
	
	
	
	EPS encryption algorithm EEA7 not supported

	1
	
	
	
	EPS encryption algorithm EEA7 supported

	

	EPS integrity algorithms supported (octet 4)

	

	EPS integrity algorithm EIA0 supported (octet 4, bit 8)

	0
	
	
	
	EPS integrity algorithm EIA0 not supported

	1
	
	
	
	EPS integrity algorithm EIA0 supported

	

	EPS integrity algorithm 128-EIA1 supported (octet 4, bit 7)

	0
	
	
	
	EPS integrity algorithm 128-EIA1 not supported

	1
	
	
	
	EPS integrity algorithm 128-EIA1 supported

	

	EPS integrity algorithm 128-EIA2 supported (octet 4, bit 6)

	0
	
	
	
	EPS integrity algorithm 128-EIA2 not supported

	1
	
	
	
	EPS integrity algorithm 128-EIA2 supported

	

	EPS integrity algorithm EIA3 supported (octet 4, bit 5)

	0
	
	
	
	EPS integrity algorithm EIA3 not supported

	1
	
	
	
	EPS integrity algorithm EIA3 supported

	

	EPS integrity algorithm EIA4 supported (octet 4, bit 4)

	0
	
	
	
	EPS integrity algorithm EIA4 not supported

	1
	
	
	
	EPS integrity algorithm EIA4 supported

	

	EPS integrity algorithm EIA5 supported (octet 4, bit 3)

	0
	
	
	
	EPS integrity algorithm EIA5 not supported

	1
	
	
	
	EPS integrity algorithm EIA5 supported

	

	EPS integrity algorithm EIA6 supported (octet 4, bit 2)

	0
	
	
	
	EPS integrity algorithm EIA6 not supported

	1
	
	
	
	EPS integrity algorithm EIA6 supported

	

	EPS integrity algorithm EIA7 supported (octet 4, bit 1)

	0
	
	
	
	EPS integrity algorithm EIA7 not supported

	1
	
	
	
	EPS integrity algorithm EIA7 supported

	

	UMTS encryption algorithms supported (octet 5)

	

	UMTS encryption algorithm UEA0 supported (octet 5, bit 8)

	0
	
	
	
	UMTS encryption algorithm UEA0 not supported

	1
	
	
	
	UMTS encryption algorithm UEA0 supported

	

	UMTS encryption algorithm UEA1 supported (octet 5, bit 7)

	0
	
	
	
	UMTS encryption algorithm UEA1 not supported

	1
	
	
	
	UMTS encryption algorithm UEA1 supported

	

	UMTS encryption algorithm UEA2 supported (octet 5, bit 6)

	0
	
	
	
	UMTS encryption algorithm UEA2 not supported

	1
	
	
	
	UMTS encryption algorithm UEA2 supported

	

	UMTS encryption algorithm UEA3 supported (octet 5, bit 5)

	0
	
	
	
	UMTS encryption algorithm UEA3 not supported

	1
	
	
	
	UMTS encryption algorithm UEA3 supported

	

	UMTS encryption algorithm UEA4 supported (octet 5, bit 4)

	0
	
	
	
	UMTS encryption algorithm UEA4 not supported

	1
	
	
	
	UMTS encryption algorithm UEA4 supported

	

	UMTS encryption algorithm UEA5 supported (octet 5, bit 3)

	0
	
	
	
	UMTS encryption algorithm UEA5 not supported

	1
	
	
	
	UMTS encryption algorithm UEA5 supported

	

	UMTS encryption algorithm UEA6 supported (octet 5, bit 2)

	0
	
	
	
	UMTS encryption algorithm UEA6 not supported

	1
	
	
	
	UMTS encryption algorithm UEA6 supported

	

	UMTS encryption algorithm UEA7 supported (octet 5, bit 1)

	0
	
	
	
	UMTS encryption algorithm UEA7 not supported

	1
	
	
	
	UMTS encryption algorithm UEA7 supported

	

	UCS2 support (UCS2) (octet 6, bit 8)

	This information field indicates the likely treatment of UCS2 encoded character strings by the UE.

	

	0
	
	
	
	The UE has a preference for the default alphabet (defined in 

	
	
	
	
	3GPP TS 23.038 [3]) over UCS2 (see ISO/IEC 10646 [29]).

	1
	
	
	
	The UE has no preference between the use of the default alphabet and 

	
	
	
	
	the use of UCS2.

	

	UMTS integrity algorithms supported (octet 6)

	

	UMTS integrity algorithm UIA1 supported (octet 6, bit 7)

	0
	
	
	
	UMTS integrity algorithm UIA1 not supported

	1
	
	
	
	UMTS integrity algorithm UIA1 supported

	

	UMTS integrity algorithm UIA2 supported (octet 6, bit 6)

	0
	
	
	
	UMTS integrity algorithm UIA2 not supported

	1
	
	
	
	UMTS integrity algorithm UIA2 supported

	

	UMTS integrity algorithm UIA3 supported (octet 6, bit 5)

	0
	
	
	
	UMTS integrity algorithm UIA3 not supported

	1
	
	
	
	UMTS integrity algorithm UIA3 supported

	

	UMTS integrity algorithm UIA4 supported (octet 6, bit 4)

	0
	
	
	
	UMTS integrity algorithm UIA4 not supported

	1
	
	
	
	UMTS integrity algorithm UIA4 supported

	

	UMTS integrity algorithm UIA5 supported (octet 6, bit 3)

	0
	
	
	
	UMTS integrity algorithm UIA5 not supported

	1
	
	
	
	UMTS integrity algorithm UIA5 supported

	

	UMTS integrity algorithm UIA6 supported (octet 6, bit 2)

	0
	
	
	
	UMTS integrity algorithm UIA6 not supported

	1
	
	
	
	UMTS integrity algorithm UIA6 supported

	

	UMTS integrity algorithm UIA7 supported (octet 6, bit 1)

	0
	
	
	
	UMTS integrity algorithm UIA7 not supported

	1
	
	
	
	UMTS integrity algorithm UIA7 supported

	

	Bits 8 to 3 of octet 7 are spare and shall be coded as zero.

	

	NF capability (octet 7, bit 1)

	0
	
	
	
	notification procedure not supported

	1
	
	
	
	notification procedure supported

	

	1xSRVCC capability (octet 7, bit 2)

	0
	
	
	
	SRVCC from E-UTRAN to cdma2000® 1x CS not supported

	1
	
	
	
	SRVCC from E-UTRAN to cdma2000® 1x CS supported

	
	
	
	
	(see 3GPP TS 23.216 [8])

	

	All other bits in octet 8 to 15 are spare and shall be coded as zero, if the respective octet is included in the information element.

	


********************** NEXT MODIFIED SECTION ***********************

9.9.4.7A
Notification indicator
The purpose of the Notification indicator information element is to inform the UE about an event which is relevant for the upper layer using an EPS bearer context or having requested a procedure transaction.

The Notification indicator information element is coded as shown in figure 9.9.4.7A.1 and table 9.9.4.7A.1.

The Notification indicator is a type 4 information element with 3 octets length.

	8
	7
	6
	5
	4
	3
	2
	1
	

	Notification indicator IEI
	octet 1

	Length of notification indicator contents
	octet 2

	Notification indicator value
	octet 3


Figure 9.9.4.7A.1: Notification indicator information element
Table 9.9.4.7A.1: Notification indicator information element
	Notification indicator value (octet 3)

	

	Bits

	8
	7
	6
	5
	4
	3
	2
	1
	
	

	0
	0
	0
	0
	0
	0
	0
	1
	
	SRVCC handover cancelled, IMS session re-establishment required (see 3GPP TS 23.216 [8])

	
	
	
	
	
	
	
	
	
	

	0
	0
	0
	0
	0
	0
	1
	0
	
	

	to
	
	Unused, shall be ignored if received by the UE

	0
	1
	1
	1
	1
	1
	1
	1
	
	

	

	All other values are reserved.
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