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	Doc-1st-Level
	Spec
	CR
	Rev
	Phase
	Subject
	Cat
	Doc-2nd-Level
	Workitem

	CP-090922
	29.118
	0048
	1
	Rel-9
	Add UE EMM Mode IE in SGsAP-SERVICE-REQUEST message
	B
	C1-095537
	TEI9

	CP-090922
	24.301
	0524
	3
	Rel-9
	Clarification for TAU trigger for NAS recovery
	F
	C1-095501
	TEI9

	CP-090922
	24.301
	0563
	2
	Rel-9
	Clarifications on EPS security and minor corrections
	F
	C1-095500
	TEI9

	CP-090922
	24.301
	0615
	1
	Rel-9
	Clarifications on security
	F
	C1-095509
	TEI9

	CP-090922
	23.122
	0146
	-
	Rel-9
	Correction of condition for tracking area updating
	F
	C1-095056
	TEI9

	CP-090922
	24.301
	0542
	1
	Rel-9
	Correction of length values for ESM message container IEIs
	F
	C1-095189
	TEI9

	CP-090922
	27.007
	0197
	1
	Rel-9
	Correction of usage of underscore (default values) for 27.007
	F
	C1-095535
	TEI9

	CP-090922
	24.301
	0529
	1
	Rel-9
	Correction to conditions for EMM initiating service request
	F
	C1-094814
	TEI9

	CP-090922
	24.008
	1401
	1
	Rel-9
	Correction to conditions for GMM initiating service request
	F
	C1-094815
	TEI9

	CP-090922
	24.301
	0499
	2
	Rel-9
	Corrections for description of UE behaviour in state EMM-REGISTERED
	F
	C1-095536
	TEI9

	CP-090922
	24.301
	0593
	2
	Rel-9
	Detach with re-attach required
	F
	C1-095549
	TEI9

	CP-090922
	24.301
	0574
	2
	Rel-9
	Enhanced CS fallback to 1xRTT
	F
	C1-095514
	TEI9

	CP-090922
	24.301
	0485
	5
	Rel-9
	ESM retransmission and PTI mismatch issue
	F
	C1-095560
	TEI9

	CP-090922
	24.301
	0621
	2
	Rel-9
	Interpretation of GPRS timer value of 0
	F
	C1-095523
	TEI9

	CP-090922
	24.008
	1410
	-
	Rel-9
	Introduction of Enhanced Multiplexing for Single TBF capability
	B
	C1-094452
	TEI9

	CP-090922
	24.008
	1427
	1
	Rel-9
	Introduction of generic notification procedure
	B
	C1-095507
	TEI9

	CP-090922
	24.301
	0611
	1
	Rel-9
	Introduction of generic notification procedure
	B
	C1-095508
	TEI9

	CP-090922
	29.018
	0056
	1
	Rel-9
	Paging clarifications
	F
	C1-094698
	TEI9

	CP-090922
	29.118
	0035
	2
	Rel-9
	Paging clarifications
	F
	C1-094864
	TEI9

	CP-090922
	24.301
	0594
	-
	Rel-9
	Paging cycles for EPS using S-TMSI
	F
	C1-094939
	TEI9

	CP-090922
	29.118
	0034
	1
	Rel-9
	Paging signalling optimization after MME failure
	B
	C1-094697
	TEI9

	CP-090922
	29.018
	0055
	1
	Rel-9
	Paging signalling optimization after SGSN failure
	B
	C1-094696
	TEI9

	CP-090922
	24.008
	1378
	5
	Rel-9
	Triggering conditions update for RAU
	F
	C1-095729
	TEI9

	CP-090922
	24.008
	1377
	3
	Rel-9
	UE voice capabilities/settings in MS network capability
	F
	C1-095505
	TEI9


