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draft-vanelburg-sipping-private-network-indication-02 (July 2008): "The Session Initiation Protocol (SIP) P-Private-Network-Indication Private-Header (P-Header)".

Editor's note: The above document cannot be formally referenced until it is published as an RFC.

[135]
RFC 4585 (July 2006): "Extended RTP Profile for Real-time Transport Control Protocol (RTCP)-Based Feedback (RTP/AVPF)".

[136]
RFC 5104 (February 2008): "Codec Control Messages in the RTP Audio-Visual Profile with Feedback (AVPF)".

[137]
draft-ietf-mmusic-sdp-capability-negotiation-09 (July 2008): "SDP Capability Negotiation".

Editor's note: The above document cannot be formally referenced until it is published as an RFC.

[138]
ETSI ES 282 001: "Telecommunications and Internet converged Services and Protocols for Advanced Networking (TISPAN); NGN Functional Architecture Release 1".

[139]
Void.

[140]
draft-dawes-sipping-debug-00 (January 2009): "Private Extension to the Session Initiation Protocol (SIP) for Debugging".
Editor's note: The above document cannot be formally referenced until it is published as an RFC.

[141]
Void.

[142]
draft-ietf-sip-199-02 (October 2008): "Response Code for Indication of Terminated Dialog".

Editor's note: The above document cannot be formally referenced until it is published as an RFC.

[143]
draft-ietf-sipcore-keep-00 (May 2009): "Indication of support for keep-alive".

Editor's note: The above document cannot be formally referenced until it is published as an RFC.

[144]
RFC 4240 (December 2005): "Basic Network Media Services with SIP".

[145]
draft-ietf-mediactrl-vxml-02 (July 2008): "SIP Interface to VoiceXML Media Services".

Editor's note: The above document cannot be formally referenced until it is published as an RFC.

[146]
draft-ietf-mediactrl-sip-control-framework-06 (October 2008): "Media Control Channel Framework".

Editor's note: The above document cannot be formally referenced until it is published as an RFC.

[147]
draft-ietf-mediactrl-ivr-control-package-02 (November 2008): "An IVR Control Package for the Media Control Channel Framework".

Editor's note: The above document cannot be formally referenced until it is published as an RFC.

[148]
draft-ietf-mediactrl-mixer-control-package-02 (November 2008): "A Mixer Control Package for the Media Control Channel Framework".

Editor's note: The above document cannot be formally referenced until it is published as an RFC.

[149]
RFC 2046 (November 1996): "Multipurpose Internet Mail Extensions (MIME) Part Two: Media Types".

[150]
draft-ietf-sip-body-handling-04 (August 2008): "Message Body Handling in the Session Initiation Protocol (SIP)".

Editor's note: The above document cannot be formally referenced until it is published as an RFC.

[151]
RFC 3862 (August 2004): "Common Presence and Instant Messaging (CPIM): Message Format".

[152]
RFC 3890 (September 2004): "A Transport Independent Bandwidth Modifier for the Session Description Protocol (SDP)".

[153]
draft-montemurro-gsma-imei-urn-04 (October 2009): "A Uniform Resource Name Namespace For The GSM Association (GSMA) and the International Mobile station Equipment Identity (IMEI)". 

Editor's note: The above document cannot be formally referenced until it is published as an RFC.
[154]
RFC 4122 (July 2005): "A Universally Unique IDentifier (UUID) URN Namespace".
[155]
draft-ietf-mmusic-sdp-cs-00 (February 2009): "Session Description Protocol (SDP) Extension For Setting Up Audio Media Streams Over Circuit-Switched Bearers In The Public Switched Telephone Network (PSTN)".

Editor's note: The above document cannot be formally referenced until it is published as an RFC.
[156]
draft-garcia-mmusic-sdp-misc-cap-00 (October 2008): "Miscellaneous Capabilities Negotiation in the Session Description Protocol (SDP)".
Editor's note: The above document cannot be formally referenced until it is published as an RFC.
[157]
draft-ietf-simple-imdn-09 (October 2008): "Instant Message Disposition Notification".

Editor's note: The above document cannot be formally referenced until it is published as an RFC.
[158]
RFC 5373 (November 2008): "Requesting Answering Modes for the Session Initiation Protocol (SIP)"

[160]
draft-rosenberg-sip-target-uri-delivery-01 (March 2009): "Delivery of Request-URI Targets to User Agents".

Editor's note: The above document cannot be formally referenced until it is published as an RFC.
[161]
RFC 4288 (December 2005): "Media Type Specifications and Registration Procedures".

[162]
draft-kaplan-sip-session-id (March 2009): "A Session Identifier for the Session Initiation Protocol (SIP)".

Editor's note: The above document cannot be formally referenced until it is published as an RFC.
Next modified Clause

4.4.7
Reason (in a response)

A functional entity shall only include a Reason header field in a response forwarded to another entity within the trust domain (as specified in draft-jesske-dispatch-reason-in-responses [130]). If a response is forwarded to an entity outside the trust domain, the functional entity shall remove the Reason header field from the forwarded response. 

NOTE:
A Reason header field can be received in a response from outside the trust domain and will not be removed.

Next modified Clause

A.2.1.4.7
INVITE method

Prerequisite A.5/8 - - INVITE request

Table A.46: Supported header fields within the INVITE request

	Item
	Header field
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	Accept
	[26] 20.1
	o
	c47
	[26] 20.1
	m
	m

	1A
	Accept-Contact
	[56B] 9.2
	c24
	c24
	[56B] 9.2
	c32
	c32

	2
	Accept-Encoding
	[26] 20.2
	o
	o
	[26] 20.2
	m
	m

	3
	Accept-Language
	[26] 20.3
	o
	o
	[26] 20.3
	m
	m

	4
	Alert-Info
	[26] 20.4
	o
	o
	[26] 20.4
	c1
	c1

	5
	Allow
	[26] 20.5, [26] 5.1
	o (note 1)
	o
	[26] 20.5, [26] 5.1
	m
	m

	6
	Allow-Events
	[28] 7.2.2
	c2
	c2
	[28] 7.2.2
	c2
	c2

	7
	Answer-Mode
	[158]
	c49
	c49
	[158]
	c50
	c50

	8
	Authorization
	[26] 20.7
	c3
	c3
	[26] 20.7
	c3
	c3

	9
	Call-ID
	[26] 20.8
	m
	m
	[26] 20.8
	m
	m

	10
	Call-Info
	[26] 20.9
	o
	o
	[26] 20.9
	o
	o

	11
	Contact
	[26] 20.10
	m
	m
	[26] 20.10
	m
	m

	12
	Content-Disposition
	[26] 20.11
	o
	o
	[26] 20.11
	m
	m

	13
	Content-Encoding
	[26] 20.12
	o
	o
	[26] 20.12
	m
	m

	14
	Content-Language
	[26] 20.13
	o
	o
	[26] 20.13
	m
	m

	15
	Content-Length
	[26] 20.14
	m
	m
	[26] 20.14
	m
	m

	16
	Content-Type
	[26] 20.15
	m
	m
	[26] 20.15
	m
	m

	17
	Cseq
	[26] 20.16
	m
	m
	[26] 20.16
	m
	m

	18
	Date
	[26] 20.17
	c4
	c4
	[26] 20.17
	m
	m

	19
	Expires
	[26] 20.19
	o
	o
	[26] 20.19
	o
	o

	20
	From
	[26] 20.20
	m
	m
	[26] 20.20
	m
	m

	20A
	Geolocation
	[89] 3.2
	c33
	c33
	[89] 3.2
	c33
	c33

	20B
	History-Info
	[66] 4.1
	c31
	c31
	[66] 4.1 
	c31
	c31

	21
	In-Reply-To
	[26] 20.21
	o
	o
	[26] 20.21
	o
	o

	21A
	Join
	[61] 7.1
	c30
	c30
	[61] 7.1
	c30
	c30

	21B
	Max-Breadth
	[117] 5.8
	n/a
	c45
	[117] 5.8
	c46
	c46

	22
	Max-Forwards
	[26] 20.22
	m
	m
	[26] 20.22
	n/a
	c52

	23
	MIME-Version
	[26] 20.24
	o
	o
	[26] 20.24
	m
	m

	23A
	Min-SE
	[58] 5
	c26
	c26
	[58] 5
	c25
	c25

	24
	Organization
	[26] 20.25
	o
	o
	[26] 20.25
	o
	o

	24A
	P-Access-Network-Info
	[52] 4.4
	c15
	c16
	[52] 4.4
	c15
	c17

	24B
	P-Asserted-Identity
	[34] 9.1
	n/a
	n/a
	[34] 9.1
	c7
	c7

	24C
	P-Asserted-Service
	[121] 4.1
	n/a
	n/a
	[121] 4.1
	c38
	c38

	24D
	P-Called-Party-ID
	[52] 4.2
	x
	x
	[52] 4.2
	c13
	c13

	24E
	P-Charging-Function-Addresses
	[52] 4.5
	c20
	c21
	[52] 4.5
	c20
	c21

	24F
	P-Charging-Vector
	[52] 4.6
	c18
	c19
	[52] 4.6
	c18
	c19

	24G
	P-Debug-ID
	[140]
	o
	c43
	[140]
	o
	c44

	24H
	P-Early-Media
	[109] 8
	c34
	c34
	[109] 8
	c34
	c34

	25
	P-Media-Authorization
	[31] 5.1
	n/a
	n/a
	[31] 5.1
	c11
	c12

	25A
	P-Preferred-Identity
	[34] 9.2
	c7
	c5
	[34] 9.2
	n/a
	n/a

	25B
	P-Preferred-Service
	[121] 4.2
	c37
	c36
	[121] 4.2
	n/a
	n/a

	25C
	P-Private-Network-Indication
	[134]
	c42
	c42
	[134]
	c42
	c42

	25D
	P-Profile-Key
	[97] 5
	n/a
	n/a
	[97] 5
	n/a
	n/a

	25E
	P-Served-User
	[133] 4
	c51
	c51
	[133] 4
	c51
	c51

	25F
	P-User-Database
	[82] 4
	n/a
	n/a
	[82] 4
	n/a
	n/a

	25G
	P-Visited-Network-ID
	[52] 4.3
	x (note 3)
	x
	[52] 4.3
	c14
	n/a

	26
	Priority
	[26] 20.26
	o
	o
	[26] 20.26
	o
	o

	26A
	Privacy
	[33] 4.2
	c9
	c9
	[33] 4.2
	c9
	c9

	26B
	Priv-Answer-Mode
	[158]
	c49
	c49
	[158]
	c50
	c50

	27
	Proxy-Authorization
	[26] 20.28
	c6
	c6
	[26] 20.28
	n/a
	n/a

	28
	Proxy-Require
	[26] 20.29
	o (note 2)
	o (note 2)
	[26] 20.29
	n/a
	n/a

	28A
	Reason
	[34A] 2
	c8
	c8
	[34A] 2
	c8
	c8

	29
	Record-Route
	[26] 20.30
	n/a
	c52
	[26] 20.30
	m
	m

	29A
	Recv-Info
	[25] 6.2.3
	c48
	c48
	[25] 6.2.3
	c48
	c48

	30
	Referred-By
	[59] 3
	c27
	c27
	[59] 3
	c28
	c28

	31
	Reject-Contact
	[56B] 9.2
	c24
	c24
	[56B] 9.2
	c32
	c32

	31A
	Replaces
	[60] 6.1
	c29
	c29
	[60] 6.1
	c29
	c29

	31B
	Reply-To
	[26] 20.31
	o
	o
	[26] 20.31
	o
	o

	31C
	Request-Disposition
	[56B] 9.1
	c24
	c24
	[56B] 9.1
	c32
	c32

	32
	Require
	[26] 20.32
	o
	m
	[26] 20.32
	m
	m

	32A
	Resource-Priority
	[116] 3.1
	c35
	c35
	[116] 3.1
	c35
	c35

	33
	Route
	[26] 20.34
	m
	m
	[26] 20.34
	n/a
	c52

	33A
	Security-Client
	[48] 2.3.1
	c22
	c22
	[48] 2.3.1
	n/a
	n/a

	33B
	Security-Verify
	[48] 2.3.1
	c23
	c23
	[48] 2.3.1
	n/a
	n/a

	33C
	Send-Info
	[25] 6.2.2
	c48
	c48
	[25] 6.2.2
	c48
	c48

	33D
	Session-Expires
	[58] 4
	c25
	c25
	[58] 4
	c25
	c25

	34
	Subject
	[26] 20.36
	o
	o
	[26] 20.36
	o
	o

	35
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	m
	m

	36
	Timestamp
	[26] 20.38
	c10
	c10
	[26] 20.38
	m
	m

	37
	To
	[26] 20.39
	m
	m
	[26] 20.39
	m
	m

	37A
	Trigger-Consent
	[125] 5.11.2
	c39
	c39
	[125] 5.11.2
	c40
	c40

	38
	User-Agent
	[26] 20.41
	o
	o
	[26] 20.41
	o
	o

	38A
	User-to-User
	[126] 7
	c41
	c41
	[126] 7
	c41
	c41

	39
	Via
	[26] 20.42
	m
	m
	[26] 20.42
	m
	m

	c1:
IF A.4/12 THEN m ELSE n/a - - downloading of alerting information.

c2:
IF A.4/20 THEN m ELSE n/a - - SIP specific event notification extension.

c3:
IF A.4/7 THEN m ELSE n/a - - authentication between UA and UA.

c4:
IF A.4/11 THEN o ELSE n/a - - insertion of date in requests and responses.

c5:
IF A.3/1 AND A.4/25 THEN o ELSE n/a - - UE and private extensions to the Session Initiation Protocol (SIP) for asserted identity within trusted networks.

c6:
IF A.4/8A THEN m ELSE n/a - - authentication between UA and proxy.

c7:
IF A.4/25 THEN o ELSE n/a - - private extensions to the Session Initiation Protocol (SIP) for asserted identity within trusted networks.

c8:
IF A.4/38 THEN o ELSE n/a - - the Reason header field for the session initiation protocol.

c9:
IF A.4/26 THEN o ELSE n/a - - a privacy mechanism for the Session Initiation Protocol (SIP).

c10:
IF A.4/6 THEN o ELSE n/a - - timestamping of requests.

c11:
IF A.4/19 THEN m ELSE n/a - - SIP extensions for media authorization.

c12:
IF A.3/1 THEN m ELSE n/a - - UE.

c13:
IF A.4/32 THEN o ELSE n/a - - the P-Called-Party-ID extension.

c14:
IF A.4/33 THEN o ELSE n/a - - the P-Visited-Network-ID extension.

c15:
IF A.4/34 THEN o ELSE n/a - - the P-Access-Network-Info header extension.

c16:
IF A.4/34 AND A.3/1 THEN m ELSE n/a - - the P-Access-Network-Info header extension and UE.

c17:
IF A.4/34 AND (A.3/7A OR A.3/7D) THEN m ELSE n/a - - the P-Access-Network-Info header extension and AS acting as terminating UA or AS acting as third-party call controller.

c18:
IF A.4/36 THEN o ELSE n/a - - the P-Charging-Vector header extension.

c19:
IF A.4/36 THEN m ELSE n/a - - the P-Charging-Vector header extension.

c20:
IF A.4/35 THEN o ELSE n/a - - the P-Charging-Function-Addresses header extension.

c21:
IF A.4/35 THEN m ELSE n/a - - the P-Charging-Function-Addresses header extension.

c22:
IF A.4/37 THEN o ELSE n/a - - security mechanism agreement for the session initiation protocol (note 4).

c23:
IF A.4/37 THEN m ELSE n/a - - security mechanism agreement for the session initiation protocol.

c24:
IF A.4/40 THEN o ELSE n/a - - caller preferences for the session initiation protocol.

c25:
IF A.4/42 THEN m ELSE n/a - - the SIP session timer.

c26:
IF A.4/42 THEN o ELSE n/a - - the SIP session timer.

c27:
IF A.4/43 THEN m ELSE n/a - - the SIP Referred-By mechanism.

c28:
IF A.4/43 THEN o ELSE n/a - - the SIP Referred-By mechanism.

c29:
IF A.4/44 THEN m ELSE n/a - - the Session Inititation Protocol (SIP) "Replaces" header.

c30:
IF A.4/45 THEN m ELSE n/a - - the Session Inititation Protocol (SIP) "Join" header.

c31:
IF A.4/47 THEN m ELSE n/a - - an extension to the session initiation protocol for request history information.

c32:
IF A.4/40 THEN m ELSE n/a - - caller preferences for the session initiation protocol.

c33:
IF A.4/60 THEN m ELSE n/a - - SIP location conveyance.

c34:
IF A.4/66 THEN m ELSE n/a - - The SIP P-Early-Media private header extension for authorization of early media.

c35:
IF A.4/70 THEN m ELSE n/a - - communications resource priority for the session initiation protocol.

c36:
IF (A.3/1 OR A.3A/81) AND A.4/74 THEN o ELSE n/a - - UE, MSC Server enhanced for ICS and identification of communication services in the session initiation protocol
c37:
IF A.4/74 THEN o ELSE n/a - - Identification of communication services in the session initiation protocol 

c38:
IF A.4/74 THEN m ELSE n/a - - Identification of communication services in the session initiation protocol.

c39:
IF A.4/75A THEN m ELSE n/a - - a relay within the framework for consent-based communications in SIP.

c40:
IF A.4/75B THEN m ELSE n/a - - a recipient within the framework for consent-based communications in SIP.

c41: 
IF A.4/76 THEN o ELSE n/a - - transporting user to user information for call centers using SIP.

c42:
IF A.4/77 THEN m ELSE n/a - - the SIP P-Private-Network-Indication private-header (P-Header).

c43:
IF A.4/80 THEN o ELSE n/a - - the P-Debug-ID header field for the session initiation protocol. 

c44:
IF A.4/80 THEN m ELSE n/a - - the P-Debug-ID header field for the session initiation protocol.
c45:
IF A.4/71 AND (A.3/9B OR A.3/9C) THEN m ELSE IF A.3/1 AND NOT A.3C/1 THEN n/a ELSE o - - addressing an amplification vulnerability in session initiation protocol forking proxies, IBCF (IMS-ALG), IBCF (Screening of SIP signalling), UE, UE performing the functions of an external attached network.

c46:
IF A.4/71 THEN m ELSE n/a - - addressing an amplification vulnerability in session initiation protocol forking proxies.

c47:
IF A.3/1 AND A.4/2B THEN m ELSE o - - UE and initiating a session.
c48:
IF A.4/13 THEN m ELSE n/a - - SIP INFO method and package framework.

c49:
IF A.4/87 THEN o ELSE n/a - - requesting answering modes for SIP.

c50:
IF A.4/87 THEN m ELSE n/a - - requesting answering modes for SIP.

c51:
IF A.4/78 THEN m ELSE n/a - - the SIP P-Served-User private header.
c52:
IF A.3/1 AND NOT A.3C/1 THEN n/a ELSE o - - UE, UE performing the functions of an external attached network.

o.1:
At least one of these shall be supported.

	NOTE 1:
RFC 3261 [26] gives the status of this header as SHOULD rather than OPTIONAL.

NOTE 2: 
No distinction has been made in these tables between first use of a request on a From/To/Call-ID combination, and the usage in a subsequent one. Therefore the use of "o" etc. above has been included from a viewpoint of first usage. 

NOTE 3:
The strength of this requirement in RFC 3455 [52] is SHOULD NOT, rather than MUST NOT.

NOTE 4:
Support of this header in this method is dependent on the security mechanism and the security architecture which is implemented. Use of this header in this method is not appropriate to the security mechanism defined by 3GPP TS 33.203 [19].


Prerequisite A.5/8 - - INVITE request

Table A.47: Supported message bodies within the INVITE request

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	XML Schema for PSTN
	[11B]
	
	c1
	[11B]
	
	c1

	c1:
IF A.3/6 OR A.3/7A OR A.3/7B OR A.3/7D OR A.3/9B THEN o ELSE n/a - -  MGCF, AS acting as terminating UA, or redirect server, AS acting as originating UA, AS performing 3rd party call control, IBCF (IMS-ALG).


Prerequisite A.5/9 - - INVITE response

Prerequisite: A.6/1 - - Additional for 100 (Trying) response

Table A.48: Supported header fields within the INVITE response

	Item
	Header field
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	Call-ID
	[26] 20.8
	m
	m
	[26] 20.8
	m
	m

	2
	Content-Length
	[26] 20.14
	m
	m
	[26] 20.14
	m
	m

	3
	Cseq
	[26] 20.16
	m
	m
	[26] 20.16
	m
	m

	4
	Date
	[26] 20.17
	c1
	c1
	[26] 20.17
	m
	m

	5
	From
	[26] 20.20
	m
	m
	[26] 20.20
	m
	m

	5A
	P-Debug-ID
	[140]
	o
	c2
	[140]
	o
	c3

	6
	To
	[26] 20.39
	m
	m
	[26] 20.39
	m
	m

	7
	Via
	[26] 20.42
	m
	m
	[26] 20.42
	m
	m

	c1:
IF A.4/11 THEN o ELSE n/a - - insertion of date in requests and responses.

c2:
IF A.4/80 THEN o ELSE n/a - - the P-Debug-ID header field for the session initiation protocol. 

c3:
IF A.4/80 THEN m ELSE n/a - - the P-Debug-ID header field for the session initiation protocol.


Prerequisite A.5/9 - - INVITE response for all remaining status-codes

Table A.49: Supported headerfields within the INVITE response

	Item
	Header field
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	0A
	Allow
	[26] 20.5
	c12
	c12
	[26] 20.5
	m
	m

	1
	Call-ID
	[26] 20.8
	m
	m
	[26] 20.8
	m
	m

	1A
	Call-Info
	[26] 20.9
	o
	o
	[26] 20.9
	o
	o

	2
	Content-Disposition
	[26] 20.11
	o
	o
	[26] 20.11
	m
	m

	3
	Content-Encoding
	[26] 20.12
	o
	o
	[26] 20.12
	m
	m

	4
	Content-Language
	[26] 20.13
	o
	o
	[26] 20.13
	m
	m

	5
	Content-Length
	[26] 20.14
	m
	m
	[26] 20.14
	m
	m

	6
	Content-Type
	[26] 20.15
	m
	m
	[26] 20.15
	m
	m

	7
	Cseq
	[26] 20.16
	m
	m
	[26] 20.16
	m
	m

	8
	Date
	[26] 20.17
	c1
	c1
	[26] 20.17
	m
	m

	8ª
	Expires
	[26] 20.19
	o
	o
	[26] 20.19
	o
	o

	9
	From
	[26] 20.20
	m
	m
	[26] 20.20
	m
	m

	9A
	Geolocation
	[89] 3.2
	c14
	c14
	[89] 3.2
	c14
	c14

	9B
	History-Info
	[66] 4.1
	c13
	c13
	[66] 4.1 
	c13
	c13

	10
	MIME-Version
	[26] 20.24
	o
	o
	[26] 20.24
	m
	m

	11
	Organization
	[26] 20.25
	o
	o
	[26] 20.25
	o
	o

	11A
	P-Access-Network-Info
	[52] 4.4
	c5
	c6
	[52] 4.4
	c5
	c7

	11B
	P-Asserted-Identity
	[34] 9.1
	n/a
	n/a
	[34] 9.1
	c3
	c3

	11C
	P-Charging-Function-Addresses
	[52] 4.5
	c10
	c11
	[52] 4.5
	c11
	c11

	11D
	P-Charging-Vector
	[52] 4.6
	c8
	c9
	[52] 4.6
	c8
	c9

	11E
	P-Debug-ID
	[140]
	o
	c16
	[140]
	o
	c17

	11F
	P-Preferred-Identity
	[34] 9.2
	c3
	x
	[34] 9.2
	n/a
	n/a

	11G
	Privacy
	[33] 4.2
	c4
	c4
	[33] 4.2
	c4
	c4

	11H
	Reply-To
	[26] 20.31
	o
	o
	[26] 20.31
	o
	o

	11I
	Require
	[26] 20.32
	m
	m
	[26] 20.32
	m
	m

	11J
	Server
	[26] 20.35
	o
	o
	[26] 20.35
	o
	o

	12
	Timestamp
	[26] 20.38
	m
	m
	[26] 20.38
	c2
	c2

	13
	To
	[26] 20.39
	m
	m
	[26] 20.39
	m
	m

	13A
	User-Agent
	[26] 20.41
	o
	o
	[26] 20.41
	o
	o

	13B
	User-to-User
	[126] 7
	c15
	c15
	[126] 7
	c15
	c15

	14
	Via
	[26] 20.42
	m
	m
	[26] 20.42
	m
	m

	15
	Warning
	[26] 20.43
	o (note)
	o
	[26] 20.43
	o
	o

	c1:
IF A.4/11 THEN o ELSE n/a - - insertion of date in requests and responses.

c2:
IF A.4/6 THEN m ELSE n/a - - timestamping of requests.

c3:
IF A.4/25 THEN o ELSE n/a - - private extensions to the Session Initiation Protocol (SIP) for asserted identity within trusted networks.

c4:
IF A.4/26 THEN o ELSE n/a - - a privacy mechanism for the Session Initiation Protocol (SIP).

c5:
IF A.4/34 THEN o ELSE n/a - - the P-Access-Network-Info header extension.

c6:
IF A.4/34 AND A.3/1 THEN m ELSE n/a - - the P-Access-Network-Info header extension and UE.

c7:
IF A.4/34 AND (A.3/7A OR A.3/7D) THEN m ELSE n/a - - the P-Access-Network-Info header extension and AS acting as terminating UA or AS acting as third-party call controller.

c8:
IF A.4/36 THEN o ELSE n/a - - the P-Charging-Vector header extension.

c9:
IF A.4/36 THEN m ELSE n/a - - the P-Charging-Vector header extension.

c10:
IF A.4/35 THEN o ELSE n/a - - the P-Charging-Function-Addresses header extension.

c11:
IF A.4/35 THEN m ELSE n/a - - the P-Charging-Function-Addresses header extension.

c12:
IF A.6/6 OR A.6/18 THEN m ELSE o - - 200 (OK), 405 (Method Not Allowed).

c13:
IF A.4/47 THEN m ELSE n/a - - an extension to the session initiation protocol for request history information.

c14:
IF A.4/60 THEN m ELSE n/a - - SIP location conveyance.

c15: 
IF A.4/76 THEN o ELSE n/a - - transporting user to user information for call centers using SIP.

c16:
IF A.4/80 THEN o ELSE n/a - - the P-Debug-ID header field for the session initiation protocol. 

c17:
IF A.4/80 THEN m ELSE n/a - - the P-Debug-ID header field for the session initiation protocol.

	NOTE:
For a 488 (Not Acceptable Here) response, RFC 3261 [26] gives the status of this header as SHOULD rather than OPTIONAL.


Prerequisite A.5/9 - - INVITE response

Prerequisite: A.6/101A - - Additional for 18x response

Table A.50: Supported header fields within the INVITE response

	Item
	Header field
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	4
	Contact
	[26] 20.10
	o
	m
	[26] 20.10
	m
	m

	5
	P-Answer-State
	[111]
	c13
	c13
	[111]
	c13
	c13

	5A
	P-Early-Media
	[109] 8
	c14
	c14
	[109] 8
	c14
	c14

	6
	P-Media-Authorization
	[31] 5.1
	n/a
	n/a
	[31] 5.1
	c11
	c12

	6a
	Reason
	[130]
	o
	c15
	[130]
	o
	c15

	7
	Record-Route
	[26] 20.30
	o
	m
	[26] 20.30
	m
	m

	8
	Recv-Info
	[25] 6.2.3
	c4
	c4
	[25] 6.2.3
	c4
	c4

	9
	Rseq
	[27] 7.1
	c2
	m
	[27] 7.1
	c3
	m

	10
	Send-Info
	[25] 6.2.2
	c4
	c4
	[25] 6.2.2
	c4
	c4

	c2:
IF A.4/14 THEN o ELSE n/a - - reliability of provisional responses in SIP.

c3:
IF A.4/14 THEN m ELSE n/a - - reliability of provisional responses in SIP.

c4:
IF A.4/13 THEN m ELSE n/a - - SIP INFO method and package framework.

c11:
IF A.4/19 THEN m ELSE n/a - - SIP extensions for media authorization.

c12:
IF A.3/1 THEN m ELSE n/a - - UE.

c13:
IF A.4/65 THEN m ELSE n/a - - the P-Answer-State header extension to the session initiation protocol for the open mobile alliance push to talk over cellular.

c14:
IF A.4/66 THEN m ELSE n/a - - the SIP P-Early-Media private header extension for authorization of early media.
c15: 
IF A.4/38A THEN o ELSE n/a - - use of the Reason header field in Session Initiation Protocol (SIP) responses?


Prerequisite A.5/9 - - INVITE response

Prerequisite: A.6/5A - - Additional for 199 (Early Dialog Terminated) response

Table A.50A: Supported header fields within the INVITE response

	Item
	Header field
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	4
	Contact
	[26] 20.10
	o
	m
	[26] 20.10
	m
	m

	5
	Reason
	[130]
	o
	c5
	[130]
	o
	c5

	7
	Record-Route
	[26] 20.30
	o
	m
	[26] 20.30
	m
	m

	8
	Recv-Info
	[25] 6.2.3
	c4
	c4
	[25] 6.2.3
	c4
	c4

	9
	Rseq
	[27] 7.1
	c2
	m
	[27] 7.1
	c3
	m

	10
	Send-Info
	[25] 6.2.2
	c4
	c4
	[25] 6.2.2
	c4
	c4

	c2:
IF A.4/14 THEN o ELSE n/a - - reliability of provisional responses in SIP.

c3:
IF A.4/14 THEN m ELSE n/a - - reliability of provisional responses in SIP.
c4:
IF A.4/13 THEN m ELSE n/a - - SIP INFO method and package framework.
C5:
IF A.4/38A THEN o ELSE n/a - - use of the Reason header field in Session Initiation Protocol (SIP) responses?


Prerequisite A.5/9 - - INVITE response

Prerequisite: A.6/102 - - Additional for 2xx response

Table A.51: Supported header fields within the INVITE response

	Item
	Header field
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	Accept
	[26] 20.1
	o
	o
	[26] 20.1
	m
	m

	1A
	Accept-Encoding
	[26] 20.2
	o
	o
	[26] 20.2
	m
	m

	1B
	Accept-Language
	[26] 20.3
	o
	o
	[26] 20.3
	m
	m

	1C
	Accept-Resource-Priority
	[116] 3.2
	c15
	c15
	[116] 3.2
	c15
	c15

	2
	Allow-Events
	[28] 7.2.2
	c3
	c3
	[28] 7.2.2
	c4
	c4

	3
	Answer-Mode
	[158]
	c6
	c6
	[158]
	c7
	c7

	4
	Authentication-Info
	[26] 20.6
	c1
	c1
	[26] 20.6
	c2
	c2

	6
	Contact
	[26] 20.10
	m
	m
	[26] 20.10
	m
	m

	7
	P-Answer-State
	[111]
	c14
	c14
	[111]
	c14
	c14

	8
	P-Media-Authorization
	[31] 5.1
	n/a
	n/a
	[31] 5.1
	c11
	c12

	8A
	Priv-Answer-Mode
	[158]
	c6
	c6
	[158]
	c7
	c7

	
	
	
	
	
	
	
	

	9
	Record-Route
	[26] 20.30
	m
	m
	[26] 20.30
	m
	m

	9A
	Recv-Info
	[25] 6.2.3
	c5
	c5
	[25] 6.2.3
	c5
	c5

	9B
	Send-Info
	[25] 6.2.2
	c5
	c5
	[25] 6.2.2
	c5
	c5

	10
	Session-Expires
	[58] 4
	c13
	c13
	[58] 4
	c13
	c13

	13
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	m
	m

	c1:
IF A.4/7 THEN o ELSE n/a - - authentication between UA and UA.

c2:
IF A.4/7 THEN m ELSE n/a - - authentication between UA and UA.

c3:
IF A.4/20 THEN o ELSE n/a - - SIP specific event notification extension.

c4:
IF A.4/20 THEN m ELSE n/a - - SIP specific event notification extension.

c5:
IF A.4/13 THEN m ELSE n/a - - SIP INFO method and package framework.

c6 
IF A.4/87 THEN o ELSE n/a - - requesting answering modes for SIP.
c7 
IF A.4/87 THEN m ELSE n/a - - requesting answering modes for SIP.
c11:
IF A.4/19 THEN m ELSE n/a - - SIP extensions for media authorization.

c12:
IF A.3/1 THEN m ELSE n/a - - UE.

c13:
IF A.4/42 THEN m ELSE n/a - - the SIP session timer.

c14:
IF A.4/65 THEN m ELSE n/a - - the P-Answer-State header extension to the session initiation protocol for the open mobile alliance push to talk over cellular.

c15:
IF A.4/70 THEN m ELSE n/a - - communications resource priority for the session initiation protocol.


Prerequisite A.5/9 - - INVITE response

Prerequisite: A.6/103 OR A.6/104 OR A.6/105 OR A.6/106 - - Additional for 3xx – 6xx response

Table A.51A: Supported header fields within the INVITE response

	Item
	Header field
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	Error-Info
	[26] 20.18
	o
	o
	[26] 20.18
	o
	o

	2
	Reason
	[130]
	o
	c1
	[130]
	o
	c1

	c1: 
IF A.4/38A THEN o ELSE n/a - - use of the Reason header field in Session Initiation Protocol (SIP) responses?


Prerequisite A.5/9 - - INVITE response

Prerequisite: A.6/103 OR A.6/35 - - Additional for 3xx or 485 (Ambiguous) response

Table A.52: Supported header fields within the INVITE response

	Item
	Header field
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	4
	Contact
	[26] 20.10
	o (note 1)
	o
	[26] 20.10
	m
	m

	NOTE:
The strength of this requirement is RECOMMENDED rather than OPTIONAL.


Prerequisite A.5/9 - - INVITE response

Prerequisite: A.6/14 - - Additional for 401 (Unauthorized) response

Table A.53: Supported header fields within the INVITE response

	Item
	Header field
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	6
	Proxy-Authenticate
	[26] 20.27
	c3
	c3
	[26] 20.27
	c3
	c3

	13
	WWW-Authenticate
	[26] 20.44
	m
	m
	[26] 20.44
	m
	m

	c1:
IF A.4/11 THEN o ELSE n/a - - insertion of date in requests and responses.

c2:
IF A.4/6 THEN m ELSE n/a - - timestamping of requests.

c3:
IF A.4/7 THEN m ELSE n/a - - support of authentication between UA and UA.


Prerequisite A.5/9 - - INVITE response

Prerequisite: A.6/17 OR A.6/23 OR A.6/30 OR A.6/36 OR A.6/50 OR A.6/51 - - Additional for 404 (Not Found), 413 (Request Entity Too Large), 480(Temporarily not available), 486 (Busy Here), 500 (Internal Server Error), 600 (Busy Everywhere), 603 (Decline) response

Table A.54: Supported header fields within the INVITE response

	Item
	Header field
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	8
	Retry-After
	[26] 20.33
	o
	o
	[26] 20.33
	o
	o


Table A.55: Void

Prerequisite A.5/9 - - INVITE response

Prerequisite: A.6/20 - - Additional for 407 (Proxy Authentication Required) response

Table A.56: Supported header fields within the INVITE response

	Item
	Header field
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	6
	Proxy-Authenticate
	[26] 20.27
	c1
	c1
	[26] 20.27
	c1
	c1

	11
	WWW-Authenticate
	[26] 20.44
	o
	o
	[26] 20.44
	o
	o

	c1:
IF A.4/7 THEN m ELSE n/a - - support of authentication between UA and UA.


Prerequisite A.5/9 - - INVITE response

Prerequisite: A.6/25 - - Additional for 415 (Unsupported Media Type) response

Table A.57: Supported header fields within the INVITE response

	Item
	Header field
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	Accept
	[26] 20.1
	o.1
	o.1
	[26] 20.1
	m
	m

	2
	Accept-Encoding
	[26] 20.2
	o.1
	o.1
	[26] 20.2
	m
	m

	3
	Accept-Language
	[26] 20.3
	o.1
	o.1
	[26] 20.3
	m
	m

	o.1
At least one of these capabilities is supported.


Prerequisite A.5/9 - - INVITE response

Prerequisite: A.6/26A - - Additional for 417 (Unknown Resource-Priority) response

Table A.57A: Supported header fields within the INVITE response

	Item
	Header field
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	Accept-Resource-Priority
	[116] 3.2
	c1
	c1
	[116] 3.2
	c1
	c1

	c1:
IF A.4/70 THEN m ELSE n/a - - communications resource priority for the session initiation protocol.


Prerequisite A.5/9 - - INVITE response

Prerequisite: A.6/27 - - Additional for 420 (Bad Extension) response

Table A.58: Supported header fields within the INVITE response

	Item
	Header field
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	10
	Unsupported
	[26] 20.40
	m
	m
	[26] 20.40
	m
	m


Prerequisite A.5/9 - - INVITE response

Prerequisite: A.6/28 OR A.6/41A - - Additional for 421 (Extension Required), 494 (Security Agreement Required) response

Table A.58A: Supported header fields within the INVITE response

	Item
	Header field
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	3
	Security-Server
	[48] 2
	x
	x
	[48] 2
	c1
	c1

	c1:
IF A.4/37 THEN m ELSE n/a - - security mechanism agreement for the session initiation protocol.


Prerequisite A.5/9 - - INVITE response

Prerequisite: A.6/28A - - Additional for 422 (Session Interval Too Small) response

Table A.58B: Supported header fields within the INVITE response

	Item
	Header field
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	Min-SE
	[58] 5
	c1
	c1
	[58] 5
	c1
	c1

	c1: 
IF A.4/42 THEN o ELSE n/a - - the SIP session timer.


Table A.59: Void

Table A.60: Void

Prerequisite A.5/9 - - INVITE response

Prerequisite: A.6/29G - - Additional for 470 (Consent Needed) response

Table A.60A: Supported header fields within the INVITE response

	Item
	Header field
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	Permission-Missing
	[125] 5.9.3
	m
	m
	[125] 5.9.3
	m
	m


Prerequisite A.5/9 - - INVITE response

Prerequisite: A.6/45 - - 503 (Service Unavailable)

Table A.61: Supported header fields within the INVITE response

	Item
	Header field
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	8
	Retry-After
	[26] 20.33
	o
	o
	[26] 20.33
	o
	m




Table A.61A: Void
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	


Prerequisite A.5/9 - - INVITE response

Table A.62: Supported message bodies within the INVITE response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	XML Schema for PSTN
	[11B]
	
	c1
	[11B]
	
	c1

	c1:
IF A.3/6 OR A.3/7A OR A.3/7B OR A.3/7D OR A.3/9B THEN o ELSE n/a - -  MGCF, AS acting as terminating UA, or redirect server, AS acting as originating UA, AS performing 3rd party call control, IBCF (IMS-ALG).


Next Modified Clause
A.2.2.4.7
INVITE method

Prerequisite A.163/8 - - INVITE request

Table A.204: Supported header fields within the INVITE request

	Item
	Header field
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	Accept
	[26] 20.1
	m
	m
	[26] 20.1
	i
	i

	1A
	Accept-Contact
	[56B] 9.2
	c34
	c34
	[56B] 9.2
	c34
	c35

	2
	Accept-Encoding
	[26] 20.2
	m
	m
	[26] 20.2
	i
	i

	3
	Accept-Language
	[26] 20.3
	m
	m
	[26] 20.3
	i
	i

	4
	Alert-Info
	[26] 20.4
	c2
	c2
	[26] 20.4
	c3
	c3

	5
	Allow
	[26] 20.5
	m
	m
	[26] 20.5
	i
	i

	6
	Allow-Events
	[28] 7.2.2
	m
	m
	[28] 7.2.2
	c1
	c1

	7
	Answer-Mode
	[158]
	c67
	c67
	[158]
	c68
	c68

	8
	Authorization
	[26] 20.7
	m
	m
	[26] 20.7
	i
	i

	9
	Call-ID
	[26] 20.8
	m
	m
	[26] 20.8
	m
	m

	10
	Call-Info
	[26] 20.9
	m
	m
	[26] 20.9
	c12
	c12

	11
	Contact
	[26] 20.10
	m
	m
	[26] 20.10
	i
	i

	12
	Content-Disposition
	[26] 20.11
	m
	m
	[26] 20.11
	i
	c6

	13
	Content-Encoding
	[26] 20.12
	m
	m
	[26] 20.12
	i
	c6

	14
	Content-Language
	[26] 20.13
	m
	m
	[26] 20.13
	i
	c6

	15
	Content-Length
	[26] 20.14
	m
	m
	[26] 20.14
	m
	m

	16
	Content-Type
	[26] 20.15
	m
	m
	[26] 20.15
	i
	c6

	17
	Cseq
	[26] 20.16
	m
	m
	[26] 20.16
	m
	m

	18
	Date
	[26] 20.17
	m
	m
	[26] 20.17
	c4
	c4

	19
	Expires
	[26] 20.19
	m
	m
	[26] 20.19
	i
	i

	20
	From
	[26] 20.20
	m
	m
	[26] 20.20
	m
	m

	20A
	Geolocation
	[89] 3.2
	c47
	c47
	[89] 3.2
	c48
	c48

	20B
	History-Info
	[66] 4.1
	c43
	c43
	[66] 4.1
	c43
	c43

	21
	In-Reply-To
	[26] 20.21
	m
	m
	[26] 20.21
	i
	i

	21A
	Join
	[61] 7.1
	c41
	c41
	[61] 7.1
	c42
	c42

	21B
	Max-Breadth
	[117] 5.8
	c63
	c63
	[117] 5.8
	c64
	c64

	22
	Max-Forwards
	[26] 20.22
	m
	m
	[26] 20.22
	m
	m

	23
	MIME-Version
	[26] 20.24
	m
	m
	[26] 20.24
	i
	c6

	23A
	Min-SE
	[58] 5
	o
	o
	[58] 5
	o
	o

	24
	Organization
	[26] 20.25
	m
	m
	[26] 20.25
	c5
	c5

	24A
	P-Access-Network-Info
	[52] 4.4
	c28
	c28
	[52] 4.4
	c29
	c30

	24B
	P-Asserted-Identity
	[34] 9.1
	c15
	c15
	[34] 9.1
	c16
	c16

	24C
	P-Asserted-Service
	[121] 4.1
	c53
	c53
	[121] 4.1
	c54
	c54

	24D
	P-Called-Party-ID
	[52] 4.2
	c19
	c19
	[52] 4.2
	c20
	c21

	24E
	P-Charging-Function-Addresses
	[52] 4.5
	c26
	c27
	[52] 4.5
	c26
	c27

	24F
	P-Charging-Vector
	[52] 4.6
	c24
	c24
	[52] 4.6
	c25
	c25

	24G
	P-Debug-ID
	[140]
	o
	c61
	[140]
	o
	c62

	24H
	P-Early-Media
	[109] 8
	o
	c50
	[109] 8
	o
	c51

	25
	P-Media-Authorization
	[31] 5.1
	c9
	x
	[31] 5.1
	n/a
	n/a

	25A
	P-Preferred-Identity
	[34] 9.2
	x
	c69
	[34] 9.2
	c14
	c14

	25B
	P-Preferred-Service
	[121] 4.2
	x
	x
	[121] 4.2
	c52
	c52

	25C
	P-Private-Network-Indication
	[134]
	c59
	c59
	[134]
	c59
	c59

	25D
	P-Profile-Key
	[97] 5
	c45
	c45
	[97] 5
	c46
	c46

	25E
	P-Served-User
	[133] 4
	c60
	c60
	[133] 4
	c60
	c60

	25F
	P-User-Database
	[82] 4
	c44
	c44
	[82] 4
	c44
	c44

	25G
	P-Visited-Network-ID
	[52] 4.3
	c22
	n/a
	[52] 4.3
	c23
	n/a

	26
	Priority
	[26] 20.26
	m
	m
	[26] 20.26
	i
	i

	26A
	Privacy
	[33] 4.2
	c17
	c17
	[33] 4.2
	c18
	c18

	26B
	Priv-Answer-Mode
	[158]
	c67
	c67
	[158]
	c68
	c68

	27
	Proxy-Authorization
	[26] 20.28
	m
	m
	[26] 20.28
	c13
	c13

	28
	Proxy-Require
	[26] 20.29, [34] 4
	m
	m
	[26] 20.29, [34] 4
	m
	m

	28A
	Reason
	[34A] 2
	c32
	c32
	[34A] 2
	c33
	c33

	29
	Record-Route
	[26] 20.30
	m
	m
	[26] 20.30
	c11
	c11

	29A
	Recv-Info
	[25] 6.2.3
	c65
	c65
	[25] 6.2.3
	c66
	c66

	30
	Referred-By
	[59] 3
	c37
	c37
	[59] 3
	c38
	c38

	31
	Reject-Contact
	[56B] 9.2
	c34
	c34
	[56B] 9.2
	c34
	c35

	31A
	Replaces
	[60] 6.1
	c39
	c39
	[60] 6.1
	c40
	c40

	31B
	Reply-To
	[26] 20.31
	m
	m
	[26] 20.31
	i
	i

	31C
	Request-Disposition
	[56B] 9.1
	c34
	c34
	[56B] 9.1
	c34
	c34

	32
	Require
	[26] 20.32
	m
	m
	[26] 20.32
	c7
	c7

	32A
	Resource-Priority
	[116] 3.1
	c49
	c49
	[116] 3.1
	c49
	c49

	33
	Route
	[26] 20.34
	m
	m
	[26] 20.34
	m
	m

	33A
	Security-Client
	[48] 2.3.1
	x
	x
	[48] 2.3.1
	c31
	c31

	33B
	Security-Verify
	[48] 2.3.1
	x
	x
	[48] 2.3.1
	c31
	c31

	33C
	Send-Info
	[25] 6.2.2
	c65
	c65
	[25] 6.2.2
	c66
	c66

	33D
	Session-Expires
	[58] 4
	c36
	c36
	[58] 4
	c36
	c36

	34
	Subject
	[26] 20.36
	m
	m
	[26] 20.36
	i
	i

	35
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	c8
	c8

	36
	Timestamp
	[26] 20.38
	m
	m
	[26] 20.38
	i
	i

	37
	To
	[26] 20.39
	m
	m
	[26] 20.39
	m
	m

	37A
	Trigger-Consent
	[125] 5.11.2
	c55
	c55
	[125] 5.11.2
	c56
	c56

	38
	User-Agent
	[26] 20.41
	m
	m
	[26] 20.41
	i
	i

	38A
	User-to-User
	[126] 7
	c57
	c57
	[126] 7
	c58
	c58

	39
	Via
	[26] 20.42
	m
	m
	[26] 20.42
	m
	m

	c1:
IF A.4/20 THEN m ELSE i - - SIP specific event notification extension.

c2:
IF A.162/10 THEN n/a ELSE m - - suppression or modification of alerting information data.

c3:
IF A.162/10 THEN m ELSE i - - suppression or modification of alerting information data.

c4:
IF A.162/9 THEN m ELSE i - - insertion of date in requests and responses.

c5:
IF A.162/19A OR A.162/19B THEN m ELSE i - - reading, adding or concatenating the Organization header.

c6:
IF A.3/2 OR A.3/4 THEN m ELSE i - - P-CSCF or S-CSCF.

c7:
IF A.162/11 OR A.162/13 THEN m ELSE i - - reading the contents of the Require header before proxying the request or response or adding or modifying the contents of the Require header before proxying the request or response for methods other than REGISTER.

c8:
IF A.162/16 THEN m ELSE i - - reading the contents of the Supported header before proxying the response.

c9:
IF A.162/26 THEN m ELSE n/a - - SIP extensions for media authorization.

c11:
IF A.162/14 THEN m ELSE i - - the requirement to be able to insert itself in the subsequent transactions in a dialog.

c12:
IF A.162/19C OR A.162/19D THEN m ELSE i - - reading, adding or concatenating the Call-Info header.

c13:
IF A.162/8A THEN m ELSE i - - authentication between UA and proxy.

c14:
IF A.162/30A OR A.162/30C THEN m ELSE n/a - - act as first entity within the trust domain for asserted identity, act as entity passing on identity transparently independent of trust domain.

c15:
IF A.162/30 THEN m ELSE n/a - - extensions to the Session Initiation Protocol (SIP) for asserted identity within trusted networks.

c16:
IF A.162/30A or A.162/30B THEN m ELSE i - - extensions to the Session Initiation Protocol (SIP) for asserted identity within trusted networks or subsequent entity within trust network that can route outside the trust network.

c17:
IF A.162/31 THEN m ELSE n/a - - a privacy mechanism for the Session Initiation Protocol (SIP).

c18:
IF A.162/31D OR A.162/31G THEN m ELSE IF A.162/31C THEN i ELSE n/a - - application of the privacy option "header" or application of the privacy option "id" or passing on of the Privacy header transparently.

c19:
IF A.162/37 THEN m ELSE n/a - - the P-Called-Party-ID header extension.

c20:
IF A.162/37 THEN i ELSE n/a - - the P-Called-Party-ID header extension.

c21:
IF A.162/37 AND A.3/2 THEN m ELSE IF A.162/37 AND (A.3/3 OR A.3/9A) THEN i ELSE n/a - - the P-Called-Party-ID header extension and P-CSCF or (I-CSCF or IBCF (THIG)).

c22:
IF A.162/38 THEN m ELSE n/a - - the P-Visited-Network-ID header extension.

c23:
IF A.162/39 THEN m ELSE i - - reading, or deleting the P-Visited-Network-ID header before proxying the request or response.

c24:
IF A.162/45 THEN m ELSE n/a - - the P-Charging-Vector header extension.

c25:
IF A.162/46 THEN m ELSE IF A.162/45 THEN i ELSE n/a - - adding, deleting, reading or modifying the P-Charging-Vector header before proxying the request or response or the P-Charging-Vector header extension.

c26:
IF A.162/44 THEN m ELSE n/a - - the P-Charging-Function-Addresses header extension.

c27:
IF A.162/44A THEN m ELSE IF A.162/44 THEN i ELSE n/a - - adding, deleting or reading the P-Charging-Function-Addresses header before proxying the request or response, or the P-Charging-Function-Addresses header extension.

c28:
IF A.162/43 THEN x ELSE IF A.162/41 THEN m ELSE n/a - - act as subsequent entity within trust network for access network information that can route outside the trust network, the P-Access-Network-Info header extension.

c29:
IF A.162/43 THEN m ELSE IF A.162/41 THEN i ELSE n/a - - act as subsequent entity within trust network for access network information that can route outside the trust network, the P-Access-Network-Info header extension.

c30:
IF A.162/43 OR (A.162/41 AND A.3/2) THEN m ELSE IF A.162/41 THEN i ELSE n/a - - act as subsequent entity within trust network for access network information that can route outside the trust network, the P-Access-Network-Info header extension (with or without P-CSCF).

c31:
IF A.162/47 THEN m ELSE n/a - - security mechanism agreement for the session initiation protocol.

c32:
IF A.162/48 THEN m ELSE n/a - - the Reason header field for the session initiation protocol.

c33:
IF A.162/48 THEN i ELSE n/a - - the Reason header field for the session initiation protocol.

c34:
IF A.162/50 THEN m ELSE n/a - - caller preferences for the session initiation protocol.

c35:
IF A.162/50 AND A.4/3 THEN m ELSE IF A.162/50 AND NOT A.4/3 THEN i ELSE n/a - - caller preferences for the session initiation protocol, and S-CSCF.

c36: 

IF A.162/52 THEN m ELSE n/a - - the SIP session timer.

c37:
IF A.162/53 THEN i ELSE n/a - - the SIP Referred-By mechanism.

c38:
IF A.162/53 THEN m ELSE n/a - - the SIP Referred-By mechanism.

c39:
IF A.162/54 THEN m ELSE n/a - - the Session Inititation Protocol (SIP) "Replaces" header.

c40:
IF A.162/54 THEN i ELSE n/a - - the Session Inititation Protocol (SIP) "Replaces" header.

c41:
IF A.162/55 THEN m ELSE n/a - - the Session Inititation Protocol (SIP) "Join" header.

c42:
IF A.162/55 THEN i ELSE n/a - - the Session Inititation Protocol (SIP) "Join" header.

c43:
IF A.162/57 THEN m ELSE n/a - - an extension to the session initiation protocol for request history information.

c44:
IF A.162/60 THEN m ELSE n/a - - the P-User-Database private header extension.

c45:
IF A.162/66A THEN m ELSE n/a - - making the first query to the database in order to populate the P-Profile-Key header.

c46:
IF A.162/66B THEN m ELSE n/a - - using the information in the P-Profile-Key header.

c47:
IF A.162/70 THEN m ELSE n/a - - SIP location conveyance.

c48:
IF A.162/70A THEN m ELSE IF A.162/70B THEN i ELSE n/a - - addition or modification of location in a SIP method, passes on locations in SIP method without modification.
c49:
IF A.162/80 THEN m ELSE n/a - - communications resource priority for the session initiation protocol.
c50:
IF A.162/76 THEN m ELSE n/a - - the SIP P-Early-Media private header extension for authorization of early media.

c51:
IF A.162/76 THEN (IF A.3/2 THEN m ELSE i) ELSE n/a - - P-CSCF, using the information in the P-Early-Media header.

c52:
IF A.162/84A THEN m ELSE n/a - - act as authentication entity within the trust domain for asserted service.

c53:
IF A.162/84 THEN m ELSE n/a - - identification of communication services in the session initiation protocol.
c54:
IF A.162/84 OR A.162/30B THEN m ELSE i - - identification of communication services in the session initiation protocol or subsequent entity within trust network that can route outside the trust network.

c55:
IF A.162/85 THEN m ELSE n/a - - a framework for consent-based communications in SIP.

c56:
IF A.162/85 THEN i ELSE n/a - - a framework for consent-based communications in SIP.

c57:
IF A.162/86 THEN m - - transporting user to user information for call centers using SIP.
c58:
IF A.162/86 THEN i - - transporting user to user information for call centers using SIP.

c59:
IF A.162/87 THEN m ELSE n/a - - the SIP P-Private-Network-Indication private-header (P-Header).

c60:
IF A.162/88 THEN m - - the SIP P-Served-User private header.

c61:
IF A.162/90 THEN o ELSE n/a - - the P-Debug-ID header field for the session initiation protocol.

c62:
IF A.162/90 THEN m ELSE n/a - - the P-Debug-ID header field for the session initiation protocol.

c63:
IF A.162/81 THEN m ELSE n/a - - addressing an amplification vulnerability in session initiation protocol forking proxies.
c64:
IF A.162/81 AND A.162/6 THEN m ELSE IF A.162/81 AND NOT A.162/6 THEN i ELSE n/a - - addressing an amplification vulnerability in session initiation protocol forking proxies, forking of initial requests.
c65:
IF A.162/20 THEN m ELSE n/a - - SIP INFO method and package framework.

c66:
IF A.162/20 THEN i ELSE n/a - - SIP INFO method and package framework.
c67: 
IF A.162/97 THEN m ELSE n/a - - requesting answering modes for SIP.
c68: 
IF NOT A.162/97 THEN n/a ELSE IF A.162/97A THEN m ELSE i - - requesting answering modes for SIP, adding, deleting or reading the Answer-Mode header or Priv-Answer-Mode header before proxying the request or response.

c69:
IF A.162/30C THEN m ELSE x - - act as entity passing on identity transparently independent of trust domain.

	NOTE:
c1 refers to the UA role major capability as this is the case of a proxy that also acts as a UA specifically for SUBSCRIBE and NOTIFY.


Prerequisite A.163/8 - - INVITE request

Table A.205: Supported message bodies within the INVITE request

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	XML Schema for PSTN
	[11B]
	
	c1
	[11B]
	
	i

	c1:
A.3/3 OR A.3/4 OR A.3/5 OR A.3/7C OR A.3/9A OR A.3/10 OR A.3/11 THEN m ELSE n/a - - I-CSCF, S-CSCF, BGCF, AS acting as proxy, IBCF (THIG), additional routeing functionality, E-CSCF.


Prerequisite A.163/9 - - INVITE response

Prerequisite: A.164/1 - - Additional for 100 (Trying) response

Table A.206: Supported header fields within the INVITE response

	Item
	Header field
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	Call-ID
	[26] 20.8
	m
	m
	[26] 20.8
	m
	m

	2
	Content-Length
	[26] 20.14
	m
	m
	[26] 20.14
	m
	m

	3
	Cseq
	[26] 20.16
	m
	m
	[26] 20.16
	m
	m

	4
	Date
	[26] 20.17
	c1
	c1
	[26] 20.17
	c2
	c2

	5
	From
	[26] 20.20
	m
	m
	[26] 20.20
	m
	m

	5A
	P-Debug-ID
	[140]
	o
	c37
	[140]
	o
	c38

	6
	To
	[26] 20.39
	m
	m
	[26] 20.39
	m
	m

	7
	Via
	[26] 20.42
	m
	m
	[26] 20.42
	m
	m

	c1:
IF (A.162/9 AND A.162/5) OR A.162/4 THEN m ELSE n/a - - stateful proxy behaviour that inserts date, or stateless proxies.

c2:
IF A.162/4 THEN i ELSE m - - Stateless proxy passes on.

c3:
IF A.162/90 THEN o ELSE n/a - - the P-Debug-ID header field for the session initiation protocol.

c4:
IF A.162/90 THEN m ELSE n/a - - the P-Debug-ID header field for the session initiation protocol.


Prerequisite A.163/9 - - INVITE response for all remaining status-codes

Table A.207: Supported header fields within the INVITE response

	Item
	Header field
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	0A
	Allow
	[26] 20.5
	m
	m
	[26] 20.5
	i
	i

	1
	Call-ID
	[26] 20.8
	m
	m
	[26] 20.8
	m
	m

	1A
	Call-Info
	[26] 20.9
	m
	m
	[26] 20.9
	c4
	c4

	2
	Content-Disposition
	[26] 20.11
	m
	m
	[26] 20.11
	i
	c3

	3
	Content-Encoding
	[26] 20.12
	m
	m
	[26] 20.12
	i
	c3

	4
	Content-Language
	[26] 20.13
	m
	m
	[26] 20.13
	i
	c3

	5
	Content-Length
	[26] 20.14
	m
	m
	[26] 20.14
	m
	m

	6
	Content-Type
	[26] 20.15
	m
	m
	[26] 20.15
	i
	c3

	7
	Cseq
	[26] 20.16
	m
	m
	[26] 20.16
	m
	m

	8
	Date
	[26] 20.17
	m
	m
	[26] 20.17
	c1
	c1

	8A
	Expires
	[26] 20.19
	m
	m
	[26] 20.19
	i
	i

	9
	From
	[26] 20.20
	m
	m
	[26] 20.20
	m
	m

	9A
	History-Info
	[66] 4.1
	c17
	c17
	[66] 4.1
	c17
	c17

	10
	MIME-Version
	[26] 20.24
	m
	m
	[26] 20.24
	i
	c3

	11
	Organization
	[26] 20.25
	m
	m
	[26] 20.25
	c2
	c2

	11A
	P-Access-Network-Info
	[52] 4.4
	c14
	c14
	[52] 4.4
	c15
	c15

	11B
	P-Asserted-Identity
	[34] 9.1
	c6
	c6
	[34] 9.1
	c7
	c7

	11C
	P-Charging-Function-Addresses
	[52] 4.5
	c12
	c12
	[52] 4.5
	c13
	c13

	11D
	P-Charging-Vector
	[52] 4.6
	c10
	c10
	[52] 4.6
	c11
	c11

	11E
	P-Debug-ID
	[140]
	o
	c22
	[140]
	o
	c23

	11F
	P-Preferred-Identity
	[34] 9.2
	x
	x
	[34] 9.2
	c5
	n/a

	11G
	Privacy
	[33] 4.2
	c8
	c8
	[33] 4.2
	c9
	c9

	11H
	Reply-To
	[26] 20.31
	m
	m
	[26] 20.31
	i
	i

	11I
	Require
	[26] 20.32
	m
	m
	[26] 20.32
	c16
	c16

	11J
	Server
	[26] 20.35
	m
	m
	[26] 20.35
	i
	i

	12
	Timestamp
	[26] 20.38
	m
	m
	[26] 20.38
	i
	i

	13
	To
	[26] 20.39
	m
	m
	[26] 20.39
	m
	m

	13A
	User-Agent
	[26] 20.41
	m
	m
	[26] 20.41
	i
	i

	13B
	User-to-User
	[126] 7
	c20
	c20
	[126] 7
	c21
	c21

	14
	Via
	[26] 20.42
	m
	m
	[26] 20.42
	m
	m

	15
	Warning
	[26] 20.43
	m
	m
	[26] 20.43
	i
	i

	c1:
IF A.162/9 THEN m ELSE i - - insertion of date in requests and responses.

c2:
IF A.162/19A OR A.162/19B THEN m ELSE i - - reading, adding or concatenating the Organization header.

c3:
IF A.3/2 OR A.3/4 THEN m ELSE i - - P-CSCF or S-CSCF.

c4:
IF A.162/19C OR A.162/19D THEN m ELSE i - - reading, adding or concatenating the Call-Info header.

c5:
IF A.162/30A THEN m ELSE n/a - - act as first entity within the trust domain for asserted identity.

c6:
IF A.162/30 THEN m ELSE n/a - - extensions to the Session Initiation Protocol (SIP) for asserted identity within trusted networks.

c7:
IF A.162/30A or A.162/30B THEN m ELSE i - - extensions to the Session Initiation Protocol (SIP) for asserted identity within trusted networks or subsequent entity within trust network that can route outside the trust network.

c8:
IF A.162/31 THEN m ELSE n/a - - a privacy mechanism for the Session Initiation Protocol (SIP).

c9:
IF A.162/31D OR A.162/31G THEN m ELSE IF A.162/31C THEN i ELSE n/a - - application of the privacy option "header" or application of the privacy option "id" or passing on of the Privacy header transparently.

c10:
IF A.162/45 THEN m ELSE n/a - - the P-Charging-Vector header extension.

c11:
IF A.162/46 THEN m ELSE IF A.162/45 THEN i ELSE n/a - - adding, deleting, reading or modifying the P-Charging-Vector header before proxying the request or response or the P-Charging-Vector header extension.

c12:
IF A.162/44 THEN m ELSE n/a - - the P-Charging-Function-Addresses header extension.

c13:
IF A.162/44A THEN m ELSE IF A.162/44 THEN i ELSE n/a - - adding, deleting or reading the P-Charging-Function-Addresses header before proxying the request or response, or the P-Charging-Function-Addresses header extension.

c14:
IF A.162/43 THEN x ELSE IF A.162/41 THEN m ELSE n/a - - act as subsequent entity within trust network for access network information that can route outside the trust network, the P-Access-Network-Info header extension.

c15:
IF A.162/43 THEN m ELSE IF A.162/41 THEN i ELSE n/a - - act as subsequent entity within trust network for access network information that can route outside the trust network, the P-Access-Network-Info header extension.

c16:
IF A.162/11 OR A.162/13 THEN m ELSE i - - reading the contents of the Require header before proxying the request or response or adding or modifying the contents of the Require header before proxying the request or response for methods other than REGISTER.

c17:
IF A.162/57 THEN m ELSE n/a - - an extension to the session initiation protocol for request history information.

c18:
IF A.162/70 THEN m ELSE n/a - - SIP location conveyance.

c19:
IF A.162/70A THEN m ELSE IF A.162/70B THEN i ELSE n/a - - addition or modification of location in a SIP method, passes on locations in SIP method without modification.

c20:
 IF A.162/86 THEN m - - transporting user to user information for call centers using SIP.
c21:
 IF A.162/86 THEN i - - transporting user to user information for call centers using SIP.

c22:
IF A.162/90 THEN o ELSE n/a - - the P-Debug-ID header field for the session initiation protocol.

c23:
IF A.162/90 THEN m ELSE n/a - - the P-Debug-ID header field for the session initiation protocol.


Prerequisite A.163/9 - - INVITE response

Prerequisite: A.164/101A - - Additional for 18x response

Table A.208: Supported header fields within the INVITE response

	Item
	Header field
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	4
	Contact
	[26] 20.10
	m
	m
	[26] 20.10
	i
	i

	5
	P-Answer-State
	[111]
	c13
	c13
	[111]
	c14
	c14

	5A
	P-Early-Media
	[109] 8
	o
	c11
	[109] 8
	o
	c12

	6
	P-Media-Authorization
	[31] 5.1
	c9
	x
	[31] 5.1
	n/a
	n/a

	6a
	Reason
	[130]
	o
	c18
	[130]
	o
	c18

	7
	Record-Route
	[26] 20.10
	m
	m
	[26] 20.10
	c15
	c15

	8
	Recv-Info
	[25] 6.2.3
	c16
	c16
	[25] 6.2.3
	c17
	c17

	9
	Rseq
	[27] 7.1
	m
	m
	[27] 7.1
	i
	i

	10
	Send-Info
	[25] 6.2.2
	c16
	c16
	[25] 6.2.2
	c17
	c17

	11
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	i
	i

	c9:
IF A.162/26 THEN m ELSE n/a - - SIP extensions for media authorization.

c11:
IF A.162/76 THEN m ELSE n/a - - the SIP P-Early-Media private header extension for authorization of early media.

c12:
IF A.162/76 THEN (IF A.3/2 THEN m ELSE i) ELSE n/a - - P-CSCF, using the information in the P-Early-Media header.
c13:
IF A.162/75 THEN m ELSE n/a - - the P-Answer-State header extension to the session initiation protocol for the open mobile alliance push to talk over cellular.

c14:
IF A.162/75 THEN i ELSE n/a - - the P-Answer-State header extension to the session initiation protocol for the open mobile alliance push to talk over cellular.

c15:
IF A.162/14 THEN m ELSE i - - the requirement to be able to insert itself in the subsequent transactions in a dialog.
c16:
IF A.162/20 THEN m ELSE n/a - - SIP INFO method and package framework.

c17:
IF A.162/20 THEN i ELSE n/a - - SIP INFO method and package framework.
c18:
IF A.162/48A THEN o ELSE n/a - - use of the Reason header field in Session Initiation Protocol (SIP) responses.


Prerequisite A.163/9 - - INVITE response

Prerequisite: A.164/5A - - Additional for 199 (Early Dialog Terminated) response

Table A.208A: Supported header fields within the INVITE response

	Item
	Header field
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	4
	Contact
	[26] 20.10
	m
	m
	[26] 20.10
	i
	i

	5
	Reason
	[130]
	o
	c18
	[130]
	o
	c18

	7
	Record-Route
	[26] 20.10
	m
	m
	[26] 20.10
	c15
	c15

	8
	Recv-Info
	[25] 6.2.3
	c16
	c16
	[25] 6.2.3
	c17
	c17

	9
	Rseq
	[27] 7.1
	m
	m
	[27] 7.1
	i
	i

	10
	Send-Info
	[25] 6.2.2
	c16
	c16
	[25] 6.2.2
	c17
	c17

	11
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	i
	i

	c15:
IF A.162/14 THEN m ELSE i - - the requirement to be able to insert itself in the subsequent transactions in a dialog.
c16:
IF A.162/20 THEN m ELSE n/a - - SIP INFO method and package framework.

c17:
IF A.162/20 THEN i ELSE n/a - - SIP INFO method and package framework.
c18:
IF A.162/48A THEN o ELSE n/a - - use of the Reason header field in Session Initiation Protocol (SIP) responses.


Prerequisite A.163/9 - - INVITE response

Prerequisite: A.164/102 - - Additional for 2xx response

Table A.209: Supported header fields within the INVITE response

	Item
	Header field
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	Accept
	[26] 20.1
	m
	m
	[26] 20.1
	i
	i

	1A
	Accept-Encoding
	[26] 20.2
	m
	m
	[26] 20.2
	i
	i

	1B
	Accept-Language
	[26] 20.3
	m
	m
	[26] 20.3
	i
	i

	1C
	Accept-Resource-Priority
	[116] 3.2
	c12
	c12
	[116] 3.2
	c12
	c12

	2
	Allow-Events
	[28] 7.2.2
	m
	m
	[28] 7.2.2
	c1
	c1

	3
	Answer-Mode
	[158]
	c19
	c19
	[158]
	c20
	c20

	4
	Authentication-Info
	[26] 20.6
	m
	m
	[26] 20.6
	i
	i

	6
	Contact
	[26] 20.10
	m
	m
	[26] 20.10
	i
	i

	7
	P-Answer-State
	[111]
	c13
	c13
	[111]
	c14
	c14

	8
	P-Media-Authorization
	[31] 5.1
	c9
	x
	[31] 5.1
	n/a
	n/a

	8A
	Priv-Answer-Mode
	[158]
	c19
	c19
	[158]
	c20
	c20

	
	
	
	
	
	
	
	

	9
	Record-Route
	[26] 20.30
	m
	m
	[26] 20.30
	c3
	c3

	9A
	Recv-Info
	[25] 6.2.3
	c17
	c17
	[25] 6.2.3
	c18
	c18

	9B
	Send-Info
	[25] 6.2.2
	c17
	c17
	[25] 6.2.2
	c18
	c18

	10
	Session-Expires
	[58] 4
	c11
	c11
	[58] 4
	c11
	c11

	13
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	i
	i

	c1:
IF A.4/20 THEN m ELSE i - - SIP specific event notification extension.

c3:
IF A.162/14 THEN m ELSE i - - the requirement to be able to insert itself in the subsequent transactions in a dialog.

c9:
IF A.162/26 THEN m ELSE n/a - - SIP extensions for media authorization.

c11:

IF A.162/52 THEN m ELSE n/a - - the SIP session timer.

c12:
IF A.162/80 THEN m ELSE n/a - - communications resource priority for the session initiation protocol.
c13:
IF A.162/75 THEN m ELSE n/a - - the P-Answer-State header extension to the session initiation protocol for the open mobile alliance push to talk over cellular.

c14:
IF A.162/75 THEN i ELSE n/a - - the P-Answer-State header extension to the session initiation protocol for the open mobile alliance push to talk over cellular.
c17:
IF A.162/20 THEN m ELSE n/a - - SIP INFO method and package framework.

c18:
IF A.162/20 THEN i ELSE n/a - - SIP INFO method and package framework.
c19: 
IF A.162/97 THEN m ELSE n/a - - requesting answering modes for SIP.
c20: 
IF NOT A.162/97 THEN n/a ELSE IF A.162/97A THEN m ELSE i - - requesting answering modes for SIP, adding, deleting or reading the Answer-Mode header or Priv-Answer-Mode header before proxying the request or response.


Prerequisite A.163/9 - - INVITE response

Prerequisite: A.164/103 OR A.164/104 OR A.164/105 OR A.164/106 - - Additional for 3xx – 6xx response

Table A.209A: Supported header fields within the INVITE response

	Item
	Header field
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	Error-Info
	[26] 20.18
	m
	m
	[26] 20.18
	i
	i

	2
	Reason
	[130]
	o
	c1
	[130]
	o
	c1

	c1:
IF A.162/48A THEN o ELSE n/a - - use of the Reason header field in Session Initiation Protocol (SIP) responses.


Prerequisite A.163/9 - - INVITE response

Prerequisite: A.164/103 OR A.164/35 - - Additional for 3xx or 485 (Ambiguous) response

Table A.210: Supported header fields within the INVITE response

	Item
	Header field
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	4
	Contact
	[26] 20.10
	m
	m
	[26] 20.10
	c1
	c1

	c1:
IF A.162/19E THEN m ELSE i - - deleting Contact headers.


Prerequisite A.163/9 - - INVITE response

Prerequisite: A.164/14 - - Additional for 401 (Unauthorized) response

Table A.211: Supported header fields within the INVITE response

	Item
	Header field
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	6
	Proxy-Authenticate
	[26] 20.27
	m
	m
	[26] 20.27
	m
	m

	15
	WWW-Authenticate
	[26] 20.44
	o
	
	[26] 20.44
	o
	


Prerequisite A.163/9 - - INVITE response

Prerequisite: A.164/17 OR A.164/23 OR A.164/30 OR A.164/36 OR A.164/50 OR A.164/51 - - Additional for 404 (Not Found), 413 (Request Entity Too Large), 480(Temporarily not available), 486 (Busy Here), 500 (Internal Server Error), 600 (Busy Everywhere), 603 (Decline) response

Table A.212: Supported header fields within the INVITE response

	Item
	Header field
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	8
	Retry-After
	[26] 20.33
	m
	m
	[26] 20.33
	i
	i

	12
	Via
	[26] 20.42
	m
	m
	[26] 20.42
	m
	m


Table A.213: Void

Prerequisite A.163/9 - - INVITE response

Prerequisite: A.164/20 - - Additional for 407 (Proxy Authentication Required) response

Table A.214: Supported header fields within the INVITE response

	Item
	Header field
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	6
	Proxy-Authenticate
	[26] 20.27
	m
	m
	[26] 20.27
	m
	m

	11
	WWW-Authenticate
	[26] 20.44
	m
	m
	[26] 20.44
	i
	i


Prerequisite A.163/9 - - INVITE response

Prerequisite: A.164/25 - - Additional for 415 (Unsupported Media Type) response

Table A.215: Supported header fields within the INVITE response

	Item
	Header field
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	Accept
	[26] 20.1
	m
	m
	[26] 20.1
	i
	i

	2
	Accept-Encoding
	[26] 20.2
	m
	m
	[26] 20.2
	i
	i

	3
	Accept-Language
	[26] 20.3
	m
	m
	[26] 20.3
	i
	i


Prerequisite A.163/9 - - INVITE response

Prerequisite: A.164/26A - - Additional for 417 (Unknown Resource-Priority) response

Table A.215A: Supported header field
s within the INVITE response

	Item
	Header field
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	Accept-Resource-Priority
	[116] 3.2
	c1
	c1
	[116] 3.2
	c1
	c1

	c1:
IF A.162/80 THEN m ELSE n/a - - communications resource priority for the session initiation protocol.


Prerequisite A.163/9 - - INVITE response

Prerequisite: A.164/27 - - Additional for 420 (Bad Extension) response

Table A.216: Supported header fields within the INVITE response

	Item
	Header field
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	10
	Unsupported
	[26] 20.40
	m
	m
	[26] 20.40
	c3
	c3

	c3:
IF A.162/18 THEN m ELSE i - - reading the contents of the Unsupported header before proxying the 420 response to a method other than REGISTER.


Prerequisite A.163/9 - - INVITE response

Prerequisite: A.164/28 OR A.164/41A - - Additional for 421 (Extension Required), 494 (Security Agreement Required) response

Table A.216A: Supported header fields within the INVITE response

	Item
	Header field
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	3
	Security-Server
	[48] 2
	c1
	c1
	[48] 2
	n/a
	n/a

	c1:
IF A.162/47 THEN m ELSE n/a - - security mechanism agreement for the session initiation protocol.


Prerequisite A.16/9 - - INVITE response

Prerequisite: A.164/28A - - Additional for 422 (Session Interval Too Small) response

Table A.216B: Supported header fields within the INVITE response

	Item
	Header field
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	Min-SE
	[58] 5
	c1
	c1
	[58] 5
	c1
	c1

	c1: 

IF A.162/52 THEN m ELSE n/a - - the SIP session timer.


Table A.217: Void

Table A.217A: Void

Prerequisite A.163/9 - - INVITE response

Prerequisite: A.164/29G - - Additional for 470 (Consent Needed) response

Table A.217AA: Supported header fields within the INVITE response

	Item
	Header field
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	Permission-Missing
	[125] 5.9.3
	m
	m
	[125] 5.9.3
	m
	m


Prerequisite A.163/9 - - INVITE response

Prerequisite: A.164/45 - - 503 (Service Unavailable)

Table A.217B: Supported header fields within the INVITE response

	Item
	Header field
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	8
	Retry-After
	[26] 20.33
	m
	m
	[26] 20.33
	i
	i




Table A.217C: Void
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	


Prerequisite A.163/9 - - INVITE response

Table A.218: Supported message bodies within the INVITE response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	XML Schema for PSTN
	[11B]
	
	c1
	[11B]
	
	i

	c1:
A.3/3 OR A.3/4 OR A.3/5 OR A.3/7C OR A.3/9A OR A.3/10 OR A.3/11 THEN m ELSE n/a - - I-CSCF, S-CSCF, BGCF, AS acting as proxy, IBCF (THIG), additional routeing functionality, E-CSCF.
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