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***CHANGE***
7.1
Introduction

This clause specifies the procedures for call origination for when an ICS UE originates a session, establishing the service control signalling path either over the Gm interface or the I1 interface, and when a non-ICS UE originates a session achieving IMS service control via an MSC server enhanced for ICS. The associated procedures for the SCC AS and MSC server enhanced for ICS are also specified in this clause. 

Subclause A.4 provides examples of signalling flows for call origination.

***CHANGE***
7.2.4
ICS UE using I1
Editor’s note: It has to be stated that the procedures related to I1 are optional to be supported.
When the ICS UE originates an I1 session using the I1 reference point, the ICS UE shall:

 1)
generate an I1 Invite message toward the SCC AS in accordance with subclause 6.2.1.2.1 in 3GPP TS 24.294 [11B]; and

2)
select the transport layer protocol depending on the access network type, and forward the I1 Invite message toward the SCC AS.

When the ICS UE receives an I1 Progress message containing the SSC AS PSI DN (i.e. the E.164 number), the ICS UE shall initiates the call over the CS domain by sending a SETUP message to the MSC Server as specified in 3GPP TS 24.008 [3] with following addition:

1) the Called Party Number information element is set to the SSC AS PSI DN (i.e. the E.164 number) received in the I1 Progress message; and 

2) the Calling Party Number information element is set to the same value (i.e. the E.164 number) that was included in the To-id information element of the initial I1 Invite message.
Editor's note:
It is FFS if the ICS UE uses the Calling Party Number IE because the MSISDN is asserted by the MSC. If the use of the Calling Party Number IE is allowed only if an E.164 number was received in the To-id information element then this needs to be qualified.

When the ICS UE receives an I1 Success message, the ICS UE shall consider that the I1 session and the associated CS voice media has been established.
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