TSG CT Meeting #47
CP-100022
17 - 19 March 2010, Vienna, AUSTRIA

Source:
3GPP TSG CT WG4
Title:
Corrections on GTP C Pack 2/2
Agenda item:
11.2
Document for:
Approval
	C4 Tdoc
	Title
	Spec
	CR
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	Cat
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	C4-100853
	Indirect Data forwarding for GTPv1
	29.060
	0743
	1
	F
	8.10.0

	C4-100854
	Indirect Data forwarding for GTPv1
	29.060
	0744
	1
	A
	9.1.0

	C4-100855
	APN IE description correction
	29.274
	0517
	1
	F
	8.4.0

	C4-100856
	APN IE description correction
	29.274
	0518
	1
	A
	9.1.0

	C4-100865
	Granularity
	29.274
	0531
	1
	F
	8.4.0

	C4-100866
	Granularity
	29.274
	0530
	1
	A
	9.1.0

	C4-100875
	Modify RAB Context Octet Sequence Number_R8
	29.274
	0547
	1
	F
	8.4.0

	C4-100876
	Modify RAB Context Octet Sequence Number
	29.274
	0548
	1
	A
	9.1.0

	C4-100877
	Revive the cause value "User Authentication Failed" in the Create Session Response
	29.274
	0549
	1
	F
	8.4.0

	C4-100878
	Revive the cause value "User Authentication Failed" in the Create Session Response
	29.274
	0550
	1
	A
	9.1.0

	C4-100905
	Essential correction to the F-TEID IE
	29.274
	0580
	1
	F
	8.4.0

	C4-100906
	Essential correction to the F-TEID IE
	29.274
	0581
	1
	A
	9.1.0

	C4-100912
	Removal of indirect uplink data forwarding from Inter RAT handovers
	29.274
	0586
	1
	F
	8.4.0

	C4-100913
	Removal of indirect uplink data forwarding from Inter RAT handovers
	29.274
	0587
	1
	A
	9.1.0

	C4-100959
	P-TMSI Signature
	29.274
	0519
	2
	F
	8.4.0

	C4-100960
	P-TMSI Signature
	29.274
	0520
	2
	A
	9.1.0

	C4-100971
	Essential correction to the MM context IE type
	29.274
	0494
	5
	F
	8.4.0

	C4-100972
	Essential correction to the MM context IE type
	29.274
	0495
	5
	A
	9.1.0

	C4-100973
	Fix PDN Connection Grouped Type
	29.274
	0555
	2
	F
	8.4.0

	C4-100974
	Fix PDN Connection Grouped Type
	29.274
	0556
	2
	A
	9.1.0

	C4-100975
	Correction on the down link notification failure procedure
	29.274
	0557
	2
	F
	8.4.0

	C4-100976
	Correction on the down link notification failure procedure
	29.274
	0558
	2
	A
	9.1.0

	C4-100978
	Correction of the presence condtion of IEs
	29.274
	0564
	2
	F
	8.4.0

	C4-100979
	Correction of the presence condtion of IEs
	29.274
	0565
	2
	A
	9.1.0

	C4-100980
	PFI IE
	29.274
	0568
	2
	F
	8.4.0

	C4-100981
	PFI IE
	29.274
	0569
	2
	A
	9.1.0

	C4-100982
	Essential correction to the Create Bearer Request message
	29.274
	0576
	2
	F
	8.4.0

	C4-100983
	Essential correction to the Create Bearer Request message
	29.274
	0577
	2
	A
	9.1.0

	C4-100985
	Essential correction to Modify Bearer Request for non-3GPP to 3GPP handover
	29.274
	0583
	2
	A
	9.1.0

	C4-100990
	Essential correction to Modify Bearer Request for non-3GPP to 3GPP handover
	29.274
	0582
	3
	F
	8.4.0


